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1. Overall Description:

Reply to S2-1912763:
RAN3 thanks SA2 for their reply LS and for proposing two options for the introduction of UE specific DRX.
In RAN3#107bis-e, RAN3 discussed the feasibility of the two options and preference from RAN3 point of view and would like to provide the following feedback:
· From RAN3 point of view, both options are feasible.
· [bookmark: _GoBack]From RAN3 point of view, option 2 is preferred.

Reply to C1-201024:
RAN3 thanks CT1 for their question on “When the UE is accessing via NB-IoT, is the legacy MME is mandated to provide the stored UE specific DRX value, that was requested by the UE over NAS, in the S1 paging message to the eNB”.
In RAN3#107bis-e, RAN3 discussed this issue and decides to introduce UE specific DRX for NB-IoT(e.g. NB-IoT Paging DRX IE) in S1AP/NBAP PAGING message. Thus the legacy Paging DRX IE in S1AP/NBAP PAGING message does not take effect for NB-IoT, and whether it is provided in legacy MME can be based on the MME implementation. 

2. Actions:
To SA2, CT1, RAN2, SA:
[bookmark: OLE_LINK6]RAN3 respectfully asks SA2, CT1 and RAN2 to take above information into account. 

3. Date of Next TSG-RAN WG2 Meetings:
3GPP RAN3#108-e 		25 - 29 May, 2020    			TBD
3GPP RAN3#109	               24 - 28 Aug 2020   			TBD
