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1 Introduction
At RAN2 109e meeting, RAN2 sent a LS[1] to CT1, SA1 and SA2 for NPN manual network selection and currently there is no further agreement. In this contribution, we discuss the impacts on RAN3.
2 Discussion

In LS[1], there are some issues on NPN manual network selection as below:
	RAN2 understanding is that after manual CAG ID selection by UE NAS the UE AS shall select a cell that supports the manually selected CAG ID in order to perform the registration procedure triggered by UE NAS. RAN2 is seeking further guidance on the manual CAG ID selection issue. RAN2 has the following questions:

Question 1.1; TO: SA2; CC: CT1: 

If a UE performs manual CAG selection and a successful registration, then whether the UE shall stay on cells supporting the manually selected CAG ID in RRC_CONNECTED state especially in the case when after registration the Allowed CAG List in the UE does not contain the manually selected CAG ID?
Question 1.2; TO: SA2; CC: CT1

Shall a UE prioritize for cell reselection the cells supporting the manually selected CAG ID over other suitable cells that do not support the manually selected CAG ID after a successful registration?
Question 1.3; TO: CT1:

It is RAN2 understanding that the UE NAS provide the manually selected CAG ID to UE AS. Is the manually selected CAG ID provided as part of the allowed CAG list, or as a separate element?


From the questions above, we can see that some basic points of view for manual CAG selection have not be achieved, such as whether the manually selected CAG ID should be included in the Allowed CAG List of the UE. The answers to these questions have an impact on many procedures for RAN3,e.g. whether selected CAG id should be aware by the network and whether selected CAG id should be propagated during handover procedure. Since SA2 is still discussing on this topic,it is proposed for RAN3 to wait for the reply from SA2/SA1.
Proposal 1: It is proposed for RAN3 to wait for the reply from SA2/SA1 on manual CAG selection.
3 Conclusions
Based on the discussion in section 2 the followings are proposed:
Proposal 1: It is proposed for RAN3 to wait for the reply from SA2/SA1 on manual CAG selection.
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