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1. Introduction

This TP is for NR_IIOT  BL CR for TS 38.413. The detailed analysis can be seen in R3-201954.

2. TP for TS 38.413

----------------------------------------------- Next change --------------------------------------------------------
9.3.4.2
PDU Session Resource Setup Response Transfer

This IE is transparent to the AMF.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL QoS Flow per TNL Information
	M
	
	QoS Flow per TNL Information

9.3.2.8
	NG-RAN node endpoint of the NG-U transport bearer for delivery of DL PDUs, together with associated QoS flows.
	-
	

	Additional DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of DL PDUs for split PDU session, together with associated QoS flows.
	-
	

	Security Result
	O
	
	9.3.1.59
	
	-
	

	QoS Flow Failed to Setup List
	O
	
	QoS Flow List with Cause

9.3.1.13
	
	-
	

	Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information

9.3.2.8
	
	YES
	ignore

	Additional Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List

9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of redundant DL PDUs for split PDU session, together with associated QoS flows.
	YES
	ignore

	Redundant PDU Failure to Setup
	
	
	ENUMERATED ( true, …)
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9.4.5
Information Element Definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
id-AdditionalDLForwardingUPTNLInformation,


id-AdditionalULForwardingUPTNLInformation,


id-AdditionalDLQosFlowPerTNLInformation,


id-AdditionalDLUPTNLInformationForHOList,


id-AdditionalNGU-UP-TNLInformation,


id-AdditionalRedundantDL-NGU-UP-TNLInformation,


id-AdditionalRedundantDLQosFlowPerTNLInformation,


id-AdditionalRedundantNGU-UP-TNLInformation,


id-AdditionalRedundantUL-NGU-UP-TNLInformation,


id-AdditionalUL-NGU-UP-TNLInformation,


id-Cause,


id-CNPacketDelayBudgetDL,


id-CNPacketDelayBudgetUL,


id-CNTypeRestrictionsForEquivalent,


id-CNTypeRestrictionsForServing,


id-CommonNetworkInstance,

id-DataForwardingNotPossible,


id-DataForwardingResponseERABList,


id-DirectForwardingPathAvailability,


id-DL-NGU-UP-TNLInformation,


id-EndpointIPAddressAndPort,


id-ExtendedPacketDelayBudget,


id-GUAMIType,


id-LastEUTRAN-PLMNIdentity,


id-LocationReportingAdditionalInfo,


id-MaximumIntegrityProtectedDataRate-DL,


id-NetworkInstance,


id-OldAssociatedQosFlowList-ULendmarkerexpected,


id-PDUSessionAggregateMaximumBitRate,


id-PDUSessionResourceFailedToSetupListCxtFail,


id-PDUSessionResourceReleaseResponseTransfer,


id-PDUSessionType,


id-PSCellInformation,


id-QosFlowAddOrModifyRequestList,


id-QosFlowSetupRequestList,


id-QosFlowToReleaseList,


id-RedundantCommonNetworkInstance,


id-RedundantDL-NGU-TNLInformationReused,


id-RedundantDL-NGU-UP-TNLInformation,


id-RedundantDLQosFlowPerTNLInformation,


id-RedundantPDUSessionInformation,

id-RedundantQosFlowIndicator,


id-RedundantUL-NGU-UP-TNLInformation,

id-RedundantPDUFailuretoSetup,

id-SCTP-TLAs,


id-SecondaryRATUsageInformation,


id-SecurityIndication,


id-SecurityResult,


id-S-NSSAI,


id-TNLAssociationTransportLayerAddressNGRAN,


id-TSCTrafficCharacteristics,


id-UL-NGU-UP-TNLInformation,


id-UL-NGU-UP-TNLModifyList,


id-ULForwarding,


id-ULForwardingUP-TNLInformation,


maxnoofAllowedAreas,

maxnoofAllowedS-NSSAIs,


maxnoofBPLMNs,


maxnoofCellIDforWarning,


maxnoofCellinAoI,


maxnoofCellinEAI,


maxnoofCellsingNB,


maxnoofCellsinngeNB,


maxnoofCellinTAI,


maxnoofCellsinUEHistoryInfo,


maxnoofCellsUEMovingTrajectory,

maxnoofDRBs,


maxnoofEmergencyAreaID,


maxnoofEAIforRestart,


maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,

maxnoofE-RABs,


maxnoofErrors,


maxnoofForbTACs,

maxnoofMultiConnectivity,


maxnoofMultiConnectivityMinusOne,

maxnoofNGConnectionsToReset,

maxnoofPDUSessions,


maxnoofPLMNs,


maxnoofQosFlows,


maxnoofRANNodeinAoI,


maxnoofRecommendedCells,


maxnoofRecommendedRANNodes,

maxnoofAoI,

maxnoofServedGUAMIs,


maxnoofSliceItems,

maxnoofTACs,


maxnoofTAIforInactive,


maxnoofTAIforPaging,


maxnoofTAIforRestart,


maxnoofTAIforWarning,


maxnoofTAIinAoI,


maxnoofTimePeriods,


maxnoofTNLAssociations,

maxnoofXnExtTLAs,


maxnoofXnGTP-TLAs,


maxnoofXnTLAs

FROM NGAP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM NGAP-CommonDataTypes


ProtocolExtensionContainer{},


ProtocolIE-Container{},


NGAP-PROTOCOL-EXTENSION,


ProtocolIE-SingleContainer{},


NGAP-PROTOCOL-IES

FROM NGAP-Containers;
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-- P

PacketDelayBudget ::= INTEGER (0..1023, ...)

PacketErrorRate ::= SEQUENCE {


pERScalar

INTEGER (0..9, ...),


pERExponent

INTEGER (0..9, ...),


iE-Extensions

ProtocolExtensionContainer { {PacketErrorRate-ExtIEs} }
OPTIONAL,


...

}

PacketErrorRate-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PacketLossRate ::= INTEGER (0..1000, ...)

PagingAttemptInformation ::= SEQUENCE {


pagingAttemptCount




PagingAttemptCount,


intendedNumberOfPagingAttempts

IntendedNumberOfPagingAttempts,


nextPagingAreaScope




NextPagingAreaScope








OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PagingAttemptInformation-ExtIEs} }
OPTIONAL,


...

}

PagingAttemptInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PagingAttemptCount ::= INTEGER (1..16, ...)

PagingDRX ::= ENUMERATED {


v32,


v64,


v128,


v256,


...

}

PagingOrigin ::= ENUMERATED {


non-3gpp,


...

}

PagingPriority ::= ENUMERATED {


priolevel1,


priolevel2,


priolevel3,


priolevel4,


priolevel5,


priolevel6,


priolevel7,


priolevel8,


...

}

PathSwitchRequestAcknowledgeTransfer ::= SEQUENCE {


uL-NGU-UP-TNLInformation

UPTransportLayerInformation










OPTIONAL,


securityIndication



SecurityIndication












OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PathSwitchRequestAcknowledgeTransfer-ExtIEs} }
OPTIONAL,


...

}

PathSwitchRequestAcknowledgeTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ ID id-AdditionalNGU-UP-TNLInformation



CRITICALITY ignore
EXTENSION UPTransportLayerInformationPairList

PRESENCE optional
}|


{ ID id-RedundantUL-NGU-UP-TNLInformation


CRITICALITY ignore
EXTENSION UPTransportLayerInformation



PRESENCE optional
}|


{ ID id-AdditionalRedundantNGU-UP-TNLInformation
CRITICALITY ignore
EXTENSION UPTransportLayerInformationPairList

PRESENCE optional
},


...

}

PathSwitchRequestSetupFailedTransfer ::= SEQUENCE {


cause



Cause,


iE-Extensions

ProtocolExtensionContainer { {PathSwitchRequestSetupFailedTransfer-ExtIEs} }
OPTIONAL,


...

}

PathSwitchRequestSetupFailedTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PathSwitchRequestTransfer ::= SEQUENCE {


dL-NGU-UP-TNLInformation


UPTransportLayerInformation,


dL-NGU-TNLInformationReused


DL-NGU-TNLInformationReused






OPTIONAL,


userPlaneSecurityInformation

UserPlaneSecurityInformation





OPTIONAL,


qosFlowAcceptedList




QosFlowAcceptedList,


iE-Extensions

ProtocolExtensionContainer { {PathSwitchRequestTransfer-ExtIEs} }
OPTIONAL,


...

}

PathSwitchRequestTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ ID id-AdditionalDLQosFlowPerTNLInformation



CRITICALITY ignore
EXTENSION QosFlowPerTNLInformationList
PRESENCE optional
}|


{ ID id-RedundantDL-NGU-UP-TNLInformation




CRITICALITY ignore
EXTENSION UPTransportLayerInformation

PRESENCE optional
}|


{ ID id-RedundantDL-NGU-TNLInformationReused



CRITICALITY ignore
EXTENSION DL-NGU-TNLInformationReused

PRESENCE optional
}|


{ ID id-AdditionalRedundantDLQosFlowPerTNLInformation

CRITICALITY ignore
EXTENSION QosFlowPerTNLInformationList
PRESENCE optional
},


...

}

PathSwitchRequestUnsuccessfulTransfer ::= SEQUENCE {


cause



Cause,


iE-Extensions

ProtocolExtensionContainer { {PathSwitchRequestUnsuccessfulTransfer-ExtIEs} }
OPTIONAL,


...

}

PathSwitchRequestUnsuccessfulTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionAggregateMaximumBitRate ::= SEQUENCE {


pDUSessionAggregateMaximumBitRateDL

BitRate,


pDUSessionAggregateMaximumBitRateUL

BitRate,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionAggregateMaximumBitRate-ExtIEs} } OPTIONAL,


...

}

PDUSessionAggregateMaximumBitRate-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionID ::= INTEGER (0..255)

PDUSessionResourceAdmittedList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceAdmittedItem

PDUSessionResourceAdmittedItem ::= SEQUENCE {


pDUSessionID






PDUSessionID,


handoverRequestAcknowledgeTransfer

OCTET STRING (CONTAINING HandoverRequestAcknowledgeTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceAdmittedItem-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceAdmittedItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceFailedToModifyListModCfm ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceFailedToModifyItemModCfm

PDUSessionResourceFailedToModifyItemModCfm ::= SEQUENCE {


pDUSessionID











PDUSessionID,


pDUSessionResourceModifyIndicationUnsuccessfulTransfer

OCTET STRING (CONTAINING PDUSessionResourceModifyIndicationUnsuccessfulTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceFailedToModifyItemModCfm-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceFailedToModifyItemModCfm-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceFailedToModifyListModRes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceFailedToModifyItemModRes

PDUSessionResourceFailedToModifyItemModRes ::= SEQUENCE {


pDUSessionID









PDUSessionID,


pDUSessionResourceModifyUnsuccessfulTransfer

OCTET STRING (CONTAINING PDUSessionResourceModifyUnsuccessfulTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceFailedToModifyItemModRes-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceFailedToModifyItemModRes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceFailedToSetupListCxtFail ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceFailedToSetupItemCxtFail

PDUSessionResourceFailedToSetupItemCxtFail ::= SEQUENCE {


pDUSessionID








PDUSessionID,


pDUSessionResourceSetupUnsuccessfulTransfer

OCTET STRING (CONTAINING PDUSessionResourceSetupUnsuccessfulTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceFailedToSetupItemCxtFail-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceFailedToSetupItemCxtFail-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceFailedToSetupListCxtRes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceFailedToSetupItemCxtRes

PDUSessionResourceFailedToSetupItemCxtRes ::= SEQUENCE {


pDUSessionID








PDUSessionID,


pDUSessionResourceSetupUnsuccessfulTransfer

OCTET STRING (CONTAINING PDUSessionResourceSetupUnsuccessfulTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceFailedToSetupItemCxtRes-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceFailedToSetupItemCxtRes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceFailedToSetupListHOAck ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceFailedToSetupItemHOAck

PDUSessionResourceFailedToSetupItemHOAck ::= SEQUENCE {


pDUSessionID









PDUSessionID,


handoverResourceAllocationUnsuccessfulTransfer

OCTET STRING (CONTAINING HandoverResourceAllocationUnsuccessfulTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceFailedToSetupItemHOAck-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceFailedToSetupItemHOAck-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceFailedToSetupListPSReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceFailedToSetupItemPSReq

PDUSessionResourceFailedToSetupItemPSReq ::= SEQUENCE {


pDUSessionID







PDUSessionID,


pathSwitchRequestSetupFailedTransfer

OCTET STRING (CONTAINING PathSwitchRequestSetupFailedTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceFailedToSetupItemPSReq-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceFailedToSetupItemPSReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceFailedToSetupListSURes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceFailedToSetupItemSURes

PDUSessionResourceFailedToSetupItemSURes ::= SEQUENCE {


pDUSessionID








PDUSessionID,


pDUSessionResourceSetupUnsuccessfulTransfer

OCTET STRING (CONTAINING PDUSessionResourceSetupUnsuccessfulTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceFailedToSetupItemSURes-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceFailedToSetupItemSURes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceHandoverList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceHandoverItem

PDUSessionResourceHandoverItem ::= SEQUENCE {


pDUSessionID





PDUSessionID,


handoverCommandTransfer



OCTET STRING (CONTAINING HandoverCommandTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceHandoverItem-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceHandoverItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceInformationList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceInformationItem

PDUSessionResourceInformationItem ::= SEQUENCE {


pDUSessionID




PDUSessionID,


qosFlowInformationList


QosFlowInformationList,


dRBsToQosFlowsMappingList

DRBsToQosFlowsMappingList









OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceInformationItem-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceInformationItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceListCxtRelCpl ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceItemCxtRelCpl

PDUSessionResourceItemCxtRelCpl ::= SEQUENCE {


pDUSessionID

PDUSessionID,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceItemCxtRelCpl-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceItemCxtRelCpl-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ ID id-PDUSessionResourceReleaseResponseTransfer
CRITICALITY ignore
EXTENSION OCTET STRING (CONTAINING PDUSessionResourceReleaseResponseTransfer)
PRESENCE optional
},


...

}

PDUSessionResourceListCxtRelReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceItemCxtRelReq

PDUSessionResourceItemCxtRelReq ::= SEQUENCE {


pDUSessionID

PDUSessionID,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceItemCxtRelReq-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceItemCxtRelReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceListHORqd ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceItemHORqd

PDUSessionResourceItemHORqd ::= SEQUENCE {


pDUSessionID






PDUSessionID,


handoverRequiredTransfer



OCTET STRING (CONTAINING HandoverRequiredTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceItemHORqd-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceItemHORqd-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceModifyConfirmTransfer ::= SEQUENCE {


qosFlowModifyConfirmList


QosFlowModifyConfirmList,


uLNGU-UP-TNLInformation



UPTransportLayerInformation,


additionalNG-UUPTNLInformation

UPTransportLayerInformationPairList








OPTIONAL,


qosFlowFailedToModifyList


QosFlowListWithCause











OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyConfirmTransfer-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceModifyConfirmTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ ID id-RedundantUL-NGU-UP-TNLInformation


CRITICALITY ignore
EXTENSION UPTransportLayerInformation



PRESENCE optional
}|


{ ID id-AdditionalRedundantNGU-UP-TNLInformation
CRITICALITY ignore
EXTENSION UPTransportLayerInformationPairList

PRESENCE optional
},


...

}

PDUSessionResourceModifyIndicationUnsuccessfulTransfer ::= SEQUENCE {


cause



Cause,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyIndicationUnsuccessfulTransfer-ExtIEs} }

OPTIONAL,


...

}

PDUSessionResourceModifyIndicationUnsuccessfulTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceModifyRequestTransfer ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {PDUSessionResourceModifyRequestTransferIEs} },


...

}

PDUSessionResourceModifyRequestTransferIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionAggregateMaximumBitRate
CRITICALITY reject
TYPE PDUSessionAggregateMaximumBitRate

PRESENCE
optional

}|


{ ID id-UL-NGU-UP-TNLModifyList



CRITICALITY reject
TYPE UL-NGU-UP-TNLModifyList




PRESENCE
optional

}|


{ ID id-NetworkInstance





CRITICALITY reject
TYPE NetworkInstance






PRESENCE optional

}|


{ ID id-QosFlowAddOrModifyRequestList

CRITICALITY reject
TYPE QosFlowAddOrModifyRequestList


PRESENCE optional

}|


{ ID id-QosFlowToReleaseList



CRITICALITY reject
TYPE QosFlowListWithCause





PRESENCE optional

}|


{ ID id-AdditionalUL-NGU-UP-TNLInformation
CRITICALITY reject
TYPE UPTransportLayerInformationList

PRESENCE optional

}|


{ ID id-CommonNetworkInstance



CRITICALITY ignore
TYPE CommonNetworkInstance





PRESENCE optional

}|


{ ID id-AdditionalRedundantUL-NGU-UP-TNLInformation
CRITICALITY ignore
TYPE UPTransportLayerInformationList

PRESENCE optional

}|


{ ID id-RedundantCommonNetworkInstance

CRITICALITY ignore
TYPE CommonNetworkInstance





PRESENCE optional

},


...

}


PDUSessionResourceModifyResponseTransfer ::= SEQUENCE {


dL-NGU-UP-TNLInformation



UPTransportLayerInformation










OPTIONAL,


uL-NGU-UP-TNLInformation



UPTransportLayerInformation










OPTIONAL,


qosFlowAddOrModifyResponseList


QosFlowAddOrModifyResponseList









OPTIONAL,


additionalDLQosFlowPerTNLInformation
QosFlowPerTNLInformationList









OPTIONAL,


qosFlowFailedToAddOrModifyList


QosFlowListWithCause











OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyResponseTransfer-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceModifyResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ ID id-AdditionalNGU-UP-TNLInformation

CRITICALITY ignore
EXTENSION UPTransportLayerInformationPairList
PRESENCE optional
}|


{ ID id-RedundantDL-NGU-UP-TNLInformation
CRITICALITY ignore
EXTENSION UPTransportLayerInformation



PRESENCE optional
}|


{ ID id-RedundantUL-NGU-UP-TNLInformation
CRITICALITY ignore
EXTENSION UPTransportLayerInformation



PRESENCE optional
}|


{ ID id-AdditionalRedundantDLQosFlowPerTNLInformation
CRITICALITY ignore
EXTENSION QosFlowPerTNLInformationList



PRESENCE optional
}|


{ ID id-AdditionalRedundantNGU-UP-TNLInformation

CRITICALITY ignore
EXTENSION UPTransportLayerInformationPairList
PRESENCE optional
},


...

}

PDUSessionResourceModifyIndicationTransfer ::= SEQUENCE {


dLQosFlowPerTNLInformation




QosFlowPerTNLInformation,


additionalDLQosFlowPerTNLInformation

QosFlowPerTNLInformationList 








OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyIndicationTransfer-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceModifyIndicationTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ ID id-SecondaryRATUsageInformation


CRITICALITY ignore
EXTENSION SecondaryRATUsageInformation

PRESENCE optional
}|


{ ID id-SecurityResult






CRITICALITY ignore
EXTENSION SecurityResult






PRESENCE optional
}|

{ ID id-RedundantDLQosFlowPerTNLInformation

CRITICALITY ignore
EXTENSION QosFlowPerTNLInformation



PRESENCE optional
}|


{ ID id-AdditionalRedundantDLQosFlowPerTNLInformation
CRITICALITY ignore
EXTENSION QosFlowPerTNLInformationList

PRESENCE optional
},


...

}

PDUSessionResourceModifyListModCfm ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceModifyItemModCfm

PDUSessionResourceModifyItemModCfm ::= SEQUENCE {


pDUSessionID







PDUSessionID,


pDUSessionResourceModifyConfirmTransfer

OCTET STRING (CONTAINING PDUSessionResourceModifyConfirmTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyItemModCfm-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceModifyItemModCfm-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceModifyListModInd ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceModifyItemModInd

PDUSessionResourceModifyItemModInd ::= SEQUENCE {


pDUSessionID








PDUSessionID,


pDUSessionResourceModifyIndicationTransfer

OCTET STRING (CONTAINING PDUSessionResourceModifyIndicationTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyItemModInd-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceModifyItemModInd-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceModifyListModReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceModifyItemModReq

PDUSessionResourceModifyItemModReq ::= SEQUENCE {


pDUSessionID







PDUSessionID,


nAS-PDU









NAS-PDU












OPTIONAL,


pDUSessionResourceModifyRequestTransfer

OCTET STRING (CONTAINING PDUSessionResourceModifyRequestTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyItemModReq-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceModifyItemModReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ID id-S-NSSAI

CRITICALITY reject
EXTENSION S-NSSAI

PRESENCE optional
},


...

}

PDUSessionResourceModifyListModRes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceModifyItemModRes

PDUSessionResourceModifyItemModRes ::= SEQUENCE {


pDUSessionID








PDUSessionID,


pDUSessionResourceModifyResponseTransfer

OCTET STRING (CONTAINING PDUSessionResourceModifyResponseTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyItemModRes-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceModifyItemModRes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceModifyUnsuccessfulTransfer ::= SEQUENCE {


cause





Cause,


criticalityDiagnostics

CriticalityDiagnostics















OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceModifyUnsuccessfulTransfer-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceModifyUnsuccessfulTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceNotifyList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceNotifyItem

PDUSessionResourceNotifyItem ::= SEQUENCE {


pDUSessionID





PDUSessionID,


pDUSessionResourceNotifyTransfer
OCTET STRING (CONTAINING PDUSessionResourceNotifyTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceNotifyItem-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceNotifyItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceNotifyReleasedTransfer ::= SEQUENCE {


cause



Cause,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceNotifyReleasedTransfer-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceNotifyReleasedTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {



{ ID id-SecondaryRATUsageInformation

CRITICALITY ignore
EXTENSION SecondaryRATUsageInformation

PRESENCE optional
},


...

}

PDUSessionResourceNotifyTransfer ::= SEQUENCE {


qosFlowNotifyList

QosFlowNotifyList













OPTIONAL,


qosFlowReleasedList

QosFlowListWithCause












OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceNotifyTransfer-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceNotifyTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ ID id-SecondaryRATUsageInformation

CRITICALITY ignore
EXTENSION SecondaryRATUsageInformation

PRESENCE optional
},


...

}

PDUSessionResourceReleaseCommandTransfer ::= SEQUENCE {


cause



Cause,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceReleaseCommandTransfer-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceReleaseCommandTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceReleasedListNot ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceReleasedItemNot

PDUSessionResourceReleasedItemNot ::= SEQUENCE {


pDUSessionID








PDUSessionID,


pDUSessionResourceNotifyReleasedTransfer

OCTET STRING (CONTAINING PDUSessionResourceNotifyReleasedTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceReleasedItemNot-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceReleasedItemNot-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceReleasedListPSAck ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceReleasedItemPSAck

PDUSessionResourceReleasedItemPSAck ::= SEQUENCE {


pDUSessionID







PDUSessionID,


pathSwitchRequestUnsuccessfulTransfer

OCTET STRING (CONTAINING PathSwitchRequestUnsuccessfulTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceReleasedItemPSAck-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceReleasedItemPSAck-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceReleasedListPSFail ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceReleasedItemPSFail

PDUSessionResourceReleasedItemPSFail ::= SEQUENCE {


pDUSessionID







PDUSessionID,


pathSwitchRequestUnsuccessfulTransfer

OCTET STRING (CONTAINING PathSwitchRequestUnsuccessfulTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceReleasedItemPSFail-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceReleasedItemPSFail-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceReleasedListRelRes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceReleasedItemRelRes

PDUSessionResourceReleasedItemRelRes ::= SEQUENCE {


pDUSessionID








PDUSessionID,


pDUSessionResourceReleaseResponseTransfer

OCTET STRING (CONTAINING PDUSessionResourceReleaseResponseTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceReleasedItemRelRes-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceReleasedItemRelRes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceReleaseResponseTransfer ::= SEQUENCE {


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceReleaseResponseTransfer-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceReleaseResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ ID id-SecondaryRATUsageInformation

CRITICALITY ignore
EXTENSION SecondaryRATUsageInformation

PRESENCE optional
},


...

}

PDUSessionResourceSecondaryRATUsageList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceSecondaryRATUsageItem

PDUSessionResourceSecondaryRATUsageItem ::= SEQUENCE {


pDUSessionID






PDUSessionID,


secondaryRATDataUsageReportTransfer

OCTET STRING (CONTAINING SecondaryRATDataUsageReportTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSecondaryRATUsageItem-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceSecondaryRATUsageItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceSetupListCxtReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceSetupItemCxtReq

PDUSessionResourceSetupItemCxtReq ::= SEQUENCE {


pDUSessionID







PDUSessionID,


nAS-PDU









NAS-PDU











OPTIONAL,


s-NSSAI









S-NSSAI,


pDUSessionResourceSetupRequestTransfer

OCTET STRING (CONTAINING PDUSessionResourceSetupRequestTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSetupItemCxtReq-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceSetupItemCxtReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceSetupListCxtRes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceSetupItemCxtRes

PDUSessionResourceSetupItemCxtRes ::= SEQUENCE {


pDUSessionID







PDUSessionID,


pDUSessionResourceSetupResponseTransfer

OCTET STRING (CONTAINING PDUSessionResourceSetupResponseTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSetupItemCxtRes-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceSetupItemCxtRes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceSetupListHOReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceSetupItemHOReq

PDUSessionResourceSetupItemHOReq ::= SEQUENCE {


pDUSessionID



PDUSessionID,


s-NSSAI





S-NSSAI,


handoverRequestTransfer

OCTET STRING (CONTAINING PDUSessionResourceSetupRequestTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSetupItemHOReq-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceSetupItemHOReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceSetupListSUReq ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceSetupItemSUReq

PDUSessionResourceSetupItemSUReq ::= SEQUENCE {


pDUSessionID







PDUSessionID,


pDUSessionNAS-PDU






NAS-PDU











OPTIONAL,


s-NSSAI









S-NSSAI,


pDUSessionResourceSetupRequestTransfer

OCTET STRING (CONTAINING PDUSessionResourceSetupRequestTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSetupItemSUReq-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceSetupItemSUReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceSetupListSURes ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceSetupItemSURes

PDUSessionResourceSetupItemSURes ::= SEQUENCE {


pDUSessionID










PDUSessionID,


pDUSessionResourceSetupResponseTransfer




OCTET STRING (CONTAINING PDUSessionResourceSetupResponseTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSetupItemSURes-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceSetupItemSURes-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceSetupRequestTransfer ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {PDUSessionResourceSetupRequestTransferIEs} },


...

}

PDUSessionResourceSetupRequestTransferIEs NGAP-PROTOCOL-IES ::= {


{ ID id-PDUSessionAggregateMaximumBitRate
CRITICALITY reject
TYPE PDUSessionAggregateMaximumBitRate

PRESENCE optional

}|


{ ID id-UL-NGU-UP-TNLInformation


CRITICALITY reject
TYPE UPTransportLayerInformation



PRESENCE mandatory
}|


{ ID id-AdditionalUL-NGU-UP-TNLInformation
CRITICALITY reject
TYPE UPTransportLayerInformationList

PRESENCE optional

}|


{ ID id-DataForwardingNotPossible


CRITICALITY reject
TYPE DataForwardingNotPossible



PRESENCE optional

}|


{ ID id-PDUSessionType





CRITICALITY reject
TYPE PDUSessionType







PRESENCE mandatory
}|


{ ID id-SecurityIndication




CRITICALITY reject
TYPE SecurityIndication






PRESENCE optional

}|


{ ID id-NetworkInstance





CRITICALITY reject
TYPE NetworkInstance






PRESENCE optional

}|


{ ID id-QosFlowSetupRequestList



CRITICALITY reject
TYPE QosFlowSetupRequestList




PRESENCE mandatory
}|


{ ID id-CommonNetworkInstance



CRITICALITY ignore
TYPE CommonNetworkInstance





PRESENCE optional

}|


{ ID id-DirectForwardingPathAvailability
CRITICALITY ignore
TYPE DirectForwardingPathAvailability

PRESENCE optional
 
}|


{ ID id-RedundantUL-NGU-UP-TNLInformation
CRITICALITY ignore
TYPE UPTransportLayerInformation



PRESENCE optional
 
}|


{ ID id-AdditionalRedundantUL-NGU-UP-TNLInformation
CRITICALITY ignore
TYPE UPTransportLayerInformationList

PRESENCE optional

}|


{ ID id-RedundantCommonNetworkInstance

CRITICALITY ignore
TYPE CommonNetworkInstance





PRESENCE optional

}


{ ID id-RedundantPDUSessionInformation

CRITICALITY ignore
TYPE RedundantPDUSessionInformation 

PRESENCE optional

},

...

}

PDUSessionResourceSetupResponseTransfer ::= SEQUENCE {


dLQosFlowPerTNLInformation



QosFlowPerTNLInformation,


additionalDLQosFlowPerTNLInformation
QosFlowPerTNLInformationList









OPTIONAL,


securityResult






SecurityResult













OPTIONAL,


qosFlowFailedToSetupList



QosFlowListWithCause











OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSetupResponseTransfer-ExtIEs} }

OPTIONAL,


...

}

PDUSessionResourceSetupResponseTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ ID id-RedundantDLQosFlowPerTNLInformation



CRITICALITY ignore
EXTENSION QosFlowPerTNLInformation


PRESENCE optional
 
}|


{ ID id-AdditionalRedundantDLQosFlowPerTNLInformation
CRITICALITY ignore
EXTENSION QosFlowPerTNLInformationList

PRESENCE optional
 
}|

{ID id-redundantPDUFailuretoSetup 



CRITICALITY ignore RedundantPDUFailuretoSetup  


PRESENCE OPTIONAL},
...

}

PDUSessionResourceSetupUnsuccessfulTransfer ::= SEQUENCE {


cause





Cause,


criticalityDiagnostics

CriticalityDiagnostics















OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceSetupUnsuccessfulTransfer-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceSetupUnsuccessfulTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceSwitchedList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceSwitchedItem

PDUSessionResourceSwitchedItem ::= SEQUENCE {


pDUSessionID







PDUSessionID,


pathSwitchRequestAcknowledgeTransfer

OCTET STRING (CONTAINING PathSwitchRequestAcknowledgeTransfer),


iE-Extensions

ProtocolExtensionContainer { { PDUSessionResourceSwitchedItem-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceSwitchedItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceToBeSwitchedDLList ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceToBeSwitchedDLItem

PDUSessionResourceToBeSwitchedDLItem ::= SEQUENCE {


pDUSessionID




PDUSessionID,


pathSwitchRequestTransfer

OCTET STRING (CONTAINING PathSwitchRequestTransfer),


iE-Extensions

ProtocolExtensionContainer { { PDUSessionResourceToBeSwitchedDLItem-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceToBeSwitchedDLItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceToReleaseListHOCmd ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceToReleaseItemHOCmd

PDUSessionResourceToReleaseItemHOCmd ::= SEQUENCE {


pDUSessionID







PDUSessionID,


handoverPreparationUnsuccessfulTransfer

OCTET STRING (CONTAINING HandoverPreparationUnsuccessfulTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceToReleaseItemHOCmd-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceToReleaseItemHOCmd-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionResourceToReleaseListRelCmd ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF PDUSessionResourceToReleaseItemRelCmd

PDUSessionResourceToReleaseItemRelCmd ::= SEQUENCE {


pDUSessionID








PDUSessionID,


pDUSessionResourceReleaseCommandTransfer

OCTET STRING (CONTAINING PDUSessionResourceReleaseCommandTransfer),


iE-Extensions

ProtocolExtensionContainer { {PDUSessionResourceToReleaseItemRelCmd-ExtIEs} }
OPTIONAL,


...

}

PDUSessionResourceToReleaseItemRelCmd-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PDUSessionType ::= ENUMERATED {


ipv4,


ipv6,


ipv4v6,


ethernet,


unstructured,


...

}

PDUSessionUsageReport ::= SEQUENCE {


rATType







ENUMERATED {nr, eutra, ...},


pDUSessionTimedReportList


VolumeTimedReportList,


iE-Extensions

ProtocolExtensionContainer { {PDUSessionUsageReport-ExtIEs} } OPTIONAL,

...

}

PDUSessionUsageReport-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

Periodicity ::= INTEGER (0..640000, ...)

PeriodicRegistrationUpdateTimer ::= BIT STRING (SIZE(8))

PLMNIdentity ::= OCTET STRING (SIZE(3)) 

PLMNSupportList ::= SEQUENCE (SIZE(1..maxnoofPLMNs)) OF PLMNSupportItem

PLMNSupportItem ::= SEQUENCE {


pLMNIdentity


PLMNIdentity,


sliceSupportList

SliceSupportList,


iE-Extensions

ProtocolExtensionContainer { {PLMNSupportItem-ExtIEs} } OPTIONAL,


...

}

PLMNSupportItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

PortNumber ::= OCTET STRING (SIZE(2))

Pre-emptionCapability ::= ENUMERATED {


shall-not-trigger-pre-emption,


may-trigger-pre-emption,


...

}

Pre-emptionVulnerability ::= ENUMERATED {


not-pre-emptable,


pre-emptable,


...

}

PriorityLevelARP ::= INTEGER (1..15)

PriorityLevelQos ::= INTEGER (1..127, ...)

PWSFailedCellIDList ::= CHOICE {


eUTRA-CGI-PWSFailedList

EUTRA-CGIList,


nR-CGI-PWSFailedList

NR-CGIList,


choice-Extensions

ProtocolIE-SingleContainer { {PWSFailedCellIDList-ExtIEs} }

}

PWSFailedCellIDList-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}

-- R

RANNodeName ::= PrintableString (SIZE(1..150, ...))

RANPagingPriority ::= INTEGER (1..256)

RANStatusTransfer-TransparentContainer ::= SEQUENCE {


dRBsSubjectToStatusTransferList

DRBsSubjectToStatusTransferList,


iE-Extensions

ProtocolExtensionContainer { {RANStatusTransfer-TransparentContainer-ExtIEs} }
OPTIONAL,


...

}

RANStatusTransfer-TransparentContainer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

RAN-UE-NGAP-ID ::= INTEGER (0..4294967295)

RATRestrictions ::= SEQUENCE (SIZE(1..maxnoofEPLMNsPlusOne)) OF RATRestrictions-Item

RATRestrictions-Item ::= SEQUENCE {


pLMNIdentity




PLMNIdentity,


rATRestrictionInformation

RATRestrictionInformation,


iE-Extensions

ProtocolExtensionContainer { {RATRestrictions-Item-ExtIEs} }

OPTIONAL,


...

}

RATRestrictions-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

RATRestrictionInformation ::= BIT STRING (SIZE(8, ...))

RecommendedCellsForPaging ::= SEQUENCE {


recommendedCellList


RecommendedCellList,


iE-Extensions

ProtocolExtensionContainer { {RecommendedCellsForPaging-ExtIEs} }
OPTIONAL,


...

}

RecommendedCellsForPaging-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

RecommendedCellList ::= SEQUENCE (SIZE(1..maxnoofRecommendedCells)) OF RecommendedCellItem

RecommendedCellItem ::= SEQUENCE {


nGRAN-CGI



NGRAN-CGI,


timeStayedInCell

INTEGER (0..4095)

OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {RecommendedCellItem-ExtIEs} }
OPTIONAL,


...

}

RecommendedCellItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

RecommendedRANNodesForPaging ::= SEQUENCE {


recommendedRANNodeList

RecommendedRANNodeList,


iE-Extensions

ProtocolExtensionContainer { {RecommendedRANNodesForPaging-ExtIEs} }
OPTIONAL,


...

}

RecommendedRANNodesForPaging-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

RecommendedRANNodeList::= SEQUENCE (SIZE(1..maxnoofRecommendedRANNodes)) OF RecommendedRANNodeItem

RecommendedRANNodeItem ::= SEQUENCE {


aMFPagingTarget

AMFPagingTarget,


iE-Extensions

ProtocolExtensionContainer { {RecommendedRANNodeItem-ExtIEs} }
OPTIONAL,


...

}

RecommendedRANNodeItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

RedirectionVoiceFallback ::= ENUMERATED {


possible,


not-possible,


...

}

RedundantPDUSessionInformation ::= SEQUENCE {


rSN




RSN,


iE-Extensions

ProtocolExtensionContainer { {RedundantPDUSessionInformation-ExtIEs} }
OPTIONAL,


...

}

RedundantPDUSessionInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

RedundantQosFlowIndicator ::= ENUMERATED {true, 
false}

RedundantPDUFailuretoSetup ::= ENUMERATED {true, ...} 

ReflectiveQosAttribute ::= ENUMERATED {


subject-to,


...

}

ReferenceID ::= INTEGER (1..64, ...)

RelativeAMFCapacity ::= INTEGER (0..255)

ReportArea ::= ENUMERATED {


cell,


...

}

RepetitionPeriod ::= INTEGER (0..131071)

ResetAll ::= ENUMERATED {


reset-all,


...

}

ResetType ::= CHOICE {


nG-Interface


ResetAll,


partOfNG-Interface

UE-associatedLogicalNG-connectionList,


choice-Extensions

ProtocolIE-SingleContainer { {ResetType-ExtIEs} }

}

ResetType-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}

RoutingID ::= OCTET STRING

RRCContainer ::= OCTET STRING

RRCEstablishmentCause ::= ENUMERATED {


emergency,


highPriorityAccess,


mt-Access,


mo-Signalling,


mo-Data,


mo-VoiceCall,


mo-VideoCall,


mo-SMS,


mps-PriorityAccess,


mcs-PriorityAccess,


...,


notAvailable

}

RRCInactiveTransitionReportRequest ::= ENUMERATED {


subsequent-state-transition-report,


single-rrc-connected-state-report,


cancel-report,


...
}

RRCState ::= ENUMERATED {


inactive,


connected,


...
}
RSN ::= ENUMERATED {1, 2, ...}

RIMInformationTransfer ::= SEQUENCE {


targetRANNodeID



TargetRANNodeID,


sourceRANNodeID



SourceRANNodeID,


rIMInformation



RIMInformation,


iE-Extensions



ProtocolExtensionContainer { {RIMInformationTransfer-ExtIEs} }
OPTIONAL,


...

}

RIMInformationTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

RIMInformation
::= SEQUENCE

{


targetgNBSetID


GNBSetID,


rIM-RSDetection


ENUMERATED
{rs-detected, rs-disappeared, ...},


...

}

GNBSetID
::= BIT STRING (SIZE(22))
9.4.7
Constant Definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NGAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NGAP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-AMFConfigurationUpdate




ProcedureCode ::= 0

id-AMFStatusIndication





ProcedureCode ::= 1

id-CellTrafficTrace






ProcedureCode ::= 2
id-DeactivateTrace






ProcedureCode ::= 3
id-DownlinkNASTransport





ProcedureCode ::= 4

id-DownlinkNonUEAssociatedNRPPaTransport
ProcedureCode ::= 5

id-DownlinkRANConfigurationTransfer


ProcedureCode ::= 6

id-DownlinkRANStatusTransfer



ProcedureCode ::= 7

id-DownlinkUEAssociatedNRPPaTransport

ProcedureCode ::= 8

id-ErrorIndication






ProcedureCode ::= 9

id-HandoverCancel






ProcedureCode ::= 10

id-HandoverNotification





ProcedureCode ::= 11

id-HandoverPreparation





ProcedureCode ::= 12

id-HandoverResourceAllocation



ProcedureCode ::= 13

id-InitialContextSetup





ProcedureCode ::= 14

id-InitialUEMessage






ProcedureCode ::= 15

id-LocationReportingControl




ProcedureCode ::= 16
id-LocationReportingFailureIndication

ProcedureCode ::= 17
id-LocationReport






ProcedureCode ::= 18

id-NASNonDeliveryIndication




ProcedureCode ::= 19

id-NGReset








ProcedureCode ::= 20

id-NGSetup








ProcedureCode ::= 21

id-OverloadStart






ProcedureCode ::= 22
id-OverloadStop







ProcedureCode ::= 23
id-Paging








ProcedureCode ::= 24

id-PathSwitchRequest





ProcedureCode ::= 25

id-PDUSessionResourceModify




ProcedureCode ::= 26

id-PDUSessionResourceModifyIndication

ProcedureCode ::= 27

id-PDUSessionResourceRelease



ProcedureCode ::= 28

id-PDUSessionResourceSetup




ProcedureCode ::= 29

id-PDUSessionResourceNotify




ProcedureCode ::= 30

id-PrivateMessage






ProcedureCode ::= 31

id-PWSCancel







ProcedureCode ::= 32

id-PWSFailureIndication





ProcedureCode ::= 33

id-PWSRestartIndication





ProcedureCode ::= 34

id-RANConfigurationUpdate




ProcedureCode ::= 35

id-RerouteNASRequest





ProcedureCode ::= 36

id-RRCInactiveTransitionReport



ProcedureCode ::= 37

id-TraceFailureIndication




ProcedureCode ::= 38

id-TraceStart







ProcedureCode ::= 39

id-UEContextModification




ProcedureCode ::= 40

id-UEContextRelease






ProcedureCode ::= 41

id-UEContextReleaseRequest




ProcedureCode ::= 42

id-UERadioCapabilityCheck




ProcedureCode ::= 43

id-UERadioCapabilityInfoIndication


ProcedureCode ::= 44

id-UETNLABindingRelease





ProcedureCode ::= 45

id-UplinkNASTransport





ProcedureCode ::= 46

id-UplinkNonUEAssociatedNRPPaTransport

ProcedureCode ::= 47
id-UplinkRANConfigurationTransfer


ProcedureCode ::= 48

id-UplinkRANStatusTransfer




ProcedureCode ::= 49

id-UplinkUEAssociatedNRPPaTransport


ProcedureCode ::= 50

id-WriteReplaceWarning





ProcedureCode ::= 51

id-SecondaryRATDataUsageReport



ProcedureCode ::= 52

id-UplinkRIMInformationTransfer



ProcedureCode ::= 53

id-DownlinkRIMInformationTransfer


ProcedureCode ::= 54

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************


maxnoofAllowedAreas




INTEGER ::= 16

maxnoofAllowedS-NSSAIs



INTEGER ::= 8

maxnoofBPLMNs





INTEGER ::= 12

maxnoofCellIDforWarning



INTEGER ::= 65535


maxnoofCellinAoI




INTEGER ::= 256

maxnoofCellinEAI




INTEGER ::= 65535

maxnoofCellinTAI




INTEGER ::= 65535


maxnoofCellsingNB




INTEGER ::= 16384

maxnoofCellsinngeNB




INTEGER ::= 256


maxnoofCellsinUEHistoryInfo


INTEGER ::= 16


maxnoofCellsUEMovingTrajectory

INTEGER ::= 16

maxnoofDRBs






INTEGER ::= 32

maxnoofEmergencyAreaID



INTEGER ::= 65535

maxnoofEAIforRestart



INTEGER ::= 256


maxnoofEPLMNs





INTEGER ::= 15


maxnoofEPLMNsPlusOne



INTEGER ::= 16

maxnoofE-RABs





INTEGER ::= 256

maxnoofErrors





INTEGER ::= 256


maxnoofForbTACs





INTEGER ::= 4096


maxnoofMultiConnectivity



INTEGER ::= 4


maxnoofMultiConnectivityMinusOne
INTEGER ::= 3

maxnoofNGConnectionsToReset


INTEGER ::= 65536

maxnoofPDUSessions




INTEGER ::= 256


maxnoofPLMNs





INTEGER ::= 12


maxnoofQosFlows





INTEGER ::= 64


maxnoofRANNodeinAoI




INTEGER ::= 64


maxnoofRecommendedCells



INTEGER ::= 16


maxnoofRecommendedRANNodes


INTEGER ::= 16


maxnoofAoI






INTEGER ::= 64

maxnoofServedGUAMIs




INTEGER ::= 256

maxnoofSliceItems




INTEGER ::= 1024

maxnoofTACs






INTEGER ::= 256

maxnoofTAIforInactive



INTEGER ::= 16

maxnoofTAIforPaging




INTEGER ::= 16

maxnoofTAIforRestart



INTEGER ::= 2048

maxnoofTAIforWarning



INTEGER ::= 65535


maxnoofTAIinAoI





INTEGER ::= 16


maxnoofTimePeriods




INTEGER ::= 2

maxnoofTNLAssociations



INTEGER ::= 32

maxnoofXnExtTLAs




INTEGER ::= 16

maxnoofXnGTP-TLAs




INTEGER ::= 16

maxnoofXnTLAs





INTEGER ::= 2
-- **************************************************************

--

-- IEs

--

-- **************************************************************


id-AllowedNSSAI










ProtocolIE-ID ::= 0


id-AMFName











ProtocolIE-ID ::= 1


id-AMFOverloadResponse








ProtocolIE-ID ::= 2


id-AMFSetID











ProtocolIE-ID ::= 3


id-AMF-TNLAssociationFailedToSetupList




ProtocolIE-ID ::= 4


id-AMF-TNLAssociationSetupList






ProtocolIE-ID ::= 5


id-AMF-TNLAssociationToAddList






ProtocolIE-ID ::= 6


id-AMF-TNLAssociationToRemoveList





ProtocolIE-ID ::= 7


id-AMF-TNLAssociationToUpdateList





ProtocolIE-ID ::= 8


id-AMFTrafficLoadReductionIndication




ProtocolIE-ID ::= 9


id-AMF-UE-NGAP-ID









ProtocolIE-ID ::= 10


id-AssistanceDataForPaging







ProtocolIE-ID ::= 11


id-BroadcastCancelledAreaList






ProtocolIE-ID ::= 12

id-BroadcastCompletedAreaList






ProtocolIE-ID ::= 13


id-CancelAllWarningMessages







ProtocolIE-ID ::= 14

id-Cause











ProtocolIE-ID ::= 15


id-CellIDListForRestart








ProtocolIE-ID ::= 16

id-ConcurrentWarningMessageInd






ProtocolIE-ID ::= 17


id-CoreNetworkAssistanceInformationForInactive


ProtocolIE-ID ::= 18


id-CriticalityDiagnostics







ProtocolIE-ID ::= 19


id-DataCodingScheme









ProtocolIE-ID ::= 20


id-DefaultPagingDRX









ProtocolIE-ID ::= 21


id-DirectForwardingPathAvailability





ProtocolIE-ID ::= 22


id-EmergencyAreaIDListForRestart





ProtocolIE-ID ::= 23

id-EmergencyFallbackIndicator






ProtocolIE-ID ::= 24


id-EUTRA-CGI










ProtocolIE-ID ::= 25


id-FiveG-S-TMSI










ProtocolIE-ID ::= 26


id-GlobalRANNodeID









ProtocolIE-ID ::= 27


id-GUAMI











ProtocolIE-ID ::= 28


id-HandoverType










ProtocolIE-ID ::= 29


id-IMSVoiceSupportIndicator







ProtocolIE-ID ::= 30


id-IndexToRFSP










ProtocolIE-ID ::= 31


id-InfoOnRecommendedCellsAndRANNodesForPaging


ProtocolIE-ID ::= 32


id-LocationReportingRequestType






ProtocolIE-ID ::= 33


id-MaskedIMEISV










ProtocolIE-ID ::= 34


id-MessageIdentifier








ProtocolIE-ID ::= 35


id-MobilityRestrictionList







ProtocolIE-ID ::= 36


id-NASC












ProtocolIE-ID ::= 37


id-NAS-PDU











ProtocolIE-ID ::= 38


id-NASSecurityParametersFromNGRAN





ProtocolIE-ID ::= 39


id-NewAMF-UE-NGAP-ID








ProtocolIE-ID ::= 40


id-NewSecurityContextInd







ProtocolIE-ID ::= 41


id-NGAP-Message










ProtocolIE-ID ::= 42

id-NGRAN-CGI










ProtocolIE-ID ::= 43


id-NGRANTraceID










ProtocolIE-ID ::= 44


id-NR-CGI











ProtocolIE-ID ::= 45


id-NRPPa-PDU










ProtocolIE-ID ::= 46


id-NumberOfBroadcastsRequested






ProtocolIE-ID ::= 47


id-OldAMF











ProtocolIE-ID ::= 48


id-OverloadStartNSSAIList







ProtocolIE-ID ::= 49


id-PagingDRX










ProtocolIE-ID ::= 50


id-PagingOrigin










ProtocolIE-ID ::= 51


id-PagingPriority









ProtocolIE-ID ::= 52


id-PDUSessionResourceAdmittedList





ProtocolIE-ID ::= 53


id-PDUSessionResourceFailedToModifyListModRes


ProtocolIE-ID ::= 54

id-PDUSessionResourceFailedToSetupListCxtRes


ProtocolIE-ID ::= 55


id-PDUSessionResourceFailedToSetupListHOAck



ProtocolIE-ID ::= 56


id-PDUSessionResourceFailedToSetupListPSReq



ProtocolIE-ID ::= 57


id-PDUSessionResourceFailedToSetupListSURes



ProtocolIE-ID ::= 58


id-PDUSessionResourceHandoverList





ProtocolIE-ID ::= 59

id-PDUSessionResourceListCxtRelCpl





ProtocolIE-ID ::= 60


id-PDUSessionResourceListHORqd






ProtocolIE-ID ::= 61


id-PDUSessionResourceModifyListModCfm




ProtocolIE-ID ::= 62

id-PDUSessionResourceModifyListModInd




ProtocolIE-ID ::= 63

id-PDUSessionResourceModifyListModReq




ProtocolIE-ID ::= 64

id-PDUSessionResourceModifyListModRes




ProtocolIE-ID ::= 65

id-PDUSessionResourceNotifyList






ProtocolIE-ID ::= 66

id-PDUSessionResourceReleasedListNot




ProtocolIE-ID ::= 67

id-PDUSessionResourceReleasedListPSAck




ProtocolIE-ID ::= 68


id-PDUSessionResourceReleasedListPSFail




ProtocolIE-ID ::= 69

id-PDUSessionResourceReleasedListRelRes




ProtocolIE-ID ::= 70

id-PDUSessionResourceSetupListCxtReq




ProtocolIE-ID ::= 71

id-PDUSessionResourceSetupListCxtRes




ProtocolIE-ID ::= 72

id-PDUSessionResourceSetupListHOReq





ProtocolIE-ID ::= 73

id-PDUSessionResourceSetupListSUReq





ProtocolIE-ID ::= 74

id-PDUSessionResourceSetupListSURes





ProtocolIE-ID ::= 75

id-PDUSessionResourceToBeSwitchedDLList




ProtocolIE-ID ::= 76

id-PDUSessionResourceSwitchedList





ProtocolIE-ID ::= 77

id-PDUSessionResourceToReleaseListHOCmd




ProtocolIE-ID ::= 78

id-PDUSessionResourceToReleaseListRelCmd



ProtocolIE-ID ::= 79

id-PLMNSupportList









ProtocolIE-ID ::= 80

id-PWSFailedCellIDList








ProtocolIE-ID ::= 81

id-RANNodeName










ProtocolIE-ID ::= 82


id-RANPagingPriority








ProtocolIE-ID ::= 83


id-RANStatusTransfer-TransparentContainer



ProtocolIE-ID ::= 84


id-RAN-UE-NGAP-ID









ProtocolIE-ID ::= 85


id-RelativeAMFCapacity








ProtocolIE-ID ::= 86


id-RepetitionPeriod









ProtocolIE-ID ::= 87


id-ResetType










ProtocolIE-ID ::= 88


id-RoutingID










ProtocolIE-ID ::= 89


id-RRCEstablishmentCause







ProtocolIE-ID ::= 90

id-RRCInactiveTransitionReportRequest




ProtocolIE-ID ::= 91


id-RRCState











ProtocolIE-ID ::= 92


id-SecurityContext









ProtocolIE-ID ::= 93


id-SecurityKey










ProtocolIE-ID ::= 94


id-SerialNumber










ProtocolIE-ID ::= 95


id-ServedGUAMIList









ProtocolIE-ID ::= 96


id-SliceSupportList









ProtocolIE-ID ::= 97


id-SONConfigurationTransferDL






ProtocolIE-ID ::= 98


id-SONConfigurationTransferUL






ProtocolIE-ID ::= 99


id-SourceAMF-UE-NGAP-ID








ProtocolIE-ID ::= 100


id-SourceToTarget-TransparentContainer




ProtocolIE-ID ::= 101


id-SupportedTAList









ProtocolIE-ID ::= 102


id-TAIListForPaging









ProtocolIE-ID ::= 103


id-TAIListForRestart








ProtocolIE-ID ::= 104

id-TargetID











ProtocolIE-ID ::= 105


id-TargetToSource-TransparentContainer




ProtocolIE-ID ::= 106

id-TimeToWait










ProtocolIE-ID ::= 107


id-TraceActivation









ProtocolIE-ID ::= 108


id-TraceCollectionEntityIPAddress





ProtocolIE-ID ::= 109

id-UEAggregateMaximumBitRate






ProtocolIE-ID ::= 110


id-UE-associatedLogicalNG-connectionList



ProtocolIE-ID ::= 111


id-UEContextRequest









ProtocolIE-ID ::= 112


id-UE-NGAP-IDs










ProtocolIE-ID ::= 114


id-UEPagingIdentity









ProtocolIE-ID ::= 115


id-UEPresenceInAreaOfInterestList





ProtocolIE-ID ::= 116

id-UERadioCapability








ProtocolIE-ID ::= 117


id-UERadioCapabilityForPaging






ProtocolIE-ID ::= 118


id-UESecurityCapabilities







ProtocolIE-ID ::= 119


id-UnavailableGUAMIList








ProtocolIE-ID ::= 120


id-UserLocationInformation







ProtocolIE-ID ::= 121

id-WarningAreaList









ProtocolIE-ID ::= 122


id-WarningMessageContents







ProtocolIE-ID ::= 123


id-WarningSecurityInfo








ProtocolIE-ID ::= 124


id-WarningType










ProtocolIE-ID ::= 125


id-AdditionalUL-NGU-UP-TNLInformation




ProtocolIE-ID ::= 126


id-DataForwardingNotPossible






ProtocolIE-ID ::= 127


id-DL-NGU-UP-TNLInformation







ProtocolIE-ID ::= 128


id-NetworkInstance









ProtocolIE-ID ::= 129


id-PDUSessionAggregateMaximumBitRate




ProtocolIE-ID ::= 130


id-PDUSessionResourceFailedToModifyListModCfm


ProtocolIE-ID ::= 131

id-PDUSessionResourceFailedToSetupListCxtFail


ProtocolIE-ID ::= 132


id-PDUSessionResourceListCxtRelReq





ProtocolIE-ID ::= 133


id-PDUSessionType









ProtocolIE-ID ::= 134


id-QosFlowAddOrModifyRequestList





ProtocolIE-ID ::= 135


id-QosFlowSetupRequestList







ProtocolIE-ID ::= 136


id-QosFlowToReleaseList








ProtocolIE-ID ::= 137


id-SecurityIndication








ProtocolIE-ID ::= 138


id-UL-NGU-UP-TNLInformation







ProtocolIE-ID ::= 139


id-UL-NGU-UP-TNLModifyList







ProtocolIE-ID ::= 140

id-WarningAreaCoordinates







ProtocolIE-ID ::= 141


id-PDUSessionResourceSecondaryRATUsageList



ProtocolIE-ID ::= 142


id-HandoverFlag










ProtocolIE-ID ::= 143


id-SecondaryRATUsageInformation






ProtocolIE-ID ::= 144


id-PDUSessionResourceReleaseResponseTransfer


ProtocolIE-ID ::= 145


id-RedirectionVoiceFallback







ProtocolIE-ID ::= 146


id-UERetentionInformation







ProtocolIE-ID ::= 147


id-S-NSSAI











ProtocolIE-ID ::= 148


id-PSCellInformation








ProtocolIE-ID ::= 149


id-LastEUTRAN-PLMNIdentity







ProtocolIE-ID ::= 150


id-MaximumIntegrityProtectedDataRate-DL




ProtocolIE-ID ::= 151


id-AdditionalDLForwardingUPTNLInformation



ProtocolIE-ID ::= 152


id-AdditionalDLUPTNLInformationForHOList



ProtocolIE-ID ::= 153


id-AdditionalNGU-UP-TNLInformation





ProtocolIE-ID ::= 154


id-AdditionalDLQosFlowPerTNLInformation




ProtocolIE-ID ::= 155


id-SecurityResult









ProtocolIE-ID ::= 156


id-ENDC-SONConfigurationTransferDL





ProtocolIE-ID ::= 157


id-ENDC-SONConfigurationTransferUL





ProtocolIE-ID ::= 158


id-OldAssociatedQosFlowList-ULendmarkerexpected


ProtocolIE-ID ::= 159


id-CNTypeRestrictionsForEquivalent





ProtocolIE-ID ::= 160


id-CNTypeRestrictionsForServing






ProtocolIE-ID ::= 161


id-NewGUAMI











ProtocolIE-ID ::= 162


id-ULForwarding










ProtocolIE-ID ::= 163


id-ULForwardingUP-TNLInformation





ProtocolIE-ID ::= 164


id-CNAssistedRANTuning








ProtocolIE-ID ::= 165


id-CommonNetworkInstance







ProtocolIE-ID ::= 166


id-NGRAN-TNLAssociationToRemoveList





ProtocolIE-ID ::= 167


id-TNLAssociationTransportLayerAddressNGRAN



ProtocolIE-ID ::= 168


id-EndpointIPAddressAndPort







ProtocolIE-ID ::= 169


id-LocationReportingAdditionalInfo





ProtocolIE-ID ::= 170


id-SourceToTarget-AMFInformationReroute




ProtocolIE-ID ::= 171


id-AdditionalULForwardingUPTNLInformation



ProtocolIE-ID ::= 172


id-SCTP-TLAs










ProtocolIE-ID ::= 173


id-DataForwardingResponseERABList





ProtocolIE-ID ::= 174


id-RIMInformationTransfer







ProtocolIE-ID ::= 175


id-GUAMIType










ProtocolIE-ID ::= 176


id-AdditionalRedundantDL-NGU-UP-TNLInformation


ProtocolIE-ID ::= 177


id-AdditionalRedundantDLQosFlowPerTNLInformation

ProtocolIE-ID ::= 178


id-AdditionalRedundantNGU-UP-TNLInformation



ProtocolIE-ID ::= 179


id-AdditionalRedundantUL-NGU-UP-TNLInformation


ProtocolIE-ID ::= 180


id-CNPacketDelayBudgetDL







ProtocolIE-ID ::= 181


id-CNPacketDelayBudgetUL







ProtocolIE-ID ::= 182

id-ExtendedPacketDelayBudget






ProtocolIE-ID ::= 183

id-RedundantCommonNetworkInstance





ProtocolIE-ID ::= 184

id-RedundantDL-NGU-TNLInformationReused




ProtocolIE-ID ::= 185

id-RedundantDL-NGU-UP-TNLInformation




ProtocolIE-ID ::= 186

id-RedundantDLQosFlowPerTNLInformation




ProtocolIE-ID ::= 187

id-RedundantQosFlowIndicator






ProtocolIE-ID ::= 188

id-RedundantUL-NGU-UP-TNLInformation




ProtocolIE-ID ::= 189

id-TSCTrafficCharacteristics






ProtocolIE-ID ::= 190

id-RedundantPDUSessionInformation 





ProtocolIE-ID ::= 200

id-RedundantPDUFailuretoSetup 






ProtocolIE-ID ::= xxx
END

-- ASN1STOP


