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1. Introduction

This TP is for NR_IIOT  BL CR for TS 38.423. The detailed analysis can be seen in R3-201954
2. TP for TS 38.423

----------------------------------------------- Next change --------------------------------------------------------
9.2.1.6
PDU Session Resource Setup Response Info – SN terminated

This IE contains the result of the addition of S-NG-RAN node resources related to a PDU session for DRBs configured with an SN terminated bearer option.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information at NG-RAN
	M
	
	UP Transport Layer Information 9.2.3.30
	S-NG-RAN node endpoint of the NG transport bearer. For delivery of DL PDUs.
	–
	

	DRBs To Be Setup List
	
	0..1
	
	
	–
	

	>DRBs to Be Setup Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>SN UL PDCP UP TNL Information
	M
	
	UP Transport Parameters 9.2.3. 76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	–
	

	>>DRB QoS
	M
	
	QoS Flow Level QoS Parameters
9.2.3.5
	
	–
	

	>>PDCP SN Length
	O
	
	9.2.3.63
	Indicates the PDCP SN length of the DRB.
	–
	

	>>RLC Mode
	M
	
	9.2.3.28
	Indicates the RLC mode to be used in the assisting node.
	–
	

	>>secondary SN UL PDCP UP TNL Information
	O
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of PDCP duplication.
	–
	

	>>Duplication Activation
	O
	
	9.2.3.71
	Information on the initial state of UL PDCP duplication
	–
	

	>>UL Configuration
	O
	
	9.2.3.75
	Information about UL usage in the M-NG-RAN node.
	–
	

	>>QoS Flows Mapped To DRB List
	
	1
	
	
	–
	

	>>>QoS Flows Mapped To DRB Item
	
	1 .. <maxnoofQoSFlows>
	
	
	–
	

	>>>>QoS Flow Identifier
	M
	
	9.2.3.10
	
	–
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.3.6
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	–
	

	>>>>QoS Flow Mapping Indication
	O
	
	9.2.3.79
	
	–
	

	Data Forwarding Info from target NG-RAN node
	O
	
	9.2.1.16
	
	–
	

	QoS Flows Not Admitted List
	O
	
	QoS Flow List with Cause

9.2.1.4
	
	–
	

	Security Result
	O
	
	9.2.3.67
	
	–
	

	DRB IDs taken into use
	O
	
	DRB List 9.2.1.29
	Indicating the DRB IDs taken into use by the target NG-RAN node, as specified in TS 37.340 [8].
	YES
	reject

	Redundant DL NG-U UP TNL Information at NG-RAN
	O
	
	UP Transport Layer Information

9.2.3.30
	S-NG-RAN node endpoint of the NG transport bearer. For delivery of DL PDUs for the redundant transmission.
	YES
	ignore

	Additional PDCP Duplication TNL List
	
	0..1
	
	
	YES
	Ignore

	>Additional PDCP Duplication TNL Item
	
	1 .. <maxnoofAdditionalPDCPDuplicationTNL>
	
	
	–
	

	>>Additional PDCP Duplication UP TNL Information
	M
	
	UP Transport Parameters 9.2.3.76
	S-NG-RAN node endpoint(s) of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs in case of additional PDCP duplication.
	–
	

	Redundant PDU Failure to Setup
	
	
	ENUMERATED ( true, …)
	
	
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is 64

	maxnoofAdditionalPDCPDuplicationTNL
	Maximum no. of additional PDCP Duplication TNL. Value is FFS.


----------------------------------------------- Next change --------------------------------------------------------
9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

XnAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS

------------------------------------------
Next Change

------------------------------------------

id-Secondary-MN-Xn-U-TNLInfoatM,


id-ULForwardingProposal,


id-DRB-IDs-takenintouse,


id-SplitSessionIndicator,


id-NonGBRResources-Offered,


id-ExtendedRATRestrictionInformation, 


id-QoSMonitoringRequest,

id-Redundant-UL-NG-U-TNLatUPF,

id-Redundant-DL-NG-U-TNLatNG-RAN,

id-RedundantPDUFailuretoSetup,

id-CNPacketDelayBudgetDownlink,


id-CNPacketDelayBudgetUplink,


id-ExtendedPacketDelayBudget,


id-Additional-Redundant-UL-NG-U-TNLatUPF-List,


id-RedundantCommonNetworkInstance,


id-TSCTrafficCharacteristics,


id-RedundantQoSFlowIndicator,

id-Additional-PDCP-Duplication-TNL-List,


id-RedundantPDUSessionInformation,

maxEARFCN,


maxnoofAllowedAreas,


maxnoofAMFRegions,


maxnoofAoIs,


maxnoofBPLMNs,

------------------------------------------
-- P

-- **************************************************************

--

-- PDU Session Resource Setup Response Info - SN terminated

--

-- **************************************************************

PDUSessionResourceSetupResponseInfo-SNterminated ::= SEQUENCE {


dL-NG-U-TNLatNG-RAN



UPTransportLayerInformation,


dRBsToBeSetup




DRBsToBeSetupList-SetupResponse-SNterminated 
OPTIONAL,


dataforwardinginfoTarget

DataForwardingInfoFromTargetNGRANnode


OPTIONAL,


qosFlowsNotAdmittedList


QoSFlows-List-withCause






OPTIONAL,


securityResult




SecurityResult








OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {PDUSessionResourceSetupResponseInfo-SNterminated-ExtIEs} } 
OPTIONAL,


...

}

PDUSessionResourceSetupResponseInfo-SNterminated-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


{ ID id-Redundant-DL-NG-U-TNLatNG-RAN



CRITICALITY ignore
EXTENSION UPTransportLayerInformation
PRESENCE optional}|


{ ID id-Additional-PDCP-Duplication-TNL-List

CRITICALITY ignore
EXTENSION Additional-PDCP-Duplication-TNL-List
PRESENCE optional}|

{ID id-RedundantPDUFailuretoSetup 



CRITICALITY ignore RedundantPDUFailuretoSetup  


PRESENCE OPTIONAL},
...

}

Additional-PDCP-Duplication-TNL-List ::= SEQUENCE (SIZE(1..maxnoofAdditionalPDCPDuplicationTNL)) OF Additional-PDCP-Duplication-TNL-Item

Additional-PDCP-Duplication-TNL-Item ::= SEQUENCE {

additional-PDCP-Duplication-UP-TNL-Information
UPTransportLayerInformation,

iE-Extensions

ProtocolExtensionContainer { { Additional-PDCP-Duplication-TNL-ExtIEs} } 
OPTIONAL,

...
}

Additional-PDCP-Duplication-TNL-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {

...
}
------------------------------------------
Next Change

------------------------------------------
-- **************************************************************

--

-- R

RANAC ::= INTEGER (0..255)
RANAreaID ::= SEQUENCE {


tAC




TAC,


rANAC



RANAC











OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {RANAreaID-ExtIEs} } 
OPTIONAL,


...

}

RANAreaID-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

RANAreaID-List ::= SEQUENCE (SIZE(1..maxnoofRANAreasinRNA)) OF RANAreaID

RANPagingArea ::= SEQUENCE {


pLMN-Identity


PLMN-Identity,


rANPagingAreaChoice

RANPagingAreaChoice,


iE-Extensions


ProtocolExtensionContainer { {RANPagingArea-ExtIEs} } OPTIONAL,


...

}

RANPagingArea-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

RANPagingAreaChoice ::= CHOICE {


cell-List


NG-RAN-Cell-Identity-ListinRANPagingArea,


rANAreaID-List

RANAreaID-List,


choice-extension
ProtocolIE-Single-Container { {RANPagingAreaChoice-ExtIEs} }

}

RANPagingAreaChoice-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}

RANPagingAttemptInfo ::= SEQUENCE {


pagingAttemptCount




INTEGER (1..16, ...),


intendedNumberOfPagingAttempts

INTEGER (1..16, ...),


nextPagingAreaScope




ENUMERATED {same, changed, ...}
OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {RANPagingAttemptInfo-ExtIEs} } OPTIONAL,


...

}

RANPagingAttemptInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

RANPagingFailure

::= 
ENUMERATED {


true,


...

}

RedundantQoSFlowIndicator ::= ENUMERATED {true, false}
RedundantPDUSessionInformation ::= SEQUENCE {


rSN




RSN,


iE-Extensions

ProtocolExtensionContainer { {RedundantPDUSessionInformation-ExtIEs} }
OPTIONAL,


...

}

RedundantPDUSessionInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}

RedundantPDUFailuretoSetup ::= ENUMERATED {true, ...} 

RSN ::= ENUMERATED {v1, v2, ...}
ReferenceID ::= INTEGER (1..64, ...) -- This IE may need to be refined.
ReflectiveQoSAttribute ::= ENUMERATED {subject-to-reflective-QoS, ...}

ReportArea ::= ENUMERATED {


cell,


...

}

9.3.7
Constant definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************


------------------------------------------
Next Change

------------------------------------------
id-AdmittedFastMCGRecoveryViaSRB3









ProtocolIE-ID ::= 149

id-RequestedFastMCGRecoveryViaSRB3Release







ProtocolIE-ID ::= 150

id-AdmittedFastMCGRecoveryViaSRB3Release







ProtocolIE-ID ::= 151

id-FastMCGRecoveryRRCTransfer-MN-to-SN








ProtocolIE-ID ::= 152

id-Redundant-UL-NG-U-TNLatUPF










ProtocolIE-ID ::= xx1

id-CNPacketDelayBudget












ProtocolIE-ID ::= xx2
id-Additional-Redundant-UL-NG-U-TNLatUPF-List






ProtocolIE-ID ::= xx3
id-RedundantCommonNetworkInstance









ProtocolIE-ID ::= xx4
id-TSCTrafficCharacteristics










ProtocolIE-ID ::= xx5
id-RedundantQoSFlowInformation










ProtocolIE-ID ::= xx6
id-RedundantNG-U-DL-TNL









   

   ProtocolIE-ID ::= xx8
id-RedundantTunnelReleaseIndicator









ProtocolIE-ID ::= xx9
id-ExtendedPacketDelayBudget










ProtocolIE-ID ::= xx10
id-Additional-PDCP-Duplication-TNL-List








ProtocolIE-ID ::= xx11

id-RedundantPDUSessionInformation









ProtocolIE-ID ::= xx12

id-RedundantPDUFailuretoSetup










ProtocolIE-ID ::= xx13

