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1
Introduction
In the RAN3 #105 and RAN3 #106, PDCP SN Continuity for RLC-UM was agreed when DAPS handover is used. But it doesn’t correctly reflect RAN2 agreements. So this contribution is proposed to clarify the PDCP SN continuity support for RLC-UM bearer in DAPS HO.
2
Discussion
In the previous meetings, RAN2 and RAN3 agreed in supporting the PDCP SN Continuity for RLC-UM when DAPS handover is used. And RAN2 also agreed that the PDCP reestablishment is not configured for DRBs configured with DAPS HO.

Agreements 

1
Use the term “source” and “target” to indicate the configuration common for all cells in source and target.
2
reestablishPDCP is not configured for DRB configured with DAPS HO.
It means that PDCP SN Continuity for RLC-UM bearer configured with DAPS HO shall be always configured. And for security synchronization, HFN for both DL and UL should be provided to the target NG-RAN node by the source NG-RAN node. However, the current stage 2 and stage 3 descriptions are unclear and seems to say the PDCP SN continuity for RLC-UM is not mandatory supported when DAPS HO is configured. E.g., in TS 36.300,

“For RLC-UM bearers:

-
The PDCP SN and HFN are reset in the target eNB, unless DL and UL status are received from the source eNB in the SN STATUS TRANSFER message;”

and in TS 36.423,
“In case that the X2 handover is a DAPS handover, the SN Status Transfer procedure may also be used to transfer the uplink PDCP SN and HFN receiver status, or the downlink PDCP SN and HFN transmitter status for an E-RAB associated with RLC-UM and configured with DAPS as described in TS 36.300 [15].”
So it should be clarified that PDCP SN Continuity for RLC-UM bearer is supported if DAPS HO configured for the bearer.

3
Conclusion
It is proposed to clarify the behaviour in the BL CRs to support thePDCP SN Continuity for RLC-UM bearer.
Proposal: RAN3 agrees on the TP for BL CRs for TS 36.300, TS 36.423, TS 38.300 and TS 38.423 in [1]-[4].
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