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[bookmark: _Toc14165798][bookmark: _Toc5694408]9.2.5.3	UPLINK NAS TRANSPORT
This message is sent by the NG-RAN node and is used for carrying NAS information over the NG interface.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	NAS-PDU
	M
	
	9.3.3.4
	
	YES
	reject

	User Location Information
	M
	
	9.3.1.16
	
	YES
	Ignore

	W-AGF Identity  Information
	O
	
	OCTET STRING

	[bookmark: _GoBack]Containing the WAgfInfo IE specified in TS 29.510 [z].
	YES
	reject

	TNGF Identity Information
	O
	
	Identity Information
9.3.1.bb
	
	YES
	reject

	TWIF Identity Information
	O
	
	Identity Information
9.3.1.bb
	
	YES
	reject
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9.3.1.cc	W-AGF User Location Information
This IE indicates the location information via wireline access as specified in TS 23.316 [x].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE W-AGF User Location Information
	M
	
	
	

	>Global Line ID
	
	
	
	

	>>Global Line ID
	M
	
	OCTET STRING
	Encoded as defined in TS 23.003 [23].

	>>Access Indicator
	O
	
	ENUMERATED (DSL, PON, …)
	

	>HFC Node ID
	
	
	
	

	>>HFC Node ID
	M
	
	OCTET STRING
	Indicates the identifier of the HFC node as specified in [m]. Encoded as defined in TS 23.003 [23].
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<Unchanged Text Omitted>

	WarningSecurityInfo,
	WarningType,
	RIMInformationTransfer,
	RGLevelWirelineAccessCharacteristics, 

	AuthenticatedIndication



<Unchanged Text Omitted>



-- **************************************************************
--
-- UPLINK NAS TRANSPORT
--
-- **************************************************************

UplinkNASTransport ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{ {UplinkNASTransport-IEs} },
	...
}

UplinkNASTransport-IEs NGAP-PROTOCOL-IES ::= {
	{ ID id-AMF-UE-NGAP-ID				CRITICALITY reject	TYPE AMF-UE-NGAP-ID					PRESENCE mandatory	}|
	{ ID id-RAN-UE-NGAP-ID				CRITICALITY reject	TYPE RAN-UE-NGAP-ID					PRESENCE mandatory	}|
	{ ID id-NAS-PDU						CRITICALITY reject	TYPE NAS-PDU						PRESENCE mandatory	}|
	{ ID id-UserLocationInformation		CRITICALITY ignore	TYPE UserLocationInformation		PRESENCE mandatory	}|
	{ ID id-W-AGFIdentityInformation	CRITICALITY reject	TYPE OCTET STRING				PRESENCE optional	}|
	{ ID id-TNGFIdentityInformation		CRITICALITY reject	TYPE IdentityInformation			PRESENCE optional	}|
	{ ID id-TWIFIdentityInformation		CRITICALITY reject	TYPE IdentityInformation			PRESENCE optional	},
	...
}


<Unchanged Text Omitted>





[bookmark: _Toc20955356][bookmark: _Toc29503809][bookmark: _Toc29504393][bookmark: _Toc29504977]9.4.5	Information Element Definitions

<Unchanged Text Omitted>


ForbiddenTACs ::= SEQUENCE (SIZE(1..maxnoofForbTACs)) OF TAC




<Unchanged Text Omitted>


GlobalN3IWF-ID ::= SEQUENCE {
	pLMNIdentity		PLMNIdentity,
	n3IWF-ID			N3IWF-ID,
	iE-Extensions		ProtocolExtensionContainer { {GlobalN3IWF-ID-ExtIEs} } OPTIONAL,
	...
}

GlobalN3IWF-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

HFCNode-ID ::= OCTET STRING



GlobalLine-ID ::= SEQUENCE {
	globalLineIdentity		GlobalLineIdentity,
	accessIndicator			AccessIndicator 							OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {GlobalLine-ID-ExtIEs} } OPTIONAL,
	...
}

GlobalLine-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

GlobalLineIdentity ::= OCTET STRING

AccessIndicator ::= ENUMERATED {
	dsl,
	pon,
	...
}


GlobalTNGF-ID ::= SEQUENCE {
	pLMNIdentity		PLMNIdentity,
	tNGF-ID				TNGF-ID,
	iE-Extensions		ProtocolExtensionContainer { { GlobalTNGF-ID-ExtIEs} } OPTIONAL,
	...
}

GlobalTNGF-ID-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}




<Unchanged Text Omitted>




-- I












IMSVoiceSupportIndicator ::= ENUMERATED {
	supported,
	not-supported,
	...
}


<Unchanged Text Omitted>


