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Introduction
After RAN3#107-e, the R3-201303 was endorsed as BLCR for TS37.340, and some initial conclusions about CPC operation in MR-DC scenario were captured. Meanwhile, RAN2 discussed the issue of potential simultaneous CHO and CPC operations in MR-DC, and has concluded as follows (as also stated in the LS “R2-2001764” to RAN3):

	Support of CHO and CPC-intra-SN configuration simultaneously is not considered in Rel-16. Leave it up to the network solution to ensure there is no simultaneous CHO and CPC configuration.

Up to RAN3 if/how to ensure no simultaneous CHO+CPC (e.g. OAM, etc.).


Firstly, the fact of non parallel/simultaneous CHO&CPC operation in MR-DC in Rel-16 should be explicitly reflected in TS37.340, so that potential misconfiguration can be avoided.

Proposal1: The fact of non parallel/simultaneous CHO&CPC operation in MR-DC in Rel-16 should be explicitly reflected in TS37.340.
Annex // TP for TS37.340 BLCR
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10.1
General

Similar procedures as defined under clause 10.1.2.8 (Dual Connectivity operation) in TS 36.300 [2] apply for MR-DC.

Similar CHO principles as defined in TS 36.300 [2] and TS 38.300 [3] apply for the Conditional PSCell Change in MR-DC.
Simultaneous CHO and CPC operation is not supported in this release.
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