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1 Introduction

CB: # 36_Email_PRN_nw_sharing
CATT:

open issue on enlarging the list of Broadcast PLMN Identity Info List NR IE should be closed, since RAN2 has limited the total number of PLMN-IdentityInfoList and NPN-IdentityInfoList to not exceeding 12.

adopt sol1: add a separate list to contain all of the NPN configuration information in Broadcast PLMN Identity Info List NR IE in Xn interface.

adopt the same solution for F1 interface as in XN interface
E///:

postpone further refinement until RAN2 has finalised discussions on emergency camping on CAG only cells and how to realise indexing the network IDs
HW:

Include “selected NID” into the SON Configuration Transfer IE and RIM Information Transfer IE

(HW - moderator)

Summary of offline disc R3-202517
2 For the Chairman’s Notes
Propose the following (TBD):
3 Discussion
3.1 NG aspects
Currently the TAI is not extended to include NID information. In [R3-202351], there is a proposal to include the “selected NID” into the SON Configuration Transfer IE and RIM Information Transfer IE for routing purpose. The given two examples are as follows, wherein the gNB A supporting NID 1 intends to send the SON/RIM information with gNB B supporting NID 1. 
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(a) Non-RAN sharing case
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(b) RAN sharing case

Figure 1: Routing among AMFs
Question1-1: Should the “selected NID” be included into the SON Configuration Transfer IE and RIM Information Transfer IE for routing?

	Company
	Yes/No
	Comment

	Huawei
	Yes
	As SNPNs may share the same TAI, the TAI alone is not enough for the AMF decides an appropriate route to the next AMF, finally to the RAN node. Therefore, it is beneficial to let the AMF be informed of the NID information of the target RAN node in SON Configuration Transfer IE and RIM Information Transfer IE when the AMF needs to transfer a message to a RAN node supporting SNPN. 
While for NG-based handover, the inter-AMF routing is not an issue since the AMF is aware of the serving NID of the handover UE. 

	
	
	

	
	
	


3.2 Xn aspects
There is a proposal in [R3-201935] to indicate that it is unclear to the peer node which IE represent the PLMN information for the logical node, PLMN Identity IE within Broadcast PLMN Identity Info List NR IE or PLMN Identity IE within NPN Broadcast Information IE. 
· Option 1: add a separate list to contain all of the NPN configuration information in IE in Xn interface. 
	IE name
	description

	NPN Support Information list
	All of the NPN configuration information list, maximum is 12

	>CHOICE Broadcast NPN per PLMN
	

	>> SNPN Information
	

	>>> Broadcast SNPN ID List
	SNPN ID list

	>>> NR Cell Identity
	cell ID for SNPN list

	>> PNI-NPN Information
	

	>>> Broadcast NPN-NPN ID List
	NPN-NPN ID List

	>>> NR Cell Identity
	cell ID for NPN-NPN list

	>TAC
	

	>RANAC
	RAN Area Code


· Option 2: to remove the PLMN Identity IE in Broadcast SNPN ID List IE and Broadcast PNI-NPN ID Information IE. 
· Option 3: add semantics descriptions that for the NPN Broadcast Information IE in the Served Cell Information NR IE that the information contained in the Broadcast PLMNs IE shall be ignored, as proposed in [R3-202127]. 
	>NPN Broadcast Information
	O
	
	9.2.2.x6
	If this IE is included the content of the Broadcast PLMNs IE in the Broadcast PLMN Identity Info List NR IE is ignored.
	YES
	reject

	NPN Broadcast Information
	O
	
	9.2.2.x6
	If this IE is included the content of the Broadcast PLMNs IE in the Served Cell Information NR IE is ignored.
	YES
	reject


This has some duplicated discussion with CB#29. Companies can provide answers separately.  
Question: Is there any need to update the Served Cell Information NR, and if so, which option is preferred?
	Company
	Yes/No
	Preference if answer is yes
	Comment

	Huawei
	
	
	There are discussions in R3-201854/…/R3-201860 regarding Encoding PLMNs in served cell information NR, which much relates to the discussion here. We may suggest to wait till this is much clear. Note that further comments may be provided during the email discussion. 

	
	
	
	

	
	
	
	


3.3 F1 aspects
[R3-202353] proposes that the NID should be included in the DL RRC Message Transfer for SNPN redirection, following the same logic of PLMN redirection. 
Question: should the NID be included in the DL RRC Message Transfer for SNPN redirection?
	Company
	Yes/No
	Comment

	Huawei
	Yes
	This helps DU to redirect the UE towards the SNPN in RRC Connection Reestablishment/resume procedures.

	
	
	

	
	
	


3.4 Stage 2 aspects

[R3-202352] proposes to update the RAN sharing part to include the following two aspects.
· Add “The maximum supported number of PLMNs, PNI-NPNs and SNPNs in a physical cell is up to 12.”

· Add “or a subset of SNPNs, or a subset of PNI-NPNs” in Annex E
Question: whether the update for TS 38.300 is needed? Or any other change is needed?
	Company
	Yes/No
	Comment

	Huawei
	Yes
	This first bullet should be captured so that the stage 2 reflects the general RAN sharing requirements. 

	
	
	

	
	
	


[R3-202353] proposes to update the section 8.11 Support of Network Sharing with multiple cell-ID broadcast in TS 38.401.
Question: whether the update for TS 38.401 is needed and any other change is needed?
	Company
	Yes/No
	Comment

	Huawei
	Yes
	Section 8.11.2: as the gNB-DU may connect to an unsuitable gNB-CU who does not support the selected SNPN before the gNB-DU receives the RRC Setup Complete message, the gNB-DU needs to send the F1AP UE CONTEXT RELEASE REQUEST message to the unsuitable gNB-CU with cause "SNPN not served by the CU".

Section 8.11.3: (1) Including NID in the DL RRC Message Transfer helps for SNPN redirection. (2) Xn Retrieve UE Context Failure can be triggered when there is no overlap between the CAG List supported by the serving PLMN of the new cell and the UE’s Allowed CAG List supported by the serving PLMN.
It is suggested to take R3-202353 as baseline. 

	
	
	

	
	
	


4 Conclusion, Recommendations [if needed]
If needed
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