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1 Introduction

CB:  # 1002_Email_SON-MDT_PingPong

-  This email discussion is expected to produce TPs for 38.300, 38.413, and 38.423

-  Discuss corrections proposed in 1738, 1739, and 1934

-  Come up with agreeable TPs

-  Start the discussion based on the TPs referenced above as they are

(CATT)

Summary of offline disc R3-20463
2 For the Chairman’s Notes

It is proposed to agree the following proposals:
Proposal 1: Update the definition of  quantityConfigNR-R15 IE from Integer to octet string and remove the definition of maxNrofQuantityConfig.
Proposal 2: Rapporteur of 38.300 BLCR fix the  editorial change raised in R3-201738

Proposal 3: Rapporteur of 38.423 BLCR fix the  editorial change raised in R3-201739
3 3Discussion 

3.1 Issue 1 

In R3-201414, the type of quantityConfigNR-R15 IE in Inter-System Measurement Configuration IE is an index which is not correct. Propose to correct to OCTET STRING type.
	>>>quantityConfigNR-R15
	O


	
	 OCTET STRING
	Indicates the quantityConfigNR-R15
as defined in TS 36.331 [16].
	
	


Propose to agree the TP in R3-201414.If there is different opinion, please list in the following table
	Company
	Comment

	ZTE
	RANGE and explanation of maxNrofQuantityConfig need remove.
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3.2 Issue 2 

In R3-201738 for TS38.300
Proposal 1: Reword the “node” to “cell” during measurement and handover procedures for the Inter-system Unnecessary Handover. 

Proposal 2: Reword “the Unnecessary HO to another RAT” to “the Unnecessary HO to another system”.
Propose to agree the TP in R3-201738.If there is different opinion, please list in in the following table 

	Company
	Comment

	Ericsson
	This is an editorial change. Please task rapporteur to fix it.

	
	

	
	


3.3 Issue 3

In R3-201739 for TS38.423
Proposal 1: The cell of the NG-RAN node1 is indicated with the Target cell CGI IE, not the Target cell ECGI IE.

Proposal 2: Delete the RANPagingFailure related ASN.1 structure from the protocol IEs of HANDOVEREPORT.
Propose to agree the TP in R3-201739.If there is different opinion, please list in in the following table 
	Company
	Comment

	Ericsson
	This is an editorial change. Please task rapporteur to fix it.

	
	

	
	


4 Conclusion, Recommendations [if needed]

If needed
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