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Discussion

The Paging Assistance data for CE capable UE aspects not related to suspend resume should not be covered in CR188 but added in CR153 (see tdoc R3-201686).

This TP is to be agreed together with R3-201686 as a consistent package.
TP for BL NGAP CR#188
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8.3.X.2
Successful Operation
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Figure 8.3.X.2-1: UE Context Suspend: Successful operation.

The NG-RAN node initiates the procedure by sending the UE CONTEXT SUSPEND REQUEST message to the AMF.

Upon receipt of the UE CONTEXT SUSPEND REQUEST message the AMF shall act as defined in TS 23.502 [10].

Upon receipt of the UE CONTEXT SUSPEND RESPONSE message the NG-RAN node shall suspend the UE context, the UE-associated logical NG-connection and the related PDU session contexts and send the UE to RRC_IDLE.

If the Information on Recommended Cells and RAN Nodes for Paging IE is included in the UE CONTEXT SUSPEND REQUEST message, the AMF shall, if supported, store it and may use it for subsequent paging.


If the Paging Assistance Data for CE Capable UE IE is included in the UE CONTEXT SUSPEND REQUEST message, the AMF shall, if supported, store it and use it for subsequent paging, as specified in TS 23.502 [10].
If the Security Context IE is included in the UE CONTEXT SUSPEND RESPONSE message, the NG-RAN node shall store the received Security Context IE in the UE context and remove any existing unused stored {NH, NCC} as specified in TS 33.501 [13].

If the Suspend Indicator IE is included in the UE CONTEXT SUSPEND REQUEST message, the SMF shall, if supported, consider the associated PDU session as suspended.  
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9.2.2.X1
UE CONTEXT SUSPEND REQUEST

This message is sent by the NG-RAN node to request the AMF to suspend the UE context and the related PDU session contexts.
Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Information on Recommended Cells and RAN Nodes for Paging
	O
	
	9.3.1.100
	
	YES
	ignore

	
	
	
	
	
	
	

	Paging Assistance Data for CE Capable UE 
	O
	
	9.3.1.yyy
	
	YES
	ignore

	PDU Session Resource Suspend List
	
	0..1
	
	
	YES
	reject

	>PDU Session Resource Suspend Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>UE Context Suspend Request Transfer
	M
	
	Containing the UE Context Suspend Request Transfer IE specified in subclause 9.3.4.z3.
	
	-
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.
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9.3.1.yyy
Paging Assistance Data for CE Capable UE
This IE provides Assistance Data for paging CE capable UE.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Global Cell ID
	M
	
	E-UTRAN CGI 9.3.1.9
	

	Coverage Enhancement Level
	M
	
	OCTET STRING
	Includes either the UEPagingCoverageInformation message as defined in 10.2.2 of TS 36.331 [21], or the UEPagingCoverageInformation-NB message as defined in 10.6.2 of TS 36.331 [21].
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9.4.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NGAP.

--

-- **************************************************************

NGAP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AllowedNSSAI,


AMFName,


AMFSetID,


AMF-TNLAssociationSetupList,


AMF-TNLAssociationToAddList,


AMF-TNLAssociationToRemoveList,


AMF-TNLAssociationToUpdateList,


AMF-UE-NGAP-ID,

AssistanceDataForPaging,


BroadcastCancelledAreaList,


BroadcastCompletedAreaList,


CancelAllWarningMessages,


Cause,


CellIDListForRestart,


CNAssistedRANTuning,


ConcurrentWarningMessageInd,


CoreNetworkAssistanceInformationForInactive,
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NR-CGI,


NRPPa-PDU,


NumberOfBroadcastsRequested,


OverloadResponse,


OverloadStartNSSAIList,

PagingAssisDataforCEcapabUE,

PagingDRX,


PagingOrigin,


PagingPriority,


PDUSessionAggregateMaximumBitRate,
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id-AMFTrafficLoadReductionIndication,


id-AMF-UE-NGAP-ID,


id-AssistanceDataForPaging,


id-BroadcastCancelledAreaList,


id-BroadcastCompletedAreaList,


id-CancelAllWarningMessages,


id-Cause,


id-CellIDListForRestart,


id-CNAssistedRANTuning,

id-ConcurrentWarningMessageInd,


id-CoreNetworkAssistanceInformationForInactive,


id-CriticalityDiagnostics,


id-DataCodingScheme,
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id-NR-CGI,


id-NRPPa-PDU,


id-NumberOfBroadcastsRequested,


id-OldAMF,


id-OverloadStartNSSAIList,

id-PagingAssisDataforCEcapabUE,

id-PagingDRX,


id-PagingOrigin,


id-PagingPriority,


id-PDUSessionResourceAdmittedList,


id-PDUSessionResourceFailedToModifyListModCfm,
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-- **************************************************************

--

-- UE CONTEXT SUSPEND REQUEST

--

-- **************************************************************

UEContextSuspendRequest ::= SEQUENCE {


protocolIEs

ProtocolIE-Container

{ {UEContextSuspendRequestIEs} },


...

}

UEContextSuspendRequestIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID






CRITICALITY reject
TYPE AMF-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID






CRITICALITY reject
TYPE RAN-UE-NGAP-ID









PRESENCE mandatory
}|


{ ID id-InfoOnRecommendedCellsAndRANNodesForPaging
CRITICALITY ignore
TYPE InfoOnRecommendedCellsAndRANNodesForPaging
PRESENCE optional

}|



{ ID id-PagingAssisDataforCEcapabUE

CRITICALITY ignore
TYPE PagingAssisDataforCEcapabUE
PRESENCE optional}|

{ ID id-PDUSessionResourceSuspendListSUSReq

CRITICALITY reject
TYPE PDUSessionResourceSuspendListSUSReq


PRESENCE optional

},

...

}

CellIDCancelledNR-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}












CellIDListForRestart ::= CHOICE {


eUTRA-CGIListforRestart

EUTRA-CGIList,


nR-CGIListforRestart

NR-CGIList,


choice-Extensions

ProtocolIE-SingleContainer { {CellIDListForRestart-ExtIEs} }

}
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COUNTValueForPDCP-SN18 ::= SEQUENCE {


pDCP-SN18


INTEGER (0..262143),


hFN-PDCP-SN18

INTEGER (0..16383),


iE-Extensions

ProtocolExtensionContainer { {COUNTValueForPDCP-SN18-ExtIEs} }
OPTIONAL,


...

}

COUNTValueForPDCP-SN18-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
CoverageEnhancementLevel ::= OCTET STRING
CPTransportLayerInformation ::= CHOICE {


endpointIPAddress

TransportLayerAddress,


choice-Extensions

ProtocolIE-SingleContainer { {CPTransportLayerInformation-ExtIEs} }

}

CPTransportLayerInformation-ExtIEs NGAP-PROTOCOL-IES ::= {


{ ID id-EndpointIPAddressAndPort

CRITICALITY reject
TYPE EndpointIPAddressAndPort

PRESENCE mandatory},


...

}
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PacketLossRate ::= INTEGER (0..1000, ...)
PagingAssisDataforCEcapabUE ::= SEQUENCE {


eUTRA-CGI






EUTRA-CGI,


coverageEnhancementLevel


CoverageEnhancementLevel,


...

}

PagingAssisDataforCEcapabUE-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
PagingAttemptInformation ::= SEQUENCE {


pagingAttemptCount




PagingAttemptCount,


intendedNumberOfPagingAttempts

IntendedNumberOfPagingAttempts,


nextPagingAreaScope




NextPagingAreaScope








OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {PagingAttemptInformation-ExtIEs} }
OPTIONAL,


...

}
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9.4.7
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************
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id-ExtendedRATRestrictionInformation





ProtocolIE-ID ::= 180


id-QosMonitoringRequest








ProtocolIE-ID ::= 181


id-SgNB-UE-X2AP-ID









ProtocolIE-ID ::= 182

id-PDUSessionResourceFailedToResumeListRESReq


ProtocolIE-ID ::= xxx


id-PDUSessionResourceFailedToResumeListRESRes


ProtocolIE-ID ::= xxx


id-PDUSessionResourceSuspendListSUSReq




ProtocolIE-ID ::= xxx


id-PDUSessionResourceResumeListRESReq




ProtocolIE-ID ::= xxx

id-PDUSessionResourceResumeListRESRes




ProtocolIE-ID ::= xxx


id-UE-UP-CIoT-Support








ProtocolIE-ID ::= xxx



id-PagingAssisDataforCEcapabUE 
 





ProtocolIE-ID ::= xxx
END

-- ASN1STOP
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