[bookmark: OLE_LINK5][bookmark: OLE_LINK4][bookmark: _Ref452454252]3GPP TSG-RAN WG3 Meeting #107bis-e	R3-202742
Online, 20th-30th April 2020
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.413
	CR
	0390
	rev
	[bookmark: _GoBack]
	Current version:
	16.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Correction on location report procedure

	
	

	Source to WG:
	CATT

	Source to TSG:
	RAN3

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2020-04-10

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	Currently,it is not clear in the spec whether AMF could modify the area in interest related to an existing Location report reference ID i.e.it should be  regarded as a normal case or abnormal case when NG-RAN node receives a LOCATION REPORTING CONTROL message which include a Location Reporting Reference ID set to the value that identifies existing area of interest.

	
	

	Summary of change:
	Add description that NG-RAN node would update the corresponding interest of area for the Location report reference ID when NG-RAN node receives a LOCATION REPORTING CONTROL message which includes a Location Reporting Reference ID set to the value that identifies existing area of interest.

Impact assessment towards the previous version of the specification (same release):
This CR has an isolated impact towards the previous version of the specification (same release).
This CR only has an impact on the Location Report function.


	
	

	Consequences if not approved:
	The behaviour of NG-RAN node is not clear

	
	

	Clauses affected:
	8.12.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR …CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc14207521][bookmark: _Toc12718545]////////////////////////////////////////////////////////////////////////skip irrelevant text////////////////////////////////////////////////////////////////////////
[bookmark: _Toc20955030][bookmark: _Toc29503301]8.12	Location Reporting Procedures
[bookmark: _Toc20955031][bookmark: _Toc29503302]8.12.1	Location Reporting Control
[bookmark: _Toc20955032][bookmark: _Toc29503303]8.12.1.1	General
The purpose of the Location Reporting Control procedure is to allow the AMF to request the NG-RAN node to report the UE's current location, or the UE's last known location with time stamp, or the UE's presence in the area of interest while in CM-CONNECTED state as specified in TS 23.501 [9] and TS 23.502 [10]. The procedure uses UE-associated signalling.
[bookmark: _Toc20955033][bookmark: _Toc29503304]8.12.1.2	Successful Operation


Figure 8.12.1.2-1: Location reporting control
The AMF initiates the procedure by sending a LOCATION REPORTING CONTROL message to the NG-RAN node. On receipt of the LOCATION REPORTING CONTROL message the NG-RAN node shall perform the requested location reporting control action for the UE.
The Location Reporting Request Type IE indicates to the NG-RAN node whether:
-	to report directly;
-	to report upon change of serving cell;
-	to report UE presence in the area of interest;
-	to stop reporting at change of serving cell;
-	to stop reporting UE presence in the area of interest;
-	to cancel location reporting for the UE.
If the Area Of Interest List IE is included in the Location Reporting Request Type IE in the LOCATION REPORTING CONTROL message, the NG-RAN node shall store this information and use it to track the UE's presence in the area of interest as defined in TS 23.502 [10].
If the NG-RAN node receives a LOCATION REPORTING CONTROL message containing Location Reporting Reference ID IE set to the value that identifies existing area of interest, the NG-RAN node shall update the stored area of interest corresponding to this Location Reporting Reference ID accordingly.
If the Additional Location Information IE is included in the LOCATION REPORTING CONTROL message and set to "Include PSCell” then, if Dual Connectivity is activated, the NG-RAN node shall include the current PSCell in the report. If a report upon change of serving cell is requested, the NG-RAN node shall provide the report also whenever the UE changes the PSCell, and when Dual Connectivity is activated.
If reporting upon change of serving cell is requested, the NG-RAN node shall send a report immediately and shall send a report whenever the UE’s location changes.
[bookmark: _Toc20955034][bookmark: _Toc29503305]8.12.1.3	Abnormal Conditions
If the NG-RAN node receives a LOCATION REPORTING CONTROL message containing several Location Reporting Reference ID IE set to the same value, the NG-RAN node shall send the LOCATION REPORTING FAILURE INDICATION message with an appropriate cause value.
////////////////////////////////////////////////////////////////////////end////////////////////////////////////////////////////////////////////////
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