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[bookmark: _Ref349588338]1.	Introduction
Area scope
Considering the issue of “Area Scope”, we note that TS 38.331 (v16.0.0) states
Any SIB or posSIB except SIB1 can be configured to be cell specific or area specific, using an indication in SIB1. The cell specific SIB is applicable only within a cell that provides the SIB while the area specific SIB is applicable within an area referred to as SI area, which consists of one or several cells and is identified by systemInformationAreaID;


This mechanism is then implemented by assigning the systemInformationAreaID in the scheduling information (SI-SchedulingInfo), and subsequently including (or not) an IE, areaScope-r16,  for each SIB or posSIB, as shown below for posSIBs (also from TS 38.331, v16.0.0). Note that this IE is at the same level as the gnss-id IE and sbas-id IE:
PosSI-SchedulingInfoList
-- ASN1START
-- TAG-POSSI-SCHEDULINGINFOLIST-START

PosSI-SchedulingInfoList-r16 ::= SEQUENCE (SIZE (1..maxSI-Message)) OF PosSI-SchedulingInfo-r16

PosSI-SchedulingInfo-r16 ::= SEQUENCE {
    offsetToSI-Used-r16          ENUMERATED {true}                                              OPTIONAL,  -- Need R
    posSI-Periodicity-r16        ENUMERATED {rf8, rf16, rf32, rf64, rf128, rf256, rf512},
    posSIB-MappingInfo-r16       PosSIB-MappingInfo-r16,
    ...
}

PosSIB-MappingInfo-r16 ::=   SEQUENCE (SIZE (1..maxSIB)) OF PosSIB-Type-r16

PosSIB-Type-r16 ::=          SEQUENCE {
    encrypted-r16                ENUMERATED { true }                                            OPTIONAL,  -- Need R
    gnss-id-r16                  GNSS-ID-r16                                                    OPTIONAL,  -- Need R
    sbas-id-r16                  SBAS-ID-r16                                                    OPTIONAL,  -- Need R
    posSibType-r16               ENUMERATED { posSibType1-1, posSibType1-2, posSibType1-3, posSibType1-4, posSibType1-5, posSibType1-6,
                                              posSibType1-7, posSibType1-8, posSibType2-1, posSibType2-2, posSibType2-3, posSibType2-4,
                                              posSibType2-5, posSibType2-6, posSibType2-7, posSibType2-8, posSibType2-9, posSibType2-10,
                                              posSibType2-11, posSibType2-12, posSibType2-13, posSibType2-14, posSibType2-15,
                                              posSibType2-16, posSibType2-17, posSibType2-18, posSibType2-19, posSibType2-20,
                                              posSibType2-21, posSibType2-22, posSibType2-23, posSibType3-1, posSibType6-1,
                                              posSibType6-2, posSibType6-3,... },
    areaScope-r16                ENUMERATED {true}                                              OPTIONAL -- Need S
}


Now as pointed out in [5], the LMF should decide whether a specific posSIB is cell specific or area specific, noting that the actual area definition is implemented by OAM.
Observation 1: Only the LMF can decide whether a specific posSIB is cell specific or area specific.
A possible implementation in NRPPa is to add the Area Scope IE in the Assistance Information Meta Data IE, since the existing information is at the same level (i.e. associated with a given posSIB), and it will also be needed as part of scheduling information.
Note that this functionality may still be modified in RAN2, so should be kept as FFS.
Proposal 1: Add the Area Scope IE to the Assistance Information Meta Data IE, with FFS.
An attached TP provides the changes for these proposals.
Proposal 2: Agree the text proposal in this document.
3
5.	Text Proposal for the baseline CR
[bookmark: _Toc534730166]9.2.c	Assistance Information Meta Data
This parameter contains meta data for an assistance information element.
Editor’s Note: Details are FFS pending RAN2 progress.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Encrypted
	O
	
	ENUMERATED (true, …)
	TS 38.331 [x]

	GNSS ID
	O
	
	ENUMERATED (gps, sbas, qzss, galileo, glonass, bds, ...) 
	TS 38.331 [x]

	SBAS ID
	O
	
	ENUMERATED (waas, egnos, msas, gagan, ...) 
	TS 38.331 [x]

	Area Scope [FFS]
	O
	
	ENUMERATED (true, …)
	TS 38.331 [x]
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NEXT CHANGE
[bookmark: _Toc534903103]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NRPPA-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
	
	id-MeasurementQuantities-Item,
	maxCellinRANnode,
	maxCellReport,
	maxNrOfErrors,
	maxNoMeas,
	maxnoOTDOAtypes,
	maxServCell,
	id-OtherRATMeasurementQuantities-Item,
	id-WLANMeasurementQuantities-Item,
	maxGERANMeas,
	maxUTRANMeas,
	maxWLANchannels,
	maxnoFreqHoppingBandsMinusOne,
	id-TDD-Config-EUTRA-Item,
	maxNrOfPosSImessage,
	maxnoAssistInfoFailureListItems,
	maxNrOfSegments,
	maxNrOfPosSIBs,
	maxnoMeas,
	maxnoTRPs,
	maxnoTRPInfoTypes


FROM NRPPA-Constants

	Criticality,
	NRPPATransactionID,
	ProcedureCode,
	ProtocolIE-ID,
	TriggeringMessage

FROM NRPPA-CommonDataTypes

	ProtocolExtensionContainer{},
	ProtocolIE-Single-Container{},
	
	NRPPA-PROTOCOL-EXTENSION,
	NRPPA-PROTOCOL-IES

FROM NRPPA-Containers;

-- A

-- Editor’s Note: Details of the following IEs are FFS pending RAN2 progress
Assistance-Information ::= SEQUENCE {
	systemInformation				,
	iE-Extensions					ProtocolExtensionContainer { { Assistance-Information-ExtIEs} } OPTIONAL,
	...
}

Assistance-Information-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

AssistanceInformationFailureList ::= SEQUENCE (SIZE (1..maxnoAssistInfoFailureListItems)) OF SEQUENCE {
	posSIB-Type						,
	outcome							Outcome,
	iE-Extensions					ProtocolExtensionContainer { {AssistanceInformationFailureList-ExtIEs} }	OPTIONAL,
	...
}

AssistanceInformationFailureList-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

AssistanceInformationMetaData ::= SEQUENCE {
	encrypted			ENUMERATED {true, ...}	OPTIONAL,
	gNSSID				ENUMERATED {gps, sbas, gzss, galileo, glonass, bds, ...}	OPTIONAL,
	sBASID				ENUMERATED {waas, egnos, msas, gagan, ...}					OPTIONAL,
	areaScope			ENUMERATED {true, ...}										OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { AssistanceInformationMetaData-ExtIEs} }	OPTIONAL,
	...
}

AssistanceInformationMetaData-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}
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