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1		Introduction
	R3-202303
	Correction for gNB-DU transmission stop descriptoin in the inter-gNB HO involving gNB-CU-UP change (Intel Corporation, CATT)
	CR0121r, TS 38.401 v15.7.0, Rel-15, Cat. F
E///: not needed – st3 is clear enough. Uplink is more or less left to implementation (UE buffer needs to be emptied)
Nok: we support this; should align wording with other instances in same spec
Intel,Nok: only in this occurrence, this is mentioned like this – likely a mistake
CATT: this is also misaligned with st3 – risk to only stop UL data and not DL data
E///: st3 is clearly describing this
 SS: this is already aligned with st3
[bookmark: _Hlk39040293]CB: # 104bis_gNB-DU_TXstop
- st3 is correct
- align this instance to other similar instances in st2? If so, is there the risk of misalignment with st3?
(Intel - moderator)
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	R3-202304
	Correction for gNB-DU transmission stop descriptoin in the inter-gNB HO involving gNB-CU-UP change (Intel Corporation, CATT)
	CR0122r, TS 38.401 v16.1.0, Rel-16, Cat. A




2	For the Chairman’s Notes
[bookmark: _GoBack]R3-202303 rev in R3-202822 (re-worded, +Nokia, Nokia Shanghai Bell) agreed unseen
R3-202304 rev in R3-202823 (re-worded, +Nokia, Nokia Shanghai Bell) agreed unseen
