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Discussion
The final CR introducing the Suspend-Resume function and procedures in TS 38.410 was agreed in R3-204407 at last RAN Plenary#88-e as CR19 revision 6 in RP-201086.

This final CR includes text in section 5 of TS 38.410 (functional part) for Suspend and Resume:

5.24
Suspend-Resume function

This function enables to suspend the UE-associated logical NG-connection and release the NG-U tunnel while storing the UE context in the NG-RAN for a faster subsequent resume as specified for User Plane CIoT 5GS optimizations in TS 23.501 [8]. In this version of the specification, this function only applies for long eDRX cycles.

However the section 6 only contains the “Suspend” procedure and not the “Resume “ procedure.
6.19
UE Context Suspend procedure

The purpose of the UE Context Suspend procedure is is to suspend the UE-associated logical NG-connection and release the NG-U tunnel with the 5GC while keeping the UE context in NG-RAN. In this version of the specification, this procedure applies only if the NG-RAN node is an ng-eNB.

Even if suspend and resume can be grouped as one function, these are different procedures.

Tracking back the history, we see that the description of the Resume procedure was there in the baseline CR at RAN3#107-e in tdoc R3-200027 [2]. 

Tdoc R3-200027 was then reviewed during RAN3#107-e in offline email discussion with summary available in R3-201149. It can be seen from the conclusion section of R3-201149 that all baseline CRs were endorsed without change:
Endorse all BL CRs,

Agree TP R3-200231.

However, at the following edition of the baseline CR at RAN3#107bis in R3-201536, the paragraph describing the Resume procedure in section 6 was not included.
We therefore think that the description of the Resume procedure was not removed on purpose but that is simply a mistake.

We propose to add it back as it was present in tdoc R3-200027 [2] as follows:
6.y
UE Context Resume procedure

The purpose of the UE Context Resume procedure is to indicate to the AMF that it shall resume the UE context, the suspended logical NG-connection and re-establish the related NG-U tunnel in the 5GC for this UE. In this version of the specification, this procedure applies only if the NG-RAN node is an ng-eNB.
Conclusion and Proposal

This paper has investigated and explained that the description of the Resume procedure was removed by mistake between RAN3#107 and RAN3#107bis and we propose to restore it.

Proposal: agree the CR in [3] to add back the description of the UE Context Resume procedure to TS 38.410 from R3-200027 [2]. 
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