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	Reason for change:
	Broadcast PLMN Identity Info List has wrong dimension. In addition, there are still some ambiguities on the semantics for Served PLMNs IE, PLMN-IdentityInfoList IE and PLMN Identity List IE.


	
	

	Summary of change:
	1. Extend the size of Broadcast PLMN Identity Info List from 11 to 12.
2. Add the range bound and explanation of maxnoofBPLMNsEUTRAN.
3. Correct the semantics for Served PLMNs IE.
4. Correct the semantics for PLMN Identity List IE.
5. Change the PLMN-IdentityInfoList to PLMN-IdentityList. 
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This IE contains cell configuration information of a cell in the ng-eNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	E-UTRAN CGI
	M
	
	9.3.1.12
	
	-
	

	E-UTRAN PCI
	M
	
	INTEGER (0..503)
	Physical Cell ID
	-
	

	5GS TAC
	O
	
	9.3.1.26
	5GS Tracking Area Code
	-
	

	Served PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs in SIB1 associated to the E-UTRAN cell Identity in the E-UTRAN CGI IE.
	-
	

	>PLMN Identity
	M
	
	9.3.1.14
	
	-
	

	>TAI Slice Support List
	O
	
	Slice Support List
9.3.1.31
	Supported S-NSSAIs per TA. 
	YES
	ignore

	CHOICE E-UTRAN -Mode-Info 
	M
	
	
	
	-
	

	>FDD
	
	
	
	
	-
	

	>>FDD Info
	
	1
	
	
	-
	

	>>>UL FreqInfo
	M
	
	E-UTRAN Frequency Info
9.3.1.17
	
	-
	

	>>>DL FreqInfo
	M
	
	E-UTRAN Frequency Info
9.3.1.17
	
	-
	

	>>>UL Transmission Bandwidth
	M
	
	Transmission Bandwidth
9.3.1.15
	
	-
	

	>>>DL Transmission Bandwidth
	M
	
	Transmission Bandwidth
9.3.1.15
	
	-
	

	>TDD
	
	
	
	
	-
	

	>>TDD Info
	
	1
	
	
	-
	

	>>> E-UTRAN FreqInfo
	M
	
	E-UTRAN Frequency Info
9.3.1.17
	
	-
	

	>>> Transmission Bandwidth
	M
	
	Transmission Bandwidth
9.3.1.15
	
	-
	

	Measurement Timing Configuration
	M
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration inter-node message defined in TS 36.331 [2].
	-
	

	RANAC
	O
	
	RAN Area Code
9.3.1.45
	
	YES
	ignore

	Extended Served PLMNs List
	
	0..1
	
	This is included if more than 6 Served PLMNs is to be signalled.
	YES
	ignore

	>Extended Served PLMNs Item
	
	1 ..<maxnoofExtendedBPLMNs>
	
	
	-
	

	>>PLMN Identity
	M
	
	9.3.1.14
	
	-
	

	>>TAI Slice Support List
	O
	
	Slice Support List
9.3.1.31
	Supported S-NSSAIs per TA. 
	-
	

	Cell Type 
	O
	
	9.3.1.62
	
	YES
	ignore

	Broadcast PLMN Identity Info List
	
	0..<maxnoofBPLMNsNR-1EUTRAN>
	
	This IE corresponds to the PLMN-IdentityInfoList IE in SIB1 as specified in TS 36.331 [2]. The All PLMN Identities and associated information contained in this the PLMN-IdentityList IE are included and shall be provided in the same order as broadcast in SIB1.
	YES
	ignore

	>PLMN Identity List
	M
	
	Available PLMN List
9.3.1.47
	Broadcast PLMN IDs in SIB1 associated to the E-UTRAN CGI IE.
	-
	

	>Extended PLMN Identity List
	O
	
	Extended Available PLMN List
9.3.1.55
	
	-
	

	>5GS-TAC
	O
	
	OCTET STRING (3)
	
	-
	

	>E-UTRAN Cell Identity
	M
	
	BIT STRING (28)
	
	-
	

	>RANAC
	O
	
	RAN Area Code
9.3.1.45
	
	-
	



	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMN Ids. Value is 6.

	maxnoofExtendedBPLMNs
	Maximum no. of Extended Broadcast PLMN Ids. Value is 6.

	maxnoofBPLMNsEUTRAN
	Maximum no. of PLMN Ids broadcast in an E-UTRAN cell. Value is 12.
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-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

W1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) w1ap (3) version1 (1) w1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	maxEARFCN,
	maxnoofErrors,
	maxnoofBPLMNs,
	maxnoofDLUPTNLInformation,
	maxnoofE-UTRANCellBands,
	maxnoofULUPTNLInformation,
	maxnoofQoSFlows,
	maxnoofSliceItems,
	maxnoofSIBTypes,
	maxCellineNB,
	maxnoofExtendedBPLMNs,
	maxBandsEutra,
	maxnoofBPLMNsNRminus1maxnoofBPLMNsEUTRAN

<Unchanged Text Omitted>


BPLMN-ID-Info-List ::= SEQUENCE (SIZE(1..maxnoofBPLMNsNRminus1maxnoofBPLMNsEUTRAN)) OF BPLMN-ID-Info-Item

BPLMN-ID-Info-Item ::= SEQUENCE {
	pLMN-Identity-List			AvailablePLMNList,
	extended-PLMN-Identity-List	ExtendedAvailablePLMN-List	OPTIONAL,
	fiveGS-TAC					FiveGS-TAC					OPTIONAL,
	eUTRA-Cell-ID				EUTRA-Cell-ID,
	ranac						RANAC						OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { BPLMN-ID-Info-ItemExtIEs} } OPTIONAL,
	...
}

BPLMN-ID-Info-ItemExtIEs W1AP-PROTOCOL-EXTENSION ::= {
	...
}

<Unchanged Text Omitted>
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<Unchanged Text Omitted>

maxnoofBPLMNsNRminus1maxnoofBPLMNsEUTRAN					INTEGER ::= 1112

<Unchanged Text Omitted>
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