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	Reason for change:
	The PWS FAILURE INDICATION message contains a Number of Broadcast IE which does not exist in the S1AP and NGAP. It should not be used in this version of the spec.
Both the IEs Cell Broadcast To Be Cancelled List and Cancel-all Warning Message Indicator are optional in the PWS CANCEL REQUEST message. It is not clear how to use the IE without procedural text.


	
	

	Summary of change:
	1. The semantics description for the Number of Broadcasts IE in the PWS FAILURE INDICATION message is modified to “This IE is not used in the specification and is ignored”.
2. Add the procedural texts and semantics description related to Cancel-all Warning Message Indicator and Cell Broadcast To Be Cancelled List IEs in the PWS CANCEL REQUEST message.
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· The impact can be considered isolated because the change affects PWS failure indication and PWS cancel.
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[bookmark: _Toc30004219][bookmark: _Toc35428742][bookmark: _Toc35428992][bookmark: _Toc36557899][bookmark: _Toc36558149][bookmark: _Toc45887720]8.5.2	PWS Cancel
[bookmark: _Toc5646201][bookmark: _Toc25943725][bookmark: _Toc29998391][bookmark: _Toc30001965][bookmark: _Toc30002215][bookmark: _Toc30004220][bookmark: _Toc35428743][bookmark: _Toc35428993][bookmark: _Toc36557900][bookmark: _Toc36558150][bookmark: _Toc45887721]8.5.2.1	General
The purpose of the PWS Cancel procedure is to cancel an already ongoing broadcast of a warning message. The procedure uses non UE-associated signalling.
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Figure 8.5.2.2-1: PWS Cancel procedure: successful operation
The ng-eNB-CU initiates the procedure by sending a PWS CANCEL REQUEST message to the ng-eNB-DU.
The ng-eNB-DU shall acknowledge the PWS CANCEL REQUEST message by sending the PWS CANCEL RESPONSE message.
If the Cell Broadcast To Be Cancelled List IE is not included in the PWS CANCEL REQUEST message, the ng-eNB-DU shall stop broadcasting and discard the warning message in all of the cells in the ng-eNB-DU. Otherwise, the ng-eNB-DU shall stop broadcasting and discard the warning message in the cells indicated in this IE.
If the Cancel-all Warning Messages Indicator IE is present in the PWS CANCEL REQUEST message, the ng-eNB-DU shall stop broadcasting and discard all warning messages for the area as indicated in the Cell Broadcast To Be Cancelled List IE or in all the cells of the ng-eNB-DU if the Cell Broadcast To Be Cancelled List IE is not included. The ng-eNB-DU shall acknowledge the PWS CANCEL REQUEST message by sending the PWS CANCEL RESPONSE message, and shall, if there is area to report where an ongoing broadcast was stopped successfully, include the Cell Broadcast Cancelled List IE with the Number of Broadcasts IE set to 0.
[bookmark: _Toc5646203][bookmark: _Toc25943727][bookmark: _Toc29998393][bookmark: _Toc30001967][bookmark: _Toc30002217][bookmark: _Toc30004222][bookmark: _Toc35428745][bookmark: _Toc35428995][bookmark: _Toc36557902][bookmark: _Toc36558152][bookmark: _Toc45887723]8.5.2.3	Unsuccessful Operation
Not applicable.
8.5.2.4	Abnormal Conditions
Not applicable.
If the ng-eNB-DU receives a PWS CANCEL REQUEST message which contains neither the Cancel-all Warning Messages Indicator IE nor the Cell Broadcast To Be Cancelled List IE, the ng-eNB-DU shall consider it as a logical error.
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This message is forwarded by the ng-eNB-CU to ng-eNB-DU to cancel an already ongoing broadcast of a warning message
Direction: ng-eNB-CU  ng-eNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Number of Broadcasts Requested
	M
	
	9.3.1.60
	This IE is not used in this version of the specification
	YES
	reject

	Cell Broadcast To Be Cancelled List
	
	0..1
	
	This IE is ignored If the Cancel-all Warning Messages Indicator IE is included.
	YES
	reject

	>Cell Broadcast to Be Cancelled Item IEs
	
	1.. <maxCellinng-eNBDU>
	
	
	EACH
	reject

	>>E-UTRAN CGI
	M
	
	9.3.1.12
	
	-
	

	Cancel-all Warning Messages Indicator
	O
	
	
	ENUMERATED (true, ...)
	YES
	reject



	Range bound
	Explanation

	maxCellinng-eNBDU
	Maximum no. cells that can be served by an ng-eNB-DU. Value is 512.
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9.2.4.6	PWS FAILURE INDICATION
This message is sent by the ng-eNB-DU to inform the ng-eNB-CU that ongoing PWS operation for one or more cells of the ng-eNB-DU has failed.
Direction: ng-eNB-DU  ng-eNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	PWS failed E-UTRAN CGI List
	
	0..1
	
	
	YES
	reject

	>PWS failed E-UTRAN CGI Item IEs
	
	1..<maxCellinng-eNBDU>
	
	
	EACH 
	reject

	>>E-UTRAN CGI
	M
	
	9.3.1.12
	
	-
	

	>>Number of Broadcasts
	M
	
	INTEGER (0..65535)
	This IE is not used in the specification and is ignored.This IE is set to '0' if valid results are not known or not available. It is set to 65535 if the counter results have overflowed.
	-
	



	Range bound
	Explanation

	maxCellinng-eNBDU
	Maximum no. of cells that can be served by an ng-eNB-DU. Value is 512.
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