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This message is sent by the M-NG-RAN node to the S-NG-RAN node to request the preparation of resources for dual connectivity operation for a specific UE.
Direction: M-NG-RAN node  S-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	UE Security Capabilities
	M
	
	9.2.3.49
	
	YES
	reject

	S-NG-RAN node Security Key
	M
	
	9.2.3.51
	
	YES
	reject

	S-NG-RAN node UE Aggregate Maximum Bit Rate
	M
	
	UE Aggregate Maximum Bit Rate
9.2.3.17
	The UE Aggregate Maximum Bit Rate is split into M-NG-RAN node UE Aggregate Maximum Bit Rate and S-NG-RAN node UE Aggregate Maximum Bit Rate which are enforced by M-NG-RAN node and S-NG-RAN node respectively.
	YES
	reject

	Selected PLMN
	O
	
	PLMN Identity
9.2.2.4
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Mobility Restriction List
	O
	
	9.2.3.53
	
	YES
	ignore

	Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	YES
	reject

	PDU Session Resources To Be Added List
	
	1
	
	
	YES
	reject

	>PDU Session Resources To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Setup Info – SN terminated IE 
nor the
PDU Session Resource Setup Info – MN terminated IE
is present in a PDU Session Resources To Be Added Item IE, abnormal conditions as specified in clause 8.3.1.4 apply.
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>S-NG-RAN node PDU Session Aggregate Maximum Bit Rate
	O
	
	PDU Session Aggregate Maximum Bit Rate
9.2.3.69
	
	–
	

	>>PDU Session Resource Setup Info – SN terminated
	O
	
	9.2.1.5
	
	–
	

	>>PDU Session Resource Setup Info – MN terminated
	O
	
	9.2.1.7
	
	–
	

	M-NG-RAN node to S-NG-RAN node Container
	M
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2 of TS 38.331 [10]
	YES
	reject

	S-NG-RAN node UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Expected UE Behaviour
	O
	
	9.2.3.81
	
	YES
	ignore

	Requested Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested.
	YES
	reject

	PCell ID
	O
	
	Global NG-RAN Cell Identity
9.2.2.27
	
	YES
	reject

	Desired Activity Notification Level
	O
	
	9.2.3.77
	
	YES
	ignore

	Available DRB IDs
	C-ifSNterminated
	
	DRB List
9.2.1.29
	Indicates the list of DRB IDs that the S-NG-RAN node may use for SN-terminated bearers.
	YES
	reject

	S-NG-RAN node Maximum Integrity Protected Data Rate Uplink
	O
	
	Bit Rate
9.2.3.4
	The S-NG-RAN node Maximum Integrity Protected Data Rate Uplink is a portion of the UE’s Maximum Integrity Protected Data Rate in the Uplink, which is enforced by the S-NG-RAN node for the UE’s SN terminated PDU sessions. If the S-NG-RAN node Maximum Integrity Protected Data Rate Downlink IE is not present, this IE applies to both UL and DL.
	YES
	reject

	S-NG-RAN node Maximum Integrity Protected Data Rate Downlink
	O
	
	Bit Rate
9.2.3.4
	The S-NG-RAN node Maximum Integrity Protected Data Rate Downlink is a portion of the UE’s Maximum Integrity Protected Data Rate in the Downlink, which is enforced by the S-NG-RAN node for the UE’s SN terminated PDU sessions.
	YES
	reject

	Location Information at S-NODE reporting
	O
	
	ENUMERATED (pscell, ...)
	Indicates that the user’s Location Information at S-NODE is to be provided.
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.3.32
	
	YES
	ignore

	NE-DC TDM Pattern
	O
	
	9.2.2.38
	
	YES
	ignore

	SN Addition Trigger Indication
	O
	
	ENUMERATED (SN change, inter-MN HO, intra-MN HO, ...)
	This IE indicates the trigger for S-NG-RAN node Addition Preparation procedure
	YES
	reject

	Trace Activation
	O
	
	9.2.3.55
	
	YES
	ignore

	Requested Fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates that the resources for fast MCG recovery via SRB3 are requested.
	YES
	ignore

	UE Radio Capability ID
	O
	
	9.2.3.138
	
	YES
	reject

	UE History Information
	O
	
	9.2.3.64
	Used by S-NODE-RAN node for handover preparation as defined in 37.340 [8]
	YES
	ignore

	UE History Information from the UE
	O
	
	9.2.3.110
	Used by S-NODE-RAN node for handover preparation as defined in 37.340 [8]
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions. Value is 256



	Condition
	Explanation

	ifSNterminated
	This IE shall be present if there is at least one PDU Session Resource Setup Info – SN terminated in the PDU Session Resources To Be Added List IE.
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This message is sent by the M-NG-RAN node to the S-NG-RAN node to either request the preparation to modify S-NG-RAN node resources for a specific UE, or to query for the current SCG configuration, or to provide the S-RLF-related information to the S-NG-RAN node.
Direction: M-NG-RAN node  S-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID 9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	PDCP Change Indication
	O
	
	9.2.3.74
	
	YES
	ignore

	Selected PLMN
	O
	
	PLMN Identity
9.2.2.4
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Mobility Restriction List
	O
	
	9.2.3.53
	
	YES
	ignore

	SCG Configuration Query
	O
	
	9.2.3.27
	
	YES
	ignore

	UE Context Information
	
	0..1
	
	
	YES
	reject

	>UE Security Capabilities
	O
	
	9.2.3.49
	
	–
	

	>S-NG-RAN node Security Key
	O
	
	9.2.3.51
	
	–
	

	>S-NG-RAN node UE Aggregate Maximum Bit Rate
	O
	
	UE Aggregate Maximum Bit Rate
9.2.3.17
	
	–
	

	>Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	–
	

	>Lower Layer presence status change
	O
	
	9.2.3.60
	
	–
	

	>PDU Session Resources To Be Added List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Setup Info – SN terminated IE 
nor the
PDU Session Resource Setup Info – MN terminated IE
is present in a PDU Session Resources To Be Added Item IE, abnormal conditions as specified in clause 8.3.3.4 apply.
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>>S-NG-RAN node PDU Session Aggregate Maximum Bit Rate
	O
	
	PDU Session Aggregate Maximum Bit Rate
9.2.3.69
	
	–
	

	>>>PDU Session Resource Setup Info – SN terminated
	O
	
	9.2.1.5
	
	–
	

	>>>PDU Session Resource Setup Info – MN terminated
	O
	
	9.2.1.7
	
	–
	

	>PDU Session Resources To Be Modified List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Modified Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Modification Info – SN terminated IE 
nor the
PDU Session Resource Modification Info – MN terminated IE
is present in a PDU Session Resources To Be Modified Item IE, abnormal conditions as specified in clause 8.3.3.4 apply.
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>S-NG-RAN node PDU Session Aggregate Maximum Bit Rate
	O
	
	PDU Session Aggregate Maximum Bit Rate
9.2.3.69
	
	–
	

	>>>PDU Session Resource Modification Info – SN terminated
	O
	
	9.2.1.9
	
	–
	

	>>>PDU Session Resource Modification Info – MN terminated
	O
	
	9.2.1.11
	
	–
	

	>>>S-NSSAI
	O
	
	9.2.3.21
	
	YES
	reject

	>PDU Session Resources To Be Released List
	O
	
	PDU session List with Cause
9.2.1.26
	
	–
	

	M-NG-RAN node to S-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2. of TS 38.331 [10].
	YES
	ignore

	Requested Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested.
	YES
	ignore

	Requested Split SRBs release
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested to be released.
	YES
	ignore

	Desired Activity Notification Level
	O
	
	9.2.3.77
	
	YES
	ignore

	Additional DRB IDs
	O
	
	DRB List
9.2.1.29
	Indicates additional list of DRB IDs that the S-NG-RAN node may use for SN-terminated bearers.
	YES
	reject

	S-NG-RAN node Maximum Integrity Protected Data Rate Uplink
	O
	
	Bit Rate
9.2.3.4
	The S-NG-RAN node Maximum Integrity Protected Data Rate Uplink is a portion of the UE’s Maximum Integrity Protected Data Rate in the Uplink, which is enforced by the S-NG-RAN node for the UE’s SN terminated PDU sessions. If the S-NG-RAN node Maximum Integrity Protected Data Rate Downlink IE is not present, this IE applies to both UL and DL.
	YES
	reject

	S-NG-RAN node Maximum Integrity Protected Data Rate Downlink
	O
	
	Bit Rate
9.2.3.4
	The S-NG-RAN node Maximum Integrity Protected Data Rate Downlink is a portion of the UE’s Maximum Integrity Protected Data Rate in the Downlink, which is enforced by the S-NG-RAN node for the UE’s SN terminated PDU sessions.
	YES
	reject

	Location Information at S-NODE reporting
	O
	
	ENUMERATED (pscell, ...)
	Indicates that the user’s Location Information at S-NODE is to be provided.
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	ignore

	PCell ID
	O
	
	Global NG-RAN Cell Identity
9.2.2.27
	
	YES
	reject

	NE-DC TDM Pattern
	O
	
	9.2.2.38
	
	YES
	ignore

	Requested Fast MCG recovery via SRB3
	O
	
	ENUMERATED (true, ...)
	Indicates that the resources for fast MCG recovery via SRB3 are requested.
	YES
	ignore

	Requested Fast MCG recovery via SRB3 Release
	O
	
	ENUMERATED (true, ...)
	Indicates that resources for fast MCG recovery via SRB3 are requested to be released.
	YES
	ignore

	SN triggered
	O
	
	ENUMERATED (TRUE ...)
	
	YES
	ignore

	UE History Information
	O
	
	9.2.3.64
	Used by S-NODE-RAN node for handover preparation as defined in 37.340 [8]
	YES
	ignore

	UE History Information from the UE
	O
	
	9.2.3.110
	Used by S-NODE-RAN node for handover preparation as defined in 37.340 [8]
	YES
	ignore
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The UE History Information IE contains information about cells that a UE has been served by in active state prior to the target cell. The overall mechanism is described in TS 36.300 [12].
NOTE:	The definition of this IE is aligned with the definition of the UE History Information IE in TS 38.413 [5].
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Last Visited Cell List
	
	1..<maxnoofCellsinUEHistoryInfo>
	
	Most recent information is added to the top of this list

	>Last Visited Cell Information
	M
	
	9.2.3.65
	

	>Visited PScells
	
	0..1
	
	

	>>Visited PScells
	
	1..<maxnoofCellsinUEHistoryInfo>
	
	Most recent information is added to the top of this list.

	>>>Last Visited PSCell Information
	M
	
	9.2.3.65
	



	Range bound
	Explanation

	maxnoofCellsinUEHistoryInfo
	Maximum number of last visited cell information records that can be reported in the IE. Value is 16.
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