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During RAN3#9 it was agreed to remove private extensions within the messages in RAN3 protocols, but keep them at message level. As a result, it is no longer clear from the ASN.1 descriptions what the scope of the private messages is. This document proposes changes to the ASN.1 descriptions in order to clarify this.

NOTE: This document is based on the temporary NBAP ASN.1 descriptions produced by NEC following RAN3#10.

In addition, there are currently discrepancies between the ASN.1 descriptions within the 3 protocol specifications (25.413, 25.423 and 25.433). This proposal is aligned with documents R3-000449 (25.423 CR061), R3-000450 (25.413 CR064), and R3-000451 (25.433 CR073) to provide consistent ASN.1 descriptions.
Common Module:
-- **************************************************************

--

-- Common definitions

--

-- **************************************************************

PrivateIE-ID
::= CHOICE {


local



INTEGER (0..65535),


global



OBJECT IDENTIFIER

}

Constant Module:

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs 


INTEGER ::= 65535

PDU Module: 

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************


PrivateIE-Container{},


ProtocolExtensionContainer{},



ProtocolIE-Container{},


ProtocolIE-ContainerList{},


NBAP-PRIVATE-IES,


NBAP-PROTOCOL-IES,


NBAP-PROTOCOL-EXTENSION,


FROM NBAP-Containers

-- **************************************************************

--

-- PRIVATE MESSAGE

--

-- **************************************************************

PrivateMessage ::= SEQUENCE {


privateIEs

PrivateIE-Container
{{PrivateMessage-IEs}},


...

}

PrivateMessage-IEs NBAP-PRIVATE-IES ::= {


...

}

EP Module:

-- **************************************************************

--
-- Interface Elementary Procedure List

--

-- **************************************************************

NBAP-ELEMENTARY-PROCEDURES NBAP-ELEMENTARY-PROCEDURE ::= {


NBAP-ELEMENTARY-PROCEDURES-CLASS-1


|


NBAP-ELEMENTARY-PROCEDURES-CLASS-2


|


NBAP-ELEMENTARY-PROCEDURES-CLASS-3


,


...

}

NBAP-ELEMENTARY-PROCEDURES-CLASS-2 NBAP-ELEMENTARY-PROCEDURE ::= {


resourceStatusIndication






|


auditRequired









|

commonMeasurementReport







|


commonMeasurementTermination





|


commonMeasurementFailure






|


synchronisedRadioLinkReconfigurationCommit


|


synchronisedRadioLinkReconfigurationCancellation
|


radioLinkFailure








|

radioLinkRestoration







|


dedicatedMeasurementReport






|


dedicatedMeasurementTermination





|


dedicatedMeasurementFailure






|


downlinkPowerControlFDD







|

compressedModeCommit







|


compressedModeCancellation






|


unblockResource









|


errorIndication










,


...

}

NBAP-ELEMENTARY-PROCEDURES-CLASS-3 NBAP-ELEMENTARY-PROCEDURE ::= {


privateMessage









,


...

}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

-- Class 2







-- Class 3
-- *** PrivateMessage ***

privateMessage NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

PrivateMessage

OUTCOME


PrivateMessage

PROCEDURE ID


{ procedureCode
id-privateMessage, ddMode common }


CRITICALITY



ignore

}

