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Abstraction

This contribution describes what had been done in the contribution R3-000654 which is source from NEC, NTT DoCoMo and NTT Software. The R3-000654 is a proposed CR to have refinement of the RNSAP for the Tabular and ASN.1.

However, when we were doing the refinement, we found that some items need to be clarified, these are shown in chapter 3 of this Tdoc.

Detail

1. This CR does not show the correction which had been corrected by other CRs in previous meeting. For example, change UL Eb/No to UL SIR had been shown in CR10 (Tdoc R3-000255) in previous meeting, this is not shown in this CR. 

2. The corrections of this CR are classified as shown below

2.1 Change some of the description or construction of tabular format 

· the range of Primary CPICH Power is from -15dBm to 40 dBm, Step 0.1dBm, it is changed from ENUMERATED (-15..40) to INTEGER (-150..400). This kind of change is applied also to some other parameters.

· the Diversity Indication and the Dedicated Measurement Object Type in tabular does not have any meaning, it is removed.

· the structure that show the Report Characteristics IE is not appropriate, however the ASN.1 shows the appropriate structure. It is changed to align with ASN.1

· etc.

2.2  Giving value in the "to do" or "TBD" or some IEs which are missing in current ASN.1 or Tabular

[Tabular]

· Primary CCPCH RSCP is "to do" and it is given the value which refers to 25.225.

· DL Power which refers to 25.433 are added. 

· Others such as FDD S-CCPCH Offset IE, Pilot Bits Used Indicator IE, Secondary CCPCH Slot Format IE, STTD Indicator IE have not been defined in tabular, these are added.

[ASN.1]

· Diversity Control Field, Diversity Mode, DL-Power, D-FieldLength Pilot Bits Used Indicator, etc. are defined.
2.3  The number of the RL in the RL list etc.

· As the contribution Tdoc R3-000167 from DoCoMo in the last meeting showed that the number of successful Radio Link in RADIO LINK ADDITION FAILURE (FDD) message should be from 0 instead of from 1. This is shown.

2.4  Some other Editorial Correction in ASN.1

· Remove those description that are not used currently, e.g. DSCH-TFS, Offset

· Change the name of the ASN.1 in order to align with each other e.g. “Rqst” is an abbreviation for “Request”.

· Mandatory or Optional are align with tabular e.g. in the RL Setup Failure (FDD) message, D-RNTI is defined as Optional parameter in the tabular, but it is described as Mandatory parameter in the ASN.1.

· Correct the order of the parameter in ASN.1 to align with tabular, e.g. in the Successful RL Information Response of the RL Addition Failure (FDD) message, the order of Min UL Eb/No and Max UL Eb/No in the ASN.1 are not aligned with tabular.

· Change "Transport format Combination Set" to "TFCS".

· etc.

3. Below show some items that have to be confirmed in the meeting. 

3.1 The "TBD" in the Information Element still do not have the answer

· Measurement Frequency

· Averaging Duration

These parameters are referred in the Measurement Characteristics IE

3.2 The UL SIR Target, DL SIR Target, Maximum UL SIR ,and Minimum UL SIR (SIR is formerly called Eb/No) in Radio Link Setup Response, Radio Link Setup Failure, Radio Link Addition Response, Radio Link Addition Failure, Radio Link Reconfiguration Ready and Radio Link Reconfiguration Response are not in the same order. Moreover the procedure text description does not show how to utilize these IEs, it should be clarified. Current situations are shown in table 1.


UL SIR Target
DL SIR Target
Max UL SIR
Min UL SIR

Radio Link Setup Response (FDD)
at the same level as RL Information Response group ( i.e. outside this group)
at same level as RL Information Response group ( i.e. outside this group)
inside RL Information Response group
inside RL Information Response group

Radio Link Setup Response (TDD)
inside RL Information Response group
inside RL Information Response group
inside RL Information Response group
inside RL Information Response group

Radio Link Setup Failure (FDD)
at the same level as Successful RL Information Response group ( i.e. outside this group)
at the same level as Successful RL Information Response group ( i.e. outside this group)
at same level as Successful RL Information Response group ( i.e. outside this group)
at same level as Successful RL Information Response group ( i.e. outside this group)

Radio Link Setup Failure (TDD)
not present
not present
not present
not present

Radio Link Addition Response (FDD)
not present
not present
at the same level as RL Information Response group ( i.e. outside this group)
at the same level as RL Information Response group ( i.e. outside this group)

Radio Link Addition Response (TDD)
not present
not present
inside RL Information Response group
inside RL Information Response group

Radio Link Addition Failure (FDD)
not present
not present
inside Successful RL Information Response group
inside Successful RL Information Response group

Radio Link Addition Failure (TDD)
not present
not present
not present
not present

Radio Link Reconfiguration Ready (FDD)
not present
not present
inside RL Information Response group
inside RL Information Response group

Radio Link Reconfiguration Ready (TDD)
not present
not present
inside RL Information Response group
inside RL Information Response group

Radio Link Reconfiguration Response
not present
not present
inside RL Information Response group
inside RL Information Response group

Note:  Max UL SIR and Min UL SIR in the Radio Link Addition Response (FDD) are not inside the RL Information Response group. It is thought that this is an editorial mistake therefore this has been shown in this CR, however it needs clarification as well.




Table 1 


3.3 The UL/DL Compressed Mode Selection IE in tabular shows "ENUMARATED ( in UL only, DL only or both UL and DL)". It is thought that this should be "ENUMARATED ( in UL only, DL only, both UL and DL)", i.e. the "or" should be changed to comma ",".

4.  Proposal

It is proposed to:

· clarify the items that have been shown in chapter 3 of this contribution.

· after clarification all items, NEC provides revised version of the CR part in this contribution if needed.

· if there is no need to modify the CR which is shown in Tdoc R3-000654, arrpove it.

