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By controlling the measurement filtering with a standardised algorithm the network is able to fine-tune the compromise between amount of reported events (Iub/Iur load) and response time. It is also possible to fine tune the compromise between amount of hysteresis used and amount of averaging filtering performed. The proposed standardised algorithm will also enable the SRNC to get a more consistent event reporting behaviour from Node B’s with different physical layer measurement implementation working in different radio propagation conditions.

In 25.133 v2.3.0 the measurement performance requirement stated is valid when a specific measurement period for the physical layer measurement is used. The measurement period is assumed to be defined short enough to allow the measurement period also to be used as defining the period time of the physical layer measurements.
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8.3.11
Measurement Initiation

[Editor's note: According to TSGR#5 (99)564, the following measurements shall also be considered:
* Time of Arrival
* Frequency Offset
* Round Trip Time
* RX Timing Deviation

Whether these measurements shall be dedicated or common measurements have so far not been considered by TSG RAN WG3 and are thus not incorporated.]

8.3.11.1
General

This procedure is used by an SRNS to request the initiation of measurements in a DRNS.

This procedure shall use the signalling bearer connection for the relevant UE context.

8.3.11.2
Successful Operation
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Figure 1: Measurement Initiation procedure, Successful Operation

The procedure is initiated with a DEDICATED MEASUREMENT INITIATION REQUEST message sent from the SRNC to the DRNC.

Upon reception, the DRNC shall initiate the requested measurement according to the parameters given in the request. Unless specified below, the meaning of the parameters are given in other specifications.

If no RL Information is provided in the Dedicated Measurement Object IE, the measurement reports shall give the aggregated result for all radio links within the requested UE Context. If RL Information is provided in the request, the measurement request shall apply for the requested radio links individually.

The Report Characteristics IE indicates how the reporting of the measurement shall be performed.

If the Report Characteristics IE indicates 'On-Demand', the DRNS shall report the measurement result immediately.

If the Report Characteristics IE indicates 'Periodic', the DRNS shall periodically initiate a Measurement Report procedure for this measurement, with the requested report frequency.

If the Report Characteristics IE indicates 'Event A', the DRNS shall initiate a Measurement Reporting procedure when the measured entity rises above the requested threshold and stays there for the requested hysteresis time. If no hysteresis time is given, the DRNC shall use the value zero for the hysteresis time.

If the Report Characteristics IE indicates 'Event B', the DRNS shall initiate a Measurement Reporting procedure when the measured entity falls below the requested threshold and stays there for the requested hysteresis time. If no hysteresis time is given, the DRNC shall use the value zero for the hysteresis time.

If the Report Characteristics IE indicates 'Event C', the DRNS shall initiate a Measurement Reporting procedure when the measured entity rises more than the requested threshold within the requested time.

If the Report Characteristics IE indicates 'Event D', the DRNS shall initiate a Measurement Reporting procedure when the measured entity falls more than the requested threshold within the requested time.

If the Report Characteristics IE indicates 'Event E', the DRNS shall initiate a Measurement Reporting procedure when the measured entity rises above the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). The DRNS shall also initiate a Measurement Reporting procedure when the measured entity falls below the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time' (Report B). If the Report Frequency IE is provided, the DRNS shall initiate Measurement Reporting procedures periodically, with the requested frequency, between Report A and Report B. If 'Measurement Threshold 2' is not present, the DRNS shall use 'Measurement Threshold 1' instead. If no 'Measurement Hysteresis Time' is provided, the DRNC shall use the value zero as hysteresis times for both Report A and Report B.

If the Report Characteristics IE indicates 'Event F', the DRNS shall initiate a Measurement Reporting procedure when the measured entity falls below the 'Measurement Threshold 1' and stays there for the 'Measurement Hysteresis Time' (Report A). The DRNS shall also initiate a Measurement Reporting procedure when the measured entity rises above the 'Measurement Threshold 2' and stays there for the 'Measurement Hysteresis Time' (Report B). If the Report Frequency IE is provided, the DRNS shall initiate Measurement Reporting procedures periodically, with the requested frequency, between Report A and Report B. If 'Measurement Threshold 2' is not present, the DRNS shall use 'Measurement Threshold 1' instead. If no 'Measurement Hysteresis Time' is provided, the DRNC shall use the value zero as hysteresis times for both Report A and Report B.

If at the start of the measurement, the reporting criteria are fulfilled for any of Event A, Event B, Event E or Event F, the DRNS shall initiate a Measurement Reporting procedure immediately, and then continue with the measurements as in normal operation. 

Note: 
It is still an open issue if the node-B should receive a Measurement Filter Coefficient IE or a Measurement Filter Time Constant IE. Currently it is assumed that the input sample rate to the higher layer filtering is not specified and thus a Measurement Filter Time Constant IE shall be signalled over NBAP. If WG4 will specify the output sampling rate of the physical layer measurement to the higher layer filtering for each measurement, then the signalled parameter should be the Measurement Filter Coefficient IE.

The Measurement Filter Time Constant  IE indicates how filtering of the measurement values shall be performed before measurement event evaluation and reporting. 

The averaging shall  be performed according to the following formula.
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The variables in the formula are defined as follows

Fn   is the updated filtered  measurement result

Fn-1   is  the old filtered measurement result

Mn is the latest received measurement result from physical layer measurements

a = value in Measurement Filter Time Constant IE multiplied by the rate with which physical layer measurement samples are provided to the higher layer filtering. If the Measurement Filter Time Constant IE is not present, a shall be set to 1 (no filtering).

In order to initialize the averaging filter, F0 is set to M1 when the first measurement result from the physical layer measurement is received.  

If the DRNS was able to initiate the measurement requested by the SRNS it shall respond with the DEDICATED MEASUREMENT INITIATION RESPONSE message using the connection-oriented service of the signalling bearer. The message shall include the same Measurement Id that was used in the measurement request.

Only in the case the Report Characteristics IE indicated "On-Demand", the DEDICATED MEASUREMENT INITIATION RESPONSE message shall contain the measurement result. In this case also the Dedicated Measurement Object IE shall be included if it was included in the request message.

NEXT SECTION WITH CHANGES

9.1.28
DEDICATED MEASUREMENT INITIATION REQUEST

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

Message Type
M




Transaction Id
M




Measurement Id
M




Dedicated Measurement Object Type
M




CHOICE Dedicated Measurement Object Type





  "RL" 





      RL Information

1..<maxnoofRLs>



        RL-id
M




        DPCH Id
O




Dedicated Measurement Type
M




Measurement Filter Time Constant
O




Report Characteristics
M




Range bound
Explanation

MaxnoofRLs
Maximum number of individual RLs a measurement can be started on.

NEXT SECTION WITH CHANGES

9.2.1.X Measurement Filter Time Constant

The Measurement Filter Time Constant determines the amount of filtering to be applied for measurements.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Measurement Filter Time Constant


INTEGER

(1..25600)
1: 10ms

2: 20ms

….

25600: 256 s




























NEXT SECTION WITH CHANGES

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************

RNSAP-PDU-Contents -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AllocationRetentionPriority,


AllowedQueuingTime,


BLER,


BindingID,


BurstType,


C-ID,


C-RNTI,


CCTrCH-ID,


CFN,


CN-CS-DomainIdentifier,


CN-PS-DomainIdentifier,


CPICH-EcIo,


CPICH-Power,


Cause,


CellParameterID,


ChipOffset,


CompressedModeMethod,


CriticalityDiagnostics,


D-FieldLength,


D-RNTI,


D-RNTI-ReleaseIndication,


DCH-CombinationInd,


DCH-ID,


DL-ChannelisationCode,


DL-DPCCH-SlotFormat,


DL-DPCH-SlotNumber,


DL-EbNo,


DL-EbNoTarget,


DL-FrameType,


DL-Power,


DL-ScramblingCode,


DPCH-ID,


DRX-Parameter,


DedicatedMeasurementValue,


DiversityControlField,


DiversityMode,


FACH-DataFrameSize,


FACH-InitialWindowSize,


FACH-PriorityIndicator,


FDD-DL-ChannelisationCodeNumber,


FDD-S-CCPCH-Offset,


FrameHandlingPriority,


FrameOffset,


GapPeriod,


GapPositionMode,


L3-Information,


MAC-c-SDU-Length,


MaxNrOfUL-DPCHs,


MeanBitRate,

MeasurementFilterTimeConstant,


MeasurementID,


MidambleShift,


MinUL-ChannelisationCodeLength,


MultipleURAsIndicator,


MultiplexingPosition,


Offset,


PD,


PSCH-PCCPCH-TimeSlot,


PSCH-TimeSlot,


PayloadCRC-PresenceIndicator,


PilotBitsUsedIndicator,


PowerControlMode,


PowerOffset,


PowerResumeMode,


PrimaryCCPCH-RSCP,


PrimaryCPICH-EcNo,


PrimaryCPICH-Power,


PrimaryScramblingCode,


PropagationDelay,


PunctureLimit,


RANAP-RelocationInformation,


RL-ID,


RLC-Mode,


RNC-ID,


RepetitionLength,


RepetitionPeriod,


ReportCharacteristics,


S-FieldLength,


S-RNTI,


SAI,


SN,


SRNC-ID,


SSDT-CellID,


SSDT-CellID-Length,


SSDT-Indication,


SSDT-SupportIndicator,


ScaledUL-InterferenceLevel,


ScramblingCode,


ScramblingCodeChange,


SecondaryCCPCH-SlotFormat,


SyncCase,


TDD-ChannelisationCode,


TDD-PhysicalChannelOffset,


TFCI-Coding,


TFCI-Presence,


TFCI-SignallingMode,


TGD,


TGL,


TPC-StepSize,


TimeSlot,


ToAWE,


ToAWS,


TransportBearerID,


TransportBearerRequestIndicator,


TransportFormatCombinationSet,


TransportFormatSet,


TransportLayerAddress,


UARFCN,


UC-ID,


UL-DL-CompressedModeSelection,


UL-DPCCH-SlotFormat,


UL-EbNo,


UL-EbNoTarget,


UL-FP-Mode,


UL-ScramblingCode,


URA-ID

FROM RNSAP-IEs


PrivateExtensionContainer{},


ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Container{},


RNSAP-PRIVATE-EXTENSION,


RNSAP-PROTOCOL-EXTENSION,


RNSAP-PROTOCOL-IES,


RNSAP-PROTOCOL-IES-PAIR

FROM RNSAP-Containers


maxNoOfDL-Codes,


maxNrOfCCTrCHs,


maxNrOfDCHs,


maxNrOfDL-Codes,


maxNrOfDPCHs,


maxNrOfFACH-FD-Size,


maxNrOfFDD-Neighbours,


maxNrOfMACcSDU-Length,


maxNrOfTDD-Neighbours,


maxNrOfRLs,


maxNrOfSCCPCHs,


maxRNCinURA,


id-AllowedQueuingTime,


id-BindingID,


id-C-ID,


id-C-RNTI,


id-CCTrCH-ID,


id-CFN,


id-CN-CS-DomainIdentifier,


id-CN-PS-DomainIdentifier,


id-Cause,


id-CompressedModeMethod,


id-CriticalityDiagnostics,


id-D-RNTI,


id-D-RNTI-ReleaseIndication,


id-DCH-AddItem,


id-DCH-AddItem-RL-ReconfPrepFDD,


id-DCH-AddItem-RL-ReconfPrepTDD,


id-DCH-AddItem-RL-ReconfReadyFDD,


id-DCH-AddItem-RL-ReconfRqstFDD,


id-DCH-AddItem-RL-ReconfRqstTDD,


id-DCH-AddList-RL-ReconfPrepFDD,


id-DCH-AddList-RL-ReconfPrepTDD,


id-DCH-AddList-RL-ReconfRqstFDD,


id-DCH-AddList-RL-ReconfRqstTDD,


id-DCH-DeleteItem-RL-ReconfPrepFDD,


id-DCH-DeleteItem-RL-ReconfPrepTDD,


id-DCH-DeleteItem-RL-ReconfRqstFDD,


id-DCH-DeleteItem-RL-ReconfRqstTDD,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfRqstFDD,


id-DCH-DeleteList-RL-ReconfRqstTDD,


id-DCH-Information-RL-SetupReqFDD,


id-DCH-InformationItem-RL-SetupReqFDD,


id-DCH-InformationItem-RL-SetupReqTDD,


id-DCH-InformationList-RL-SetupReqTDD,


id-DCH-ModifyItem,


id-DCH-ModifyItem-RL-ReconfPrepFDD,


id-DCH-ModifyItem-RL-ReconfPrepTDD,


id-DCH-ModifyItem-RL-ReconfReadyFDD,


id-DCH-ModifyItem-RL-ReconfRqstFDD,


id-DCH-ModifyItem-RL-ReconfRqstTDD,


id-DCH-ModifyList-RL-ReconfPrepFDD,


id-DCH-ModifyList-RL-ReconfPrepTDD,


id-DCH-ModifyList-RL-ReconfRqstFDD,


id-DCH-ModifyList-RL-ReconfRqstTDD,


id-DL-CCTrCH-Information-RL-ReconfPrepTDD,


id-DL-CCTrCH-Information-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationList-RL-ReconfRqstTDD,


id-DL-CCTrChInformationItem-RL-SetupReqTDD,


id-DL-CCTrChInformationList-RL-SetupReqTDD,


id-DL-CodeInformation-PhyChReconfRqstFDD,


id-DL-DPCH-Information,


id-DL-DPCH-Information-RL-SetupReqFDD,


id-DL-DPCH-InformationList-PhyChReconfRqstTDD,


id-DL-DPCH-InformationList-RL-ReconfReadyTDD,


id-DL-EbNoTarget,


id-DL-FrameType,


id-DL-MeanBitRate,


id-DL-ReferencePowerInformation-DL-PC-Rqst,


id-DRX-Parameter,


id-DedicatedMeasurementObjectType-DM-Rprt,


id-DedicatedMeasurementObjectType-DM-Rqst,


id-DedicatedMeasurementObjectType-DM-Rspns,


id-FACH-InfoForOptionalGroupS-CCPCH,


id-FACH-InfoForOptionalS-CCPCH,


id-FACH-InfoForS-CCPCH-CoupledToPRACH,


id-GapPositionMode,


id-L3-Information,

MeasurementFilterTimeConstant,

id-MeasurementID,


id-MultipleURAsIndicator,


id-PD,


id-PagingArea-PagingRqst,


id-PowerControlMode,


id-PowerResumeMode,


id-ProcedureScope-DL-PC-Rqst,


id-RANAP-RelocationInformation,


id-RL-Information-PhyChReconfRqstFDD,


id-RL-Information-PhyChReconfRqstTDD,


id-RL-Information-RL-AdditionRqstFDD,


id-RL-Information-RL-AdditionRqstTDD,


id-RL-Information-RL-DeletionRqst,


id-RL-Information-RL-FailureInd,


id-RL-Information-RL-ReconfPrepFDD,


id-RL-Information-RL-RestoreInd,


id-RL-Information-RL-SetupReqFDD,


id-RL-Information-RL-SetupReqTDD,


id-RL-InformationItem-DM-Rprt,


id-RL-InformationItem-DM-Rqst,


id-RL-InformationItem-DM-Rspns,


id-RL-InformationItem-RL-SetupReqFDD,


id-RL-InformationList-RL-AdditionRqstFDD,


id-RL-InformationList-RL-DeletionRqst,


id-RL-InformationList-RL-FailureInd,


id-RL-InformationList-RL-ReconfPrepFDD,


id-RL-InformationList-RL-RestoreInd,


id-RL-InformationResponse-RL-AdditionRspTDD,


id-RL-InformationResponse-RL-ReconfReadyTDD,


id-RL-InformationResponse-RL-SetupRspTDD,


id-RL-InformationResponseItem-RL-AdditionRspFDD,


id-RL-InformationResponseItem-RL-ReconfReadyFDD,


id-RL-InformationResponseItem-RL-SetupRspFDD,


id-RL-InformationResponseList-RL-AdditionRspFDD,


id-RL-InformationResponseList-RL-ReconfReadyFDD,


id-RL-InformationResponseList-RL-SetupRspFDD,


id-RL-ReconfigurationFailure-RL-ReconfFail,


id-RL-ReconfigurationFailureList-RL-ReconfFail,


id-RNCsWithCellsInTheAccessedURA-List-UL-ST-Ind,


id-ReportCharacteristics,


id-S-RNTI,


id-SAI,


id-SN,


id-SRNC-ID,


id-ScramblingCodeChange,


id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD,


id-SuccessfulRL-InformationResponseList-RL-SetupFailureFDD,


id-TGD,


id-TGL,


id-TGP1,


id-TGP2,


id-TransportBearerID,


id-TransportBearerRequestIndicator,


id-TransportLayerAddress,


id-UC-ID,


id-UL-CCTrCH-Information-RL-ReconfPrepTDD,


id-UL-CCTrCH-Information-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationList-RL-ReconfRqstTDD,


id-UL-CCTrChInformationItem-RL-SetupReqTDD,


id-UL-CCTrChInformationList-RL-SetupReqTDD,


id-UL-DL-CompressedModeSelection,


id-UL-DPCH-Information,


id-UL-DPCH-Information-RL-SetupReqFDD,


id-UL-DPCH-InformationList-PhyChReconfRqstTDD,


id-UL-DPCH-InformationList-RL-ReconfReadyTDD,


id-UL-DeltaEbNo,


id-UL-DeltaEbNoAfter,


id-UL-EbNoTarget,


id-UL-MeanBitRate,


id-URA-ID,


id-UnsuccessfulRL-InformationResponse,


id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD,


id-UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD,


id-UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD

FROM RNSAP-Constants;

NEXT SECTION WITH CHANGES

-- **************************************************************

--

-- DEDICATED MEASUREMENT INITIATION REQUEST

--

-- **************************************************************

DedicatedMeasurementInitiationRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DedicatedMeasurementInitiationRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DedicatedMeasurementInitiationRequest-Extensions}}                   OPTIONAL,


...

}

DedicatedMeasurementInitiationRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-MeasurementID



CRITICALITY ignore
TYPE MeasurementID



PRESENCE mandatory
} |


{ ID id-DedicatedMeasurementObjectType-DM-Rqst
CRITICALITY ignore
TYPE DedicatedMeasurementObjectType-DM-Rqst
PRESENCE mandatory
} |


{ ID id-MeasurementFilterTimeConstant

CRITICALITY ignore
TYPE MeasurementFilterTimeConstant


PRESENCE optional
} |


{ ID id-ReportCharacteristics


CRITICALITY ignore
TYPE ReportCharacteristics


PRESENCE mandatory
},


...

}

NEXT SECTION WITH CHANGES

-- M

-- ** TODO **

MaxNrOfUL-DPCHs



::= INTEGER

MAC-c-SDU-Length


::= INTEGER (1..5000)

-- **TODO**

MACd-MACsh-TransportFormatSet

::= INTEGER











MeasurementFilterTimeConstant
::= INTEGER(1..25600)

NEXT SECTION WITH CHANGES

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AllowedQueuingTime






INTEGER ::= 0

id-BindingID







INTEGER ::= 1

id-C-ID








INTEGER ::= 2

id-C-RNTI







INTEGER ::= 3

id-CCTrCH-ID







INTEGER ::= 4

id-CFN








INTEGER ::= 5

id-CN-CS-DomainIdentifier





INTEGER ::= 6

id-CN-PS-DomainIdentifier





INTEGER ::= 7

id-Cause







INTEGER ::= 8

id-CompressedModeMethod






INTEGER ::= 9

id-D-RNTI







INTEGER ::= 10

id-D-RNTI-ReleaseIndication





INTEGER ::= 11

id-DCH-AddItem







INTEGER ::= 12

id-DCH-AddItem-RL-ReconfPrepFDD





INTEGER ::= 13

id-DCH-AddItem-RL-ReconfPrepTDD





INTEGER ::= 14

id-DCH-AddItem-RL-ReconfReadyFDD




INTEGER ::= 15

id-DCH-AddItem-RL-ReconfRqstFDD





INTEGER ::= 16

id-DCH-AddItem-RL-ReconfRqstTDD





INTEGER ::= 17

id-DCH-AddList-RL-ReconfPrepFDD





INTEGER ::= 18

id-DCH-AddList-RL-ReconfPrepTDD





INTEGER ::= 19

id-DCH-AddList-RL-ReconfRqstFDD





INTEGER ::= 20

id-DCH-AddList-RL-ReconfRqstTDD





INTEGER ::= 21

id-DCH-DeleteItem-RL-ReconfPrepFDD




INTEGER ::= 22

id-DCH-DeleteItem-RL-ReconfPrepTDD




INTEGER ::= 23

id-DCH-DeleteItem-RL-ReconfRqstFDD




INTEGER ::= 24

id-DCH-DeleteItem-RL-ReconfRqstTDD




INTEGER ::= 25

id-DCH-DeleteList-RL-ReconfPrepFDD




INTEGER ::= 26

id-DCH-DeleteList-RL-ReconfPrepTDD




INTEGER ::= 27

id-DCH-DeleteList-RL-ReconfRqstFDD




INTEGER ::= 28

id-DCH-DeleteList-RL-ReconfRqstTDD




INTEGER ::= 29

id-DCH-Information-RL-SetupReqFDD




INTEGER ::= 30

id-DCH-InformationItem-RL-SetupReqFDD




INTEGER ::= 31

id-DCH-InformationItem-RL-SetupReqTDD




INTEGER ::= 32

id-DCH-InformationList-RL-SetupReqTDD




INTEGER ::= 33

id-DCH-ModifyItem






INTEGER ::= 34

id-DCH-ModifyItem-RL-ReconfPrepFDD




INTEGER ::= 35

id-DCH-ModifyItem-RL-ReconfPrepTDD




INTEGER ::= 36

id-DCH-ModifyItem-RL-ReconfReadyFDD




INTEGER ::= 37

id-DCH-ModifyItem-RL-ReconfRqstFDD




INTEGER ::= 38

id-DCH-ModifyItem-RL-ReconfRqstTDD




INTEGER ::= 39

id-DCH-ModifyList-RL-ReconfPrepFDD




INTEGER ::= 40

id-DCH-ModifyList-RL-ReconfPrepTDD




INTEGER ::= 41

id-DCH-ModifyList-RL-ReconfRqstFDD




INTEGER ::= 42

id-DCH-ModifyList-RL-ReconfRqstTDD




INTEGER ::= 43

id-DL-CCTrCH-Information-RL-ReconfPrepTDD



INTEGER ::= 44

id-DL-CCTrCH-Information-RL-ReconfRqstTDD



INTEGER ::= 45

id-DL-CCTrCH-InformationList-RL-ReconfPrepTDD



INTEGER ::= 46

id-DL-CCTrCH-InformationList-RL-ReconfRqstTDD



INTEGER ::= 47

id-DL-CCTrChInformationItem-RL-SetupReqTDD



INTEGER ::= 48

id-DL-CCTrChInformationList-RL-SetupReqTDD



INTEGER ::= 49

id-DL-CodeInformation-PhyChReconfRqstFDD



INTEGER ::= 50

id-DL-DPCH-Information






INTEGER ::= 51

id-DL-DPCH-Information-RL-SetupReqFDD




INTEGER ::= 52

id-DL-DPCH-InformationList-PhyChReconfRqstTDD



INTEGER ::= 53

id-DL-DPCH-InformationList-RL-ReconfReadyTDD



INTEGER ::= 54

id-DL-EbNoTarget






INTEGER ::= 55

id-DL-FrameType







INTEGER ::= 56

id-DL-MeanBitRate






INTEGER ::= 57

id-DL-ReferencePowerInformation-DL-PC-Rqst



INTEGER ::= 58

id-DRX-Parameter






INTEGER ::= 59

id-DedicatedMeasurementObjectType-DM-Rprt



INTEGER ::= 60

id-DedicatedMeasurementObjectType-DM-Rqst



INTEGER ::= 61

id-DedicatedMeasurementObjectType-DM-Rspns



INTEGER ::= 62

id-FACH-InfoForOptionalGroupS-CCPCH




INTEGER ::= 63

id-FACH-InfoForOptionalS-CCPCH





INTEGER ::= 64

id-FACH-InfoForS-CCPCH-CoupledToPRACH




INTEGER ::= 65

id-GapPositionMode
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