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9.1.2
Message Contents

9.1.2.1
Presence
An information element can be of the following types:

M 
The information element is mandatory, i.e. always present in the message

O 
The information element is optional, i.e. may or may not be present in the message independently on the presence or value of other information elements in the same message

C# 
The presence of the information element is conditional to the presence or to the value of another information element, as reported in the correspondent note below the message description.

In case of an information element group, the group is preceded by a name for the info group (in bold). It is also indicated whether the group is mandatory, optional or conditional. Each group may be also repeated within one message. The presence field of the information elements inside one group defines if the information element is mandatory, optional or conditional if the group is present.
9.1.2.2
Criticality

Each information element or Group of information elements may have a criticality information applied to it.
Following cases are possible:

–
No criticality information is applied explicitly.

YES
Criticality information is applied. ‘YES’ is usable only for non-repeatable information elements.

GLOBAL
The information element and all its repetitions together have one common criticality information. ‘GLOBAL’ is usable only for repeatable information elements.

EACH
Each repetition of the information element has its own criticality information. It is not allowed to assign different criticality values to the repetitions. ‘EACH’ is usable only for repeatable information elements.

9.1.3
RADIO LINK SETUP REQUEST

9.1.3.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID
M



–


S-RNTI
M



YES
reject

D-RNTI
O



YES
reject

Allowed Queuing time
O



YES
reject

UL DPCH Information

1


YES
reject

      UL Scrambling Code
M



–


      Min UL Channelisation

 Code Length 
M



–


      Max Number of UL

 DPDCHs
C –

 CodeLen



–


      Puncture Limit
M


For the UL.
–


      UL Transport Format
 Combination Set
M



–


      UL DPCCH Slot Format
M



–


      UL Eb/No Target
O



–


      Diversity mode
M



–


      D Field Length
C-FB



–


     SSDT Cell ID Length
O



–


     S Field Length
O



–


     Mean Bit Rate
O


For the UL.
–


DL DPCH Information

1


YES
reject

      Transport Format

 Combination Set
M



–


      DL DPCH Slot Format
M



–


      TFCI Signalling Mode
M



–


      TFCI Presence
C- SlotFormat



–


      Multiplexing  Position
M



–


      Power Offset
 Information

1


–


        PO1
M

Power Offset
Power offset for the TFCI bits.
–


        PO2
M

Power Offset
Power offset for the TPC bits.
–


        PO3
M

Power Offset
Power offset for the pilot bits.
–


      TPC Downlink Step Size
M



–


      Mean Bit Rate
O


For the DL.
–


DCH Information

1..<maxnoofDCHs>


GLOBAL
reject

      DCH ID
M



–


      DCH Combination Ind
O



–


      RLC Mode
M



–


      Transport Format Set
M


For the UL.
–


      Transport Format Set
M


For the DL.
–


      BLER 
M


For the UL.
–


      BLER 
M


For the DL.
–


      Allocation/Retention  Priority
M



–


Frame Handling
 Priority
M



–


      Payload CRC Presence
 Indicator
M



–


      UL FP Mode
M



–


      ToAWS
M



–


      ToAWE
M



–


RL Information

1…<maxnoofRLs>


EACH
notify

      RL ID
M



–


      C-ID
M



–


      Frame Offset
M



–


      Chip Offset
M



–


      Propagation Delay
O



–


      Diversity Control Field
C – NotFirstRL



–


      Initial DL TX Power
O

DL Power

–


      Primary CPICH Ec/Io
O



–


      SSDT Cell ID 
O



–


Condition
Explanation

CodeLen
This IE is present only "f "Min UL Channelisation Code len"th" equals to 4

FB
This IE is present only if Feed Back mode diversity is activated.

SlotFormat
This IE is only present if the DL DPCH Slot Format is equal to any of the values 12 to 16.

NotFirstRL
This IE is present only if the RL is not the first one in the RL Information.

Range bound
Explanation

MaxnoofDCHs
Maximum no. of DCHs for one UE.

MaxnoofRLs
Maximum no. of RLs for one UE.

9.1.3.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID
M



–


S-RNTI
M



YES
reject

D-RNTI
O



YES
reject

Allowed Queuing time
O



YES
reject

Mean Bit Rate
O


For the UL.
YES
reject

Mean Bit Rate
O


For the DL.
YES
reject

UL CCTrCH Information

1..<maxnoofCCTrCHs>


EACH
notify

      CCTrCH ID
M



–


      TFCS
M


For the UL.
–


      TFCI Coding
M



–


      Puncture Limit
M



–


DL CCTrCH Information

1..<maxnoofCCTrCHs>


EACH
notify

      CCTrCH ID
M



–


      TFCS
M


For the DL.
–


      TFCI Coding
M



–


      Puncture Limit
M



–


DCH Information

1..<maxnoofDCHs>


GLOBAL
reject

      DCH ID
M



–


      CCTrCH  ID
M


UL CCTrCH in which the DCH is mapped 
–


      CCTrCH  ID
M


DL CCTrCH in which the DCH is mapped
–


      DCH Combination Ind
O



–


      RLC Mode
M



–


      Transport Format Set
M


For the UL.
–


      Transport Format Set
M


For the DL.
–


      BLER 
M


For the UL.
–


      BLER 
M


For the DL.
–


      Allocation/Retention

 Priority
M



–


      Frame Handling
 Priority
M



–


      Payload CRC Presence
 Indicator
M



–


      UL FP Mode
M



–


      ToAWS
M



–


      ToAWE
M



–


RL Information

1


YES
reject

      RL ID
M



–


      C-ID
M



–


      Frame Offset
M



–


      Primary CCPCH RSCP
O



–


Range bound
Explanation

MaxnoofDCHs
Maximum no. of DCHs for one UE.

MaxnoofCCTrCHs
Maximum no. of  CCTrCH for one UE.

9.1.4
RADIO LINK SETUP RESPONSE

9.1.4.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID 
M



–


D-RNTI 
O



YES


CN PS Domain Identifier
O



YES
ignore

CN CS Domain Identifier
O



YES
ignore

RL Information Response

1..<maxnoofRLs>


EACH
ignore

   RL ID
M



–


   SAI
M



–


   UL Interference Level
M



–


   DL Code Information

1..

<maxnoofDLCodes


–


        DL Scrambling Code 
M



–


        FDD DL Channelisation Code Number
M



–


   Diversity Indication
C-NotFirstRL



–


   CHOICE diversity Indication







        Combining




YES
ignore

             RL ID
M


Reference RL ID for the combining
–


        Non Combining or IE not present



"IE not present" is equivalent to "First RL".
YES
ignore

              DCH Information 

   Response

0..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included
–


              DCH ID
M



–


              Binding ID
M



–


              Transport Layer Address
M



–


   SSDT Support Indicator
M



–


   Maximum Uplink Eb/No 
M

Uplink Eb/No

–


   Minimum Uplink Eb/No 
M

Uplink Eb/No

–


   Neighbouring FDD Cell Information

0..<maxnoofFDDneighbours>


EACH
ignore

       UC-Id
M



–


       CN PS Domain Identifier
O



–


       CN CS Domain Identifier
O



–


       UARFCN
M



–


       Frame Offset
O



–


       Primary Scrambling Code
M



–


       Primary CPICH Power
O



–


   Neighbouring TDD Cell Information
O
0..<maxnoofTDDneighbours>


EACH
ignore

      UC-Id
M



–


      CN PS Domain Identifier
O



–


      CN CS Domain Identifier
O



–


      UARFCN
M



–


      Frame Offset
O



–


      Cell Parameter ID
M



–


      Sync Case
M



–


       Time Slot
C-Case1



–


      PSCH Time Slot
C-Case2&3



–


Uplink Eb/No Target
O

Uplink Eb/No

YES
ignore

Downlink Eb/No Target
O



YES
ignore

Criticality Diagnostics
O



YES
ignore

Condition
Explanation

IfComb
This IE is present if the 'Diversity Indication' IE indicates 'combining' in the Node B.

IfNotComb
This IE is present if the 'Diversity Indication' IE indicates 'non combining' in the Node B.

NotFirstRL
The IE is present only if the RL is not the first RL in the RL Information

Case1
This IE is present only if Sync Case = Case1.

Case2&3
This IE is present only if Sync Case = Case2 or Case3.

Range bound
Explanation

MaxnoofRLs
Maximum no. of RLs for one UE.

MaxnoofDCHs
Maximum no. of DCHs for one UE.

MaxnoofFDDneighbours
Maximum number of neighbouring FDD cell for one cell.

MaxnoofTDDneighbours
Maximum number of neighbouring TDD cell for one cell.

9.1.4.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID 
M



–


D-RNTI 
O



YES
ignore

CN PS Domain Identifier
O



YES
ignore

CN CS Domain Identifier
O



YES
ignore

RL Information Response

1


YES
ignore

   RL ID
M



–


   SAI
M



–


   UL Interference Level
M



–


   Maximum Uplink Eb/No 
M

Uplink Eb/No

–


   Minimum Uplink Eb/No 
M

Uplink Eb/No

–


   Uplink Eb/No Target
O

Uplink Eb/No

–


   Downlink Eb/No Target
O



–


   UL CCTrCH Information

1..<maxnoofCCTrCHs>


GLOBAL
ignore

   CCTrCH ID
M



–


       UL DPCH Information

1..<MaxnoofDPCHs>


EACH
ignore

            DPCH ID
M



–


           TDD Channelisation Code
M



–


          Burst Type
M



–


          Midamble Shift
M



–


          Time Slot
M



–


          TDD Physical Channel Offset
M



–


          Repetition Period
M



–


          Repetition Length
M



–


          TFCI Presence
M



–


   DL CCTrCH Information

1..<maxnoofCCTrCHs>


GLOBAL
ignore

   CCTrCH ID
M



–


       DL DPCH Information

1..<MaxnoofDPCHs>


EACH
ignore

          DPCH ID
M



–


          TDD Channelisation Code 
M



–


          Burst Type
M



–


          Midamble Shift
M



–


          Time Slot
M



–


          TDD Physical Channel Offset
M



–


          Repetition Period
M



–


          Repetition Length
M



–


          TFCI Presence
M



–


   DCH Information 

   Response

1..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included.
GLOBAL
ignore

      DCH ID
M



–


      Binding ID
M



–


      Transport Layer Address
M



–


   Neighbouring FDD Cell Information
O
0..<maxnoofFDDneighbours>


EACH
ignore

       UC-Id
M



–


       CN PS Domain Identifier
O



–


       CN CS Domain Identifier
O



–


       UARFCN
M



–


       Frame Offset
O



–


       Primary Scrambling Code
M



–


       Primary CPICH Power
O



–


   Neighbouring TDD Cell Information
O
0..<maxnoofTDDneighbours>


EACH
ignore

      UC-Id
M



–


      CN PS Domain Identifier
O



–


      CN CS Domain Identifier
O



–


      UARFCN
M



–


      Frame Offset
O



–


      Cell Parameter ID
M



–


      Sync Case
M



–


      Time Slot
C-Case1



–


      PSCH Time Slot
C-Case2&3



–


Criticality Diagnostics
O



YES
ignore

Condition
Explanation

Case1
This IE is present only if Sync Case = Case1.

Case2&3
This IE is present only if Sync Case = Case2 or Case3.

Range bound
Explanation

MaxnoofDPCHs
Maximum no. of DPCHs for one  CCTrCH.

MaxnoofDCHs
Maximum no. of DCHs for one UE.

MaxnoofFDDneighbours
Maximum number of neighbouring FDD cell for one cell

MaxnoofTDDneighbours
Maximum number of neighbouring TDD cell for one cell

MaxnoofCCTrCHs
Maximum no. of  CCTrCH for one UE.

9.1.5
RADIO LINK SETUP FAILURE

9.1.5.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID 
M



–


D-RNTI 
O



YES
ignore

CN PS Domain Identifier
O



YES
ignore

CN CS Domain Identifier
O



YES
ignore

Unsuccessful RL Information Response

1...<maxnoofRLs>


EACH
ignore

   RL ID
M



–


   Cause 
M



–


Successful RL Information Response

0..<maxnoofRLs-1>


EACH
ignore

   RL ID
M



–


   SAI
M



–


   UL Interference Level
M



–


   DL Code Information

1..

<maxnoofDLCodes


GLOBAL
ignore

        DL Scrambling Code 
M



–


        FDD DL Channelisation Code Number
M



–


   Diversity Indication
M



–


   CHOICE diversity Indication







        Combining




YES
ignore

             RL ID
M


Reference RL ID for the combining
–


        Non Combining or IE not present



"IE not present" is equivalent to "First RL".
YES
ignore

   DCH Information 

   Response

0..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included.
–


      DCH ID
M



–


      Binding ID
M



–


      Transport Layer Address
M



–


      SSDT Support Indicator
M



–


   Neighbouring FDD Cell Information
O



EACH
ignore

       UC-Id
M



–


       CN PS Domain Identifier
O



–


       CN CS Domain Identifier
O



–


       UARFCN
M



–


       Frame Offset
O



–


       Primary Scrambling Code
M



–


       Primary CPICH Power
O



–


   Neighbouring TDD Cell Information
O



EACH
ignore

      UC-Id
M



–


      CN PS Domain Identifier
O



–


      CN CS Domain Identifier
O



–


      UARFCN
M



–


      Frame Offset
O



–


      Cell Parameter ID
M



–


      Sync Case
M



–


      Time Slot
C-Case3



–


      PSCH Time Slot
C-Case2&3



–


Uplink Eb/No Target
O

Uplink Eb/No

–


Maximum Uplink Eb/No
M

Uplink Eb/No

–


Minimum Uplink Eb/No
M

Uplink Eb/No

–


Downlink Eb/No Target
O



–


Criticality Diagnostics
O



YES
ignore

Condition
Explanation

IfComb
This IE is present if the 'Diversity Indication' IE indicates 'combining' in the Node B.

IfNotComb
This IE is present if the 'Diversity Indication' IE indicates 'non combining' in the Node B.

NotFirstRL
The IE is present only if the RL is not the first RL in the RL Information

Case1
This IE is present only if Sync Case = Case1.

Case2&3
This IE is present only if Sync Case = Case2 or Case3.

Range bound
Explanation

MaxnoofRLs
Maximum no. of RLs for one UE.

MaxnoofDCHs
Maximum no. of DCHs for one UE.

9.1.5.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID 
M



–


Unsuccessful RL Information Response

1


YES
ignore

   RL ID
M



–


   Cause 
M



–


Criticality Diagnostics
O



YES
ignore

9.1.6
RADIO LINK ADDITION REQUEST

9.1.6.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID
M



–


Uplink Eb/No Target
M

Uplink Eb/No

YES
reject

RL Information 

1..<maxnoofRLs-1>


EACH
notify

   RL ID
M



–


   C-Id
M



–


   Frame Offset
M



–


   Chip Offset
M



–


   Diversity Control  Field
M



–


   Primary CPICH Ec/Io
O



–


   SSDT Cell Identity
O



–


Range bound
Explanation

MaxnoofRLs
Maximum number of radio links for one UE

9.1.6.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID
M



–


RL Information

1


YES
reject

  RL ID
M



–


  C-Id
M



–


  Frame Offset
M



–


  Diversity Control  Field
M



–


  Primary CCPCH RSCP
O



–


9.1.7
RADIO LINK ADDITION RESPONSE

9.1.7.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID
M



–


RL Information Response

1..<maxnoofRLs-1>


EACH
ignore

      RL ID
M



–


      SAI
M



–


      UL Interference Level
M



–


   DL Code Information

1..<maxnoofDLCodes>


GLOBAL
ignore

       DL Scrambling Code
M



–


       DL Channelisation Code
M



–


Diversity Indication
M



YES
ignore

CHOICE diversity indication







      Combining




YES
ignore

      RL ID
M


Reference RL-Id
–


      Non combining




YES
ignore

DCH Information Response

1..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included.
–


      DCH ID
M



–


      Binding ID
M



–


      Transport Layer Address
M



–


SSDT Support Indicator
M



–


Minimum Uplink Eb/No
M

Uplink Eb/No

–


Maximum Uplink Eb/No
M

Uplink Eb/No

–


   Neighbouring FDD Cell Information

0..<maxnoofFDDNeighbours>


EACH
ignore

       UC-Id
M



–


       CN PS Domain Identifier
O



–


       CN CS Domain Identifier
O



–


       UARFCN
M



–


       Frame Offset
O



–


       Primary Scrambling Code
M



–


       Primary CPICH Power
O



–


   Neighbouring TDD Cell Information

0..<maxnoofTDDNeighbours>


EACH
ignore

      UC-Id
M



–


      CN PS Domain Identifier
O



–


      CN CS Domain Identifier
O



–


      UARFCN
M



–


      Frame Offset
O



–


      Cell Parameter ID
M



–


      Sync Case
M



–


      Time Slot
C-Case1



–


      PSCH Time Slot
C-Case2&3



–


Criticality Diagnostics
O



YES
ignore

Condition
Explanation

Case1
This IE is present only if Sync Case = Case1.

Case2&3
This IE is present only if Sync Case = Case2 or Case3.

Range bound
Explanation

MaxnoofDCHs
Maximum number of dedicated channels on one RL

MaxnoofRLs
Maximum number of radio links for one UE

MaxnoofFDDNeighbours
Maximum number of neighbouring FDD cells for one cell

MaxnoofTDDNeighbours
Maximum number of neighbouring TDD cells for one cell

MaxnoofDLCodes
Maximum number of DL code information

9.1.7.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID
M



–


RL Information Response

1


YES
ignore

   RL ID
M



–


   SAI
M



–


   UL Interference Level
M



–


   UL CCTrCH Information

1..<maxnoof CCTrCHs>


GLOBAL
ignore

      CCTrCH ID
M



–


      UL DPCH Information

1..<maxnoOfDPCHs>


EACH
ignore

         DPCH ID
M



–


         TDD Channelisation Code
M



–


         Burst Type
M



–


         Midamble Shift
M



–


         Time Slot
M



–


         TDD Physical Channel Offset
M



–


         Repetition Period
M



–


         Repetition Length
M



–


         TFCI Presence
M



–


   DL CCTrCH Information

1..<maxnoof CCTrCHs>


GLOBAL
ignore

      CCTrCH ID
M



–


      DL DPCH information

1..<maxnoOfDPCHs>


EACH
ignore

         DPCH ID
M



–


         TDD Channelisation Code
M



–


         Burst Type
M



–


         Midamble Shift
M



–


         Time Slot
M



–


         TDD Physical Channel Offset
M



–


         Repetition Period
M



–


         Repetition Length
M



–


         TFCI Presence
M



–


   Diversity Indication
M



YES
ignore

   CHOICE diversity indication







      Combining




YES
ignore

         RL ID
M


Reference RL
–


      Non combining




YES
ignore

         DCH Information Response

1..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included.
–


           DCH ID
M



–


           Binding ID
M



–


           Transport Layer Address
M



–


   Minimum Uplink Eb/No
M

Uplink Eb/No

–


   Maximum Uplink Eb/No
M

Uplink Eb/No

–


   Neighbouring FDD Cell Information

0..<maxnoofFDDNeighbours>


EACH
ignore

       UC-Id
M



–


       CN PS Domain Identifier
O



–


       CN CS Domain Identifier
O



–


       UARFCN
M



–


       Frame Offset
O



–


       Primary Scrambling Code
M



–


       Primary CPICH Power
O



–


   Neighbouring TDD Cell Information

0..<maxnoofTDDNeighbours>


EACH
ignore

      UC-Id
M



–


      CN PS Domain Identifier
O



–


      CN CS Domain Identifier
O



–


      UARFCN
M



–


      Frame Offset
O



–


      Cell Parameter ID
M



–


      Sync Case
M



–


      Time Slot
C-Case1



–


      PSCH Time Slot
C-Case2&3



–


Criticality Diagnostics
O



YES
ignore

Condition
Explanation

Case1
This IE is present only if Sync Case = Case1

Case2&3
This IE is present only if Sync Case = Case2 or Case3.

Range Bound
Explanation

MaxnoofDCHs
Maximum number of dedicated channels on one RL

MaxnoofFDDNeighbours
Maximum number of neighbouring FDD cells for one cell

MaxnoofTDDNeighbours
Maximum number of neighbouring TDD cells for one cell

MaxnoofDLCodes
Maximum number of DL code information

MaxnoOfDPCHs
Maximum number of DPCH in one CCTrCH

MaxnoofCCTrCHs
no. of  CCTrCH for one UE.

9.1.8
RADIO LINK ADDITION FAILURE

9.1.8.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID
M



–


Unsuccessful RL Information Response

1..<maxnoofRLs-1>


EACH
ignore

   RL ID
M



–


   Cause
M



–


Succesfull RL Information Response

1..<maxnoofRLs-2>


EACH
ignore

   RL ID
M



–


   SAI
M



–


   UL Interference Level
M



–


   DL Code Information

1..<maxnoofDLCodes>


GLOBAL
ignore

       DL scrambling code
M



–


       DL channelisation code
M



–


Diversity Indication
M



YES
ignore

CHOICE diversity indication







      Combining




YES
ignore

         RL ID
M


Reference RL-Id
–


      Non combining




YES
ignore

         DCH Information Response

1..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included.
–


            DCH ID
M



–


            Binding ID
M



–


            Transport Layer Address
M



–


   SSDT Support Indicator
M



–


   Minimum Uplink Eb/No
M

Uplink Eb/No

–


   Maximum Uplink Eb/No
M

Uplink Eb/No

–


   Neighbouring FDD Cell Information

0..<maxnoofFDDNeighbours>


EACH
ignore

       UC-Id
M



–


       CN PS Domain Identifier
O



–


       CN CS Domain Identifier
O



–


       UARFCN
M



–


       Frame Offset
O



–


       Primary Scrambling Code
M



–


       Primary CPICH Power
O



–


   Neighbouring TDD Cell Information

0..<maxnoofTDDNeighbours>


EACH
ignore

      UC-Id
M



–


      CN PS Domain Identifier
O



–


      CN CS Domain Identifier
O



–


      UARFCN
M



–


      Frame Offset
O



–


      Cell Parameter ID
M



–


      Sync Case
M



–


      Time Slot
C-Case1



–


      PSCH Time Slot
C-Case2&3



–


Criticality Diagnostics
O



YES
ignore

Condition
Explanation

Case1
This IE is present only if Sync Case = Case1.

Case2&3
This IE is present only if Sync Case = Case2 or Case3.

Range bound
Explanation

MaxnoofDCHs
Maximum number of dedicated channels on one RL

MaxnoofRLs
Maximum number of radio links for one UE

MaxnoofFDDNeighbours
Maximum number of neighbouring FDD cells for one cell

MaxnoofTDDNeighbours
Maximum number of neighbouring TDD cells for one cell

MaxnoofDLCodes
Maximum number of DL code information

9.1.8.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID
M



–


Unsuccessful RL Information Response

1


YES
ignore

   RL ID
M



–


   Cause
M



–


Criticality Diagnostics
O



YES
ignore

9.1.9
RADIO LINK DELETION REQUEST

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID
M



–


RL Information 

1..<maxnoofRLs>


EACH
notify

RL ID
M



–


Range bound
Explanation

MaxnoofRLs
Maximum number of radio links for one UE

9.1.10
RADIO LINK DELETION RESPONSE

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID
M



–


Criticality Diagnostics
O



YES
ignore

9.1.11
RADIO LINK RECONFIGURATION PREPARE

9.1.11.1
FDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID 
M



–


Allowed Queuing Time
O



YES
reject

UL DPCH Information

0..1


YES
reject

   UL Scrambling code
O



–


   Min UL Channelisation Code Length
O



–


   Max Number of UL DPDCHs
C – CodeLen



–


   Puncture Limit
O


For the UL.
–


   TFCS
O


TFCS for the UL.
–


   UL DPCCH Slot Format
O



–


   SSDT Cell Identity Length
O



–


   S-Field Length
O



–


   Mean Bit Rate
O


For the UL.
–


DL DPCH Information

0..1


YES
reject

   TFCS
O


TFCS for the DL.
–


   DL DPCH Slot Format
O



–


   TFCI Signalling Mode
O



–


   TFCI Presence
C- SlotFormat



–


   MultiplexingPosition
O



–


   Mean Bit Rate
O


For the DL.
–


DCHs to Modify

0..<maxnoofDCHs>


GLOBAL
reject

   DCH ID
M



–


   Transport Format Set
O


For the UL.
–


   Transport Format Set
O


For the DL.
–


   Allocation/Retention Priority
O



–


   Frame Handling Priority
O



–


   UL FP Mode
O



–


   ToAWS
O



–


   ToAWE
O



–


DCHs to Add

0..<maxnoofDCHs>


GLOBAL
reject

   DCH ID
M



–


   DCH Combination Indicator
O



–


   RLC Mode
M



–


   Transport Format Set
M


For the UL.
–


   Transport Format Set
M


For the DL.
–


   BLER
M


For the UL.
–


   BLER
M


For the DL.
–


   Allocation/Retention Priority
M



–


   Frame Handling Priority
M



–


   Payload CRC Presence Indicator
M



–


   UL FP Mode
M



–


   ToAWS
M



–


   ToAWE
M



–


DCHs to Delete

0..<maxnoofDCHs>


GLOBAL
reject

   DCH ID
M



–


RL Information

0..<maxnoofRLs>


EACH
reject

   RL ID
M



–


   SSDT Indication
O



–


   SSDT Cell Identity
C - SSDTIndON



–


Condition
Explanation

SSDTIndON
The IE may be present if the SSDT Indication is set to 'SSDT Active in the UE'.

CodeLen
This IE is present only if "Min UL Channelisation Code length" equals to 4.

SlotFormat
This IE is only present if the DL DPCH Slot Format is equal to any of the values 12 to 16.

Range bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for a UE.

MaxnoofRLs
Maximum number of RLs for a UE.

9.1.11.2
TDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID 
M



–


Allowed Queuing Time
O



YES
reject

Mean Bit Rate
O


For the UL
YES
reject

Mean Bit Rate
O


For the DL
YES
reject

UL CCTrCH Information

0..<maxnoofCCTrCHs>


EACH
notify

   CCTrCH ID
M



–


   TFCS
O


For the UL.
–


   TFCI Coding
O



–


   Puncture Limit
O



–


DL CCTrCH Information

0..<maxnoofCCTrCHs>


EACH
notify

   CCTrCH ID
M



–


   TFCS
O


For the DL.
–


   TFCI Coding
O



–


   Puncture Limit
O



–


DCHs to Modify

0..<maxnoofDCHs>


GLOBAL
reject

   DCH ID
M



–


   CCTrCH Id
O


UL CCTrCH in which the DCH is mapped.
–


   CCTrCH Id
O


DL CCTrCH in which the DCH is mapped
–


   Transport Format Set
O


For the UL.
–


   Transport Format Set
O


For the DL.
–


   Allocation/Retention Priority
O



–


   Frame Handling Priority
O



–


   UL FP Mode
O



–


   ToAWS
O



–


   ToAWE
O



–


DCHs to Add

0..<maxnoofDCHs>


GLOBAL
reject

   DCH ID
M



–


   CCTrCH Id
M


UL CCTrCH in which the DCH is mapped.
–


   CCTrCH Id
M


DL CCTrCH in which the DCH is mapped
–


   DCH Combination Indicator
O



–


   RLC Mode
M



–


   Transport Format Set
M


For the UL.
–


   Transport Format Set
M


For the DL.
–


   BLER
M


For the UL.
–


   BLER
M


For the DL.
–


   Allocation/Retention Priority
M



–


   Frame Handling Priority
M



–


   Payload CRC Presence Indicator
M



–


   UL FP Mode
M



–


   ToAWS
M



–


   ToAWE
M



–


DCHs to Delete

0..<maxnoofDCHs>


GLOBAL
reject

   DCH ID
M



–


Range bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for a UE.

MaxnoofCCTrCHs
Maximum number of CCTrCHs for a UE.

9.1.12
RADIO LINK RECONFIGURATION READY

9.1.12.1
FDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID 
M



–


RL Information Response

0..<maxnoofRLs>


EACH
ignore

   RL ID
M



–


   Maximum Uplink Eb/No 
O

Uplink Eb/No

–


   Minimum Uplink Eb/No 
O

Uplink Eb/No

–


   Downlink Code Information

0..<maxnoofDLCodes>


GLOBAL
ignore

      DL Scrambling Code
M



–


      DL Channelisation Code
M



–


   DCH to be Added

0..<maxnoofDCHs>

Only one DCH per set of co-ordinated DCHs shall be included.

The IE group shall be included only once per DCH per set of combined RLs.
GLOBAL
ignore

      DCH ID
M



–


      Binding ID
M



–


      Transport Layer Address
M



–


   DCH to be Modified

0..<maxnoofDCHs>

Only one DCH per set of co-ordinated DCHs shall be included.

The IE group shall be included only once per DCH per set of combined RLs.
GLOBAL
ignore

      DCH ID
M



–


      Binding ID
M



–


      Transport Layer Address
M



–


Criticality Diagnostics
O



YES
ignore

Range bound
Explanation

MaxnoofDCHs
Maximum number of DCHs.

MaxnoofRLs
Maximum number of RLs for a UE.

MaxnoofDLCodes
Maximum number of Downlink Channelisation Codes.

9.1.12.2
TDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID 
M



–


RL Information Response

0..1


YES
ignore

   RL ID
M



–


   Maximum Uplink Eb/No 
O

Uplink Eb/No

–


   Minimum Uplink Eb/No 
O

Uplink Eb/No

–


   UL CCTrCH Information

0..<maxnoofCCTrCHs>


GLOBAL
ignore

      CCTrCH ID
M



–


      UL DPCH Information

1..<maxnoofDPCHs>


GLOBAL
ignore

         DPCH ID
M



–


         TDD Channelisation Code
O



–


         Burst Type
O



–


         Midamble Shift
O



–


         Time Slot
O



–


         TDD Physical Channel Offset
O



–


         Repetition Period
O



–


         Repetition Length
O



–


         TFCI Presence
O



–


   DL CCTrCH Information

0..<maxnoofCCTrCHs>


GLOBAL
ignore

      CCTrCH ID
M



–


      DL DPCH Information

1..<maxnoofDPCHs>


GLOBAL
ignore

         DPCH ID
M



–


         TDD Channelisation Code
O



–


         Burst Type
O



–


         Midamble Shift
O



–


         Time Slot
O



–


         TDD Physical Channel Offset
O



–


         Repetition Period
O



–


         Repetition Length
O



–


         TFCI Presence
O



–


   DCH to be Added

0..<maxnoofDCHs>

Only one DCH per set of co-ordinated DCHs shall be included. 

The IE group shall be included only once per DCH per set of combined RLs.
GLOBAL
ignore

      DCH ID
M



–


      Binding ID
M



–


      Transport Layer Address
M



–


   DCH to be Modified

0..<maxnoofDCHs>

Only one DCH per set of co-ordinated DCHs shall be included. 

The IE group shall be included only once per DCH per set of combined RLs.
GLOBAL
ignore

      DCH ID
M



–


      Binding ID
M



–


      Transport Layer Address
M



–


Criticality Diagnostics
O



YES
ignore

Range bound
Explanation

MaxnoofDCHs
Maximum number of DCHs for a UE.

MaxnoofCCTrCHs
Maximum number of CCTrCHs for a UE.

Maxnoof DPCHs
Maximum number of DPCHs in one CCTrCH.

9.1.13
RADIO LINK RECONFIGURATION COMMIT

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID 
M



–


CFN
M



YES
ignore

9.1.14
RADIO LINK RECONFIGURATION FAILURE

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID 
M



–


Cause
M



YES
ignore

RLs Causing Reconfiguration Failure

0..<maxnoofRLs>


EACH
ignore

   RL ID
M



–


   Cause
M



–


Criticality Diagnostics
O



YES
ignore

Range bound
Explanation

MaxnoofRLs
Maximum number of RLs for a UE.

9.1.15
RADIO LINK RECONFIGURATION CANCEL

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID 
M



–


9.1.16
RADIO LINK RECONFIGURATION REQUEST

9.1.16.1
FDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID 
M



–


Allowed Queuing Time
O



YES
reject

UL DPCH Information 

0..1


YES
reject

   TFCS
O


TFCS for the UL.
–


   Mean Bit Rate
O



–


DL DPCH Information 

0..1


YES
reject

   TFCS
O


TFCS for the DL.
–


   TFCI Signalling Mode
O



–


   Mean Bit Rate
O



–


DCHs to Modify

0..<maxnoofDCHs>


GLOBAL
reject

   DCH ID
M



–


   Transport Format Set
O


For the UL.
–


   Transport Format Set
O


For the DL.
–


   Allocation/Retention Priority
O



–


   Frame Handling Priority
O



–


   UL FP Mode
O



–


   ToAWS
O



–


   ToAWE
O



–


DCHs to add

0..<maxnoofDCHs>


GLOBAL
reject

   DCH ID
M



–


   DCH Combination Ind
O



–


   RLC Mode
M



–


   Transport Format Set
M


For the UL.
–


   Transport Format Set
M


For the DL.
–


   Allocation/Retention Priority
M



–


   Frame Handling Priority
M



–


   Payload CRC Presence Indicator
M



–


   UL FP mode
M



–


   ToAWS
M



–


   ToAWE
M



–


DCHs to Delete

0..<maxnoofDCHs>


GLOBAL
reject

   DCH ID
M



–


Range Bound
Explanation

MaxnoofDCHs 
Maximum number of DCHs for a UE.

9.1.16.2
TDD Message

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID 
M



–


Allowed Queuing Time
O



YES
reject

Mean Bit Rate
O


For the UL
YES
reject

Mean Bit Rate
O


For the DL
YES
reject

UL CCTrCH Information

0..<maxnoofCCTrCHs>


EACH
notify

   CCTrCH ID
M



–


   TFCS 
M



–


DL CCTrCH Information

0..<maxnoofCCTrCHs>


EACH
notify

   CCTrCH ID
M



–


   TFCS
M



–


DCHs to Modify

0..<maxnoofDCHs>


GLOBAL
reject

   DCH ID
M



–


   CCTrCH ID
O


UL CCTrCH in which the DCH is mapped.
–


   CCTrCH ID
O


DL CCTrCH in which the DCH is mapped
–


   Transport Format Set
O


For the UL.
–


   Transport Format Set
O


For the DL.
–


   Allocation/Retention Priority
O



–


   Frame Handling Priority
O



–


   UL FP Mode
O



–


   ToAWS
O



–


   ToAWE
O



–


DCHs to Add

0..<maxnoofDCHs>


GLOBAL
reject

   DCH ID
M



–


   RLC Mode
M



–


   CCTrCH ID
M


UL CCTrCH in which the DCH is mapped.
–


   CCTrCH ID
M


DL CCTrCH in which the DCH is mapped
–


   DCH Combination Ind
O



–


   Transport Format Set
M


For the UL.
–


   Transport Format Set
M


For the DL.
–


   Allocation/Retention Priority
M



–


   Frame Handling Priority
M



–


   Payload CRC Presence Indicator
M



–


   UL FP Mode
M



–


   ToAWS
M



–


   ToAWE
M



–


DCHs to Delete

0..<maxnoofDCHs>


GLOBAL
reject

   DCH ID
M



–


Range Bound
Explanation

MaxnoofDCHs 
Maximum number of DCHs for a UE.

MaxnoofCCTrCHs 
Maximum number of CCTrCHs for a UE.

9.1.17
RADIO LINK RECONFIGURATION RESPONSE

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID 
M



–


RL Information Response

0..<maxnoofRLs>


EACH
ignore

   RL ID
M



–


   Maximum Uplink Eb/No 
O

Uplink Eb/No

–


   Minimum Uplink Eb/No 
O

Uplink Eb/No

–


   DCH to be Added

0..<maxnoofDCHs>

Only one DCH per set of co-ordinated DCHs shall be included.

The IE group shall be included only once per DCH per set of combined RLs.
GLOBAL
ignore

      DCH ID
M



–


      Binding ID
M



–


      Transport Layer Address
M



–


   DCH to be Modified

0..<maxnoofDCHs>

Only one DCH per set of co-ordinated DCHs shall be included.

The IE group shall be included only once per DCH per set of combined RLs.
GLOBAL
ignore

      DCH ID
M



–


      Binding ID
M



–


      Transport Layer Address
M



–


Criticality Diagnostics
O



YES
ignore

Range Bound
Explanation

MaxnoofDCHs 
Maximum number of DCHs for a UE.

MaxnoofRLs 
Maximum number of RLs for a UE.

9.1.18
RADIO LINK FAILURE INDICATION

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
ignore

Transaction ID
M



–


RL Information
M
1 .. <MaxnoofRLs>


EACH
ignore

   RL ID
M



–


   Cause 
M



–


Range bound
Explanation

MaxnoofRLs
Maximum no. of RLs for one UE.

9.1.19
RADIO LINK RESTORE INDICATION

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
ignore

Transaction ID
M



–


RL Information

1 .. <MaxnoofRLs>


EACH
ignore

   RL ID
M



–


Range bound
Explanation

MaxnoofRLs
Maximum no. of RLs for one UE.

9.1.20
DL POWER CONTROL REQUEST [FDD]

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
ignore

Transaction ID
M



–


CHOICE procedure scope




YES
ignore

   "ALL RL"




YES
ignore

      DL Reference Power
M



–


   "Individual RLs"







   DL Reference Power Information

1..<maxnoofRLs>


GLOBAL
ignore

      RL ID
M



–


      DL Reference Power
M

DL Power
The SRNS requested downlink power to be used by the downlink inner loop power control to eliminate the power drifting problem.
–


Range Bound
Explanation

MaxnoofRLs 
Maximum number of RLs for one UE.

9.1.21
PHYSICAL CHANNEL RECONFIGURATION REQUEST
9.1.21.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID
M



–


RL Information

1


YES
reject

    RL ID
M



–


    DL Code Information

1 ..

<maxnoofDLCodes>


GLOBAL
notify

        DL Scrambling Code 
M



–


        FDD DL Channelisation Code Number
M



–


Range bound
Explanation

MaxnoofDLcodes
Maximum number of DL codes for one UE

9.1.21.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID
M



–


RL Information

1


YES
reject

   RL ID
M



–


   UL CCTrCH Information

1.. <maxnoofCCTrCHs>


GLOBAL
reject

   CCTrCH ID
M



–


       UL DPCH Information

1..<MaxnoofDPCHs>


EACH
notify

            DPCH ID
M



–


           TDD Channelisation Code
O



–


          Burst Type
O



–


          Midamble Shift
O



–


          Time Slot
O



–


          TDD Physical Channel Offset
O



–


          Repetition Period
O



–


          Repetition Length
O



–


          TFCI Presence
O



–


   DL CCTrCH Information

1..<maxnoofCCTrCHs>


GLOBAL
reject

   CCTrCH ID
M



–


       DL DPCH Information

1..<MaxnoofDPCHs>


EACH
notify

          DPCH ID
M



–


          TDD Channelisation Code 
O



–


          Burst Type
O



–


          Midamble Shift
O



–


          Time Slot
O



–


          TDD Physical Channel Offset
O



–


          Repetition Period
O



–


          Repetition Length
O



–


          TFCI Presence
O



–


Range bound
Explanation

MaxnoofDPCHs
Maximum no. of DPCHs for one  CCTrCH.

MaxnoofCCTrCHs 
Maximum number of CCTrCHs for a UE.

9.1.22
PHYSICAL CHANNEL RECONFIGURATION COMMAND

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID
M



–


CFN
M



YES
ignore

Criticality Diagnostics
O



YES
ignore

9.1.23
PHYSICAL CHANNEL RECONFIGURATION FAILURE

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID
M



–


Cause
M



YES
ignore

Criticality Diagnostics
O



YES
ignore

9.1.24
UPLINK SIGNALLING TRANSFER INDICATION

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
ignore

Transaction ID
M



–


UC-ID
M



YES
ignore

SAI
M



YES
ignore

C-RNTI
M



YES
ignore

S-RNTI
M



YES
ignore

D-RNTI
O



YES
ignore

L3 Information
M



YES
ignore

CN PS Domain Identifier
O



YES
ignore

CN CS Domain Identifier
O



YES
ignore

URA ID
M



YES
ignore

Multiple URAs Indicator
M



YES
ignore

RNCs with Cells in the Accessed URA

0 .. <MaxRNCinURA-1>


GLOBAL
ignore

   RNC-Id
M



–


Range bound
Explanation

MaxRNCinURA
Maximum number of RNC in one URA 

9.1.25
DOWNLINK SIGNALLING TRANSFER REQUEST

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
ignore

Transaction ID
M



–


C-Id
M



YES
ignore

D-RNTI
M



YES
ignore

L3 Information
M



YES
ignore

D-RNTI Release Indication
M



YES
ignore

9.1.26
RELOCATION COMMIT

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
ignore

Transaction ID
M



–


D-RNTI
O



YES
ignore

RANAP Relocation Information
O



YES
ignore

9.1.27
PAGING REQUEST

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
ignore

Transaction ID
M



–


CHOICE paging area




YES
ignore

   "URA"




YES
ignore

      URA-Id
M



–


   "Cell"




YES
ignore

      C-Id
M



–


SRNC-Id
M

RNC-Id

YES
ignore

S-RNTI
M



YES
ignore

DRX Parameter
M



YES
ignore

9.1.28
DEDICATED MEASUREMENT INITIATION REQUEST

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction Id
M



–


Measurement Id
M



YES
reject

Dedicated Measurement Object Type
M



YES
reject

CHOICE Dedicated Measurement Object Type




YES
ignore

  "RL" 




YES
reject

      RL Information

1..<maxnoofRLs>


EACH
reject

        RL-id
M



–


        DPCH Id
O



–


Dedicated Measurement Type
M



YES
reject

Measurement Characteristics
M



YES
reject

Report Characteristics
M



YES
reject

Range bound
Explanation

MaxnoofRLs
Maximum number of individual RLs a measurement can be started on.

9.1.29
DEDICATED MEASUREMENT INITIATION RESPONSE

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction Id
M


Are both transaction id and Measurement id needed ?
–


Measurement Id
M



YES
ignore

CHOICE Dedicated Measurement Object Type



Dedicated Measurement Object Type the measurement was initiated with
YES
ignore

  "RL" 




YES
ignore

      RL Information

1..<maxnoofRLs>


EACH
ignore

        RL-id
M



–


        DPCH Id
O



–


        Dedicated Measurement Value
M



–


   "ALLRL"




YES
ignore

        Dedicated Measurement Value
M



–


CFN
O


Dedicated Measurement Time Reference
YES
ignore

Criticality Diagnostics
O



YES
ignore

Range bound
Explanation

MaxnoofRLs
Maximum number of individual RLs the measurement can be started on.

9.1.30
DEDICATED MEASUREMENT INITIATION FAILURE

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction Id
M



–


Measurement Id
M



YES
ignore

Cause
M



YES
ignore

Criticality Diagnostics
O



YES
ignore

9.1.31
DEDICATED MEASUREMENT REPORT

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M



YES
ignore

Transaction Id
M



–


Measurement Id
M



YES
ignore

CHOICE Dedicated Measurement Object Type



Dedicated Measurement Object Type the measurement was initiated with
YES
ignore

   "RL" 







      RL Information

1..<maxnoofRLs>


EACH
ignore

        RL-Id
M



–


        DPCH Id
O



–


        Dedicated Measurement Value
M



–


   "ALLRL"




YES
ignore

        Dedicated Measurement Value
M



–


CFN
O


Dedicated Measurement Time Reference
YES
ignore

Range bound
Explanation

MaxnoofRLs
Maximum number of individual RLs the measurement can be started on.

9.1.32
DEDICATED MEASUREMENT TERMINATION REQUEST

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M



YES
ignore

Transaction Id
M



–


Measurement Id
M



YES
ignore

9.1.33
DEDICATED MEASUREMENT FAILURE INDICATION

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M



YES
ignore

Transaction Id
M



–


Measurement Id
M



YES
ignore

Cause
M



YES
ignore

9.1.34
COMMON TRANSPORT CHANNEL RESOURCES RELEASE REQUEST

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
ignore

Transaction ID
M



–


D-RNTI
M



YES
ignore

C-RNTI
O


Release of an individual C-RNTI.
YES
ignore

9.1.35
COMMON TRANSPORT CHANNEL RESOURCES REQUEST
IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID
M



–


D-RNTI
M



YES
reject

Transport Bearer Request Indicator
M


Request a new transport bearer or to use an existing bearer for the user plane.
YES
reject

Transport Bearer ID
M


Indicates the Iur transport bearer to be used for the user plane.
YES
reject

9.1.36
COMMON TRANSPORT CHANNEL RESOURCES RESPONSE

9.1.36.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID
M



–


S-RNTI
M



YES
ignore

FACH Info for S-CCPCH coupled to PRACH




YES
ignore

       Priority Indicator & Initial  Window Size

1..16

Provide Information for each priority class used
GLOBAL
ignore

          FACH Priority Indicator
M



–


          MAC-c SDU Length

1..<MaxNbMACcSDULength>


GLOBAL
ignore

                 MAC-c SDU Length
M



–


          FACH Initial Window Size
M



–


FACH Info for optional S-CCPCH
O



YES
ignore

      FDD S-CCPCH Offset
M


Corresponds to: S-CCPCH,k , see ref. [6]
–


      DL Scrambling Code
M



–


      FDD DL Channelisation Code

 Number
M



–


      TFCS
M


For the DL.
–


      Secondary CCPCH Slot Format
M



–


      Pilot Bits Used Indicator
M



–


      MultiplexingPosition
M



–


      STTD Indicator
M



–


       Priority Indicator & Initial Window Size

1..16

Provide Information for each priority class used
GLOBAL
ignore

          FACH Priority Indicator
M



–


   Data Frame Size

1..<MaxNbMACcSDULength>


GLOBAL
ignore

……MAC-c SDU Length
M



–


       FACH Initial Window Size
M



–


Transport Layer Address
O



YES
ignore

Binding Identity
O



YES
ignore

Criticality Diagnostics
O



YES
ignore

Range Bound
Explanation

MaxNbMACcSDULength
Maximum number of different MAC-c SDU Lengths.

9.1.36.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID
M



–


S-RNTI
M



YES
ignore

FACH Info for S-CCPCHs coupled to PRACH

0 .. 1


YES
ignore

       Priority Indicator & Initial  Window Size

1 .. 16

Provide Information for each priority class used
GLOBAL
ignore

          FACH Priority Indicator
M



–


          MAC-c SDU Length

1..< MaxNbMACcSDULength>


GLOBAL
ignore

                 MAC-c SDU Length
M



–


          FACH Initial Window Size
M



–


FACH Info for optional group of S-CCPCHs

0 .. 1


YES
ignore

    TFCS
M


For DL CCTrCH supporting several Secondary CCPCHs
–


   Secondary CCPCH
M
1.. <MaxnoofSCCPCHs>


GLOBAL
ignore

      TDD Channelisation Code 
M



–


      Time Slot
M



–


      Burst Type
M



–


      Midamble shift
M



–


      TDD Physical Channel Offset
M



–


      Repetition Period
M



–


      Repetition Length
M



–


      STTD Indicator
M



–


   Priority Indicator & Initial Window Size

1..16

Provide Information for each priority class used
GLOBAL
ignore

      FACH Priority Indicator
M



–


   Data Frame Size

1..< MaxNbMACcSDULength>


GLOBAL
ignore

……MAC-c SDU Length
M



–


       FACH Initial Window Size
M



–


      Transport Layer Address
O



YES
ignore

      Binding Identity
O



YES
ignore

Criticality Diagnostics
O



YES
ignore

Range Bound
Explanation

MaxNbMACcSDULength
Maximum number of different MAC-c SDU Lengths.

MaxnoofSCCPCHs
TBD

9.1.37
COMMON TRANSPORT CHANNEL RESOURCES FAILURE

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID
M



–


S-RNTI
M



YES
ignore

Cause
M



YES
ignore

Criticality Diagnostics
O



YES
ignore

9.1.38
COMPRESSED MODE PREPARE [FDD]

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type




YES
reject

Transaction ID




–


TGP1
M

Gap Period
Applies only to the first and all the subsequent odd gaps if TGP2 is present, see ref. [9].
YES
reject

TGP2
O

Gap Period

YES
reject

TGL
M



YES
reject

TGD
M



YES
reject

PD
M



YES
reject

UL/DL Compressed Mode Selection
M



YES
reject

Compressed Mode Method
M



YES
reject

Gap Position Mode
M



YES
reject

SN
C-Flex



YES
reject

Downlink Frame Type
M



YES
reject

Scrambling Code Change
C-SF/2



YES
reject

Power Control Mode 
M



YES
reject

Power Resume Mode
M



YES
reject

Uplink Delta Eb/No
M



YES
reject

Uplink Delta Eb/No After
M



YES
reject

Condition
Explanation

Flex
This IE is present only if "Gap position Mode" equals to 'flexible'.

SF/2
This IE is present only if Compressed Mode Method equals toSF/2

9.1.39
COMPRESSED MODE READY [FDD]

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID
M



–


Criticality Diagnostics
O



YES
ignore

9.1.40
COMPRESSED MODE FAILURE [FDD]

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
reject

Transaction ID
M



–


Cause
M



YES
ignore

Criticality Diagnostics
O



YES
ignore

9.1.41
COMPRESSED MODE COMMIT [FDD]

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
ignore

Transaction ID
M



–


CFN
M



YES
ignore

9.1.42
COMPRESSED MODE CANCEL [FDD]

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M



YES
ignore

Transaction ID
M



–


9.1.43
ERROR INDICATION

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description
Criticality
Assigned Criticality

Message Type
M



YES
ignore

Transaction Id
M



–


Cause
C_ifalone



YES
ignore

Criticality Diagnostics
C_ifalone



YES
ignore

Condition
Explanation

C_ifalone
At least either of Cause IE or Criticality Diagnostics IE shall be present.

9.3.2
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

.$RNSAP-PDU-Descriptions -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureID,


TransactionID

FROM RNSAP-CommonDataTypes


CommonTransportChannelResourcesFailure,


CommonTransportChannelResourcesRequest,


CommonTransportChannelResourcesReleaseRequest,


CommonTransportChannelResourcesResponseFDD,


CommonTransportChannelResourcesResponseTDD,


CompressedModeCancel,


CompressedModeCommit,


CompressedModeFailure,


CompressedModePrepare,


CompressedModeReady,


DedicatedMeasurementFailureIndication,


DedicatedMeasurementInitiationFailure,


DedicatedMeasurementInitiationRequest,


DedicatedMeasurementInitiationResponse,


DedicatedMeasurementReport,


DedicatedMeasurementTerminationRequest,


DL-PowerControlRequest,


DownlinkSignallingTransferRequest,


ErrorIndication,


PagingRequest,


PhysicalChannelReconfigurationCommand,


PhysicalChannelReconfigurationFailure,


PhysicalChannelReconfigurationRequestFDD,


PhysicalChannelReconfigurationRequestTDD,


PrivateMessage,


RadioLinkAdditionFailureFDD,


RadioLinkAdditionFailureTDD,


RadioLinkAdditionRequestFDD,


RadioLinkAdditionRequestTDD,


RadioLinkAdditionResponseFDD,


RadioLinkAdditionResponseTDD,


RadioLinkDeletionRequest,


RadioLinkDeletionResponse,


RadioLinkFailureIndication,


RadioLinkReconfigurationCancel,


RadioLinkReconfigurationCommit,


RadioLinkReconfigurationFailure,


RadioLinkReconfigurationPrepareFDD,


RadioLinkReconfigurationPrepareTDD,


RadioLinkReconfigurationReadyFDD,


RadioLinkReconfigurationReadyTDD,


RadioLinkReconfigurationRequestFDD,


RadioLinkReconfigurationRequestTDD,


RadioLinkReconfigurationResponseFDD,


RadioLinkReconfigurationResponseTDD,


RadioLinkRestoreIndication,


RadioLinkSetupFailureFDD,


RadioLinkSetupFailureTDD,


RadioLinkSetupRequestFDD,


RadioLinkSetupRequestTDD,


RadioLinkSetupResponseFDD,


RadioLinkSetupResponseTDD,


RelocationCommit,


UplinkSignallingTransferIndication

FROM RNSAP-PDU-Contents


id-commonTransportChannelResourcesInitiationFDD,


id-commonTransportChannelResourcesInitiationTDD,


id-commonTransportChannelResourcesRelease,


id-compressedModeCancellationFDD,


id-compressedModeCommitFDD,


id-compressedModePrepareFDD,


id-downlinkPowerControl,


id-downlinkSignallingTransfer,


id-errorIndication,


id-measurementFailure,


id-measurementInitiation,


id-measurementReporting,


id-measurementTermination,


id-pagingRequest,


id-physicalChannelReconfiguration,


id-privateMessage,


id-radioLinkAddition,


id-radioLinkDeletion,


id-radioLinkFailure,


id-radioLinkRestoration,


id-radioLinkSetup,


id-srnsRelocationCommit,


id-synchronisedRadioLinkReconfigurationCancellation,


id-synchronisedRadioLinkReconfigurationCommit,


id-synchronisedRadioLinkReconfigurationPrepare,


id-unSynchronisedRadioLinkReconfiguration,


id-uplinkSignallingTransfer

FROM RNSAP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

RNSAP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage



,


&SuccessfulOutcome



OPTIONAL,


&UnsuccessfulOutcome



OPTIONAL,


&Outcome




OPTIONAL,


&procedureID


ProcedureID 
UNIQUE,


&criticality


Criticality 
DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE

&InitiatingMessage


[SUCCESSFUL OUTCOME

&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME

&UnsuccessfulOutcome]


[OUTCOME


&Outcome]


PROCEDURE ID


&procedureID


[CRITICALITY


&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

RNSAP-PDU ::= CHOICE {


initiatingMessage
InitiatingMessage,


succesfulOutcome
SuccessfulOutcome,


unsuccesfulOutcome
UnsuccessfulOutcome,


outcome


Outcome,


...

}

InitiatingMessage ::= SEQUENCE {


procedureID
RNSAP-ELEMENTARY-PROCEDURE.&procedureID

({RNSAP-ELEMENTARY-PROCEDURES}),


criticality
RNSAP-ELEMENTARY-PROCEDURE.&criticality

({RNSAP-ELEMENTARY-PROCEDURES}{@procedureID}),


transactionID
TransactionID,


value

RNSAP-ELEMENTARY-PROCEDURE.&InitiatingMessage
({RNSAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

SuccessfulOutcome ::= SEQUENCE {


procedureID
RNSAP-ELEMENTARY-PROCEDURE.&procedureID

({RNSAP-ELEMENTARY-PROCEDURES}),


criticality
RNSAP-ELEMENTARY-PROCEDURE.&criticality

({RNSAP-ELEMENTARY-PROCEDURES}{@procedureID}),


transactionID
TransactionID,


value

RNSAP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome
({RNSAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureID
RNSAP-ELEMENTARY-PROCEDURE.&procedureID

({RNSAP-ELEMENTARY-PROCEDURES}),


criticality
RNSAP-ELEMENTARY-PROCEDURE.&criticality

({RNSAP-ELEMENTARY-PROCEDURES}{@procedureID}),


transactionID
TransactionID,


value

RNSAP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome
({RNSAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

Outcome ::= SEQUENCE {


procedureID
RNSAP-ELEMENTARY-PROCEDURE.&procedureID

({RNSAP-ELEMENTARY-PROCEDURES}),


criticality
RNSAP-ELEMENTARY-PROCEDURE.&criticality

({RNSAP-ELEMENTARY-PROCEDURES}{@procedureID}),


transactionID
TransactionID,


value

RNSAP-ELEMENTARY-PROCEDURE.&Outcome

({RNSAP-ELEMENTARY-PROCEDURES}{@procedureID})

}

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

RNSAP-ELEMENTARY-PROCEDURES RNSAP-ELEMENTARY-PROCEDURE ::= {


RNSAP-ELEMENTARY-PROCEDURES-CLASS-1


|


RNSAP-ELEMENTARY-PROCEDURES-CLASS-2


|


RNSAP-ELEMENTARY-PROCEDURES-CLASS-3


,


...

}

RNSAP-ELEMENTARY-PROCEDURES-CLASS-1 RNSAP-ELEMENTARY-PROCEDURE ::= {


radioLinkSetupFDD




|


radioLinkSetupTDD




|


radioLinkAdditionFDD




|


radioLinkAdditionTDD




|


radioLinkDeletion




|


synchronisedRadioLinkReconfigurationPreparationFDD
|


synchronisedRadioLinkReconfigurationPreparationTDD
|


unSynchronisedRadioLinkReconfigurationFDD

|


unSynchronisedRadioLinkReconfigurationTDD

|


physicalChannelReconfigurationFDD


|


physicalChannelReconfigurationTDD


|


measurementInitiation




|


compressedModePreparationFDD



|


commonTransportChannelResourcesInitiationFDD

|


commonTransportChannelResourcesInitiationTDD

,


...

}

RNSAP-ELEMENTARY-PROCEDURES-CLASS-2 RNSAP-ELEMENTARY-PROCEDURE ::= {


uplinkSignallingTransfer



|


downlinkSignallingTransfer



|


srnsRelocationCommit




|


paging






|


synchronisedRadioLinkReconfigurationCommit

|


synchronisedRadioLinkReconfigurationCancellation
|


radioLinkFailure




|


radioLinkRestoration




|


measurementReporting




|


measurementTermination




|


measurementFailure




|


downlinkPowerControlFDD




|


compressedModeCommitFDD




|


compressedModeCancellationFDD



|


commonTransportChannelResourcesRelease


|


errorIndication





|


privateMessage





,


...

}

RNSAP-ELEMENTARY-PROCEDURES-CLASS-3 RNSAP-ELEMENTARY-PROCEDURE ::= {


...

}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

radioLinkSetupFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkSetupRequestFDD


SUCCESSFUL OUTCOME
RadioLinkSetupResponseFDD


UNSUCCESSFUL OUTCOME
RadioLinkSetupFailureFDD


PROCEDURE ID

{ procedureCode id-radioLinkSetup, ddMode fdd }


CRITICALITY

reject
}

radioLinkSetupTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkSetupRequestTDD


SUCCESSFUL OUTCOME
RadioLinkSetupResponseTDD


UNSUCCESSFUL OUTCOME
RadioLinkSetupFailureTDD


PROCEDURE ID

{ procedureCode id-radioLinkSetup, ddMode tdd }


CRITICALITY

reject
}

radioLinkAdditionFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkAdditionRequestFDD


SUCCESSFUL OUTCOME
RadioLinkAdditionResponseFDD


UNSUCCESSFUL OUTCOME
RadioLinkAdditionFailureFDD


PROCEDURE ID

{ procedureCode id-radioLinkAddition , ddMode fdd }


CRITICALITY

reject
}

radioLinkAdditionTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkAdditionRequestTDD


SUCCESSFUL OUTCOME
RadioLinkAdditionResponseTDD


UNSUCCESSFUL OUTCOME
RadioLinkAdditionFailureTDD


PROCEDURE ID

{ procedureCode id-radioLinkAddition , ddMode tdd }


CRITICALITY

reject
}

radioLinkDeletion RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkDeletionRequest


SUCCESSFUL OUTCOME
RadioLinkDeletionResponse


PROCEDURE ID

{ procedureCode id-radioLinkDeletion, ddMode common }


CRITICALITY

reject
}

synchronisedRadioLinkReconfigurationPreparationFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationPrepareFDD


SUCCESSFUL OUTCOME
RadioLinkReconfigurationReadyFDD


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


PROCEDURE ID

{ procedureCode id-synchronisedRadioLinkReconfigurationPrepare, ddMode fdd }


CRITICALITY

reject
}

synchronisedRadioLinkReconfigurationPreparationTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationPrepareTDD


SUCCESSFUL OUTCOME
RadioLinkReconfigurationReadyTDD


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


PROCEDURE ID

{ procedureCode id-synchronisedRadioLinkReconfigurationPrepare, ddMode tdd }


CRITICALITY

reject
}

unSynchronisedRadioLinkReconfigurationFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationRequestFDD


SUCCESSFUL OUTCOME
RadioLinkReconfigurationResponseFDD


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


PROCEDURE ID

{ procedureCode id-unSynchronisedRadioLinkReconfiguration, ddMode fdd }


CRITICALITY

reject
}

unSynchronisedRadioLinkReconfigurationTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationRequestTDD


SUCCESSFUL OUTCOME
RadioLinkReconfigurationResponseTDD


UNSUCCESSFUL OUTCOME
RadioLinkReconfigurationFailure


PROCEDURE ID

{ procedureCode id-unSynchronisedRadioLinkReconfiguration, ddMode tdd }


CRITICALITY

reject
}

physicalChannelReconfigurationFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PhysicalChannelReconfigurationRequestFDD


SUCCESSFUL OUTCOME
PhysicalChannelReconfigurationCommand


UNSUCCESSFUL OUTCOME
PhysicalChannelReconfigurationFailure


PROCEDURE ID

{ procedureCode id-physicalChannelReconfiguration, ddMode fdd }


CRITICALITY

reject
}

physicalChannelReconfigurationTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PhysicalChannelReconfigurationRequestTDD


SUCCESSFUL OUTCOME
PhysicalChannelReconfigurationCommand


UNSUCCESSFUL OUTCOME
PhysicalChannelReconfigurationFailure


PROCEDURE ID

{ procedureCode id-physicalChannelReconfiguration, ddMode tdd }


CRITICALITY

reject
}

measurementInitiation RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DedicatedMeasurementInitiationRequest


SUCCESSFUL OUTCOME
DedicatedMeasurementInitiationResponse


UNSUCCESSFUL OUTCOME
DedicatedMeasurementInitiationFailure


PROCEDURE ID

{ procedureCode id-measurementInitiation, ddMode common }


CRITICALITY

reject
}

compressedModePreparationFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CompressedModePrepare


SUCCESSFUL OUTCOME
CompressedModeReady


UNSUCCESSFUL OUTCOME
CompressedModeFailure


PROCEDURE ID

{ procedureCode id-compressedModePrepareFDD, ddMode fdd }


CRITICALITY

reject
}

commonTransportChannelResourcesInitiationFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonTransportChannelResourcesRequest


SUCCESSFUL OUTCOME
CommonTransportChannelResourcesResponseFDD


UNSUCCESSFUL OUTCOME
CommonTransportChannelResourcesFailure


PROCEDURE ID

{ procedureCode id-commonTransportChannelResourcesInitiationFDD, ddMode common }


CRITICALITY

reject
}

commonTransportChannelResourcesInitiationTDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonTransportChannelResourcesRequest


SUCCESSFUL OUTCOME
CommonTransportChannelResourcesResponseTDD


UNSUCCESSFUL OUTCOME
CommonTransportChannelResourcesFailure


PROCEDURE ID

{ procedureCode id-commonTransportChannelResourcesInitiationTDD, ddMode common }


CRITICALITY

reject
}

uplinkSignallingTransfer RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
UplinkSignallingTransferIndication


PROCEDURE ID

{ procedureCode id-uplinkSignallingTransfer, ddMode common }


CRITICALITY

ignore

}

downlinkSignallingTransfer RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DownlinkSignallingTransferRequest


PROCEDURE ID

{ procedureCode id-downlinkSignallingTransfer, ddMode common }


CRITICALITY

ignore

}

srnsRelocationCommit RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RelocationCommit


PROCEDURE ID

{ procedureCode id-srnsRelocationCommit, ddMode common }


CRITICALITY

ignore

}

paging RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PagingRequest


PROCEDURE ID

{ procedureCode id-pagingRequest, ddMode common }


CRITICALITY

ignore

}

synchronisedRadioLinkReconfigurationCommit RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationCommit


PROCEDURE ID

{ procedureCode id-synchronisedRadioLinkReconfigurationCommit, ddMode common }


CRITICALITY

ignore

}

synchronisedRadioLinkReconfigurationCancellation RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkReconfigurationCancel


PROCEDURE ID

{ procedureCode id-synchronisedRadioLinkReconfigurationCancellation, ddMode common }


CRITICALITY

ignore

}

radioLinkFailure RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkFailureIndication


PROCEDURE ID

{ procedureCode id-radioLinkFailure, ddMode common }


CRITICALITY

ignore

}

radioLinkRestoration RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RadioLinkRestoreIndication


PROCEDURE ID

{ procedureCode id-radioLinkRestoration, ddMode common }


CRITICALITY

ignore

}

measurementReporting RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DedicatedMeasurementReport


PROCEDURE ID

{ procedureCode id-measurementReporting, ddMode common }


CRITICALITY

ignore

}

measurementTermination RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DedicatedMeasurementTerminationRequest


PROCEDURE ID

{ procedureCode id-measurementTermination, ddMode common }


CRITICALITY

ignore

}

measurementFailure RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DedicatedMeasurementFailureIndication


PROCEDURE ID

{ procedureCode id-measurementFailure, ddMode common }


CRITICALITY

ignore

}

downlinkPowerControlFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DL-PowerControlRequest


PROCEDURE ID

{ procedureCode id-downlinkPowerControl, ddMode fdd }


CRITICALITY

ignore

}

compressedModeCommitFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CompressedModeCommit


PROCEDURE ID

{ procedureCode id-compressedModeCommitFDD, ddMode fdd }


CRITICALITY

ignore

}

compressedModeCancellationFDD RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CompressedModeCancel


PROCEDURE ID

{ procedureCode id-compressedModeCancellationFDD, ddMode fdd }


CRITICALITY

ignore

}

commonTransportChannelResourcesRelease RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonTransportChannelResourcesReleaseRequest


PROCEDURE ID

{ procedureCode id-commonTransportChannelResourcesRelease, ddMode common }


CRITICALITY

ignore

}

errorIndication RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
ErrorIndication


PROCEDURE ID

{ procedureCode id-errorIndication, ddMode common }


CRITICALITY

ignore

}

privateMessage RNSAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PrivateMessage


PROCEDURE ID

{ procedureCode id-privateMessage, ddMode common }


CRITICALITY

ignore

}

.#END

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************

.$RNSAP-PDU-Contents -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AllocationRetentionPriority,


AllowedQueuingTime,


BLER,


BindingID,


BurstType,


C-ID,


C-RNTI,


CCTrCH-ID,


CFN,


CN-CS-DomainIdentifier,


CN-PS-DomainIdentifier,


CPICH-EcIo,


CPICH-Power,


Cause,


CellParameterID,


ChipOffset,


CompressedModeMethod,


CriticalityDiagnostics,


D-FieldLength,


D-RNTI,


D-RNTI-ReleaseIndication,


DCH-CombinationInd,


DCH-ID,


DL-ChannelisationCode,


DL-DPCCH-SlotFormat,


DL-DPCH-SlotNumber,


DL-EbNo,


DL-EbNoTarget,


DL-FrameType,


DL-Power,


DL-ScramblingCode,


DPCH-ID,


DRX-Parameter,


DedicatedMeasurementValue,


DiversityControlField,


DiversityMode,


FACH-DataFrameSize,


FACH-InitialWindowSize,


FACH-PriorityIndicator,


FDD-DL-ChannelisationCodeNumber,


FDD-S-CCPCH-Offset,


FrameHandlingPriority,


FrameOffset,


GapPeriod,


GapPositionMode,


L3-Information,


MAC-c-SDU-Length,


MaxNrOfUL-DPCHs,


MeanBitRate,


MeasurementCharacteristics,


MeasurementID,


MidambleShift,


MinUL-ChannelisationCodeLength,


MultipleURAsIndicator,


MultiplexingPosition,


Offset,


PD,


PSCH-PCCPCH-TimeSlot,


PSCH-TimeSlot,


PayloadCRC-PresenceIndicator,


PilotBitsUsedIndicator,


PowerControlMode,


PowerOffset,


PowerResumeMode,


PrimaryCCPCH-RSCP,


PrimaryCPICH-EcNo,


PrimaryCPICH-Power,


PrimaryScramblingCode,


PropagationDelay,


PunctureLimit,


RANAP-RelocationInformation,


RL-ID,


RLC-Mode,


RNC-ID,


RepetitionLength,


RepetitionPeriod,


ReportCharacteristics,


S-FieldLength,


S-RNTI,


SAI,


SN,


SRNC-ID,


SSDT-CellID,


SSDT-CellID-Length,


SSDT-Indication,


SSDT-SupportIndicator,


ScaledUL-InterferenceLevel,


ScramblingCode,


ScramblingCodeChange,


SecondaryCCPCH-SlotFormat,


SyncCase,


TDD-ChannelisationCode,


TDD-PhysicalChannelOffset,


TFCI-Coding,


TFCI-Presence,


TFCI-SignallingMode,


TGD,


TGL,


TPC-StepSize,


TimeSlot,


ToAWE,


ToAWS,


TransportBearerID,


TransportBearerRequestIndicator,


TransportFormatCombinationSet,


TransportFormatSet,


TransportLayerAddress,


UARFCN,


UC-ID,


UL-DL-CompressedModeSelection,


UL-DPCCH-SlotFormat,


UL-EbNo,


UL-EbNoTarget,


UL-FP-Mode,


UL-ScramblingCode,


URA-ID

FROM RNSAP-IEs


PrivateExtensionContainer{},


ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


-- ProtocolIE-ContainerPair{},


-- ProtocolIE-ContainerPairList{},


ProtocolIE-Container{},


RNSAP-PRIVATE-EXTENSION,


RNSAP-PROTOCOL-EXTENSION,


RNSAP-PROTOCOL-IES,


RNSAP-PROTOCOL-IES-PAIR

FROM RNSAP-Containers


maxNoOfDL-Codes,


maxNrOfCCTrCHs,


maxNrOfDCHs,


maxNrOfDL-Codes,


maxNrOfDPCHs,


maxNrOfFACH-FD-Size,


maxNrOfFDD-Neighbours,


maxNrOfMACcSDU-Length,


maxNrOfTDD-Neighbours,


maxNrOfRLs,


maxNrOfSCCPCHs,


maxRNCinURA,


id-AllowedQueuingTime,


id-AllRLsItem-DL-PC-Rqst,


id-ALLRLItem-DM-Rprt,


id-ALLRLItem-DM-Rspns,


id-BindingID,


id-C-ID,


id-C-RNTI,


id-CCTrCH-ID,


id-CFN,


id-CN-CS-DomainIdentifier,


id-CN-PS-DomainIdentifier,


id-Cause,


id-CombiningItem-RL-AdditionFailureFDD,


id-CombiningItem-RL-AdditionRspFDD,


id-CombiningItem-RL-AdditionRspTDD,

id-CombiningItem-RL-SetupFailureFDD,


id-CombiningItem-RL-SetupRspFDD,


id-CompressedModeMethod,


id-CriticalityDiagnostics,


id-D-RNTI,


id-D-RNTI-ReleaseIndication,


id-DCH-AddListIE,



id-DCH-AddItem-RL-ReconfPrepTDD,


id-DCH-AddItem-RL-ReconfReadyFDD,



id-DCH-AddItem-RL-ReconfRqstTDD,

id-DCH-AddListItem-RL-ReconfReadyFDD,

id-DCH-AddListItem-RL-ReconfRsp,


id-DCH-AddList-RL-ReconfPrepFDD,


id-DCH-AddList-RL-ReconfPrepTDD,


id-DCH-AddList-RL-ReconfRqstFDD,


id-DCH-AddList-RL-ReconfRqstTDD,



id-DCH-DeleteItem-RL-ReconfPrepTDD,


id-DCH-DeleteItem-RL-ReconfRqstFDD,


id-DCH-DeleteItem-RL-ReconfRqstTDD,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfRqstFDD,


id-DCH-DeleteList-RL-ReconfRqstTDD,


id-DCH-Information-RL-SetupReqFDD,



id-DCH-InformationItem-RL-SetupReqTDD,


id-DCH-InformationList-RL-SetupReqTDD,


id-DCH-InformationResponseListIE-RL-SetupRspTDD,


id-DCH-ModifyListIE,



id-DCH-ModifyItem-RL-ReconfPrepTDD,


id-DCH-ModifyItem-RL-ReconfReadyFDD,



id-DCH-ModifyItem-RL-ReconfRqstTDD,

id-DCH-ModifyListItem-RL-ReconfReadyFDD,

id-DCH-ModifyListItem-RL-ReconfRsp,


id-DCH-ModifyList-RL-ReconfPrepFDD,


id-DCH-ModifyList-RL-ReconfPrepTDD,


id-DCH-ModifyList-RL-ReconfRqstFDD,


id-DCH-ModifyList-RL-ReconfRqstTDD,


id-DL-CCTrCH-Information-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationIE-RL-AdditionRspTDD,

id-DL-CCTrCH-InformationIE-RL-SetupRspTDD,

id-DL-CCTrCH-InformationItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,


id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,

id-DL-CCTrCH-InformationList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationList-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationItem-RL-SetupReqTDD,


id-DL-CCTrCH-InformationList-RL-SetupReqTDD,


id-DL-CodeInformationListItem-PhyChReconfRqstFDD,

id-DL-CodeInformationListItem-RL-AdditionFailureFDD,

id-DL-CodeInformationListItem-RL-AdditionRspFDD,


id-DL-CodeInformationListItem-RL-ReconfReadyFDD,


id-DL-CodeInformationListItem-RL-SetupFailureFDD,


id-DL-DPCH-Information,


id-DL-DPCH-Information-RL-SetupReqFDD,


id-DL-DPCH-InformationItem-RL-SetupRspTDD,

id-DL-DPCH-InformationItem-RL-AdditionRspTDD,

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD,

id-DL-DPCH-InformationListIE-RL-ReconfReadyTDD,

id-DL-DPCH-InformationList-PhyChReconfRqstTDD,


id-DL-DPCH-InformationList-RL-ReconfReadyTDD,


id-DL-EbNoTarget,


id-DL-FrameType,


id-DL-MeanBitRate,


id-DL-ReferencePowerInformationListItem-DL-PC-Rqst,


id-DRX-Parameter,


id-DataFrameSizeListItem,


id-DedicatedMeasurementObjectType-DM-Rprt,


id-DedicatedMeasurementObjectType-DM-Rqst,


id-DedicatedMeasurementObjectType-DM-Rspns,


id-DiversityIndicationItem-RL-AdditionRspTDD,

id-FACH-InfoForOptionalGroupS-CCPCH,


id-FACH-InfoForOptionalS-CCPCH-FDD,


id-FACH-InfoForOptionalGroupS-CCPCH-CTCRRsp-TDD,


id-FACH-InfoForS-CCPCH-CoupledToPRACH,


id-GapPositionMode,


id-IndividualRLsItem-DL-PC-Rqst,


id-L3-Information,


id-MAC-c-SDU-LengthListItem,


id-MeasurementCharacteristics,


id-MeasurementID,


id-MultipleURAsIndicator,


id-NeighbouringFDD-CellInformationItem-RL-AdditionFailureFDD,

id-NeighbouringFDD-CellInformationItem-RL-AdditionRsp,

id-NeighbouringFDD-CellInformationItem-RL-SetupFailureFDD,

id-NeighbouringFDD-CellInformationItem-RL-SetupRsp,

id-NeighbouringTDD-CellInformationItem-RL-AdditionFailureFDD,

id-NeighbouringTDD-CellInformationItem-RL-AdditionRsp,

id-NeighbouringTDD-CellInformationItem-RL-SetupFailureFDD,

id-NeighbouringTDD-CellInformationItem-RL-SetupRsp,

id-NonCombiningItem-RL-AdditionRspTDD,

id-NonCombiningOrIENotPresentItem-RL-AdditionFailureFDD,

id-NonCombiningOrIENotPresentItem-RL-AdditionRspFDD,


id-NonCombiningOrIENotPresentItem-RL-SetupFailureFDD,


id-NonCombiningOrIENotPresentItem-RL-SetupRspFDD,


id-PD,


id-PagingArea-PagingRqst,


id-PowerControlMode,


id-PowerResumeMode,


id-PriorityIndicatorAndInitialWindowSizeListIE,

id-PriorityIndicatorAndInitialWindowSizeList2IE,

id-ProcedureScope-DL-PC-Rqst,


id-RANAP-RelocationInformation,


id-RL-Information-PhyChReconfRqstFDD,


id-RL-Information-PhyChReconfRqstTDD,


id-RL-Information-RL-AdditionRqstFDD,


id-RL-Information-RL-AdditionRqstTDD,


id-RL-Information-RL-DeletionRqst,


id-RL-Information-RL-FailureInd,


id-RL-Information-RL-ReconfPrepFDD,


id-RL-Information-RL-RestoreInd,


id-RL-Information-RL-SetupReqFDD,


id-RL-Information-RL-SetupReqTDD,


id-RL-InformationItem-DM-Rprt,


id-RL-InformationItem-DM-Rqst,


id-RL-InformationItem-DM-Rspns,


id-RL-InformationItem-RL-SetupReqFDD,


id-RL-InformationList-RL-AdditionRqstFDD,


id-RL-InformationList-RL-DeletionRqst,


id-RL-InformationList-RL-FailureInd,


id-RL-InformationList-RL-ReconfPrepFDD,


id-RL-InformationList-RL-RestoreInd,


id-RL-InformationResponse-RL-AdditionRspTDD,


id-RL-InformationResponse-RL-ReconfReadyTDD,


id-RL-InformationResponse-RL-SetupRspTDD,


id-RL-InformationResponseItem-RL-AdditionRspFDD,


id-RL-InformationResponseItem-RL-ReconfReadyFDD,


id-RL-InformationResponseItem-RL-ReconfRsp,


id-RL-InformationResponseItem-RL-SetupRspFDD,


id-RL-InformationResponseList-RL-AdditionRspFDD,


id-RL-InformationResponseList-RL-ReconfReadyFDD,


id-RL-InformationResponseList-RL-ReconfRsp,


id-RL-InformationResponseList-RL-SetupRspFDD,


id-RL-ReconfigurationFailure-RL-ReconfFail,


id-RL-ReconfigurationFailureList-RL-ReconfFail,


id-RLsItem-DM-Rprt,

id-RLsItem-DM-Rqst,

id-RLsItem-DM-Rspns,


id-RNCsWithCellsInTheAccessedURA-List-UL-ST-Ind,


id-ReportCharacteristics,


id-S-RNTI,


id-SAI,


id-SN,


id-SRNC-ID,


id-ScramblingCodeChange,


id-SecondaryCCPCH-ListIE-CTCRRsp-TDD,


id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD,


id-SuccessfulRL-InformationResponseList-RL-SetupFailureFDD,


id-TGD,


id-TGL,


id-TGP1,


id-TGP2,


id-TransportBearerID,


id-TransportBearerRequestIndicator,


id-TransportLayerAddress,


id-UC-ID,


id-UL-CCTrCH-InformationIE-RL-SetupRspTDD,


id-UL-CCTrCH-InformationIE-RL-AdditionRspTDD,


id-UL-CCTrCH-InformationItem-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationItem-RL-SetupReqTDD,


id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,


id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,


id-UL-CCTrCH-InformationList-RL-SetupReqTDD,


id-UL-CCTrCH-InformationList-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationList-RL-ReconfPrepTDD,


id-UL-CCTrCH-Information-RL-ReconfPrepTDD,






id-UL-DL-CompressedModeSelection,


id-UL-DPCH-Information,


id-UL-DPCH-Information-RL-SetupReqFDD,


id-UL-DPCH-InformationItem-RL-SetupRspTDD,

id-UL-DPCH-InformationItem-RL-AdditionRspTDD,

id-UL-DPCH-InformationItem-PhyChReconfRqstTDD,

id-UL-DPCH-InformationListIE-RL-ReconfReadyTDD,


id-UL-DPCH-InformationList-PhyChReconfRqstTDD,


id-UL-DPCH-InformationList-RL-ReconfReadyTDD,


id-UL-DeltaEbNo,


id-UL-DeltaEbNoAfter,


id-UL-EbNoTarget,


id-UL-MeanBitRate,


id-URA-ID,


id-UnsuccessfulRL-InformationResponse,


id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD,


id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD,


id-UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD,


id-UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD

FROM RNSAP-Constants;

-- **************************************************************

--

-- Common Container List

--

-- **************************************************************


DPCH-IE-ContainerList    { RNSAP-PROTOCOL-IES : IEsSetParam} 
::= ProtocolIE-ContainerList { 1, maxNrOfDPCHs,    { IEsSetParam } }

RL-IE-ContainerList      { RNSAP-PROTOCOL-IES : IEsSetParam} 
::= ProtocolIE-ContainerList { 1, maxNrOfRLs,      { IEsSetParam } }

CCTrCH-IE-ContainerList  { RNSAP-PROTOCOL-IES : IEsSetParam} 
::= ProtocolIE-ContainerList { 1, maxNrOfCCTrCHs,  { IEsSetParam } }


-- **************************************************************

--

-- RADIO LINK SETUP REQUEST FDD

--

-- **************************************************************

RadioLinkSetupRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupRequestFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-S-RNTI




CRITICALITY reject
TYPE S-RNTI 




PRESENCE mandatory
} |


{ ID id-D-RNTI




CRITICALITY reject
TYPE D-RNTI




PRESENCE optional
} |


{ ID id-AllowedQueuingTime


CRITICALITY reject
TYPE AllowedQueuingTime 


PRESENCE optional
} |


{ ID id-UL-DPCH-Information-RL-SetupReqFDD
CRITICALITY reject
TYPE UL-DPCH-Information-RL-SetupReqFDD

PRESENCE mandatory
} |


{ ID id-DL-DPCH-Information-RL-SetupReqFDD
CRITICALITY reject
TYPE DL-DPCH-Information-RL-SetupReqFDD

PRESENCE mandatory
} |


{ ID id-DCH-Information-RL-SetupReqFDD

CRITICALITY reject
TYPE DCH-InformationList-RL-SetupReqFDD

PRESENCE mandatory
} |


{ ID id-RL-Information-RL-SetupReqFDD

CRITICALITY notify
TYPE RL-InformationList-RL-SetupReqFDD

PRESENCE mandatory
},


...

}

UL-DPCH-Information-RL-SetupReqFDD ::= SEQUENCE {


ul-ScramblingCode



UL-ScramblingCode,


minUL-ChannelisationCodeLength


MinUL-ChannelisationCodeLength,


maxNrOfUL-DPCHs




MaxNrOfUL-DPCHs


OPTIONAL


-- This IE is present only if minUL-ChannelisationCodeLength equals to 4 -- ,


ul-PunctureLimit



PunctureLimit,


ul-TransportFormatCombinationSet

TransportFormatCombinationSet,


ul-DPCCH-SlotFormat



UL-DPCCH-SlotFormat,


ul-EbNoTarget




UL-EbNoTarget


OPTIONAL,


diversityMode




DiversityMode,


d-FieldLength




D-FieldLength


OPTIONAL


-- This IE is present only if Feed Back mode diversity is activated -- ,


sSDT-CellIdLength



SSDT-CellID-Length

OPTIONAL,


s-FieldLength




S-FieldLength


OPTIONAL,


ul-meanBitRate




MeanBitRate


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-Information-RL-SetupReqFDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-Information-RL-SetupReqFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-Information-RL-SetupReqFDD ::= SEQUENCE {


transportFormatCombinationSet


TransportFormatCombinationSet,


dl-DPCH-SlotNumber



DL-DPCH-SlotNumber,


tFCI-SignallingMode



TFCI-SignallingMode,


tFCI-Presence




TFCI-Presence


OPTIONAL


-- This IE is present if Slot Format is from 12 to 16 --,


multiplexingPosition



MultiplexingPosition,


powerOffsetInformation



SEQUENCE {



po1-ForTFCI-Bits



PowerOffset,



po2-ForTPC-Bits




PowerOffset,



po3-ForPilotBits



PowerOffset,



...


},


dl-TPC-StepSize




TPC-StepSize,


meanBitRate




MeanBitRate


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-Information-RL-SetupReqFDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-Information-RL-SetupReqFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationList-RL-SetupReqFDD 


::= 




SEQUENCE (SIZE(1..maxNrOfDCHs)) OF

SEQUENCE {



dCH-ID





DCH-ID,



dCH-CombinationInd



DCH-CombinationInd

OPTIONAL,



rLC-Mode




RLC-Mode,



ul-transportFormatSet



TransportFormatSet,



dl-transportFormatSet



TransportFormatSet,



ul-BLER





BLER,



dl-BLER





BLER,



allocationRetentionPriority


AllocationRetentionPriority,



frameHandlingPriority



FrameHandlingPriority,



payloadCRC-PresenceIndicator


PayloadCRC-PresenceIndicator,



ul-FP-Mode




UL-FP-Mode,



toAWS





ToAWS,



toAWE





ToAWE,



iE-Extensions




ProtocolExtensionContainer { {DCH-InformationItem-RL-SetupReqFDD-ExtIEs} } OPTIONAL,



...


}

DCH-InformationItem-RL-SetupReqFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationList-RL-SetupReqFDD 


::= RL-IE-ContainerList { {RL-InformationItemIEs-RL-SetupReqFDD} }

RL-InformationItemIEs-RL-SetupReqFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationItem-RL-SetupReqFDD
CRITICALITY notify
TYPE RL-InformationItem-RL-SetupReqFDD 

PRESENCE mandatory
},


...

}

RL-InformationItem-RL-SetupReqFDD ::= SEQUENCE {


rL-ID





RL-ID,


uC-ID





C-ID,


frameOffset




FrameOffset,


chipOffset




ChipOffset,


propagationDelay



PropagationDelay

OPTIONAL,


diversityControlField



DiversityControlField

OPTIONAL


-- This IE is present only if the RL is not the first one in the RL-InformationList-RL-SetupReqFDD --,


dl-InitialTX-Power



DL-Power


OPTIONAL


-- Initial DL transmission power -- ,


cPICH-EcIo




CPICH-EcIo


OPTIONAL,


sSDT-CellID




SSDT-CellID


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {RL-InformationItem-RL-SetupReqFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationItem-RL-SetupReqFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkSetupRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP REQUEST TDD

--

-- **************************************************************

RadioLinkSetupRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupRequestTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupRequestTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-S-RNTI




CRITICALITY reject
TYPE S-RNTI 




PRESENCE mandatory
} |


{ ID id-D-RNTI




CRITICALITY reject
TYPE D-RNTI




PRESENCE optional
} |


{ ID id-AllowedQueuingTime


CRITICALITY reject
TYPE AllowedQueuingTime 


PRESENCE optional
} |


{ ID id-UL-MeanBitRate



CRITICALITY reject
TYPE MeanBitRate



PRESENCE optional
} |


{ ID id-DL-MeanBitRate



CRITICALITY reject
TYPE MeanBitRate



PRESENCE optional
} |


{ ID id-UL-CCTrCH-InformationList-RL-SetupReqTDD
CRITICALITY notify
TYPE UL-CCTrChInformationList-RL-SetupReqTDD
PRESENCE mandatory
} |


{ ID id-DL-CCTrCH-InformationList-RL-SetupReqTDD
CRITICALITY notify
TYPE DL-CCTrChInformationList-RL-SetupReqTDD 
PRESENCE mandatory
} |


{ ID id-DCH-InformationList-RL-SetupReqTDD
CRITICALITY reject
TYPE DCH-InformationList-RL-SetupReqTDD 
PRESENCE mandatory
} |


{ ID id-RL-Information-RL-SetupReqTDD

CRITICALITY reject
TYPE RL-Information-RL-SetupReqTDD

PRESENCE mandatory
},


...

}

UL-CCTrChInformationList-RL-SetupReqTDD


::= CCTrCH-IE-ContainerList { {UL-CCTrChInformationItemIEs-RL-SetupReqTDD} }

UL-CCTrChInformationItemIEs-RL-SetupReqTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationItem-RL-SetupReqTDD
CRITICALITY notify
TYPE UL-CCTrChInformationItem-RL-SetupReqTDD 
PRESENCE mandatory
},


...

}

UL-CCTrChInformationItem-RL-SetupReqTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-TFCS





TransportFormatCombinationSet,


tFCI-Coding




TFCI-Coding,


ul-PunctureLimit



PunctureLimit,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrChInformationItem-RL-SetupReqTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrChInformationItem-RL-SetupReqTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrChInformationList-RL-SetupReqTDD


::= CCTrCH-IE-ContainerList { {DL-CCTrChInformationItemIEs-RL-SetupReqTDD} }

DL-CCTrChInformationItemIEs-RL-SetupReqTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationItem-RL-SetupReqTDD
CRITICALITY notify
TYPE DL-CCTrChInformationItem-RL-SetupReqTDD
PRESENCE mandatory
 },


...

}

DL-CCTrChInformationItem-RL-SetupReqTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-TFCS





TransportFormatCombinationSet,


tFCI-Coding




TFCI-Coding,


dl-PunctureLimit



PunctureLimit,


iE-Extensions




ProtocolExtensionContainer { {DL-CCTrChInformationItem-RL-SetupReqTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrChInformationItem-RL-SetupReqTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationList-RL-SetupReqTDD 


::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF 

DCH-InformationItem-RL-SetupReqTDD





DCH-InformationItem-RL-SetupReqTDD ::= SEQUENCE {


dCH-ID





DCH-ID,



ul-cCTrCH-ID




CCTrCH-ID, -- UL CCTrCH in which the DCH is mapped


dl-cCTrCH-ID




CCTrCH-ID, -- DL CCTrCH in which the DCH is mapped


dCH-CombinationInd



DCH-CombinationInd

OPTIONAL,


rLC-Mode




RLC-Mode,


ul-transportFormatSet



TransportFormatSet,


dl-transportFormatSet



TransportFormatSet,


ul-BLER





BLER,


dl-BLER





BLER,


allocationRetentionPriority


AllocationRetentionPriority,


frameHandlingPriority



FrameHandlingPriority,


payloadCRC-PresenceIndicator


PayloadCRC-PresenceIndicator,


ul-FP-Mode




UL-FP-Mode,


toAWS





ToAWS,


toAWE





ToAWE,


iE-Extensions




ProtocolExtensionContainer { {DCH-InformationItem-RL-SetupReqTDD-ExtIEs} } OPTIONAL,


...

}

DCH-InformationItem-RL-SetupReqTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RL-Information-RL-SetupReqTDD ::= SEQUENCE {


rL-ID





RL-ID,


c-ID





C-ID,


frameOffset




FrameOffset,


primaryCCPCH-RSCP



PrimaryCCPCH-RSCP

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-SetupReqTDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-RL-SetupReqTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkSetupRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE FDD

--

-- **************************************************************

RadioLinkSetupResponseFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupResponseFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupResponseFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupResponseFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI 




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-RL-InformationResponseList-RL-SetupRspFDD








CRITICALITY ignore
TYPE RL-InformationResponseList-RL-SetupRspFDD 


















PRESENCE mandatory
} |


{ ID id-UL-EbNoTarget



CRITICALITY ignore
TYPE UL-EbNoTarget 



PRESENCE optional
} |


{ ID id-DL-EbNoTarget



CRITICALITY ignore
TYPE DL-EbNoTarget 



PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponseList-RL-SetupRspFDD 

::= RL-IE-ContainerList { {RL-InformationResponseItemIEs-RL-SetupRspFDD} }

RL-InformationResponseItemIEs-RL-SetupRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-SetupRspFDD








CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-SetupRspFDD 
PRESENCE mandatory
},


...

}

RL-InformationResponseItem-RL-SetupRspFDD ::= SEQUENCE {


rL-ID





RL-ID,


sAI





SAI,


ul-InterferenceLevel



ScaledUL-InterferenceLevel,


dl-CodeInformation



DL-CodeInformationList-RL-SetupRspFDD,


sSDT-SupportIndicator



SSDT-SupportIndicator,


maxUL-EbNo




UL-EbNo,


minUL-EbNo




UL-EbNo,


neighbouringFDD-CellInformation


NeighbouringFDD-CellInformationList-RL-SetupRsp OPTIONAL,


neighbouringTDD-CellInformation


NeighbouringTDD-CellInformationList-RL-SetupRsp OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponseItem-RL-SetupRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** NOTE: Shall this be made as an IE container? **

DL-CodeInformationList-RL-SetupRspFDD ::= SEQUENCE (SIZE (1..maxNoOfDL-Codes)) OF DL-CodeInformationItem-RL-SetupRspFDD

DL-CodeInformationItem-RL-SetupRspFDD ::= SEQUENCE {


dl-ScramblingCode



DL-ScramblingCode,


fDD-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,


-- ** NOTE: How many alternatives are there, 2 or 3? **


diversityIndication



CHOICE {



combining




Combining-RL-SetupRspFDD

,



nonCombiningOrIENotPresent


NonCombiningOrIENotPresent-RL-SetupRspFDD



}









OPTIONAL


-- This IE is present only if the RL is not the first on in the RL Information -- ,


iE-Extensions




ProtocolExtensionContainer { {DL-CodeInformationItem-RL-SetupRspFDD-ExtIEs} } OPTIONAL,


...

}

DL-CodeInformationItem-RL-SetupRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Combining-RL-SetupRspFDD ::= ProtocolIE-Container {{ CombiningItemIE-RL-SetupRspFDD }}

CombiningItemIE-RL-SetupRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-CombiningItem-RL-SetupRspFDD   CRITICALITY ignore
TYPE CombiningItem-RL-SetupRspFDD

PRESENCE mandatory },


...

}
CombiningItem-RL-SetupRspFDD ::= SEQUENCE {


rL-ID





RL-ID,


iE-Extensions



ProtocolExtensionContainer { { CombiningItem-RL-SetupRspFDD-ExtIEs} } OPTIONAL,


...
}
CombiningItem-RL-SetupRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
NonCombiningOrIENotPresent-RL-SetupRspFDD ::= ProtocolIE-Container {{ NonCombiningOrIENotPresentItemIE-RL-SetupRspFDD }}

NonCombiningOrIENotPresentItemIE-RL-SetupRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-NonCombiningOrIENotPresentItem-RL-SetupRspFDD   CRITICALITY ignore
TYPE NonCombiningOrIENotPresentItem-RL-SetupRspFDD

PRESENCE mandatory },


...

}
NonCombiningOrIENotPresentItem-RL-SetupRspFDD ::= SEQUENCE {


dCH-InformationResponse-RL-SetupRspFDD

DCH-InformationResponseList-RL-SetupRspFDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { NonCombiningOrIENotPresentItem-RL-SetupRspFDD-ExtIEs} } OPTIONAL,


...
}
NonCombiningOrIENotPresentItem-RL-SetupRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
-- ** NOTE: Shall this be made as an IE container? **

DCH-InformationResponseList-RL-SetupRspFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-SetupRspFDD

DCH-InformationResponseItem-RL-SetupRspFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


iE-Extensions




ProtocolExtensionContainer { {DCH-InformationResponseItem-RL-SetupRspFDD-ExtIEs} } OPTIONAL,


...

}

DCH-InformationResponseItem-RL-SetupRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** NOTE: Both FDD and TDD messages use these definitions **

NeighbouringFDD-CellInformationList-RL-SetupRsp ::= SEQUENCE (SIZE (1..maxNrOfFDD-Neighbours)) OF ProtocolIE-Container {{ NeighbouringFDD-CellInformationItemIE-RL-SetupRsp }}

NeighbouringFDD-CellInformationItemIE-RL-SetupRsp RNSAP-PROTOCOL-IES ::= {


{ ID id-NeighbouringFDD-CellInformationItem-RL-SetupRsp
CRITICALITY ignore
TYPE NeighbouringFDD-CellInformationItem-RL-SetupRsp
PRESENCE mandatory 
},


...

} 

NeighbouringFDD-CellInformationItem-RL-SetupRsp ::= SEQUENCE {


uC-ID





C-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


primaryScramblingCode



PrimaryScramblingCode,


primaryCPICH-Power



PrimaryCPICH-Power

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {NeighbouringFDD-CellInformationItem-RL-SetupRsp-ExtIEs} } OPTIONAL,


...

}

NeighbouringFDD-CellInformationItem-RL-SetupRsp-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

NeighbouringTDD-CellInformationList-RL-SetupRsp ::= SEQUENCE (SIZE (1..maxNrOfTDD-Neighbours)) OF ProtocolIE-Container {{ NeighbouringTDD-CellInformationItemIE-RL-SetupRsp }}
NeighbouringTDD-CellInformationItemIE-RL-SetupRsp RNSAP-PROTOCOL-IES ::= {


{ ID id-NeighbouringTDD-CellInformationItem-RL-SetupRsp
CRITICALITY ignore
TYPE NeighbouringTDD-CellInformationItem-RL-SetupRsp
PRESENCE mandatory 
},


...

} 

NeighbouringTDD-CellInformationItem-RL-SetupRsp ::= SEQUENCE {


c-ID





C-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


cellParameterID




CellParameterID,


syncCase




SyncCase,


timeSlot




TimeSlot


OPTIONAL


-- This IE is present only if SyncCase is Case1 -- ,


pSCH-TimeSlot




PSCH-TimeSlot


OPTIONAL


-- This IE is present only if pSCH-PCCPCH-Allocation = Case3 -- ,


ul-EbNo





UL-EbNo



OPTIONAL,


dl-EbNo





DL-EbNo



OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {NeighbouringTDD-CellInformationItem-RL-SetupRsp-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDD-CellInformationItem-RL-SetupRsp-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkSetupResponseFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE TDD

--

-- **************************************************************

RadioLinkSetupResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupResponseTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupResponseTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI 




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-RL-InformationResponse-RL-SetupRspTDD
CRITICALITY ignore
TYPE RL-InformationResponse-RL-SetupRspTDD 
PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponse-RL-SetupRspTDD ::= SEQUENCE {


rL-ID





RL-ID,


sAI





SAI,


ul-InterferenceLevel



ScaledUL-InterferenceLevel,


maxUL-EbNo




UL-EbNo,


minUL-EbNo




UL-EbNo,


ul-EbNoTarget




UL-EbNo





OPTIONAL,


dl-EbNoTarget




DL-EbNo





OPTIONAL,


ul-CCTrCHInformation



UL-CCTrCHInformationList-RL-SetupRspTDD,


dl-CCTrCHInformation



DL-CCTrCHInformationList-RL-SetupRspTDD,


dCH-InformationResponse



DCH-InformationResponseList-RL-SetupRspTDD,


neighbouringFDD-CellInformation


NeighbouringFDD-CellInformationList-RL-SetupRsp OPTIONAL,


neighbouringTDD-CellInformation


NeighbouringTDD-CellInformationList-RL-SetupRsp
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponse-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponse-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}


UL-CCTrCHInformationList-RL-SetupRspTDD ::= 
ProtocolIE-Container {{UL-CCTrCHInformationListIEs-RL-SetupRspTDD}}

UL-CCTrCHInformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationIE-RL-SetupRspTDD   CRITICALITY ignore
TYPE UL-CCTrCHInformationListIE-RL-SetupRspTDD

PRESENCE mandatory },


...

}

UL-CCTrCHInformationListIE-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCHInformationItem-RL-SetupRspTDD
UL-CCTrCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-DPCH-Information



UL-DPCH-InformationList-RL-SetupRspTDD,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}


UL-DPCH-InformationList-RL-SetupRspTDD ::=  DPCH-IE-ContainerList { {UL-DPCH-InformationListIEs-RL-SetupRspTDD} }

UL-DPCH-InformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationItem-RL-SetupRspTDD

CRITICALITY ignore
TYPE UL-DPCH-InformationItem-RL-SetupRspTDD  PRESENCE mandatory
},


...

}




UL-DPCH-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


dPCH-ID





DPCH-ID,


tDD-ChannelisationCode



TDD-ChannelisationCode,


burstType




BurstType,


midambleShift




MidambleShift,


timeSlot




TimeSlot,


tDD-PhysicalChannelOffset


TDD-PhysicalChannelOffset,


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tFCI-Presence




TFCI-Presence,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}


DL-CCTrCHInformationList-RL-SetupRspTDD ::= ProtocolIE-Container {{DL-CCTrCHInformationListIEs-RL-SetupRspTDD}}

DL-CCTrCHInformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationIE-RL-SetupRspTDD   CRITICALITY ignore
TYPE DL-CCTrCHInformationListIE-RL-SetupRspTDD  PRESENCE mandatory },


...

}

DL-CCTrCHInformationListIE-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCHInformationItem-RL-SetupRspTDD

DL-CCTrCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-DPCH-Information



DL-DPCH-InformationList-RL-SetupRspTDD,


iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}


DL-DPCH-InformationList-RL-SetupRspTDD ::= 
DPCH-IE-ContainerList { {DL-DPCH-InformationListIEs-RL-SetupRspTDD} }

DL-DPCH-InformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationItem-RL-SetupRspTDD

CRITICALITY ignore
TYPE DL-DPCH-InformationItem-RL-SetupRspTDD  PRESENCE mandatory
},


...

}

DL-DPCH-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


dPCH-ID





DPCH-ID,


tDD-ChannelisationCode



TDD-ChannelisationCode,


burstType




BurstType,


midambleShift




MidambleShift,


timeSlot




TimeSlot,


tDD-PhysicalChannelOffset


TDD-PhysicalChannelOffset,


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tFCI-Presence




TFCI-Presence,



iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationResponseList-RL-SetupRspTDD ::= ProtocolIE-Container {{DCH-InformationResponseListIEs-RL-SetupRspTDD}}

DCH-InformationResponseListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponseListIE-RL-SetupRspTDD   CRITICALITY ignore
TYPE DCH-InformationResponseListIE-RL-SetupRspTDD  PRESENCE mandatory },


...

}

DCH-InformationResponseListIE-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-SetupRspTDD

DCH-InformationResponseItem-RL-SetupRspTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


iE-Extensions




ProtocolExtensionContainer { {DCH-InformationResponseItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DCH-InformationResponseItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkSetupResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP FAILURE FDD

--

-- **************************************************************

RadioLinkSetupFailureFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupFailureFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupFailureFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI




PRESENCE mandatory
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE mandatory
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE mandatory
} |


{ ID id-UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD








CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD

















PRESENCE mandatory
} |


{ ID id-SuccessfulRL-InformationResponseList-RL-SetupFailureFDD









CRITICALITY ignore
TYPE SuccessfulRL-InformationResponseList-RL-SetupFailureFDD

















PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD ::= RL-IE-ContainerList { {UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs} }

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD








CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD

















PRESENCE mandatory
},


...

}

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SuccessfulRL-InformationResponseList-RL-SetupFailureFDD ::= RL-IE-ContainerList { {SuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs} }

SuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD








CRITICALITY ignore
TYPE SuccessfulRL-InformationResponse-RL-SetupFailureFDD

















PRESENCE mandatory
},


...

}

SuccessfulRL-InformationResponse-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


sAI





SAI,


ul-InterferenceLevel



ScaledUL-InterferenceLevel,


dl-CodeInformation



DL-CodeInformationList-RL-SetupFailureFDD,


sSDT-SupportIndicator



SSDT-SupportIndicator,


neighbouringFDD-CellInformation


NeighbouringFDD-CellInformationList-RL-SetupFailureFDD OPTIONAL,


neighbouringTDD-CellInformation


NeighbouringTDD-CellInformationList-RL-SetupFailureFDD OPTIONAL,


ul-EbNoTarget




UL-EbNo,


maxUL-EbNo




UL-EbNo,


minUL-EbNo




UL-EbNo,


dl-EbNoTarget




DL-EbNo,


iE-Extensions




ProtocolExtensionContainer { {SuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

SuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
-- ** NOTE: Shall this be made as an IE container? **

DL-CodeInformationList-RL-SetupFailureFDD ::= 
ProtocolIE-Container {{ DL-CodeInformationListItemIE-RL-SetupFailureFDD }}

DL-CodeInformationListItemIE-RL-SetupFailureFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CodeInformationListItem-RL-SetupFailureFDD   CRITICALITY ignore
TYPE DL-CodeInformationListItem-RL-SetupFailureFDD

PRESENCE mandatory },


...

}



DL-CodeInformationListItem-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1..maxNoOfDL-Codes)) OF


SEQUENCE {



dl-ScramblingCode



DL-ScramblingCode,



fDD-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,



-- ** NOTE: How many alternatives are there, 2 or 3? **



diversityIndication



CHOICE {




combining




Combining-RL-SetupFailureFDD

,




nonCombiningOrIENotPresent


NonCombiningOrIENotPresent-RL-SetupFailureFDD




}









OPTIONAL



-- This IE is present only if the RL is not the first on in the RL Information -- ,



iE-Extensions




ProtocolExtensionContainer { {DL-CodeInformationListItem-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,



...


}

DL-CodeInformationListItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Combining-RL-SetupFailureFDD ::= ProtocolIE-Container {{ CombiningItemIE-RL-SetupFailureFDD }}

CombiningItemIE-RL-SetupFailureFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-CombiningItem-RL-SetupFailureFDD   CRITICALITY ignore
TYPE CombiningItem-RL-SetupFailureFDD

PRESENCE mandatory },


...

}
CombiningItem-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


iE-Extensions



ProtocolExtensionContainer { { CombiningItem-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...
}
CombiningItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
NonCombiningOrIENotPresent-RL-SetupFailureFDD ::= ProtocolIE-Container {{ NonCombiningOrIENotPresentItemIE-RL-SetupFailureFDD }}

NonCombiningOrIENotPresentItemIE-RL-SetupFailureFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-NonCombiningOrIENotPresentItem-RL-SetupFailureFDD   CRITICALITY ignore
TYPE NonCombiningOrIENotPresentItem-RL-SetupFailureFDD

PRESENCE mandatory },


...

}
NonCombiningOrIENotPresentItem-RL-SetupFailureFDD ::= SEQUENCE {


dCH-InformationResponse-RL-SetupFailureFDD

DCH-InformationResponseList-RL-SetupFailureFDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { NonCombiningOrIENotPresentItem-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...
}
NonCombiningOrIENotPresentItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
-- ** NOTE: Shall this be made as an IE container? **

DCH-InformationResponseList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-SetupFailureFDD

DCH-InformationResponseItem-RL-SetupFailureFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


iE-Extensions




ProtocolExtensionContainer { {DCH-InformationResponseItem-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

DCH-InformationResponseItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

NeighbouringFDD-CellInformationList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfFDD-Neighbours)) OF ProtocolIE-Container {{ NeighbouringFDD-CellInformationItemIE-RL-SetupFailureFDD }}

NeighbouringFDD-CellInformationItemIE-RL-SetupFailureFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-NeighbouringFDD-CellInformationItem-RL-SetupFailureFDD
CRITICALITY ignore
TYPE NeighbouringFDD-CellInformationItem-RL-SetupFailureFDD
PRESENCE mandatory 
},


...

}

NeighbouringFDD-CellInformationItem-RL-SetupFailureFDD ::= SEQUENCE {


uC-ID





C-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


primaryScramblingCode



PrimaryScramblingCode,


primaryCPICH-Power



PrimaryCPICH-Power

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {NeighbouringFDD-CellInformationItem-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

NeighbouringFDD-CellInformationItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

NeighbouringTDD-CellInformationList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfTDD-Neighbours)) OF ProtocolIE-Container {{ NeighbouringTDD-CellInformationItemIE-RL-SetupFailureFDD }}

NeighbouringTDD-CellInformationItemIE-RL-SetupFailureFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-NeighbouringTDD-CellInformationItem-RL-SetupFailureFDD
CRITICALITY ignore
TYPE NeighbouringTDD-CellInformationItem-RL-SetupFailureFDD
PRESENCE mandatory 
},


...

}

NeighbouringTDD-CellInformationItem-RL-SetupFailureFDD ::= SEQUENCE {


uC-ID





C-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


cellParameterID




CellParameterID,


syncCase




SyncCase,


timeSlot




TimeSlot,


pSCH-TimeSlot




PSCH-TimeSlot


OPTIONAL


-- This IE is present only if pSCH-PCCPCH-Allocation = Case3 -- ,


iE-Extensions




ProtocolExtensionContainer { {NeighbouringTDD-CellInformationItem-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDD-CellInformationItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkSetupFailureFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP FAILURE TDD

--

-- **************************************************************

RadioLinkSetupFailureTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupFailureTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupFailureTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupFailureTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD










CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD



















PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD-ExtIEs} } OPTIONAL,


...

}

UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkSetupFailureTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST FDD

--

-- **************************************************************

RadioLinkAdditionRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionRequestFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-EbNoTarget



CRITICALITY ignore
TYPE UL-EbNo




PRESENCE mandatory
} |


{ ID id-RL-InformationList-RL-AdditionRqstFDD
CRITICALITY notify
TYPE RL-InformationList-RL-AdditionRqstFDD
PRESENCE mandatory
},


...

}

RL-InformationList-RL-AdditionRqstFDD


::= RL-IE-ContainerList { {RL-Information-RL-AdditionRqstFDD-IEs} }

RL-Information-RL-AdditionRqstFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-AdditionRqstFDD
CRITICALITY ignore
TYPE RL-Information-RL-AdditionRqstFDD

PRESENCE mandatory
},


...

}

RL-Information-RL-AdditionRqstFDD ::= SEQUENCE {


rL-ID





RL-ID,


c-ID





C-ID,


frameOffset




FrameOffset,


chipOffset




ChipOffset,


diversityControlField



DiversityControlField,


primaryCPICH-EcNo



PrimaryCPICH-EcNo

OPTIONAL,


sSDT-CellID




SSDT-CellID


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-AdditionRqstFDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-RL-AdditionRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkAdditionRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST TDD

--

-- **************************************************************

RadioLinkAdditionRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionRequestTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionRequestTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-AdditionRqstTDD
CRITICALITY reject
TYPE RL-Information-RL-AdditionRqstTDD

PRESENCE mandatory
},


...

}

RL-Information-RL-AdditionRqstTDD ::= SEQUENCE {


rL-ID





RL-ID,


c-ID





C-ID,


frameOffset




FrameOffset,


chipOffset




ChipOffset,


diversityControlField



DiversityControlField,


primaryCCPCH-RSCP



PrimaryCCPCH-RSCP,


iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-AdditionRqstTDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-RL-AdditionRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkAdditionRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE FDD

--

-- **************************************************************

RadioLinkAdditionResponseFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionResponseFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionResponseFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionResponseFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI 




PRESENCE optional
} |


{ ID id-RL-InformationResponseList-RL-AdditionRspFDD








CRITICALITY ignore
TYPE RL-InformationResponseList-RL-AdditionRspFDD 


















PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponseList-RL-AdditionRspFDD 

::= RL-IE-ContainerList { {RL-InformationResponseItemIEs-RL-AdditionRspFDD} }

RL-InformationResponseItemIEs-RL-AdditionRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-AdditionRspFDD








CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-AdditionRspFDD 
PRESENCE mandatory
},


...

}

RL-InformationResponseItem-RL-AdditionRspFDD ::= SEQUENCE {


rL-ID





RL-ID,


sAI





SAI,


ul-InterferenceLevel



ScaledUL-InterferenceLevel,


dl-CodeInformation



DL-CodeInformationList-RL-AdditionRspFDD,


sSDT-SupportIndicator



SSDT-SupportIndicator,


maxUL-EbNo




UL-EbNo,


minUL-EbNo




UL-EbNo,


neighbouringFDD-CellInformation


NeighbouringFDD-CellInformationList-RL-SetupRsp OPTIONAL,


neighbouringTDD-CellInformation


NeighbouringTDD-CellInformationList-RL-SetupRsp OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponseItem-RL-AdditionRspFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponseItem-RL-AdditionRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** NOTE: Shall this be made as an IE container? **

DL-CodeInformationList-RL-AdditionRspFDD ::= 
ProtocolIE-Container {{ DL-CodeInformationListItemIE-RL-AdditionRspFDD }}

DL-CodeInformationListItemIE-RL-AdditionRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CodeInformationListItem-RL-AdditionRspFDD   CRITICALITY ignore
TYPE DL-CodeInformationListItem-RL-AdditionRspFDD

PRESENCE mandatory },


...

}
DL-CodeInformationListItem-RL-AdditionRspFDD ::= SEQUENCE (SIZE (1..maxNoOfDL-Codes)) OF


SEQUENCE {



dl-ScramblingCode



DL-ScramblingCode,



fDD-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,



-- ** NOTE: How many alternatives are there, 2 or 3? **



diversityIndication



CHOICE {




combining




Combining-RL-AdditionRspFDD

,




nonCombiningOrIENotPresent


NonCombiningOrIENotPresent-RL-AdditionRspFDD




}









OPTIONAL



-- This IE is present only if the RL is not the first on in the RL Information -- ,



iE-Extensions




ProtocolExtensionContainer { {DL-CodeInformationListItem-RL-AdditionRspFDD-ExtIEs} } OPTIONAL,



...


}

DL-CodeInformationListItem-RL-AdditionRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Combining-RL-AdditionRspFDD ::= ProtocolIE-Container {{ CombiningItemIE-RL-AdditionRspFDD }}

CombiningItemIE-RL-AdditionRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-CombiningItem-RL-AdditionRspFDD   CRITICALITY ignore
TYPE CombiningItem-RL-AdditionRspFDD

PRESENCE mandatory },


...

}
CombiningItem-RL-AdditionRspFDD ::= SEQUENCE {


rL-ID





RL-ID,


iE-Extensions



ProtocolExtensionContainer { { CombiningItem-RL-AdditionRspFDD-ExtIEs} } OPTIONAL,


...
}
CombiningItem-RL-AdditionRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
NonCombiningOrIENotPresent-RL-AdditionRspFDD ::= ProtocolIE-Container {{ NonCombiningOrIENotPresentItemIE-RL-AdditionRspFDD }}

NonCombiningOrIENotPresentItemIE-RL-AdditionRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-NonCombiningOrIENotPresentItem-RL-AdditionRspFDD   CRITICALITY ignore
TYPE NonCombiningOrIENotPresentItem-RL-AdditionRspFDD

PRESENCE mandatory },


...

}
NonCombiningOrIENotPresentItem-RL-AdditionRspFDD ::= SEQUENCE {


dCH-InformationResponse-RL-AdditionRspFDD

DCH-InformationResponseList-RL-AdditionRspFDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { NonCombiningOrIENotPresentItem-RL-AdditionRspFDD-ExtIEs} } OPTIONAL,


...
}
NonCombiningOrIENotPresentItem-RL-AdditionRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
-- ** NOTE: Shall this be made as an IE container? **

DCH-InformationResponseList-RL-AdditionRspFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-AdditionRspFDD

DCH-InformationResponseItem-RL-AdditionRspFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


iE-Extensions




ProtocolExtensionContainer { {DCH-InformationResponseItem-RL-AdditionRspFDD-ExtIEs} } OPTIONAL,


...

}

DCH-InformationResponseItem-RL-AdditionRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** NOTE: Both FDD and TDD messages use these definitions **

NeighbouringFDD-CellInformationList-RL-AdditionRsp ::= SEQUENCE (SIZE (1..maxNrOfFDD-Neighbours)) OF ProtocolIE-Container {{ NeighbouringFDD-CellInformationItemIE-RL-AdditionRsp }}

NeighbouringFDD-CellInformationItemIE-RL-AdditionRsp RNSAP-PROTOCOL-IES ::= {


{ ID id-NeighbouringFDD-CellInformationItem-RL-AdditionRsp
CRITICALITY ignore
TYPE NeighbouringFDD-CellInformationItem-RL-AdditionRsp

PRESENCE mandatory 
},


...

} 

NeighbouringFDD-CellInformationItem-RL-AdditionRsp ::= SEQUENCE {


uC-ID





C-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


primaryScramblingCode



PrimaryScramblingCode,


primaryCPICH-Power



PrimaryCPICH-Power

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {NeighbouringFDD-CellInformationItem-RL-AdditionRsp-ExtIEs} } OPTIONAL,


...

}

NeighbouringFDD-CellInformationItem-RL-AdditionRsp-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

NeighbouringTDD-CellInformationList-RL-AdditionRsp ::= SEQUENCE (SIZE (1..maxNrOfTDD-Neighbours)) OF ProtocolIE-Container {{ NeighbouringTDD-CellInformationItemIE-RL-AdditionRsp }}

NeighbouringTDD-CellInformationItemIE-RL-AdditionRsp RNSAP-PROTOCOL-IES ::= {


{ ID id-NeighbouringTDD-CellInformationItem-RL-AdditionRsp
CRITICALITY ignore
TYPE NeighbouringTDD-CellInformationItem-RL-AdditionRsp

PRESENCE mandatory 
},


...

} 

NeighbouringTDD-CellInformationItem-RL-AdditionRsp ::= SEQUENCE {


uC-ID





C-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


cellParameterID




CellParameterID,


syncCase




SyncCase,


timeSlot




TimeSlot,


pSCH-TimeSlot




PSCH-TimeSlot


OPTIONAL


-- This IE is present only if pSCH-PCCPCH-Allocation = Case3 -- ,


iE-Extensions




ProtocolExtensionContainer { {NeighbouringTDD-CellInformationItem-RL-AdditionRsp-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDD-CellInformationItem-RL-AdditionRsp-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkAdditionResponseFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE TDD

--

-- **************************************************************

RadioLinkAdditionResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionResponseTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionResponseTDD-IEs RNSAP-PROTOCOL-IES ::= {



{ ID id-RL-InformationResponse-RL-AdditionRspTDD









CRITICALITY ignore
TYPE RL-InformationResponse-RL-AdditionRspTDD 
PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponse-RL-AdditionRspTDD ::= SEQUENCE {


rL-ID





RL-ID,


sAI





SAI,


ul-InterferenceLevel



ScaledUL-InterferenceLevel,


ul-CCTrCHInformation



UL-CCTrCHInformationList-RL-AdditionRspTDD,


dl-CCTrCHInformation



DL-CCTrCHInformationList-RL-AdditionRspTDD,


diversityIndication



DiversityIndication-RL-AdditionRspTDD







OPTIONAL,


minUL-EbNo




UL-EbNo,


maxUL-EbNo




UL-EbNo,


neighbouringFDD-CellInformation


NeighbouringFDD-CellInformationList-RL-SetupRsp 
OPTIONAL,


neighbouringTDD-CellInformation


NeighbouringTDD-CellInformationList-RL-SetupRsp
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponse-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponse-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}


UL-CCTrCHInformationList-RL-AdditionRspTDD ::= ProtocolIE-Container {{UL-CCTrCHInformationListIEs-RL-AdditionRspTDD}}

UL-CCTrCHInformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationIE-RL-AdditionRspTDD   CRITICALITY ignore
TYPE UL-CCTrCHInformationListIE-RL-AdditionRspTDD

PRESENCE mandatory },


...

}

UL-CCTrCHInformationListIE-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCHInformationItem-RL-AdditionRspTDD

UL-CCTrCHInformationItem-RL-AdditionRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-DPCH-Information



UL-DPCH-InformationList-RL-AdditionRspTDD,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCHInformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCHInformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}


UL-DPCH-InformationList-RL-AdditionRspTDD ::=  DPCH-IE-ContainerList { {UL-DPCH-InformationListIEs-RL-AdditionRspTDD} }

UL-DPCH-InformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationItem-RL-AdditionRspTDD

CRITICALITY ignore
TYPE UL-DPCH-InformationItem-RL-AdditionRspTDD  PRESENCE mandatory
},


...

}


UL-DPCH-InformationItem-RL-AdditionRspTDD ::= SEQUENCE {


dPCH-ID





DPCH-ID,


tDD-ChannelisationCode



TDD-ChannelisationCode,


burstType




BurstType,


midambleShift




MidambleShift,


timeSlot




TimeSlot,


offset





Offset,


tDD-PhysicalChannelOffset


TDD-PhysicalChannelOffset,


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tFCI-Presence




TFCI-Presence,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-InformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-InformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}


DL-CCTrCHInformationList-RL-AdditionRspTDD ::= ProtocolIE-Container {{DL-CCTrCHInformationListIEs-RL-AdditionRspTDD}}

DL-CCTrCHInformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationIE-RL-AdditionRspTDD   CRITICALITY ignore
TYPE DL-CCTrCHInformationListIE-RL-AdditionRspTDD

PRESENCE mandatory },


...

}

DL-CCTrCHInformationListIE-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCHInformationItem-RL-AdditionRspTDD

DL-CCTrCHInformationItem-RL-AdditionRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-DPCH-Information



DL-DPCH-InformationList-RL-AdditionRspTDD,


iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCHInformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCHInformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}


DL-DPCH-InformationList-RL-AdditionRspTDD ::=  DPCH-IE-ContainerList { {DL-DPCH-InformationListIEs-RL-AdditionRspTDD} }

DL-DPCH-InformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationItem-RL-AdditionRspTDD

CRITICALITY ignore
TYPE DL-DPCH-InformationItem-RL-AdditionRspTDD  PRESENCE mandatory
},


...

}


DL-DPCH-InformationItem-RL-AdditionRspTDD ::= SEQUENCE {


dPCH-ID





DPCH-ID,


tDD-ChannelisationCode



TDD-ChannelisationCode,


burstType




BurstType,


midambleShift




MidambleShift,


timeSlot




TimeSlot,


tDD-PhysicalChannelOffset


TDD-PhysicalChannelOffset,


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tFCI-Presence




TFCI-Presence,



iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-InformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-InformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DiversityIndication-RL-AdditionRspTDD ::= ProtocolIE-Container {{DiversityIndication-RL-AdditionRspTDD}}

DiversityIndicationIE-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DiversityIndicationItem-RL-AdditionRspTDD   CRITICALITY ignore
TYPE DiversityIndicationItem-RL-AdditionRspTDD  PRESENCE mandatory },


...

}

DiversityIndicationItem-RL-AdditionRspTDD

::= CHOICE {


combining

Combining,


nonCombining
NonCombining
}
Combining
::= 
ProtocolIE-Container {{CombiningIE-RL-AdditionRspTDD}}

CombiningIE-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-CombiningItem-RL-AdditionRspTDD   CRITICALITY ignore
TYPE CombiningItem-RL-AdditionRspTDD  PRESENCE mandatory },


...

}

CombiningItem-RL-AdditionRspTDD
::= SEQUENCE {


rL-ID





RL-ID

}

NonCombining
::= 
ProtocolIE-Container {{NonCombiningIE-RL-AdditionRspTDD}}

NonCombiningIE-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-NonCombiningItem-RL-AdditionRspTDD   CRITICALITY ignore
TYPE NonCombiningItem-RL-AdditionRspTDD  PRESENCE mandatory },


...

}

NonCombiningItem-RL-AdditionRspTDD ::= SEQUENCE {


dCH-InformationResponse-RL-AdditionRspFDD

DCH-InformationResponseList-RL-AdditionRspFDD

}




































RadioLinkAdditionResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION FAILURE FDD

--

-- **************************************************************

RadioLinkAdditionFailureFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionFailureFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionFailureFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD








CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD

















PRESENCE mandatory
} |


{ ID id-SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD









CRITICALITY ignore
TYPE SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD

















PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD ::= RL-IE-ContainerList { {UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs} }

UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD








CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD

















PRESENCE mandatory
},


...

}

UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD ::= RL-IE-ContainerList { {SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs} }

SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD








CRITICALITY ignore
TYPE SuccessfulRL-InformationResponse-RL-AdditionFailureFDD

















PRESENCE mandatory
},


...

}

SuccessfulRL-InformationResponse-RL-AdditionFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


sAI





SAI,


ul-InterferenceLevel



ScaledUL-InterferenceLevel,


dl-CodeInformation



DL-CodeInformationList-RL-AdditionFailureFDD,


sSDT-SupportIndicator



SSDT-SupportIndicator,


maxUL-EbNo




UL-EbNo,


minUL-EbNo




UL-EbNo,


neighbouringFDD-CellInformation


NeighbouringFDD-CellInformationList-RL-AdditionFailureFDD OPTIONAL,


neighbouringTDD-CellInformation


NeighbouringTDD-CellInformationList-RL-AdditionFailureFDD OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** NOTE: Shall this be made as an IE container? **

DL-CodeInformationList-RL-AdditionFailureFDD ::= 
ProtocolIE-Container {{ DL-CodeInformationListItemIE-RL-AdditionFailureFDD }}

DL-CodeInformationListItemIE-RL-AdditionFailureFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CodeInformationListItem-RL-AdditionFailureFDD   CRITICALITY ignore
TYPE DL-CodeInformationListItem-RL-AdditionFailureFDD

PRESENCE mandatory },


...

}
DL-CodeInformationListItem-RL-AdditionFailureFDD ::= SEQUENCE (SIZE (1..maxNoOfDL-Codes)) OF 

SEQUENCE {



dl-ScramblingCode



DL-ScramblingCode,



dl-ChannelisationCode



DL-ChannelisationCode,



diversityIndication



CHOICE {




combining




Combining-RL-AdditionFailureFDD

,




nonCombiningOrIENotPresent


NonCombiningOrIENotPresent-RL-AdditionFailureFDD




}









OPTIONAL



-- This IE is present only if the RL is not the first on in the RL Information -- ,



iE-Extensions




ProtocolExtensionContainer { {DL-CodeInformationListItem-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,



...


}

DL-CodeInformationListItem-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Combining-RL-AdditionFailureFDD ::= ProtocolIE-Container {{ CombiningItemIE-RL-AdditionFailureFDD }}

CombiningItemIE-RL-AdditionFailureFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-CombiningItem-RL-AdditionFailureFDD   CRITICALITY ignore
TYPE CombiningItem-RL-AdditionFailureFDD

PRESENCE mandatory },


...

}
CombiningItem-RL-AdditionFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


iE-Extensions



ProtocolExtensionContainer { { CombiningItem-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...
}
CombiningItem-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
NonCombiningOrIENotPresent-RL-AdditionFailureFDD ::= ProtocolIE-Container {{ NonCombiningOrIENotPresentItemIE-RL-AdditionFailureFDD }}

NonCombiningOrIENotPresentItemIE-RL-AdditionFailureFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-NonCombiningOrIENotPresentItem-RL-AdditionFailureFDD   CRITICALITY ignore
TYPE NonCombiningOrIENotPresentItem-RL-AdditionFailureFDD

PRESENCE mandatory },


...

}
NonCombiningOrIENotPresentItem-RL-AdditionFailureFDD ::= SEQUENCE {


dCH-InformationResponse-RL-AdditionFailureFDD

DCH-InformationResponseList-RL-AdditionFailureFDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { NonCombiningOrIENotPresentItem-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...
}
NonCombiningOrIENotPresentItem-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
-- ** NOTE: Shall this be made as an IE container? **

DCH-InformationResponseList-RL-AdditionFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem-RL-AdditionFailureFDD

DCH-InformationResponseItem-RL-AdditionFailureFDD ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


iE-Extensions




ProtocolExtensionContainer { {DCH-InformationResponseItem-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

DCH-InformationResponseItem-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

NeighbouringFDD-CellInformationList-RL-AdditionFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfFDD-Neighbours)) OF 

ProtocolIE-Container {{ NeighbouringFDD-CellInformationItemIE-RL-AdditionFailureFDD }}

NeighbouringFDD-CellInformationItemIE-RL-AdditionFailureFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-NeighbouringFDD-CellInformationItem-RL-AdditionFailureFDD
CRITICALITY ignore
TYPE NeighbouringFDD-CellInformationItem-RL-AdditionFailureFDD

PRESENCE mandatory 
},


...

}
NeighbouringFDD-CellInformationItem-RL-AdditionFailureFDD ::= SEQUENCE {


uC-ID





C-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


primaryScramblingCode



PrimaryScramblingCode,


cPICH-Power




CPICH-Power


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {NeighbouringFDD-CellInformationItem-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

NeighbouringFDD-CellInformationItem-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

NeighbouringTDD-CellInformationList-RL-AdditionFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfTDD-Neighbours)) OF 

ProtocolIE-Container {{ NeighbouringTDD-CellInformationItemIE-RL-AdditionFailureFDD }}

NeighbouringTDD-CellInformationItemIE-RL-AdditionFailureFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-NeighbouringTDD-CellInformationItem-RL-AdditionFailureFDD
CRITICALITY ignore
TYPE NeighbouringTDD-CellInformationItem-RL-AdditionFailureFDD

PRESENCE mandatory 
},


...

}
NeighbouringTDD-CellInformationItem-RL-AdditionFailureFDD ::= SEQUENCE {


uC-ID





C-ID,


cN-PS-DomainIdentifier



CN-PS-DomainIdentifier

OPTIONAL,


cN-CS-DomainIdentifier



CN-CS-DomainIdentifier

OPTIONAL,


uARFCN





UARFCN,


frameOffset




FrameOffset


OPTIONAL,


cellParameterID




CellParameterID,


syncCase




SyncCase,


timeSlot




TimeSlot,


pSCH-TimeSlot




PSCH-TimeSlot


OPTIONAL


-- This IE is present only if pSCH-PCCPCH-Allocation = Case3 -- ,


iE-Extensions




ProtocolExtensionContainer { {NeighbouringTDD-CellInformationItem-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDD-CellInformationItem-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkAdditionFailureFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION FAILURE TDD

--

-- **************************************************************

RadioLinkAdditionFailureTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionFailureTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionFailureTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionFailureTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UnsuccessfulRL-InformationResponse
CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponse

PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

UnsuccessfulRL-InformationResponse ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {UnsuccessfulRL-InformationResponse-ExtIEs} } OPTIONAL,


...

}

UnsuccessfulRL-InformationResponse-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkAdditionFailureTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK DELETION REQUEST

--

-- **************************************************************

RadioLinkDeletionRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkDeletionRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkDeletionRequest-Extensions}}                   OPTIONAL,


...

}

RadioLinkDeletionRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationList-RL-DeletionRqst
CRITICALITY notify
TYPE RL-InformationList-RL-DeletionRqst

PRESENCE mandatory
},


...

}

RL-InformationList-RL-DeletionRqst


::= RL-IE-ContainerList { {RL-Information-RL-DeletionRqst-IEs} }

RL-Information-RL-DeletionRqst-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-DeletionRqst

CRITICALITY notify
TYPE RL-Information-RL-DeletionRqst

PRESENCE mandatory
},


...

}

RL-Information-RL-DeletionRqst ::= SEQUENCE {


rL-ID





RL-ID,


iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-DeletionRqst-ExtIEs} } OPTIONAL,


...

}

RL-Information-RL-DeletionRqst-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkDeletionRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK DELETION RESPONSE

--

-- **************************************************************

RadioLinkDeletionResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkDeletionResponse-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkDeletionResponse-Extensions}}                   OPTIONAL,


...

}

RadioLinkDeletionResponse-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RadioLinkDeletionResponse-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE FDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationPrepareFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationPrepareFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationPrepareFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-AllowedQueuingTime


CRITICALITY reject
TYPE AllowedQueuingTime



PRESENCE mandatory
} |


{ ID id-UL-DPCH-Information


CRITICALITY reject
TYPE UL-DPCH-Information


PRESENCE optional
} |


{ ID id-DL-DPCH-Information


CRITICALITY reject
TYPE DL-DPCH-Information


PRESENCE optional
} |


{ ID id-DCH-ModifyList-RL-ReconfPrepFDD

CRITICALITY reject
TYPE DCH-ModifyList-RL-ReconfPrepFDD

PRESENCE optional
} |


{ ID id-DCH-AddList-RL-ReconfPrepFDD

CRITICALITY reject
TYPE DCH-AddList-RL-ReconfPrepFDD

PRESENCE optional
} |


{ ID id-DCH-DeleteList-RL-ReconfPrepFDD

CRITICALITY reject
TYPE DCH-DeleteList-RL-ReconfPrepFDD

PRESENCE optional
} |


{ ID id-RL-InformationList-RL-ReconfPrepFDD
CRITICALITY reject
TYPE RL-InformationList-RL-ReconfPrepFDD
PRESENCE mandatory
},


...

}

UL-DPCH-Information ::= SEQUENCE {


ul-ScramblingCode



UL-ScramblingCode

OPTIONAL,


minUL-ChannelisationCodeLength


MinUL-ChannelisationCodeLength 
OPTIONAL,


maxNrOfUL-DPDCHs



MaxNrOfUL-DPCHs


OPTIONAL


-- This IE is present only if minUL-ChannelisationCodeLength equals to 4 --,


ul-PunctureLimit



PunctureLimit


OPTIONAL,


tFCS





TransportFormatCombinationSet 
OPTIONAL,


ul-DPCCH-SlotFormat



UL-DPCCH-SlotFormat

OPTIONAL,


sSDT-CellIDLength



SSDT-CellID-Length

OPTIONAL,


s-FieldLength




S-FieldLength


OPTIONAL,


meanBitRate




MeanBitRate


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-Information-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-Information ::= SEQUENCE {


tFCS





TransportFormatCombinationSet
OPTIONAL,


dl-DPCCH-SlotFormat



DL-DPCCH-SlotFormat

OPTIONAL,


tFCI-SignallingMode



TFCI-SignallingMode

OPTIONAL,


tFCI-Presence




TFCI-Presence


OPTIONAL


-- This IE is present if Slot Format is from 12 to 16 --,


multiplexingPosition



MultiplexingPosition

OPTIONAL,


meanBitRate




MeanBitRate


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-Information-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-ModifyList-RL-ReconfPrepFDD



::= 




SEQUENCE (SIZE(1..maxNrOfDCHs)) OF


SEQUENCE {



dCH-ID





DCH-ID,



ul-TransportformatSet



TransportFormatSet

OPTIONAL,



dl-TransportformatSet



TransportFormatSet

OPTIONAL,



allocationRetentionPriority


AllocationRetentionPriority 
OPTIONAL,



frameHandlingPriority



FrameHandlingPriority

OPTIONAL,



ul-FP-Mode




UL-FP-Mode


OPTIONAL,



toAWS





ToAWS



OPTIONAL,



toAWE





ToAWE



OPTIONAL,



iE-Extensions




ProtocolExtensionContainer { {DCH-ModifyList-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,



...


}

DCH-ModifyList-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-AddList-RL-ReconfPrepFDD



::= 




SEQUENCE (SIZE(1..maxNrOfDCHs)) OF

SEQUENCE {



dCH-ID





DCH-ID,



rLC-Mode




RLC-Mode,



dCH-CombinationInd



DCH-CombinationInd

OPTIONAL,



ul-TransportformatSet



TransportFormatSet,



dl-TransportformatSet



TransportFormatSet,



ul-BLER





BLER,



dl-BLER





BLER,



allocationRetentionPriority


AllocationRetentionPriority,



frameHandlingPriority



FrameHandlingPriority,



payloadCRC-PresenceIndicator


PayloadCRC-PresenceIndicator,



ul-FP-Mode




UL-FP-Mode,



toAWS





ToAWS,



toAWE





ToAWE,



iE-Extensions




ProtocolExtensionContainer { {DCH-AddList-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,



...


}

DCH-AddList-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-DeleteList-RL-ReconfPrepFDD



::= 




SEQUENCE (SIZE(1..maxNrOfDCHs)) OF

SEQUENCE {



dCH-ID





DCH-ID,



iE-Extensions




ProtocolExtensionContainer { {DCH-DeleteList-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,



...


}

DCH-DeleteList-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationList-RL-ReconfPrepFDD


::= RL-IE-ContainerList { {RL-Information-RL-ReconfPrepFDD-IEs} }

RL-Information-RL-ReconfPrepFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-ReconfPrepFDD

CRITICALITY reject
TYPE RL-Information-RL-ReconfPrepFDD

PRESENCE mandatory
},


...

}

RL-Information-RL-ReconfPrepFDD ::= SEQUENCE {


rL-ID





RL-ID,


sSDT-Indication




SSDT-Indication

OPTIONAL,


sSDT-CellIdentity



SSDT-CellID

OPTIONAL


-- The IE may be present if the sSDT-Indication is set to 'sSDT-active-in-the-UE' --,


iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-ReconfPrepFDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-RL-ReconfPrepFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationPrepareFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE TDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationPrepareTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationPrepareTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationPrepareTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-AllowedQueuingTime


CRITICALITY reject
TYPE AllowedQueuingTime



PRESENCE optional
} |


{ ID id-UL-MeanBitRate



CRITICALITY reject
TYPE MeanBitRate



PRESENCE optional
} |


{ ID id-DL-MeanBitRate



CRITICALITY reject
TYPE MeanBitRate



PRESENCE optional
} |


{ ID id-UL-CCTrCH-InformationList-RL-ReconfPrepTDD










CRITICALITY notify
TYPE UL-CCTrCH-InformationList-RL-ReconfPrepTDD
PRESENCE mandatory
} |


{ ID id-DL-CCTrCH-InformationList-RL-ReconfPrepTDD










CRITICALITY notify
TYPE DL-CCTrCH-InformationList-RL-ReconfPrepTDD
PRESENCE mandatory
} |


{ ID id-DCH-ModifyList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE DCH-ModifyList-RL-ReconfPrepTDD

PRESENCE mandatory
} |


{ ID id-DCH-AddList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE DCH-AddList-RL-ReconfPrepTDD

PRESENCE mandatory
} |


{ ID id-DCH-DeleteList-RL-ReconfPrepTDD

CRITICALITY reject
TYPE DCH-DeleteList-RL-ReconfPrepTDD

PRESENCE mandatory
},


...

}

UL-CCTrCH-InformationList-RL-ReconfPrepTDD

::= CCTrCH-IE-ContainerList { {UL-CCTrCH-Information-RL-ReconfPrepTDD-IEs} }

UL-CCTrCH-Information-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-Information-RL-ReconfPrepTDD
CRITICALITY notify
TYPE UL-CCTrCH-Information-RL-ReconfPrepTDD
PRESENCE mandatory
},


...

}

UL-CCTrCH-Information-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


tFCS





TransportFormatCombinationSet

OPTIONAL,


tFCI-Coding




TFCI-Coding



OPTIONAL,


punctureLimit




PunctureLimit



OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCH-Information-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-Information-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationList-RL-ReconfPrepTDD

::= CCTrCH-IE-ContainerList { {DL-CCTrCH-Information-RL-ReconfPrepTDD-IEs} }

DL-CCTrCH-Information-RL-ReconfPrepTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-Information-RL-ReconfPrepTDD
CRITICALITY notify
TYPE DL-CCTrCH-Information-RL-ReconfPrepTDD
PRESENCE mandatory
},


...

}

DL-CCTrCH-Information-RL-ReconfPrepTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


tFCS





TransportFormatCombinationSet

OPTIONAL,


tFCI-Coding




TFCI-Coding



OPTIONAL,


punctureLimit




PunctureLimit



OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCH-Information-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-Information-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-ModifyList-RL-ReconfPrepTDD



::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-ModifyItem-RL-ReconfPrepTDD




DCH-ModifyItem-RL-ReconfPrepTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


ul-CCTrCH-ID




CCTrCH-ID

OPTIONAL,


dl-CCTrCH-ID




CCTrCH-ID

OPTIONAL,


ul-TransportformatSet



TransportFormatSet
OPTIONAL,


dl-TransportformatSet



TransportFormatSet
OPTIONAL,


allocationRetentionPriority


AllocationRetentionPriority OPTIONAL,


frameHandlingPriority



FrameHandlingPriority
OPTIONAL,


ul-FP-Mode




UL-FP-Mode

OPTIONAL,


toAWS





ToAWS


OPTIONAL,


toAWE





ToAWE


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DCH-ModifyItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

DCH-ModifyItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-AddList-RL-ReconfPrepTDD



::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-AddItem-RL-ReconfPrepTDD






DCH-AddItem-RL-ReconfPrepTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


rLC-Mode




RLC-Mode,


ul-CCTrCH-ID




CCTrCH-ID,


dl-CCTrCH-ID




CCTrCH-ID,


dCH-CombinationInd



DCH-CombinationInd
OPTIONAL,


ul-TransportformatSet



TransportFormatSet,


dl-TransportformatSet



TransportFormatSet,


ul-BLER





BLER,


dl-BLER





BLER,


allocationRetentionPriority


AllocationRetentionPriority,


frameHandlingPriority



FrameHandlingPriority,


payloadCRC-PresenceIndicator


PayloadCRC-PresenceIndicator,


ul-FP-Mode




UL-FP-Mode,


toAWS





ToAWS,


toAWE





ToAWE,


iE-Extensions




ProtocolExtensionContainer { {DCH-AddItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

DCH-AddItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-DeleteList-RL-ReconfPrepTDD



::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-DeleteItem-RL-ReconfPrepTDD






DCH-DeleteItem-RL-ReconfPrepTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


iE-Extensions




ProtocolExtensionContainer { {DCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs} } OPTIONAL,


...

}

DCH-DeleteItem-RL-ReconfPrepTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationPrepareTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION READY FDD

--

-- **************************************************************

RadioLinkReconfigurationReadyFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationReadyFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationReadyFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationReadyFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseList-RL-ReconfReadyFDD








CRITICALITY ignore
TYPE RL-InformationResponseList-RL-ReconfReadyFDD

















PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponseList-RL-ReconfReadyFDD

::= RL-IE-ContainerList { {RL-InformationResponse-RL-ReconfReadyFDD-IEs} }

RL-InformationResponse-RL-ReconfReadyFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-ReconfReadyFDD










CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-ReconfReadyFDD



















PRESENCE mandatory
},


...

}

RL-InformationResponseItem-RL-ReconfReadyFDD ::= SEQUENCE {


rL-ID





RL-ID,


max-UL-EbNo




UL-EbNo,


min-UL-EbNo




UL-EbNo,


dl-CodeInformationList


DL-CodeInformationList-RL-ReconfReadyFDD
OPTIONAL,

dCHsToBeAdded




DCH-AddList-RL-ReconfReadyFDD


OPTIONAL,


dCHsToBeModified



DCH-ModifyList-RL-ReconfReadyFDD

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponseItem-RL-ReconfReadyFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponseItem-RL-ReconfReadyFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CodeInformationList-RL-ReconfReadyFDD ::= ProtocolIE-Container { { DL-CodeInformationListItemIE-RL-ReconfReadyFDD } }

DL-CodeInformationListItemIE-RL-ReconfReadyFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CodeInformationListItem-RL-ReconfReadyFDD

CRITICALITY ignore
TYPE DL-CodeInformationListItem-RL-ReconfReadyFDD

PRESENCE mandatory
},


...

}
DL-CodeInformationListItem-RL-ReconfReadyFDD ::= SEQUENCE (SIZE (0..maxNrOfDL-Codes)) OF


SEQUENCE {



dl-ScramblingCode




DL-ScramblingCode,



fdd-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,



iE-Extensions





ProtocolExtensionContainer { { DL-CodeInformationList-RL-ReconfReadyFDD-ExtIEs } } OPTIONAL,


...

}

DL-CodeInformationList-RL-ReconfReadyFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-AddList-RL-ReconfReadyFDD



::= ProtocolIE-Container { {DCH-AddListItemIE-RL-ReconfReadyFDD} }

DCH-AddListItemIE-RL-ReconfReadyFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-AddListItem-RL-ReconfReadyFDD

CRITICALITY ignore
TYPE DCH-AddListItem-RL-ReconfReadyFDD

PRESENCE mandatory
},


...

}

DCH-AddListItem-RL-ReconfReadyFDD ::= SEQUENCE (SIZE(1..maxNrOfDCHs)) OF


SEQUENCE {



dCH-ID





DCH-ID,



bindingID




BindingID,



transportLayerAddress



TransportLayerAddress,



iE-Extensions




ProtocolExtensionContainer { {DCH-AddListItem-RL-ReconfReadyFDD-ExtIEs} } OPTIONAL,



...


}

DCH-AddListItem-RL-ReconfReadyFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-ModifyList-RL-ReconfReadyFDD


::= ProtocolIE-Container { {DCH-ModifyListItemIE-RL-ReconfReadyFDD} }

DCH-ModifyListItemIE-RL-ReconfReadyFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-ModifyListItem-RL-ReconfReadyFDD
CRITICALITY ignore
TYPE DCH-ModifyListItem-RL-ReconfReadyFDD

PRESENCE mandatory
},


...

}

DCH-ModifyListItem-RL-ReconfReadyFDD ::= SEQUENCE (SIZE(1..maxNrOfDCHs)) OF


SEQUENCE {



dCH-ID





DCH-ID,



bindingID




BindingID,



transportLayerAddress



TransportLayerAddress,



iE-Extensions




ProtocolExtensionContainer { {DCH-ModifyListItem-RL-ReconfReadyFDD-ExtIEs} } OPTIONAL,



...


}

DCH-ModifyListItem-RL-ReconfReadyFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationReadyFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION READY TDD

--

-- **************************************************************

RadioLinkReconfigurationReadyTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationReadyTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationReadyTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationReadyTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponse-RL-ReconfReadyTDD








CRITICALITY ignore
TYPE RL-InformationResponse-RL-ReconfReadyTDD
PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponse-RL-ReconfReadyTDD ::= SEQUENCE {


rL-ID





RL-ID,


max-UL-EbNo




UL-EbNo,


min-UL-EbNo




UL-EbNo,


ul-CCTrCH-Information



UL-CCTrCH-InformationList-RL-ReconfReadyTDD 
OPTIONAL,


dl-CCTrCH-Information



DL-CCTrCH-InformationList-RL-ReconfReadyTDD
OPTIONAL,


dCHsToBeAdded




DCH-AddList-RL-ReconfReadyTDD


OPTIONAL,


dCHsToBeModified



DCH-ModifyList-RL-ReconfReadyTDD

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponse-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponse-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationList-RL-ReconfReadyTDD 

::= ProtocolIE-Container {{UL-CCTrCHInformationListIEs-RL-ReconfReadyTDD}}

UL-CCTrCHInformationListIEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD   CRITICALITY ignore
TYPE UL-CCTrCHInformationListIE-RL-ReconfReadyTDD

PRESENCE mandatory },


...

}

UL-CCTrCHInformationListIE-RL-ReconfReadyTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationItem-RL-ReconfReadyTDD








UL-CCTrCH-InformationItem-RL-ReconfReadyTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-DPCH-Information



UL-DPCH-InformationList-RL-ReconfReadyTDD,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCH-InformationItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-InformationItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationList-RL-ReconfReadyTDD ::= ProtocolIE-Container {{UL-DPCH-InformationListIEs-RL-ReconfReadyTDD}}

UL-DPCH-InformationListIEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationListIE-RL-ReconfReadyTDD   CRITICALITY ignore
TYPE UL-DPCH-InformationListIE-RL-ReconfReadyTDD

PRESENCE mandatory },


...

}

UL-DPCH-InformationListIE-RL-ReconfReadyTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF UL-DPCH-InformationItem-RL-ReconfReadyTDD
UL-DPCH-InformationItem-RL-ReconfReadyTDD ::=  SEQUENCE {



dPCH-ID





DPCH-ID,



tDD-ChannelisationCode



TDD-ChannelisationCode


OPTIONAL,



burstType




BurstType



OPTIONAL,



midambleShift




MidambleShift



OPTIONAL,



timeSlot




TimeSlot



OPTIONAL,



tDD-PhysicalChannelOffset


TDD-PhysicalChannelOffset

OPTIONAL,



repetitionPeriod



RepetitionPeriod


OPTIONAL,



repetitionLength



RepetitionLength


OPTIONAL,



tFCI-Presence




TFCI-Presence



OPTIONAL,



iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-InformationList-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,



...


}

UL-DPCH-InformationList-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationList-RL-ReconfReadyTDD 

::= ProtocolIE-Container {{DL-CCTrCHInformationListIEs-RL-ReconfReadyTDD}}

DL-CCTrCHInformationListIEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD   CRITICALITY ignore
TYPE DL-CCTrCHInformationListIE-RL-ReconfReadyTDD

PRESENCE mandatory },


...

}

DL-CCTrCHInformationListIE-RL-ReconfReadyTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCH-InformationItem-RL-ReconfReadyTDD









DL-CCTrCH-InformationItem-RL-ReconfReadyTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-DPCH-Information



DL-DPCH-InformationList-RL-ReconfReadyTDD,


iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCH-InformationItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-InformationItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationList-RL-ReconfReadyTDD ::= ProtocolIE-Container {{DL-DPCH-InformationListIEs-RL-ReconfReadyTDD}}

DL-DPCH-InformationListIEs-RL-ReconfReadyTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationListIE-RL-ReconfReadyTDD   CRITICALITY ignore
TYPE DL-DPCH-InformationListIE-RL-ReconfReadyTDD

PRESENCE mandatory },


...

}

DL-DPCH-InformationListIE-RL-ReconfReadyTDD ::= SEQUENCE (SIZE (1..maxNrOfDPCHs)) OF DL-DPCH-InformationItem-RL-ReconfReadyTDD
DL-DPCH-InformationItem-RL-ReconfReadyTDD ::=  SEQUENCE {



dPCH-ID





DPCH-ID,



tDD-ChannelisationCode



TDD-ChannelisationCode


OPTIONAL,



burstType




BurstType



OPTIONAL,



midambleShift




MidambleShift



OPTIONAL,



timeSlot




TimeSlot



OPTIONAL,



tDD-PhysicalChannelOffset


TDD-PhysicalChannelOffset

OPTIONAL,



repetitionPeriod



RepetitionPeriod


OPTIONAL,



repetitionLength



RepetitionLength


OPTIONAL,



tFCI-Presence




TFCI-Presence



OPTIONAL,



iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-InformationList-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,



...


}

DL-DPCH-InformationList-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-AddList-RL-ReconfReadyTDD



::= ProtocolIE-Container { {DCH-AddList-RL-ReconfReadyTDD-IEs} }

DCH-AddList-RL-ReconfReadyTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-AddListIE



CRITICALITY ignore
TYPE DCH-AddListIE-RL-ReconfReadyTDD

PRESENCE mandatory
},


...

}

DCH-AddListIE-RL-ReconfReadyTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-AddItem-RL-ReconfReadyTDD

DCH-AddItem-RL-ReconfReadyTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


iE-Extensions




ProtocolExtensionContainer { {DCH-AddItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

DCH-AddItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-ModifyList-RL-ReconfReadyTDD


::= ProtocolIE-Container { {DCH-ModifyList-RL-ReconfReadyTDD-IEs} }

DCH-ModifyList-RL-ReconfReadyTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-ModifyListIE



CRITICALITY ignore
TYPE DCH-ModifyListIE-RL-ReconfReadyTDD

PRESENCE mandatory
},


...

}

DCH-ModifyListIE-RL-ReconfReadyTDD ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-ModifyItem-RL-ReconfReadyTDD

DCH-ModifyItem-RL-ReconfReadyTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


iE-Extensions




ProtocolExtensionContainer { {DCH-ModifyItem-RL-ReconfReadyTDD-ExtIEs} } OPTIONAL,


...

}

DCH-ModifyItem-RL-ReconfReadyTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationReadyTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION COMMIT

--

-- **************************************************************

RadioLinkReconfigurationCommit ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationCommit-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationCommit-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationCommit-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-CFN




CRITICALITY ignore
TYPE CFN




PRESENCE mandatory
},


...

}

RadioLinkReconfigurationCommit-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION FAILURE

--

-- **************************************************************

RadioLinkReconfigurationFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationFailure-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationFailure-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationFailure-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-RL-ReconfigurationFailureList-RL-ReconfFail










CRITICALITY ignore
TYPE RL-ReconfigurationFailureList-RL-ReconfFail

















PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-ReconfigurationFailureList-RL-ReconfFail

::= RL-IE-ContainerList { {RL-ReconfigurationFailure-RL-ReconfFail-IEs} }

RL-ReconfigurationFailure-RL-ReconfFail-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-ReconfigurationFailure-RL-ReconfFail
CRITICALITY ignore
TYPE RL-ReconfigurationFailure-RL-ReconfFail
PRESENCE mandatory
},


...

}

RL-ReconfigurationFailure-RL-ReconfFail ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {RL-ReconfigurationFailure-RL-ReconfFail-ExtIEs} } OPTIONAL,


...

}

RL-ReconfigurationFailure-RL-ReconfFail-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationFailure-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION CANCEL

--

-- **************************************************************

RadioLinkReconfigurationCancel ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationCancel-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationCancel-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationCancel-IEs RNSAP-PROTOCOL-IES ::= {


...

}

RadioLinkReconfigurationCancel-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST FDD

--

-- **************************************************************

RadioLinkReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationRequestFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-AllowedQueuingTime


CRITICALITY reject
TYPE AllowedQueuingTime



PRESENCE mandatory
} |


{ ID id-UL-DPCH-Information


CRITICALITY reject
TYPE UL-DPCH-Information-RL-ReconfRqstFDD
PRESENCE optional
} |


{ ID id-DL-DPCH-Information


CRITICALITY reject
TYPE DL-DPCH-Information-RL-ReconfRqstFDD
PRESENCE optional
} |


{ ID id-DCH-ModifyList-RL-ReconfRqstFDD

CRITICALITY reject
TYPE DCH-ModifyList-RL-ReconfRqstFDD

PRESENCE mandatory
} |


{ ID id-DCH-AddList-RL-ReconfRqstFDD

CRITICALITY reject
TYPE DCH-AddList-RL-ReconfRqstFDD

PRESENCE mandatory
} |


{ ID id-DCH-DeleteList-RL-ReconfRqstFDD

CRITICALITY reject
TYPE DCH-DeleteList-RL-ReconfRqstFDD

PRESENCE mandatory
},


...

}

UL-DPCH-Information-RL-ReconfRqstFDD ::= SEQUENCE {


tFCS





TransportFormatCombinationSet
OPTIONAL,


meanBitRate




MeanBitRate

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-Information-RL-ReconfRqstFDD ::= SEQUENCE {


tFCS





TransportFormatCombinationSet
OPTIONAL,


tFCI-SignallingMode



TFCI-SignallingMode
OPTIONAL,


meanBitRate




MeanBitRate

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-Information-RL-ReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-ModifyList-RL-ReconfRqstFDD



::= 




SEQUENCE (SIZE(1..maxNrOfDCHs)) OF


SEQUENCE {



dCH-ID





DCH-ID,



ul-TransportformatSet



TransportFormatSet
OPTIONAL,



dl-TransportformatSet



TransportFormatSet
OPTIONAL,



allocationRetentionPriority


AllocationRetentionPriority OPTIONAL,



frameHandlingPriority



FrameHandlingPriority
OPTIONAL,



ul-FP-Mode




UL-FP-Mode

OPTIONAL,



toAWS





ToAWS


OPTIONAL,



toAWE





ToAWE


OPTIONAL,



iE-Extensions




ProtocolExtensionContainer { {DCH-ModifyList-RL-ReconfRqstFDD-ExtIEs} } OPTIONAL,



...


}

DCH-ModifyList-RL-ReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-AddList-RL-ReconfRqstFDD



::= 




SEQUENCE (SIZE(1..maxNrOfDCHs)) OF


SEQUENCE {



dCH-ID





DCH-ID,



rLC-Mode




RLC-Mode,



dCH-CombinationInd



DCH-CombinationInd
OPTIONAL,



ul-TransportformatSet



TransportFormatSet,



dl-TransportformatSet



TransportFormatSet,



allocationRetentionPriority


AllocationRetentionPriority,



frameHandlingPriority



FrameHandlingPriority,



payloadCRC-PresenceIndicator


PayloadCRC-PresenceIndicator,



ul-FP-Mode




UL-FP-Mode,



toAWS





ToAWS,



toAWE





ToAWE,



iE-Extensions




ProtocolExtensionContainer { {DCH-AddList-RL-ReconfRqstFDD-ExtIEs} } OPTIONAL,



...


}

DCH-AddList-RL-ReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-DeleteList-RL-ReconfRqstFDD



::= 




SEQUENCE (SIZE(1..maxNrOfDCHs)) OF


SEQUENCE {



dCH-ID





DCH-ID,



iE-Extensions




ProtocolExtensionContainer { {DCH-DeleteList-RL-ReconfRqstFDD-ExtIEs} } OPTIONAL,



...


}

DCH-DeleteList-RL-ReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST TDD

--

-- **************************************************************

RadioLinkReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationRequestTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationRequestTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-AllowedQueuingTime


CRITICALITY reject
TYPE AllowedQueuingTime



PRESENCE optional
} |


{ ID id-UL-MeanBitRate



CRITICALITY reject
TYPE MeanBitRate



PRESENCE optional
} |


{ ID id-DL-MeanBitRate



CRITICALITY reject
TYPE MeanBitRate



PRESENCE optional
} |


{ ID id-UL-CCTrCH-InformationList-RL-ReconfRqstTDD










CRITICALITY notify
TYPE UL-CCTrCH-InformationList-RL-ReconfRqstTDD
PRESENCE optional
} |


{ ID id-DL-CCTrCH-InformationList-RL-ReconfRqstTDD










CRITICALITY notify
TYPE DL-CCTrCH-InformationList-RL-ReconfRqstTDD
PRESENCE optional
} |


{ ID id-DCH-ModifyList-RL-ReconfRqstTDD

CRITICALITY reject
TYPE DCH-ModifyList-RL-ReconfRqstTDD

PRESENCE optional
} |


{ ID id-DCH-AddList-RL-ReconfRqstTDD

CRITICALITY reject
TYPE DCH-AddList-RL-ReconfRqstTDD

PRESENCE optional
} |


{ ID id-DCH-DeleteList-RL-ReconfRqstTDD

CRITICALITY reject
TYPE DCH-DeleteList-RL-ReconfRqstTDD

PRESENCE optional
},


...

}

UL-CCTrCH-InformationList-RL-ReconfRqstTDD

::= CCTrCH-IE-ContainerList { {UL-CCTrCH-InformationList-RL-ReconfRqstTDD-IEs} }

UL-CCTrCH-InformationList-RL-ReconfRqstTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationItem-RL-ReconfRqstTDD
CRITICALITY notify
TYPE UL-CCTrCH-InformationItem-RL-ReconfRqstTDD
PRESENCE mandatory
},


...

}

UL-CCTrCH-InformationItem-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


tFCS





TransportFormatCombinationSet,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCH-InformationItem-RL-ReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-InformationItem-RL-ReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationList-RL-ReconfRqstTDD

::= CCTrCH-IE-ContainerList { {DL-CCTrCH-InformationList-RL-ReconfRqstTDD-IEs} }

DL-CCTrCH-InformationList-RL-ReconfRqstTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationItem-RL-ReconfRqstTDD
CRITICALITY notify
TYPE DL-CCTrCH-InformationItem-RL-ReconfRqstTDD
PRESENCE mandatory
},


...

}

DL-CCTrCH-InformationItem-RL-ReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


tFCS





TransportFormatCombinationSet,


iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCH-InformationItem-RL-ReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-InformationItem-RL-ReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-ModifyList-RL-ReconfRqstTDD



::= SEQUENCE (SIZE(1..maxNrOfDCHs)) OF DCH-ModifyItem-RL-ReconfRqstTDD





DCH-ModifyItem-RL-ReconfRqstTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


ul-CCTrCH-ID




CCTrCH-ID

OPTIONAL,


dl-CCTrCH-ID




CCTrCH-ID

OPTIONAL,


ul-TransportformatSet



TransportFormatSet
OPTIONAL,


dl-TransportformatSet



TransportFormatSet
OPTIONAL,


allocationRetentionPriority


AllocationRetentionPriority OPTIONAL,


frameHandlingPriority



FrameHandlingPriority
OPTIONAL,


ul-FP-Mode




UL-FP-Mode

OPTIONAL,


toAWS





ToAWS


OPTIONAL,


toAWE





ToAWE


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DCH-ModifyItem-RL-ReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

DCH-ModifyItem-RL-ReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-AddList-RL-ReconfRqstTDD



::= SEQUENCE (SIZE(1..maxNrOfDCHs)) OF DCH-AddItem-RL-ReconfRqstTDD





DCH-AddItem-RL-ReconfRqstTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


rLC-Mode




RLC-Mode,


ul-CCTrCH-ID




CCTrCH-ID,


dl-CCTrCH-ID




CCTrCH-ID,


dCH-CombinationInd



DCH-CombinationInd
OPTIONAL,


ul-TransportformatSet



TransportFormatSet,


dl-TransportformatSet



TransportFormatSet,


allocationRetentionPriority


AllocationRetentionPriority,


frameHandlingPriority



FrameHandlingPriority,


ul-FP-Mode




UL-FP-Mode,


toAWS





ToAWS,


toAWE





ToAWE,


iE-Extensions




ProtocolExtensionContainer { {DCH-AddItem-RL-ReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

DCH-AddItem-RL-ReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-DeleteList-RL-ReconfRqstTDD



::= SEQUENCE (SIZE(1..maxNrOfDCHs)) OF DCH-DeleteItem-RL-ReconfRqstTDD





DCH-DeleteItem-RL-ReconfRqstTDD ::= SEQUENCE {


dCH-ID





DCH-ID,


iE-Extensions




ProtocolExtensionContainer { {DCH-DeleteItem-RL-ReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

DCH-DeleteItem-RL-ReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkReconfigurationRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION RESPONSE FDD

--

-- **************************************************************

RadioLinkReconfigurationResponseFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationResponseFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationResponseFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationResponseFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseList-RL-ReconfRsp

CRITICALITY ignore

TYPE RL-InformationResponseList-RL-ReconfRsp





PRESENCE mandatory
} |

{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponseList-RL-ReconfRsp

::= RL-IE-ContainerList { {RL-InformationResponse-RL-ReconfRsp-IEs} }

RL-InformationResponse-RL-ReconfRsp-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-ReconfRsp

CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-ReconfRsp

PRESENCE mandatory
},


...

}

RL-InformationResponseItem-RL-ReconfRsp ::= SEQUENCE {


rL-ID






RL-ID,


max-UL-EbNo





UL-EbNo


OPTIONAL,


min-UL-EbNo





UL-EbNo


OPTIONAL,

dCHsToBeAdded




DCH-AddList-RL-ReconfRsp


OPTIONAL,


dCHsToBeModified



DCH-ModifyList-RL-ReconfRsp


OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponseItem-RL-ReconfRsp-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponseItem-RL-ReconfRsp-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-AddList-RL-ReconfRsp



::= ProtocolIE-Container { {DCH-AddListItemIE-RL-ReconfRsp} }

DCH-AddListItemIE-RL-ReconfRsp RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-AddListItem-RL-ReconfRsp

CRITICALITY ignore
TYPE DCH-AddListItem-RL-ReconfRsp

PRESENCE mandatory
},


...

}

DCH-AddListItem-RL-ReconfRsp ::= SEQUENCE (SIZE(1..maxNrOfDCHs)) OF


SEQUENCE {



dCH-ID





DCH-ID,



bindingID




BindingID,



transportLayerAddress



TransportLayerAddress,



iE-Extensions




ProtocolExtensionContainer { {DCH-AddListItem-RL-ReconfRspFDD-ExtIEs} } OPTIONAL,



...


}

DCH-AddListItem-RL-ReconfRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-ModifyList-RL-ReconfRsp


::= ProtocolIE-Container { {DCH-ModifyListItemIE-RL-ReconfRsp} }

DCH-ModifyListItemIE-RL-ReconfRsp RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-ModifyListItem-RL-ReconfRsp
CRITICALITY ignore
TYPE DCH-ModifyListItem-RL-ReconfRsp

PRESENCE mandatory
},


...

}

DCH-ModifyListItem-RL-ReconfRsp ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID,


transportLayerAddress



TransportLayerAddress,


iE-Extensions




ProtocolExtensionContainer { {DCH-ModifyListItem-RL-ReconfRsp-ExtIEs} } OPTIONAL,


...

}

DCH-ModifyListItem-RL-ReconfRsp-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RadioLinkReconfigurationResponseFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION RESPONSE TDD

--

-- **************************************************************

RadioLinkReconfigurationResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkReconfigurationResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkReconfigurationResponseTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkReconfigurationResponseTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RadioLinkReconfigurationResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK FAILURE INDICATION

--

-- **************************************************************

RadioLinkFailureIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkFailureIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkFailureIndication-Extensions}}                   OPTIONAL,


...

}

RadioLinkFailureIndication-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationList-RL-FailureInd
CRITICALITY ignore
TYPE RL-InformationList-RL-FailureInd

PRESENCE mandatory
},


...

}

RL-InformationList-RL-FailureInd

 
::= RL-IE-ContainerList { {RL-Information-RL-FailureInd-IEs} }

RL-Information-RL-FailureInd-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-FailureInd

CRITICALITY ignore
TYPE RL-Information-RL-FailureInd

PRESENCE mandatory
},


...

}

RL-Information-RL-FailureInd ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-FailureInd-ExtIEs} } OPTIONAL,


...

} 

RL-Information-RL-FailureInd-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkFailureIndication-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK RESTORE INDICATION

--

-- **************************************************************

RadioLinkRestoreIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkRestoreIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkRestoreIndication-Extensions}}                   OPTIONAL,


...

}

RadioLinkRestoreIndication-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationList-RL-RestoreInd
CRITICALITY ignore
TYPE RL-InformationList-RL-RestoreInd

PRESENCE mandatory
},


...

}

RL-InformationList-RL-RestoreInd

 
::= RL-IE-ContainerList { {RL-Information-RL-RestoreInd-IEs} }

RL-Information-RL-RestoreInd-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-RestoreInd

CRITICALITY ignore
TYPE RL-Information-RL-RestoreInd

PRESENCE mandatory
},


...

}

RL-Information-RL-RestoreInd ::= SEQUENCE {


rL-ID





RL-ID,


iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-RestoreInd-ExtIEs} } OPTIONAL,


...

} 

RL-Information-RL-RestoreInd-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkRestoreIndication-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DOWNLINK POWER CONTROL REQUEST

--

-- **************************************************************

DL-PowerControlRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DL-PowerControlRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DL-PowerControlRequest-Extensions}}                   OPTIONAL,


...

}

DL-PowerControlRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-ProcedureScope-DL-PC-Rqst

CRITICALITY ignore
TYPE ProcedureScope-DL-PC-Rqst


PRESENCE mandatory
},


...

}

ProcedureScope-DL-PC-Rqst ::= CHOICE {


allRLs





AllRLs-DL-PC-Rqst,


individualRLs




IndividualRLs-DL-PC-Rqst,


...

}

AllRLs-DL-PC-Rqst ::= ProtocolIE-Container {{ AllRLsItemIE-DL-PC-Rqst }}

AllRLsItemIE-DL-PC-Rqst RNSAP-PROTOCOL-IES ::= {


{ ID id-AllRLsItem-DL-PC-Rqst   CRITICALITY ignore
TYPE AllRLsItem-DL-PC-Rqst

PRESENCE mandatory },


...

}
AllRLsItem-DL-PC-Rqst ::= SEQUENCE {


dl-ReferencePower


DL-Power,


iE-Extensions



ProtocolExtensionContainer { { AllRLsItem-DL-PC-Rqst-ExtIEs} } OPTIONAL,


...
}
AllRLsItem-DL-PC-Rqst-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
IndividualRLs-DL-PC-Rqst ::= ProtocolIE-Container {{ IndividualRLsItemIE-DL-PC-Rqst }}

IndividualRLsItemIE-DL-PC-Rqst RNSAP-PROTOCOL-IES ::= {


{ ID id-IndividualRLsItem-DL-PC-Rqst   CRITICALITY ignore
TYPE IndividualRLsItem-DL-PC-Rqst

PRESENCE mandatory },


...

}
IndividualRLsItem-DL-PC-Rqst ::= SEQUENCE {


dl-ReferencePowerInformationList


DL-ReferencePowerInformationList-DL-PC-Rqst,


iE-Extensions







ProtocolExtensionContainer { { IndividualRLsItem-DL-PC-Rqst-ExtIEs} } OPTIONAL,


...
}
IndividualRLsItem-DL-PC-Rqst-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DL-ReferencePowerInformationList-DL-PC-Rqst 

::= ProtocolIE-Container { {DL-ReferencePowerInformationListItemIE-DL-PC-Rqst} }

DL-ReferencePowerInformationListItemIE-DL-PC-Rqst RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-ReferencePowerInformationListItem-DL-PC-Rqst
CRITICALITY ignore
TYPE DL-ReferencePowerInformationListItem-DL-PC-Rqst
PRESENCE mandatory
},


...

}

DL-ReferencePowerInformationListItem-DL-PC-Rqst ::= SEQUENCE (SIZE(1..maxNrOfRLs)) OF


SEQUENCE {



rL-ID





RL-ID,



dl-Power




DL-Power,



iE-Extensions




ProtocolExtensionContainer { {DL-ReferencePowerInformationListItem-DL-PC-Rqst-ExtIEs} } OPTIONAL,



...


}

DL-ReferencePowerInformationListItem-DL-PC-Rqst-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-PowerControlRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION REQUEST FDD

--

-- **************************************************************

PhysicalChannelReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{PhysicalChannelReconfigurationRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{PhysicalChannelReconfigurationRequestFDD-Extensions}}                   OPTIONAL,


...

}

PhysicalChannelReconfigurationRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-PhyChReconfRqstFDD
CRITICALITY reject
TYPE RL-Information-PhyChReconfRqstFDD

PRESENCE mandatory
},


...

}

RL-Information-PhyChReconfRqstFDD ::= SEQUENCE {


rL-ID





RL-ID,


dl-CodeInformations



DL-CodeInformationList-PhyChReconfRqstFDD,


iE-Extensions




ProtocolExtensionContainer { {RL-Information-PhyChReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-PhyChReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CodeInformationList-PhyChReconfRqstFDD 

::= ProtocolIE-Container { {DL-CodeInformationListItemIE-PhyChReconfRqstFDD} }

DL-CodeInformationListItemIE-PhyChReconfRqstFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CodeInformationListItem-PhyChReconfRqstFDD
CRITICALITY notify
TYPE DL-CodeInformationListItem-PhyChReconfRqstFDD
PRESENCE mandatory
},


...

}

DL-CodeInformationListItem-PhyChReconfRqstFDD ::= SEQUENCE (SIZE(1..maxNrOfDL-Codes)) OF


SEQUENCE {



dl-scramblingCode



DL-ScramblingCode,



fDD-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,



iE-Extensions




ProtocolExtensionContainer { {DL-CodeInformationListItem-PhyChReconfRqstFDD-ExtIEs} } OPTIONAL,



...


}

DL-CodeInformationListItem-PhyChReconfRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PhysicalChannelReconfigurationRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

PhysicalChannelReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{PhysicalChannelReconfigurationRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{PhysicalChannelReconfigurationRequestTDD-Extensions}}                   OPTIONAL,


...

}

PhysicalChannelReconfigurationRequestTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-PhyChReconfRqstTDD
CRITICALITY reject
TYPE RL-Information-PhyChReconfRqstTDD

PRESENCE mandatory
},


...

}

RL-Information-PhyChReconfRqstTDD ::= SEQUENCE {


rL-ID





RL-ID,


ul-CCTrCH-Information



UL-CCTrCH-InformationList-PhyChReconfRqstTDD,


dl-CCTrCH-Information



DL-CCTrCH-InformationList-PhyChReconfRqstTDD,


iE-Extensions




ProtocolExtensionContainer { {RL-Information-PhyChReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-PhyChReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-InformationList-PhyChReconfRqstTDD 

::= ProtocolIE-Container { {UL-CCTrCH-InformationList-PhyChReconfRqstTDD-IEs} }

UL-CCTrCH-InformationList-PhyChReconfRqstTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD

CRITICALITY reject
TYPE UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD

PRESENCE mandatory
} ,




...

}

UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCH-InformationItem-PhyChReconfRqstTDD
UL-CCTrCH-InformationItem-PhyChReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID





CCTrCH-ID,


ul-DPCH-Information



UL-DPCH-InformationList-PhyChReconfRqstTDD,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCH-InformationItem-PhyChReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-InformationItem-PhyChReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationList-PhyChReconfRqstTDD ::= DPCH-IE-ContainerList {{UL-DPCH-InformationListIEs-PhyChReconfRqstTDD}}

UL-DPCH-InformationListIEs-PhyChReconfRqstTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationItem-PhyChReconfRqstTDD   CRITICALITY notify
TYPE UL-DPCH-InformationItem-PhyChReconfRqstTDD

PRESENCE mandatory },


...

}


UL-DPCH-InformationItem-PhyChReconfRqstTDD ::= 

SEQUENCE {



dPCH-ID





DPCH-ID,



tDD-ChannelisationCode



TDD-ChannelisationCode


OPTIONAL,



burstType




BurstType



OPTIONAL,



midambleShift




MidambleShift



OPTIONAL,



timeSlot




TimeSlot



OPTIONAL,



tDD-PhysicalChannelOffset


TDD-PhysicalChannelOffset

OPTIONAL,



repetitionPeriod



RepetitionPeriod


OPTIONAL,



repetitionLength



RepetitionLength


OPTIONAL,



tFCI-Presence




TFCI-Presence



OPTIONAL,



iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-InformationItem-PhyChReconfRqstTDD-ExtIEs} } OPTIONAL,



...


}

UL-DPCH-InformationItem-PhyChReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-InformationList-PhyChReconfRqstTDD 

::= ProtocolIE-Container { {DL-CCTrCH-InformationList-PhyChReconfRqstTDD-IEs} }








DL-CCTrCH-InformationList-PhyChReconfRqstTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD

CRITICALITY reject
TYPE DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD

PRESENCE mandatory
} ,


...

}

DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCH-InformationItem-PhyChReconfRqstTDD

DL-CCTrCH-InformationItem-PhyChReconfRqstTDD ::= SEQUENCE {


cCTrCH-ID





CCTrCH-ID,


dl-DPCH-Information



DL-DPCH-InformationList-PhyChReconfRqstTDD,


iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCH-InformationItem-PhyChReconfRqstTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-InformationItem-PhyChReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationList-PhyChReconfRqstTDD ::= DPCH-IE-ContainerList {{DL-DPCH-InformationListIEs-PhyChReconfRqstTDD}}

DL-DPCH-InformationListIEs-PhyChReconfRqstTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationItem-PhyChReconfRqstTDD   CRITICALITY notify
TYPE DL-DPCH-InformationItem-PhyChReconfRqstTDD

PRESENCE mandatory },


...

}


DL-DPCH-InformationItem-PhyChReconfRqstTDD ::= 

SEQUENCE {



dPCH-ID





DPCH-ID,



tDD-ChannelisationCode



TDD-ChannelisationCode


OPTIONAL,



burstType




BurstType



OPTIONAL,



midambleShift




MidambleShift



OPTIONAL,



timeSlot




TimeSlot



OPTIONAL,



tDD-PhysicalChannelOffset


TDD-PhysicalChannelOffset

OPTIONAL,



repetitionPeriod



RepetitionPeriod


OPTIONAL,



repetitionLength



RepetitionLength


OPTIONAL,



tFCI-Presence




TFCI-Presence



OPTIONAL,



iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-InformationList-PhyChReconfRqstTDD-ExtIEs} } OPTIONAL,



...


}

DL-DPCH-InformationList-PhyChReconfRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PhysicalChannelReconfigurationRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION COMMAND

--

-- **************************************************************

PhysicalChannelReconfigurationCommand ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{PhysicalChannelReconfigurationCommand-IEs}},


protocolExtensions              ProtocolExtensionContainer {{PhysicalChannelReconfigurationCommand-Extensions}}                   OPTIONAL,


...

}

PhysicalChannelReconfigurationCommand-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-CFN




CRITICALITY ignore
TYPE CFN




PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

PhysicalChannelReconfigurationCommand-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PHYSICAL CHANNEL RECONFIGURATION FAILURE

--

-- **************************************************************

PhysicalChannelReconfigurationFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{PhysicalChannelReconfigurationFailure-IEs}},


protocolExtensions              ProtocolExtensionContainer {{PhysicalChannelReconfigurationFailure-Extensions}}                   OPTIONAL,


...

}

PhysicalChannelReconfigurationFailure-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

PhysicalChannelReconfigurationFailure-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- UPLINK SIGNALLING TRANSFER INDICATION

--

-- **************************************************************

UplinkSignallingTransferIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{UplinkSignallingTransferIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{UplinkSignallingTransferIndication-Extensions}}                   OPTIONAL,


...

}

UplinkSignallingTransferIndication-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UC-ID




CRITICALITY ignore
TYPE UC-ID




PRESENCE mandatory
} |


{ ID id-SAI




CRITICALITY ignore
TYPE SAI




PRESENCE mandatory
} |


{ ID id-C-RNTI




CRITICALITY ignore
TYPE C-RNTI




PRESENCE mandatory
} |


{ ID id-S-RNTI




CRITICALITY ignore
TYPE S-RNTI




PRESENCE mandatory
} |


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI




PRESENCE optional
} |


{ ID id-L3-Information



CRITICALITY ignore
TYPE L3-Information



PRESENCE mandatory
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-URA-ID




CRITICALITY ignore
TYPE URA-ID




PRESENCE mandatory
} |


{ ID id-MultipleURAsIndicator


CRITICALITY ignore
TYPE MultipleURAsIndicator


PRESENCE mandatory
} |


{ ID id-RNCsWithCellsInTheAccessedURA-List-UL-ST-Ind










CRITICALITY ignore
TYPE RNCsWithCellsInTheAccessedURA-List-UL-ST-Ind



















PRESENCE mandatory
},


...

}

-- All RNC-IDs share same criticality!

RNCsWithCellsInTheAccessedURA-List-UL-ST-Ind ::= SEQUENCE (SIZE (1..maxRNCinURA)) OF


SEQUENCE {



rNC-ID





RNC-ID,



iE-Extensions




ProtocolExtensionContainer { {RNCsWithCellsInTheAccessedURA-List-UL-ST-Ind-ExtIEs} } OPTIONAL,



...


}

RNCsWithCellsInTheAccessedURA-List-UL-ST-Ind-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UplinkSignallingTransferIndication-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DOWNLINK SIGNALLING TRANSFER REQUEST

--

-- **************************************************************

DownlinkSignallingTransferRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DownlinkSignallingTransferRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DownlinkSignallingTransferRequest-Extensions}}                   OPTIONAL,


...

}

DownlinkSignallingTransferRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-C-ID




CRITICALITY ignore
TYPE C-ID




PRESENCE mandatory
} |


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI




PRESENCE mandatory
} |


{ ID id-L3-Information



CRITICALITY ignore
TYPE L3-Information



PRESENCE mandatory
} |


{ ID id-D-RNTI-ReleaseIndication

CRITICALITY ignore
TYPE D-RNTI-ReleaseIndication


PRESENCE mandatory
},


...

}

DownlinkSignallingTransferRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RELOCATION COMMIT

--

-- **************************************************************

RelocationCommit ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RelocationCommit-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RelocationCommit-Extensions}}                   OPTIONAL,


...

}

RelocationCommit-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI




PRESENCE mandatory
} |


{ ID id-RANAP-RelocationInformation

CRITICALITY ignore
TYPE RANAP-RelocationInformation

PRESENCE mandatory
},


...

}

RelocationCommit-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PAGING REQUEST

--

-- **************************************************************

PagingRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{PagingRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{PagingRequest-Extensions}}                   OPTIONAL,


...

}

PagingRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-PagingArea-PagingRqst


CRITICALITY ignore
TYPE PagingArea-PagingRqst


PRESENCE mandatory
} |


{ ID id-SRNC-ID




CRITICALITY ignore
TYPE SRNC-ID




PRESENCE mandatory
} |


{ ID id-S-RNTI




CRITICALITY ignore
TYPE S-RNTI




PRESENCE mandatory
} |


{ ID id-DRX-Parameter



CRITICALITY ignore
TYPE DRX-Parameter



PRESENCE mandatory
},


...

}

PagingArea-PagingRqst ::= CHOICE {


uRA





URA-ID,


cell





C-ID,


...

}

PagingRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT INITIATION REQUEST

--

-- **************************************************************

DedicatedMeasurementInitiationRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DedicatedMeasurementInitiationRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DedicatedMeasurementInitiationRequest-Extensions}}                   OPTIONAL,


...

}

DedicatedMeasurementInitiationRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-MeasurementID



CRITICALITY reject
TYPE MeasurementID



PRESENCE mandatory
} |


{ ID id-DedicatedMeasurementObjectType-DM-Rqst
CRITICALITY ignore
TYPE DedicatedMeasurementObjectType-DM-Rqst
PRESENCE mandatory
} |


{ ID id-MeasurementCharacteristics

CRITICALITY reject
TYPE MeasurementCharacteristics


PRESENCE mandatory
} |


{ ID id-ReportCharacteristics


CRITICALITY reject
TYPE ReportCharacteristics


PRESENCE mandatory
},


...

}

DedicatedMeasurementObjectType-DM-Rqst ::= CHOICE {


rLs





RLs-DM-Rqst,


...

}

RLs-DM-Rqst ::= ProtocolIE-Container {{ RLsItemIE-DM-Rqst }}
RLsItemIE-DM-Rqst RNSAP-PROTOCOL-IES ::= {


{ ID id-RLsItem-DM-Rqst

CRITICALITY
reject

TYPE
RLsItem-DM-Rqst

PRESENCE
mandatory
},


...

}
RLsItem-DM-Rqst ::= SEQUENCE {


rL-InformationList


RL-InformationList-DM-Rqst,


iE-Extensions




ProtocolExtensionContainer { { RLsItem-DM-Rqst-ExtIEs} } OPTIONAL,


...

}

RLsItem-DM-Rqst-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RL-InformationList-DM-Rqst




::= RL-IE-ContainerList { {RL-Information-DM-Rqst-IEs} }

RL-Information-DM-Rqst-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationItem-DM-Rqst

CRITICALITY reject
TYPE RL-InformationItem-DM-Rqst


PRESENCE mandatory
},


...

}

RL-InformationItem-DM-Rqst ::= SEQUENCE {


rL-ID





RL-ID,


dPCH-ID





DPCH-ID

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {RL-InformationItem-DM-Rqst-ExtIEs} } OPTIONAL,


...

}

RL-InformationItem-DM-Rqst-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DedicatedMeasurementInitiationRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT INITIATION RESPONSE

--

-- **************************************************************

DedicatedMeasurementInitiationResponse ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DedicatedMeasurementInitiationResponse-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DedicatedMeasurementInitiationResponse-Extensions}}                   OPTIONAL,


...

}

DedicatedMeasurementInitiationResponse-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-MeasurementID



CRITICALITY ignore
TYPE MeasurementID



PRESENCE mandatory
} |


{ ID id-DedicatedMeasurementObjectType-DM-Rspns
CRITICALITY ignore
TYPE DedicatedMeasurementObjectType-DM-Rspns
PRESENCE mandatory
} |


{ ID id-CFN




CRITICALITY ignore
TYPE CFN




PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

DedicatedMeasurementObjectType-DM-Rspns ::= CHOICE {


rLs





RLs-DM-Rspns,


allRL





ALLRL-DM-Rspns,


...

}

RLs-DM-Rspns ::= ProtocolIE-Container {{ RLsItemIE-DM-Rspns }}

RLsItemIE-DM-Rspns RNSAP-PROTOCOL-IES ::= {


{ ID id-RLsItem-DM-Rspns
CRITICALITY ignore
TYPE RLsItem-DM-Rspns
PRESENCE mandatory
},


...

}
RLsItem-DM-Rspns ::= SEQUENCE {


rL-InformationList



RL-InformationList-DM-Rspns,


iE-Extensions




ProtocolExtensionContainer { {RLsItem-DM-Rspns-ExtIEs} } OPTIONAL,


...

}

RLsItem-DM-Rspns-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...
}
RL-InformationList-DM-Rspns




::= RL-IE-ContainerList { {RL-Information-DM-Rspns-IEs} }

RL-Information-DM-Rspns-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationItem-DM-Rspns

CRITICALITY ignore
TYPE RL-InformationItem-DM-Rspns

PRESENCE mandatory
},


...

}

RL-InformationItem-DM-Rspns ::= SEQUENCE {


rL-ID





RL-ID,


dPCH-ID





DPCH-ID



OPTIONAL,


dedicatedMeasurementValue


DedicatedMeasurementValue,


iE-Extensions




ProtocolExtensionContainer { {RL-InformationItem-DM-Rspns-ExtIEs} } OPTIONAL,


...

}

RL-InformationItem-DM-Rspns-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

ALLRL-DM-Rspns ::= ProtocolIE-Container {{ ALLRLItemIE-DM-Rspns }}

ALLRLItemIE-DM-Rspns RNSAP-PROTOCOL-IES ::= {


{ ID id-ALLRLItem-DM-Rspns
CRITICALITY ignore
TYPE ALLRLItem-DM-Rspns
PRESENCE mandatory
},


...

}
ALLRLItem-DM-Rspns ::= SEQUENCE {


allRL-Information



AllRL-Information-DM-Rspns,


iE-Extensions




ProtocolExtensionContainer { { ALLRLItem-DM-Rspns-ExtIEs} } OPTIONAL,


...

}

ALLRLItem-DM-Rspns-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...
}
AllRL-Information-DM-Rspns ::= SEQUENCE {


dedicatedMeasurementValue


DedicatedMeasurementValue,


iE-Extensions




ProtocolExtensionContainer { {AllRL-Information-DM-Rspns-ExtIEs} } OPTIONAL,


...

}

AllRL-Information-DM-Rspns-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DedicatedMeasurementInitiationResponse-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT INITIATION FAILURE

--

-- **************************************************************

DedicatedMeasurementInitiationFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DedicatedMeasurementInitiationFailure-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DedicatedMeasurementInitiationFailure-Extensions}}                   OPTIONAL,


...

}

DedicatedMeasurementInitiationFailure-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-MeasurementID



CRITICALITY ignore
TYPE MeasurementID



PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

DedicatedMeasurementInitiationFailure-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT REPORT

--

-- **************************************************************

DedicatedMeasurementReport ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DedicatedMeasurementReport-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DedicatedMeasurementReport-Extensions}}                   OPTIONAL,


...

}

DedicatedMeasurementReport-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-MeasurementID



CRITICALITY ignore
TYPE MeasurementID



PRESENCE mandatory
} |


{ ID id-DedicatedMeasurementObjectType-DM-Rprt
CRITICALITY ignore
TYPE DedicatedMeasurementObjectType-DM-Rprt
PRESENCE mandatory
} |


{ ID id-CFN




CRITICALITY ignore
TYPE CFN




PRESENCE optional
},


...

}

DedicatedMeasurementObjectType-DM-Rprt ::= CHOICE {


rLs





RLs-DM-Rprt,


allRL





ALLRL-DM-Rprt,


...

}

RLs-DM-Rprt ::= ProtocolIE-Container {{ RLsItemIE-DM-Rprt }}

RLsItemIE-DM-Rprt RNSAP-PROTOCOL-IES ::= {


{ ID id-RLsItem-DM-Rprt
CRITICALITY ignore
TYPE RLsItem-DM-Rprt
PRESENCE mandatory
},


...

}
RLsItem-DM-Rprt ::= SEQUENCE {


rL-InformationList



RL-InformationList-DM-Rprt,


iE-Extensions




ProtocolExtensionContainer { { RLsItem-DM-Rprt-ExtIEs} } OPTIONAL,


...

}

RLsItem-DM-Rprt-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...
}
RL-InformationList-DM-Rprt




::= RL-IE-ContainerList { {RL-Information-DM-Rprt-IEs} }

RL-Information-DM-Rprt-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationItem-DM-Rprt

CRITICALITY ignore
TYPE RL-InformationItem-DM-Rprt


PRESENCE mandatory
},


...

}

RL-InformationItem-DM-Rprt ::= SEQUENCE {


rL-ID





RL-ID,


dPCH-ID





DPCH-ID



OPTIONAL,


dedicatedMeasurementValue


DedicatedMeasurementValue,


iE-Extensions




ProtocolExtensionContainer { {RL-InformationItem-DM-Rprt-ExtIEs} } OPTIONAL,


...

}

RL-InformationItem-DM-Rprt-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

ALLRL-DM-Rprt ::= ProtocolIE-Container {{ ALLRLItemIE-DM-Rprt }}

ALLRLItemIE-DM-Rprt RNSAP-PROTOCOL-IES ::= {


{ ID id-ALLRLItem-DM-Rprt
CRITICALITY ignore
TYPE ALLRLItem-DM-Rprt
PRESENCE mandatory
},


...

}
ALLRLItem-DM-Rprt ::= SEQUENCE {


allRL-Information-DM-Rprt

AllRL-Information-DM-Rprt,


iE-Extensions




ProtocolExtensionContainer { { ALLRLItem-DM-Rprt-ExtIEs} } OPTIONAL,


...

}

ALLRLItem-DM-Rprt-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...
}
AllRL-Information-DM-Rprt ::= SEQUENCE {


dedicatedMeasurementValue


DedicatedMeasurementValue,


iE-Extensions




ProtocolExtensionContainer { {AllRL-Information-DM-Rprt-ExtIEs} } OPTIONAL,


...

}

AllRL-Information-DM-Rprt-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DedicatedMeasurementReport-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT TERMINATION REQUEST

--

-- **************************************************************

DedicatedMeasurementTerminationRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DedicatedMeasurementTerminationRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DedicatedMeasurementTerminationRequest-Extensions}}                   OPTIONAL,


...

}

DedicatedMeasurementTerminationRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-MeasurementID



CRITICALITY ignore
TYPE MeasurementID



PRESENCE mandatory
},


...

}

DedicatedMeasurementTerminationRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DEDICATED MEASUREMENT FAILURE INDICATION

--

-- **************************************************************

DedicatedMeasurementFailureIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DedicatedMeasurementFailureIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{DedicatedMeasurementFailureIndication-Extensions}}                   OPTIONAL,


...

}

DedicatedMeasurementFailureIndication-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-MeasurementID



CRITICALITY ignore
TYPE MeasurementID



PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
},


...

}

DedicatedMeasurementFailureIndication-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RESOURCES RELEASE REQUEST

--

-- **************************************************************

CommonTransportChannelResourcesReleaseRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelResourcesReleaseRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelResourcesReleaseRequest-Extensions}}                   OPTIONAL,


...

}

CommonTransportChannelResourcesReleaseRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI




PRESENCE mandatory
} |


{ ID id-C-RNTI




CRITICALITY ignore
TYPE C-RNTI




PRESENCE optional
},


...

}

CommonTransportChannelResourcesReleaseRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RESOURCES REQUEST

--

-- **************************************************************

CommonTransportChannelResourcesRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelResourcesRequest-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelResourcesRequest-Extensions}}


OPTIONAL,


...

}

CommonTransportChannelResourcesRequest-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY reject
TYPE D-RNTI




PRESENCE mandatory
} |


{ ID id-TransportBearerRequestIndicator

CRITICALITY reject
TYPE TransportBearerRequestIndicator

PRESENCE mandatory
} |


{ ID id-TransportBearerID


CRITICALITY reject
TYPE TransportBearerID



PRESENCE mandatory
},


...

}

CommonTransportChannelResourcesRequest-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RESOURCES RESPONSE FDD

--

-- **************************************************************

CommonTransportChannelResourcesResponseFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelResourcesResponseFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelResourcesResponseFDD-Extensions}}


OPTIONAL,


...

}

CommonTransportChannelResourcesResponseFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-S-RNTI




CRITICALITY ignore
TYPE S-RNTI




PRESENCE mandatory
} |


{ ID id-FACH-InfoForS-CCPCH-CoupledToPRACH
CRITICALITY ignore
TYPE FACH-InfoForS-CCPCH-CoupledToPRACH

PRESENCE mandatory
} |


{ ID id-FACH-InfoForOptionalS-CCPCH-FDD

CRITICALITY ignore
TYPE FACH-InfoForOptionalS-CCPCH-FDD

PRESENCE optional
} |


{ ID id-TransportLayerAddress


CRITICALITY ignore
TYPE TransportLayerAddress


PRESENCE optional
} |


{ ID id-BindingID



CRITICALITY ignore
TYPE BindingID




PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

FACH-InfoForS-CCPCH-CoupledToPRACH ::= SEQUENCE {


priorityIndicatorAndInitialWindowSizes

PriorityIndicatorAndInitialWindowSizeList,


iE-Extensions




ProtocolExtensionContainer { {FACH-InfoForS-CCPCH-CoupledToPRACH-ExtIEs} } OPTIONAL,


...

}

FACH-InfoForS-CCPCH-CoupledToPRACH-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PriorityIndicatorAndInitialWindowSizeList ::= ProtocolIE-Container {{PriorityIndicatorAndInitialWindowSizeList-IEs}}

PriorityIndicatorAndInitialWindowSizeList-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-PriorityIndicatorAndInitialWindowSizeListIE
CRITICALITY ignore
TYPE PriorityIndicatorAndInitialWindowSizeListIE
PRESENCE mandatory
},


...

}
PriorityIndicatorAndInitialWindowSizeListIE ::= SEQUENCE (SIZE (1..16)) OF


SEQUENCE {



fACH-PriorityIndicator



FACH-PriorityIndicator,



mAC-c-SDU-Lengths



MAC-c-SDU-LengthList,



fACH-InitialWindowSize



FACH-InitialWindowSize,



iE-Extensions




ProtocolExtensionContainer { {PriorityIndicatorAndInitialWindowSizeList-ExtIEs} } OPTIONAL,



...


}

PriorityIndicatorAndInitialWindowSizeList-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

MAC-c-SDU-LengthList ::= ProtocolIE-Container {{ MAC-c-SDU-LengthListItemIE }}

MAC-c-SDU-LengthListItemIE RNSAP-PROTOCOL-IES ::= {


{ ID id-MAC-c-SDU-LengthListItem
CRITICALITY ignore
TYPE MAC-c-SDU-LengthListItem
PRESENCE mandatory
},


...

}
MAC-c-SDU-LengthListItem ::= SEQUENCE (SIZE (1..maxNrOfMACcSDU-Length)) OF


SEQUENCE {



mAC-c-SDU-Length



MAC-c-SDU-Length,



iE-Extensions




ProtocolExtensionContainer { {MAC-c-SDU-LengthList-ExtIEs} } OPTIONAL,



...


}

MAC-c-SDU-LengthList-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

FACH-InfoForOptionalS-CCPCH-FDD ::= SEQUENCE {


fDD-S-CCPCH-Offset



FDD-S-CCPCH-Offset,


dl-ScrablingCode



DL-ScramblingCode,


fDD-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,


dl-TFCS





TransportFormatCombinationSet,


secondaryCCPCH-SlotFormat




SecondaryCCPCH-SlotFormat,


pilotBitsUsedIndicator



PilotBitsUsedIndicator,


multiplexingPosition



MultiplexingPosition,


sSDT-Indication




SSDT-Indication,


priorityIndicatorAndInitialWindowSizeList
PriorityIndicatorAndInitialWindowSizeList2,




iE-Extensions




ProtocolExtensionContainer { {FACH-InfoForOptionalS-CCPCH-ExtIEs} } OPTIONAL,


...

}

FACH-InfoForOptionalS-CCPCH-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PriorityIndicatorAndInitialWindowSizeList2 ::= ProtocolIE-Container {{PriorityIndicatorAndInitialWindowSizeList2-IEs}}

PriorityIndicatorAndInitialWindowSizeList2-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-PriorityIndicatorAndInitialWindowSizeList2IE
CRITICALITY ignore
TYPE PriorityIndicatorAndInitialWindowSizeList2IE
PRESENCE mandatory
},


...

}
PriorityIndicatorAndInitialWindowSizeList2IE ::= SEQUENCE (SIZE (1..16)) OF


SEQUENCE {



fACH-PriorityIndicator



FACH-PriorityIndicator,



dataFrameSize





DataFrameSizeList,



fACH-InitialWindowSize



FACH-InitialWindowSize,



iE-Extensions




ProtocolExtensionContainer { {PriorityIndicatorAndInitialWindowSizeList2-ExtIEs} } OPTIONAL,



...


}

PriorityIndicatorAndInitialWindowSizeList2-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DataFrameSizeList ::= ProtocolIE-Container {{ DataFrameSizeListItemIE }}

DataFrameSizeListItemIE RNSAP-PROTOCOL-IES ::= {


{ ID id-DataFrameSizeListItem
CRITICALITY ignore
TYPE DataFrameSizeListItem
PRESENCE mandatory
},


...

}
DataFrameSizeListItem ::= SEQUENCE (SIZE (1..maxNrOfMACcSDU-Length)) OF


SEQUENCE {



mAC-c-SDU-Length



MAC-c-SDU-Length,



iE-Extensions




ProtocolExtensionContainer { {MAC-c-SDU-LengthList2-ExtIEs} } OPTIONAL,



...


}

MAC-c-SDU-LengthList2-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
















CommonTransportChannelResourcesResponseFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RESOURCES RESPONSE TDD

--

-- **************************************************************

CommonTransportChannelResourcesResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelResourcesResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelResourcesResponseTDD-Extensions}}


OPTIONAL,


...

}

CommonTransportChannelResourcesResponseTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-S-RNTI




CRITICALITY ignore
TYPE S-RNTI




PRESENCE mandatory
} |


{ ID id-FACH-InfoForS-CCPCH-CoupledToPRACH
CRITICALITY ignore
TYPE FACH-InfoForS-CCPCH-CoupledToPRACH

PRESENCE optional
} |


{ ID id-FACH-InfoForOptionalGroupS-CCPCH-CTCRRsp-TDD
CRITICALITY ignore
TYPE FACH-InfoForOptionalGroupOfS-CCPCH-CTCRRsp-TDD

PRESENCE optional
} |


{ ID id-TransportLayerAddress


CRITICALITY ignore
TYPE TransportLayerAddress


PRESENCE optional
} |


{ ID id-BindingID



CRITICALITY ignore
TYPE BindingID




PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

FACH-InfoForOptionalGroupOfS-CCPCH-CTCRRsp-TDD ::= SEQUENCE {


dl-TFCS





TransportFormatCombinationSet,


secondaryCCPCHs




SecondaryCCPCH-List-CTCRRsp-TDD,


iE-Extensions




ProtocolExtensionContainer { {FACH-InfoForOptionalGroupOfS-CCPCH-ExtIEs} } OPTIONAL,


...

}

FACH-InfoForOptionalGroupOfS-CCPCH-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SecondaryCCPCH-List-CTCRRsp-TDD ::= ProtocolIE-Container {{SecondaryCCPCH-List-CTCRRsp-TDD-IEs}}

SecondaryCCPCH-List-CTCRRsp-TDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SecondaryCCPCH-ListIE-CTCRRsp-TDD
CRITICALITY ignore
TYPE SecondaryCCPCH-ListIE-CTCRRsp-TDD
PRESENCE mandatory
},


...

}
SecondaryCCPCH-ListIE-CTCRRsp-TDD ::= SEQUENCE (SIZE (1..maxNrOfSCCPCHs)) OF


SEQUENCE {



tDD-ChannelisationCode



TDD-ChannelisationCode,



timeSlot




TimeSlot,



burstType




BurstType,



midambleShift




MidambleShift,



tDD-PhysicalChannelOffset


TDD-PhysicalChannelOffset,



repetitionPeriod



RepetitionPeriod,



repetitionLength



RepetitionLength,



sSDT-Indication




SSDT-Indication,



priorityIndicatorAndInitialWindowSizeList
PriorityIndicatorAndInitialWindowSizeList2,



iE-Extensions




ProtocolExtensionContainer { {SecondaryCCPCH-TDD-List-ExtIEs} } OPTIONAL,



...


}

SecondaryCCPCH-TDD-List-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CommonTransportChannelResourcesResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RESOURCES FAILURE

--

-- **************************************************************

CommonTransportChannelResourcesFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CommonTransportChannelResourcesFailure-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CommonTransportChannelResourcesFailure-Extensions}}


OPTIONAL,


...

}

CommonTransportChannelResourcesFailure-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-S-RNTI




CRITICALITY ignore
TYPE S-RNTI




PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

CommonTransportChannelResourcesFailure-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMPRESSED MODE PREPARE

--

-- **************************************************************

CompressedModePrepare ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CompressedModePrepare-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CompressedModePrepare-Extensions}}                   OPTIONAL,


...

}

CompressedModePrepare-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-TGP1




CRITICALITY reject
TYPE GapPeriod




PRESENCE mandatory
} |


{ ID id-TGP2




CRITICALITY reject
TYPE GapPeriod




PRESENCE optional
} |


{ ID id-TGL




CRITICALITY reject
TYPE TGL




PRESENCE mandatory
} |


{ ID id-TGD




CRITICALITY reject
TYPE TGD




PRESENCE mandatory
} |


{ ID id-PD




CRITICALITY reject
TYPE PD





PRESENCE mandatory
} |


{ ID id-UL-DL-CompressedModeSelection

CRITICALITY reject
TYPE UL-DL-CompressedModeSelection

PRESENCE mandatory
} |


{ ID id-CompressedModeMethod


CRITICALITY reject
TYPE CompressedModeMethod


PRESENCE mandatory
} |


{ ID id-GapPositionMode



CRITICALITY reject
TYPE GapPositionMode



PRESENCE mandatory
} |


{ ID id-SN




CRITICALITY reject
TYPE SN





PRESENCE conditional


-- This IE is present only if "GapPositionMode" equals to "flexible" --









} |


{ ID id-DL-FrameType



CRITICALITY reject
TYPE DL-FrameType



PRESENCE mandatory
} |


{ ID id-ScramblingCodeChange


CRITICALITY reject
TYPE ScramblingCodeChange


PRESENCE conditional


-- This IE is present only if "CompressedModeMethod" equals to "SF/2" --








} |


{ ID id-PowerControlMode


CRITICALITY reject
TYPE PowerControlMode



PRESENCE mandatory
} |


{ ID id-PowerResumeMode



CRITICALITY reject
TYPE PowerResumeMode



PRESENCE mandatory
} |


{ ID id-UL-DeltaEbNo



CRITICALITY reject
TYPE UL-EbNo




PRESENCE mandatory
} |


{ ID id-UL-DeltaEbNoAfter


CRITICALITY reject
TYPE UL-EbNo




PRESENCE mandatory
},


...

}

CompressedModePrepare-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMPRESSED MODE READY

--

-- **************************************************************

CompressedModeReady ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CompressedModeReady-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CompressedModeReady-Extensions}}                   OPTIONAL,


...

}

CompressedModeReady-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

CompressedModeReady-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMPRESSED MODE FAILURE

--

-- **************************************************************

CompressedModeFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CompressedModeFailure-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CompressedModeFailure-Extensions}}                   OPTIONAL,


...

}

CompressedModeFailure-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

CompressedModeFailure-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMPRESSED MODE COMMIT

--

-- **************************************************************

CompressedModeCommit ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CompressedModeCommit-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CompressedModeCommit-Extensions}}                   OPTIONAL,


...

}

CompressedModeCommit-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-CFN




CRITICALITY ignore
TYPE CFN




PRESENCE mandatory
},


...

}

CompressedModeCommit-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMPRESSED MODE CANCEL

--

-- **************************************************************

CompressedModeCancel ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{CompressedModeCancel-IEs}},


protocolExtensions              ProtocolExtensionContainer {{CompressedModeCancel-Extensions}}                   OPTIONAL,


...

}

CompressedModeCancel-IEs RNSAP-PROTOCOL-IES ::= {


...

}

CompressedModeCancel-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- ERROR INDICATION

--

-- **************************************************************

ErrorIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ErrorIndication-IEs}},


protocolExtensions              ProtocolExtensionContainer {{ErrorIndication-Extensions}}                   
OPTIONAL,


...

}

ErrorIndication-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE conditional


-- At least either of Cause IE or Criticality IE shall be present --









} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE conditional


-- At least either of Cause IE or Criticality IE shall be present --









},


...

}

ErrorIndication-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PRIVATE MESSAGE

--

-- **************************************************************

PrivateMessage ::= SEQUENCE {


privateExtensions

PrivateExtensionContainer  {{PrivateExtensions}},


...

}

PrivateExtensions RNSAP-PRIVATE-EXTENSION ::= {


...

}

.#END

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

.$RNSAP-IEs -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxNrOfErrors,


maxRateMatching,


maxNrOfTFCs,


maxNrOfTFs,


maxTTI-Count

FROM RNSAP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM RNSAP-CommonDataTypes


ProtocolExtensionContainer{},


RNSAP-PROTOCOL-EXTENSION

FROM RNSAP-Containers;

-- A

AllocationRetentionPriority

::= FrameHandlingPriority

AllowedQueuingTime


::= INTEGER (0..60)

-- seconds

-- B

-- ** NOTE: Size in tabular 1..4,... **

BindingID



::= OCTET STRING (SIZE (1..MAX))

BLER




::= INTEGER (-63..0)

-- Step 0.1 (Range -6.3..0). It is the Log10 of the BLER

BurstType ::= ENUMERATED {


type1 (1),


type2 (2)

}

-- C

Cause ::= CHOICE {


radioNetwork


CauseRadioNetwork,


transmissionNetwork

CauseTransmissionNetwork,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


om-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transaction-not-allowed,


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


unspecified,


...

}

CauseRadioNetwork ::= ENUMERATED {


unknown-C-ID,


cell-not-available,


power-level-not-supported,


ul-scrambling-code-already-in-use,


dl-radio-resources-not-available,


ul-radio-resources-not-available,


measurement-not-supported-for-the-object,


macrodiversity-combining-not-possible,


reconfiguration-not-allowed,


synchronisation-failure,


unspecified,


...

}

CauseTransmissionNetwork ::= ENUMERATED {


transmission-link-failure,


transmission-port-not-available,


unspecified,


...

}

C-ID




::= INTEGER (0..65535)

CCTrCH-ID



::= INTEGER (0..15)

CellParameterID



::= INTEGER (0..127)

CFN




::= INTEGER (0..255)

ChannelCodingType ::= ENUMERATED {


no-coding,


convolutional-coding,


turbo-coding--,

--
...

}

-- ** TODO **

ChipOffset



::= INTEGER

CodingRate ::= ENUMERATED {


half,


third--,

--
...

}

CompressedModeMethod ::= ENUMERATED {


none,


puncturing,


sF2,


gating

}

CPICH-EcIo



::= INTEGER

CRC-Size 



::= INTEGER (0| 8| 12| 16| 24)

CriticalityDiagnostics ::= SEQUENCE {


procedureCode


ProcedureCode


OPTIONAL,


triggeringMessage

TriggeringMessage

OPTIONAL,


criticalityResponse

Criticality


OPTIONAL,


transactionID


TransactionID


OPTIONAL,


iEsCriticalityResponses

CriticalityDiagnostics-IE-List 
OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} } OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF


SEQUENCE {



criticalityResponse

Criticality,



iE-ID



ProtocolIE-ID,



iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} } OPTIONAL,



...


}

CriticalityDiagnostics-IE-List-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** TODO **

CTFC




::= INTEGER

-- See formula (must be resolved)

CN-CS-DomainIdentifier ::= SEQUENCE {


pLMN-ID



PLMN-ID,


iE-Extensions


ProtocolExtensionContainer { {CN-CS-DomainIdentifier-ExtIEs} } OPTIONAL,


lAC



LAC

}

CN-CS-DomainIdentifier-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CN-PS-DomainIdentifier ::= SEQUENCE {


pLMN-ID



PLMN-ID,


lAC



LAC,


iE-Extensions


ProtocolExtensionContainer { {CN-PS-DomainIdentifier-ExtIEs} } OPTIONAL,


rAC



RAC

}

CN-PS-DomainIdentifier-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **TODO**

CPICH-Power



::= INTEGER

C-RNTI




::= INTEGER (0..65535)

-- D

DCH-CombinationInd


::= INTEGER (0..255)

DCH-ID




::= INTEGER (0..255)

DedicatedMeasurementObjectType ::= ENUMERATED { 


rl, 


all-rl, 


... 

}

-- ** OR:

-- DedicatedMeasurementObjectType
::= INTEGER { 

--
rL(0), 

--
allRL(1)

-- } (0..255)

-- **

DedicatedMeasurementType ::= ENUMERATED { 


sir, 


sir-error, 


transmitted-code-power, 


rSCP, 


... 

}

-- timeslotTSCP is used by TDD only

-- ** OR:

-- DedicatedMeasurementType

::= INTEGER {

--
sIR(0), 

--
sIR-Error(1), 

--
transmittedCodePower(2), 

--
rSCP(3)

-- } (0..255)

-- **

-- ** NOTE: Extensibility added **

-- **TODO**

DedicatedMeasurementValue ::= SEQUENCE {


sIR-Value


ScaledSIR-Value


OPTIONAL,


sIR-ErrorValue


ScaledSIR-ErrorValue

OPTIONAL,


transmittedCodePowerValue
ScaledTransmittedCodePowerValue
OPTIONAL,
-- Relative to CPICH


rSCP



TBD



OPTIONAL,
-- TDD only


iE-Extensions


ProtocolExtensionContainer { {DedicatedMeasurementValue-ExtIEs} } OPTIONAL,


...

}

DedicatedMeasurementValue-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** TODO **

DiversityControlField


::= INTEGER

-- ** TODO **

DiversityMode



::= INTEGER

-- ** TODO **

DL-ChannelisationCode


::= INTEGER 

-- ** TODO **

DL-DPCCH-SlotFormat


::= INTEGER

-- ** TODO **

DL-DPCH-SlotNumber


::= INTEGER

DL-EbNo




::= ScaledUL-EbNo

DL-EbNoTarget



::= ScaledUL-EbNo

-- ** TODO **

DL-Power



::= INTEGER

D-RNTI




::= INTEGER (0..1048576)

-- ** OR:

-- D-RNTI



::= BIT STRING (SIZE (20))

-- **

D-RNTI-ReleaseIndication ::= ENUMERATED {


not-release-D-RNTI,


release-D-RNTI

}

-- ** TODO **

DL-ScramblingCode


::= INTEGER

DL-FrameType ::= ENUMERATED {


typeA,


typeB,


...

}

DPCH-ID




::= INTEGER (0..239)

-- **TODO**

DRX-Parameter



::= TBD

-- **TODO**

DSCH-TransportFormatCombinationSet
::= INTEGER

-- **TODO**

DSCH-TFS



::= INTEGER

-- **TODO**

D-FieldLength



::= INTEGER

-- E

EventA ::= SEQUENCE {


measurementTreshold

MeasurementThreshold,


measurementHysteresisTime
ScaledMeasurementHysteresisTime

OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {EventA-ExtIEs} } OPTIONAL,


...

}

EventA-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

EventB ::= SEQUENCE {


measurementTreshold

MeasurementThreshold,


measurementHysteresisTime
ScaledMeasurementHysteresisTime

OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {EventB-ExtIEs} } OPTIONAL,


...

}

EventC ::= SEQUENCE {


measurementIncreaseThreshold
MeasurementIncreaseThreshold,


measurementChangeTime

ScaledMeasurementChangeTime,


...

}

EventB-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

EventD ::= SEQUENCE {


measurementDecreaseThreshold
MeasurementDecreaseThreshold,


measurementChangeTime

ScaledMeasurementChangeTime,


iE-Extensions


ProtocolExtensionContainer { {EventD-ExtIEs} } OPTIONAL,


...

}

EventD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

EventE ::= SEQUENCE {


measurementThreshold1

MeasurementThreshold,


measurementThreshold2

MeasurementThreshold


OPTIONAL,


measurementHysteresisTime
ScaledMeasurementHysteresisTime

OPTIONAL,


reportPeriodicity

ReportPeriodicity


OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {EventE-ExtIEs} } OPTIONAL,


...

}

EventE-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

EventF ::= SEQUENCE {


measurementThreshold1

MeasurementThreshold,


measurementThreshold2

MeasurementThreshold


OPTIONAL,


measurementHysteresisTime
ScaledMeasurementHysteresisTime

OPTIONAL,


reportPeriodicity

ReportPeriodicity


OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {EventF-ExtIEs} } OPTIONAL,


...

}

EventF-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- F

FACH-DataFrameSize


::= INTEGER (1..5000)

-- Size of data frame in number of bits

FACH-InitialWindowSize


::= INTEGER { unlimited(255) } (0..255)

-- Number of FACH data frames.

-- 255 = Unlimited number of FACH data frames

-- ** TODO **

FACH-InfoForOptionalS-CCPCH

::= INTEGER

-- ** TODO **

FACH-InfoForS-CCPCH-CoupledToPRACH
::= INTEGER

-- ** TODO **

FDD-DL-ChannelisationCodeNumber

::= INTEGER

-- ** TODO **

FDD-FL-ChannelisationCodeNumber

::= INTEGER

-- ** TODO **

FDD-S-CCPCH-Offset


::= INTEGER

FACH-PriorityIndicator 


::= INTEGER { lowest(0), highest(15) } (0..15)

FrameHandlingPriority


::= INTEGER { lowest(0), highest(15) } (0..15)

FrameOffset



::= INTEGER (0..255)

-- Frames

-- G

GapPositionMode ::= ENUMERATED {


fixed,


flexible

}

GapPeriod 



::= INTEGER (0..255)

-- H

-- I

-- **TODO**

InitialDL-TX-Power


::= INTEGER

-- J

-- K

-- L

LAC




::= OCTET STRING (SIZE (2)) --(EXCEPT ('0000'H|'FFFF'H))

-- ** TODO **

L3-Information



::= INTEGER

-- M

-- ** TODO **

MaxNrOfUL-DPCHs



::= INTEGER

MAC-c-SDU-Length


::= INTEGER (1..5000)

-- **TODO**

MACd-MACsh-TransportFormatSet

::= INTEGER

-- **NOTE: extensibility**

MeasurementCharacteristics ::= SEQUENCE {


measuremtFrequence

TBD,


averagingDuration

TBD,


iE-Extensions


ProtocolExtensionContainer { {MeasurementCharacteristics-ExtIEs} } OPTIONAL,


...

}

MeasurementCharacteristics-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** TODO **

MeanBitRate



::= INTEGER

MeasurementID



::= INTEGER (0..1048576)

-- **OR:

-- MeasurementID


::= BIT STRING (SIZE (20))

-- **

MultipleURAsIndicator ::= ENUMERATED {


single-URA-exists,


multiple-URAs-exist

}

-- ** TODO **

MCC-Digit



::= OCTET STRING (SIZE (3))

-- FFS

-- Reference: 24.008

-- ** TODO **

MNC-Digit



::= OCTET STRING (SIZE (3))

-- FFS

-- Reference: 24.008

ScaledMeasurementChangeTime

::= INTEGER (1..1000)

-- MeasurementChangeTime = ScaledMeasurementChangeTime * 10

-- Unis is ms

-- ** TODO **

MeasurementDecreaseThreshold

::= INTEGER

ScaledMeasurementHysteresisTime

::= INTEGER (1..1000)

-- MeasurementHysteresisTime = ScaledMeasurementHysteresisTime * 10

-- Unit is ms

-- ** TODO **

MeasurementIncreaseThreshold

::= INTEGER

-- ** TODO **

MeasurementThreshold 


::= INTEGER

MidambleShift



::= INTEGER (0..15)

MinUL-ChannelisationCodeLength

::= INTEGER

MultiplexingPosition ::= ENUMERATED {


fixed,


flexible

}

-- N

NrOfTransportBlocks


::= INTEGER (0..4095)

-- O

Offset




::= INTEGER (0..63)

-- P

PD




::= INTEGER (0..2047, ...)

PayloadCRC-PresenceIndicator ::= ENUMERATED {


crc-not-included,


crc-included--,

--
...

}

PSCH-TimeSlot



::= INTEGER (0..6)

Periodic ::= SEQUENCE {


reportPeriodicity

ReportPeriodicity,


iE-Extensions


ProtocolExtensionContainer { {Periodic-ExtIEs} } OPTIONAL,


...

}

Periodic-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** TODO **

PilotBitsUsedIndicator


::= INTEGER

-- ** TODO **

PLMN-ID ::= SEQUENCE {


mCC-digit


MCC-Digit,


iE-Extensions


ProtocolExtensionContainer { {PLMN-ID-ExtIEs} } OPTIONAL,


mNC-digit


MNC-Digit

}

-- FFS

PLMN-ID-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

PowerControlMode ::= ENUMERATED {


v0,


v1,


...

}

PowerOffset



::= INTEGER (0..24)

PowerResumeMode ::= ENUMERATED {


v0,


v1,


...

}

-- ** TODO **

PrimaryCPICH-Power


::= INTEGER

PrimaryCPICH-EcNo


::= INTEGER (-30..30)

-- ** TODO **

PrimaryCCPCH-RSCP


::= INTEGER

PrimaryScramblingCode


::= ScramblingCode

PropagationDelay


::= INTEGER (0..255)

SyncCase ::= ENUMERATED {


case1,


case2,


case3--,

--
...

}

-- ** TODO **

PSCH-CCPCH-TimeSlot


::= TimeSlot

-- ** TODO **

PSCH-PCCPCH-TimeSlot


::= TimeSlot

-- ** TODO **

P-CPICH-Power



::= INTEGER

PunctureLimit



::= INTEGER (0..100)

-- Unit is %

-- Q

-- R

-- ** TODO **

RAC




::= INTEGER

-- ** TODO **

-- OCTET STRING? 

RANAP-RelocationInformation

::= BIT STRING

RateMatchingAttribute 


::= INTEGER (1..maxRateMatching)

RepetitionLength 


::= INTEGER (1..63)

RepetitionPeriod ::= ENUMERATED {


v1,


v2,


v4,


v8,


v16,


v32,


v64--,

--
...

}

-- This is changed from the tabular format because it seems that

-- this is what is wanted.

ReportCharacteristics ::= CHOICE {


onDemand


NULL,


periodic


Periodic,


eventA



EventA,


eventB



EventB,


eventC



EventC,


eventD



EventD,


eventE



EventE,


eventF



EventF--,

--
...

}

-- Changed

ReportPeriodicity ::= CHOICE {


msec 



INTEGER (1..1000),


min



INTEGER (1..60)

}

RLC-Mode ::= ENUMERATED {


acknowledged-mode,


unacknowledged-mode,


transparent-mode

}

RL-ID




::= INTEGER (0..31)

RNC-ID




::= INTEGER (0..4095)

-- S

-- Changed BIT STRING -> OCTET STRING

SAC




::= OCTET STRING (SIZE (2))

SAI ::= SEQUENCE {


pLMN-ID



PLMN-ID,


lAC



LAC,


sAC



SAC,


iE-Extensions


ProtocolExtensionContainer { {SAI-ExtIEs} } OPTIONAL

}

SAI-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- ** TODO **

ScramblingCode



::= INTEGER

ScramblingCodeChange ::= ENUMERATED {


no-code-change,


code-change

}

ScaledSIR-ErrorValue


::= INTEGER (-100..100)

-- ScaledSIR-ErrorValue = SIR-ErrorValue * 10

-- If SIR-ErrorValue <= -10 ScaledSIR-ErrorValue shall be set to -100

-- If SIR-ErrorValue >=  10 ScaledSIR-ErrorValue shall be set to  100

-- SIR-ErrorValue step 0.1 dB

ScaledSIR-Value



::= INTEGER (-100..200)

-- ScaledSIR-Value = SIR-Value * 10

-- SIR-Value step 0.1 dB

ScaledTransmittedCodePowerValue

::= INTEGER (-350..150)

-- ScaledTransmittedCodePowerValue = TransmittedCodePowerValue * 10

-- TransmittedCodePowerValue step 0.1 dB

-- ** TODO **

SharedChannelType


::= INTEGER

-- ** TODO **

SecondaryCCPCH-SlotFormat

::= INTEGER

SN




::= TimeSlot

SpreadingFactorOfChannelisationCode ::= ENUMERATED {


v256,


v128,


v64,


v32,


v16,


v8,


v4,


v2,


v1

}

-- Changed

S-FieldLength



::= INTEGER (1..2)

S-RNTI




::= INTEGER (0..1048575)

-- From 0 to 2^20-1

-- ** TODO **

SRNC-ID




::= INTEGER

SSDT-CellID ::= ENUMERATED {


a,


b,


c,


d,


e,


f,


g,


h

}

SSDT-CellID-Length ::= ENUMERATED {


short,


medium,


long

}

SSDT-Indication ::= ENUMERATED {


sSDT-active-in-the-UE,


sSDT-not-active-in-the-UE

}

SSDT-SupportIndicator ::= ENUMERATED {


sSDT-not-supported,


sSDT-supported

}

-- T

-- ** TODO **

TBD




::= NULL

-- Remove this type

TDD-ChannelisationCode 


::= INTEGER (1..31)

TDD-PhysicalChannelOffset

::= INTEGER (0..63)

TFCI-Coding ::= ENUMERATED {


v4,


v8,


v16,


v32

}

TFCI-Presence ::= ENUMERATED {


not-present,


present

}

TFCI-SignallingMode ::= ENUMERATED {


normal,


split

}

-- ** TODO **

TimeReference



::= INTEGER

-- TimeReference



::= INTEGER (0..255)

TimeSlot



::= INTEGER (0..14)

ToAWE




::= INTEGER (0..2559)

ToAWS




::= INTEGER (0..1279)

TPC-StepSize ::= ENUMERATED {


half,


one

}

TGD




::= INTEGER (0..255)

TGL




::= INTEGER (3| 4| 7| 10| 14)

TransmissionTimeInterval ::= ENUMERATED {


msec-10,


msec-20,


msec-40,


msec-80--,

--
...

}

TransportBearerID

::= INTEGER (0..4095)

-- Compare title and IE name in table TransportBearerRequestIndicator vs. 

-- FACH-PriorityIndicator

TransportBearerRequestIndicator

::= INTEGER { lowest (0), highest (15) } (0..15)

TransportBlockSize


::= INTEGER (1..5000)

-- Unit is bits

TransportFormatCombinationSet ::= SEQUENCE (SIZE (1..maxNrOfTFCs)) OF


SEQUENCE {



cTFC



CTFC,



iE-Extensions


ProtocolExtensionContainer { {TransportFormatCombinationSet-ExtIEs} } OPTIONAL,



...


}

TransportFormatCombinationSet-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet ::= SEQUENCE {


dynamicParts


TransportFormatSet-DynamicPartList,


semi-staticPart


TransportFormatSet-Semi-staticPart,


iE-Extensions


ProtocolExtensionContainer { {TransportFormatSet-ExtIEs} } OPTIONAL,


...

}

TransportFormatSet-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-DynamicPartList ::= SEQUENCE (SIZE (1..maxNrOfTFs)) OF


SEQUENCE {



nrOfTransportBlocks

NrOfTransportBlocks,



transportBlockSize

TransportBlockSize

OPTIONAL



-- This IE is only present if nrOfTransportBlocks is greater than 0 --,



mode



TransportFormatSet-ModeDP,



iE-Extensions


ProtocolExtensionContainer { {TransportFormatSet-DynamicPartList-ExtIEs} } OPTIONAL,



...


}

TransportFormatSet-DynamicPartList-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-ModeDP ::= CHOICE {


tdd 



TransmissionTimeIntervalList,


-- This IE is mandatory if not defined as semistatic parameter, otherwise it is absent --


...

}

TransmissionTimeIntervalList ::= SEQUENCE (SIZE (1..maxTTI-Count)) OF


SEQUENCE {



transmissionTimeInterval
TransmissionTimeInterval,



iE-Extensions


ProtocolExtensionContainer { {TransmissionTimeIntervalList-ExtIEs} } OPTIONAL,



...


}

TransmissionTimeIntervalList-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-Semi-staticPart ::= SEQUENCE {


transmissionTime 

TransmissionTimeInterval,


channelCoding


ChannelCodingType,


codingRate


CodingRate



OPTIONAL


-- This IE is only present if channelCoding is 'convolutional' or 'turbo' --,


rateMatcingAttribute

RateMatchingAttribute,


cRC-Size


CRC-Size,


mode



TransportFormatSet-ModeSSP

OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {TransportFormatSet-Semi-staticPart-ExtIEs} } OPTIONAL,


...

}

TransportFormatSet-Semi-staticPart-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

TransportFormatSet-ModeSSP ::= CHOICE {


tdd



SecondInterleavingMode,


...

}

SecondInterleavingMode ::= ENUMERATED {


frame-related,


timeslot-related,


...

}

-- TransportLayerAddress


::= BIT STRING (1..160, ...)

TransportLayerAddress


::= OCTET STRING (SIZE (1..20, ...))

-- U

UARFCN




::= INTEGER (0..698, ...)

UL-DL-CompressedModeSelection ::= ENUMERATED {


ul-only,


dl-only,


both

}

UL-DeltaEbNo



::= INTEGER (-60..100)

UL-DeltaEbNoAfter


::= INTEGER (-60..100)

-- ** TODO **

UL-EbNo




::= INTEGER

-- ** TODO **

UL-EbNoTarget



::= INTEGER

UC-ID ::= SEQUENCE {


rNC-ID



RNC-ID,


c-ID



C-ID,


iE-Extensions


ProtocolExtensionContainer { {UC-ID-ExtIEs} } OPTIONAL,


...

}

UC-ID-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCCH-SlotFormat


::= INTEGER (0..5)

ScaledUL-EbNo



::= INTEGER (0..255)

-- Ul-EbNo = ScaledUL-EbNo / 10

UL-FP-Mode ::= ENUMERATED {


normal,


silent--,

--
...

}

ScaledUL-InterferenceLevel

::= INTEGER (-1280..-600)

-- UL-InterferenceLevel = UL-InterferenceLevel / 10

-- Relation to the ScramblingCode??

UL-ScramblingCode ::= SEQUENCE {


ul-ScramblingCodeNumber

UL-ScramblingCodeNumber,


ul-ScramblingCodeLength

UL-ScramblingCodeLength,


iE-Extensions


ProtocolExtensionContainer { {UL-ScramblingCode-ExtIEs} } OPTIONAL

}

UL-ScramblingCode-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-ScramblingCodeLength ::= ENUMERATED {


short,


long

}

UL-ScramblingCodeNumber


::= INTEGER (0..16777215)

URA-ID




::= INTEGER (0..65535)

-- V

-- W

-- X

-- Y

-- Z

.#END

9.3.5
Common Definitions

-- **************************************************************

--

-- Common definitions

--

-- **************************************************************

.$RNSAP-CommonDataTypes -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Criticality

::= ENUMERATED { reject, ignore, notify }

Presence

::= ENUMERATED { optional, conditional, mandatory }

PrivateExtensionID
::= CHOICE {


local



INTEGER (0..65535),


global



OBJECT IDENTIFIER

}

ProcedureCode

::= INTEGER (0..255)

ProcedureID ::= SEQUENCE {


procedureCode


ProcedureCode,


ddMode



ENUMERATED { tdd, fdd, common }

}

ProtocolExtensionID
::= INTEGER (0..65535)

ProtocolIE-ID

::= INTEGER (0..65535)

TransactionID

::= INTEGER (0..65535)

TriggeringMessage
::= ENUMERATED { initiating-message, successful-outcome, unsuccessfull-outcome, outcome }

.#END

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

.$RNSAP-Constants -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-commonTransportChannelResourcesInitiationFDD



INTEGER ::= 0

id-commonTransportChannelResourcesInitiationTDD



INTEGER ::= 1

id-commonTransportChannelResourcesRelease



INTEGER ::= 2

id-compressedModeCancellationFDD




INTEGER ::= 3

id-compressedModeCommitFDD





INTEGER ::= 4

id-compressedModePrepareFDD





INTEGER ::= 5

id-downlinkPowerControl






INTEGER ::= 6

id-downlinkSignallingTransfer





INTEGER ::= 7

id-errorIndication






INTEGER ::= 8

id-measurementFailure






INTEGER ::= 9

id-measurementInitiation





INTEGER ::= 10

id-measurementReporting






INTEGER ::= 11

id-measurementTermination





INTEGER ::= 12

id-pagingRequest






INTEGER ::= 13

id-physicalChannelReconfiguration




INTEGER ::= 14

id-privateMessage






INTEGER ::= 15

id-radioLinkAddition






INTEGER ::= 16

id-radioLinkDeletion






INTEGER ::= 17

id-radioLinkFailure






INTEGER ::= 18

id-radioLinkRestoration






INTEGER ::= 19

id-radioLinkSetup






INTEGER ::= 20

id-srnsRelocationCommit






INTEGER ::= 21

id-synchronisedRadioLinkReconfigurationCancellation


INTEGER ::= 22

id-synchronisedRadioLinkReconfigurationCommit



INTEGER ::= 23

id-synchronisedRadioLinkReconfigurationPrepare



INTEGER ::= 24

id-unSynchronisedRadioLinkReconfiguration



INTEGER ::= 25

id-uplinkSignallingTransfer





INTEGER ::= 26

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateExtensions 






INTEGER ::= 65535

maxProtocolExtensions 






INTEGER ::= 65535

maxProtocolIEs







INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxRateMatching







INTEGER ::= 10

maxNrOfTFCs







INTEGER ::= 10

maxNrOfTFs







INTEGER ::= 10

maxNoOfDL-Codes







INTEGER ::= 10

maxNrOfCCTrCHs







INTEGER ::= 10

maxNrOfDCHs







INTEGER ::= 10

maxNrOfDL-Codes







INTEGER ::= 10

maxNrOfDPCHs







INTEGER ::= 10

maxNrOfErrors







INTEGER ::= 10

maxNrOfFACH-FD-Size






INTEGER ::= 10

maxNrOfFDD-Neighbours






INTEGER ::= 10

maxNrOfMACcSDU-Length






INTEGER ::= 10

maxNrOfTDD-Neighbours






INTEGER ::= 10

maxNrOfRLs







INTEGER ::= 10

maxNrOfSCCPCHs







INTEGER ::= 10

maxRNCinURA







INTEGER ::= 10

maxTTI-Count







INTEGER ::= 10

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AllowedQueuingTime






INTEGER ::= 0

id-AllRLsItem-DL-PC-Rqst





INTEGER ::= 1
id-ALLRLItem-DM-Rprt






INTEGER ::= 2
id-ALLRLItem-DM-Rspns






INTEGER ::= 3
id-BindingID







INTEGER ::= 4
id-C-ID








INTEGER ::= 5
id-C-RNTI







INTEGER ::= 6
id-CCTrCH-ID







INTEGER ::= 7
id-CFN








INTEGER ::= 8
id-CN-CS-DomainIdentifier





INTEGER ::= 9
id-CN-PS-DomainIdentifier





INTEGER ::= 10
id-Cause







INTEGER ::= 11
id-CombiningItem-RL-AdditionFailureFDD


INTEGER ::= 12
id-CombiningItem-RL-AdditionRspFDD



INTEGER ::= 13
id-CombiningItem-RL-AdditionRspTDD 



INTEGER ::= 14
id-CombiningItem-RL-SetupFailureFDD



INTEGER ::= 15
id-CombiningItem-RL-SetupRspFDD




INTEGER ::= 16
id-CompressedModeMethod






INTEGER ::= 17
id-D-RNTI







INTEGER ::= 18
id-D-RNTI-ReleaseIndication





INTEGER ::= 19
id-DCH-AddListIE







INTEGER ::= 20

id-DCH-AddItem-RL-ReconfPrepTDD





INTEGER ::= 21
id-DCH-AddItem-RL-ReconfReadyFDD




INTEGER ::= 22

id-DCH-AddItem-RL-ReconfRqstTDD





INTEGER ::= 23
id-DCH-AddListItem-RL-ReconfReadyFDD



INTEGER ::= 24
id-DCH-AddListItem-RL-ReconfRsp





INTEGER ::= 25
id-DCH-AddList-RL-ReconfPrepFDD





INTEGER ::= 26
id-DCH-AddList-RL-ReconfPrepTDD





INTEGER ::= 27
id-DCH-AddList-RL-ReconfRqstFDD





INTEGER ::= 28
id-DCH-AddList-RL-ReconfRqstTDD





INTEGER ::= 29

id-DCH-DeleteItem-RL-ReconfPrepTDD




INTEGER ::= 30
id-DCH-DeleteItem-RL-ReconfRqstFDD




INTEGER ::= 31
id-DCH-DeleteItem-RL-ReconfRqstTDD




INTEGER ::= 32
id-DCH-DeleteList-RL-ReconfPrepFDD




INTEGER ::= 33
id-DCH-DeleteList-RL-ReconfPrepTDD




INTEGER ::= 34
id-DCH-DeleteList-RL-ReconfRqstFDD




INTEGER ::= 35
id-DCH-DeleteList-RL-ReconfRqstTDD




INTEGER ::= 36
id-DCH-Information-RL-SetupReqFDD




INTEGER ::= 37

id-DCH-InformationItem-RL-SetupReqTDD




INTEGER ::= 38
id-DCH-InformationList-RL-SetupReqTDD




INTEGER ::= 39
id-DCH-InformationResponseListIE-RL-SetupRspTDD
INTEGER ::= 40
id-DCH-ModifyListIE






INTEGER ::= 41

id-DCH-ModifyItem-RL-ReconfPrepTDD




INTEGER ::= 42
id-DCH-ModifyItem-RL-ReconfReadyFDD




INTEGER ::= 43

id-DCH-ModifyItem-RL-ReconfRqstTDD




INTEGER ::= 44
id-DCH-ModifyListItem-RL-ReconfReadyFDD



INTEGER ::= 45
id-DCH-ModifyListItem-RL-ReconfRsp




INTEGER ::= 46
id-DCH-ModifyList-RL-ReconfPrepFDD




INTEGER ::= 47
id-DCH-ModifyList-RL-ReconfPrepTDD




INTEGER ::= 48
id-DCH-ModifyList-RL-ReconfRqstFDD




INTEGER ::= 49
id-DCH-ModifyList-RL-ReconfRqstTDD




INTEGER ::= 50
id-DL-CCTrCH-Information-RL-ReconfPrepTDD



INTEGER ::= 51
id-DL-CCTrCH-InformationIE-RL-AdditionRspTDD
INTEGER ::= 52
id-DL-CCTrCH-InformationIE-RL-SetupRspTDD
INTEGER ::= 53
id-DL-CCTrCH-InformationItem-RL-ReconfRqstTDD



INTEGER ::= 54
id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD
INTEGER ::= 55
id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD
INTEGER ::= 56
id-DL-CCTrCH-InformationList-RL-ReconfPrepTDD



INTEGER ::= 57
id-DL-CCTrCH-InformationList-RL-ReconfRqstTDD



INTEGER ::= 58
id-DL-CCTrCH-InformationItem-RL-SetupReqTDD



INTEGER ::= 59
id-DL-CCTrCH-InformationList-RL-SetupReqTDD



INTEGER ::= 60
id-DL-CodeInformationListItem-PhyChReconfRqstFDD



INTEGER ::= 61
id-DL-CodeInformationListItem-RL-AdditionFailureFDD

INTEGER ::= 62
id-DL-CodeInformationListItem-RL-AdditionRspFDD


INTEGER ::= 63
id-DL-CodeInformationListItem-RL-ReconfReadyFDD


INTEGER ::= 64
id-DL-CodeInformationListItem-RL-SetupFailureFDD

INTEGER ::= 65
id-DL-DPCH-Information






INTEGER ::= 66
id-DL-DPCH-Information-RL-SetupReqFDD




INTEGER ::= 67
id-DL-DPCH-InformationItem-RL-SetupRspTDD
INTEGER ::= 68
id-DL-DPCH-InformationItem-RL-AdditionRspTDD
INTEGER ::= 69
id-DL-DPCH-InformationItem-PhyChReconfRqstTDD
INTEGER ::= 70
id-DL-DPCH-InformationListIE-RL-ReconfReadyTDD
INTEGER ::= 71
id-DL-DPCH-InformationList-PhyChReconfRqstTDD



INTEGER ::= 72
id-DL-DPCH-InformationList-RL-ReconfReadyTDD



INTEGER ::= 73
id-DL-EbNoTarget






INTEGER ::= 74
id-DL-FrameType







INTEGER ::= 75
id-DL-MeanBitRate






INTEGER ::= 76
id-DL-ReferencePowerInformationListItem-DL-PC-Rqst



INTEGER ::= 77
id-DRX-Parameter






INTEGER ::= 78
id-DataFrameSizeListItem




INTEGER ::= 79
id-DedicatedMeasurementObjectType-DM-Rprt



INTEGER ::= 80
id-DedicatedMeasurementObjectType-DM-Rqst



INTEGER ::= 81
id-DedicatedMeasurementObjectType-DM-Rspns



INTEGER ::= 82
id-DiversityIndicationItem-RL-AdditionRspTDD


INTEGER ::= 83
id-FACH-InfoForOptionalGroupS-CCPCH




INTEGER ::= 84
id-FACH-InfoForOptionalS-CCPCH-FDD





INTEGER ::= 85
id-FACH-InfoForOptionalGroupS-CCPCH-CTCRRsp-TDD 

INTEGER ::= 86
id-FACH-InfoForS-CCPCH-CoupledToPRACH




INTEGER ::= 87
id-GapPositionMode






INTEGER ::= 88
id-IndividualRLsItem-DL-PC-Rqst



INTEGER ::= 89
id-L3-Information






INTEGER ::= 90
id-MAC-c-SDU-LengthListItem




INTEGER ::= 91
id-MeasurementCharacteristics





INTEGER ::= 92
id-MeasurementID






INTEGER ::= 93
id-MultipleURAsIndicator





INTEGER ::= 94
id-NeighbouringFDD-CellInformationItem-RL-AdditionFailureFDD

INTEGER ::= 95
id-NeighbouringFDD-CellInformationItem-RL-AdditionRsp



INTEGER ::= 96
id-NeighbouringFDD-CellInformationItem-RL-SetupFailureFDD


INTEGER ::= 97
id-NeighbouringFDD-CellInformationItem-RL-SetupRsp




INTEGER ::= 98
id-NeighbouringTDD-CellInformationItem-RL-AdditionFailureFDD

INTEGER ::= 99
id-NeighbouringTDD-CellInformationItem-RL-AdditionRsp



INTEGER ::= 100
id-NeighbouringTDD-CellInformationItem-RL-SetupFailureFDD


INTEGER ::= 101
id-NeighbouringTDD-CellInformationItem-RL-SetupRsp




INTEGER ::= 102
id-NonCombiningItem-RL-AdditionRspTDD 







INTEGER ::= 103
id-NonCombiningOrIENotPresentItem-RL-AdditionFailureFDD



INTEGER ::= 104
id-NonCombiningOrIENotPresentItem-RL-AdditionRspFDD




INTEGER ::= 105
id-NonCombiningOrIENotPresentItem-RL-SetupFailureFDD



INTEGER ::= 106
id-NonCombiningOrIENotPresentItem-RL-SetupRspFDD




INTEGER ::= 107
id-PD








INTEGER ::= 108
id-PagingArea-PagingRqst





INTEGER ::= 109
id-PowerControlMode






INTEGER ::= 110
id-PowerResumeMode






INTEGER ::= 111
id-PriorityIndicatorAndInitialWindowSizeListIE
INTEGER ::= 112
id-PriorityIndicatorAndInitialWindowSizeList2IE
INTEGER ::= 113
id-ProcedureScope-DL-PC-Rqst





INTEGER ::= 114
id-RANAP-RelocationInformation





INTEGER ::= 115
id-RL-Information-PhyChReconfRqstFDD




INTEGER ::= 116
id-RL-Information-PhyChReconfRqstTDD




INTEGER ::= 117
id-RL-Information-RL-AdditionRqstFDD




INTEGER ::= 118
id-RL-Information-RL-AdditionRqstTDD




INTEGER ::= 119
id-RL-Information-RL-DeletionRqst




INTEGER ::= 120
id-RL-Information-RL-FailureInd





INTEGER ::= 121
id-RL-Information-RL-ReconfPrepFDD




INTEGER ::= 122
id-RL-Information-RL-RestoreInd





INTEGER ::= 123
id-RL-Information-RL-SetupReqFDD




INTEGER ::= 124
id-RL-Information-RL-SetupReqTDD




INTEGER ::= 125
id-RL-InformationItem-DM-Rprt





INTEGER ::= 126
id-RL-InformationItem-DM-Rqst





INTEGER ::= 127
id-RL-InformationItem-DM-Rspns





INTEGER ::= 128
id-RL-InformationItem-RL-SetupReqFDD




INTEGER ::= 129
id-RL-InformationList-RL-AdditionRqstFDD



INTEGER ::= 130
id-RL-InformationList-RL-DeletionRqst




INTEGER ::= 131
id-RL-InformationList-RL-FailureInd




INTEGER ::= 132
id-RL-InformationList-RL-ReconfPrepFDD




INTEGER ::= 133
id-RL-InformationList-RL-RestoreInd




INTEGER ::= 134
id-RL-InformationResponse-RL-AdditionRspTDD



INTEGER ::= 135
id-RL-InformationResponse-RL-ReconfReadyTDD



INTEGER ::= 136
id-RL-InformationResponse-RL-SetupRspTDD



INTEGER ::= 137
id-RL-InformationResponseItem-RL-AdditionRspFDD



INTEGER ::= 138
id-RL-InformationResponseItem-RL-ReconfReadyFDD



INTEGER ::= 139
id-RL-InformationResponseItem-RL-ReconfRsp




INTEGER ::= 140
id-RL-InformationResponseItem-RL-SetupRspFDD



INTEGER ::= 141
id-RL-InformationResponseList-RL-AdditionRspFDD



INTEGER ::= 142
id-RL-InformationResponseList-RL-ReconfReadyFDD



INTEGER ::= 143
id-RL-InformationResponseList-RL-ReconfRsp




INTEGER ::= 144
id-RL-InformationResponseList-RL-SetupRspFDD



INTEGER ::= 145
id-RL-ReconfigurationFailure-RL-ReconfFail



INTEGER ::= 146
id-RL-ReconfigurationFailureList-RL-ReconfFail



INTEGER ::= 147
id-RLsItem-DM-Rprt










INTEGER ::= 148
id-RLsItem-DM-Rqst










INTEGER ::= 149
id-RLsItem-DM-Rspns










INTEGER ::= 150
id-RNCsWithCellsInTheAccessedURA-List-UL-ST-Ind



INTEGER ::= 151
id-ReportCharacteristics





INTEGER ::= 152
id-S-RNTI







INTEGER ::= 153
id-SAI








INTEGER ::= 154
id-SN








INTEGER ::= 155
id-SRNC-ID







INTEGER ::= 156
id-ScramblingCodeChange






INTEGER ::= 157
id-SecondaryCCPCH-ListIE-CTCRRsp-TDD


INTEGER ::= 158
id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD

INTEGER ::= 159
id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD


INTEGER ::= 160
id-SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD

INTEGER ::= 161
id-SuccessfulRL-InformationResponseList-RL-SetupFailureFDD

INTEGER ::= 162
id-TGD








INTEGER ::= 163
id-TGL








INTEGER ::= 164
id-TGP1








INTEGER ::= 165
id-TGP2








INTEGER ::= 166
id-TransportBearerID






INTEGER ::= 167
id-TransportBearerRequestIndicator




INTEGER ::= 168
id-TransportLayerAddress





INTEGER ::= 169
id-UC-ID







INTEGER ::= 170
id-UL-CCTrCH-InformationIE-RL-SetupRspTDD
INTEGER ::= 171
id-UL-CCTrCH-InformationIE-RL-AdditionRspTDD
INTEGER ::= 172
id-UL-CCTrCH-InformationItem-RL-ReconfRqstTDD
INTEGER ::= 173
id-UL-CCTrCH-InformationItem-RL-SetupReqTDD
INTEGER ::= 174
id-UL-CCTrCH-InformationListIE-RL-ReconfReadyTDD
INTEGER ::= 175
id-UL-CCTrCH-InformationListIE-PhyChReconfRqstTDD
INTEGER ::= 176
id-UL-CCTrCH-InformationList-RL-SetupReqTDD
INTEGER ::= 177
id-UL-CCTrCH-InformationList-RL-ReconfRqstTDD
INTEGER ::= 178
id-UL-CCTrCH-InformationList-RL-ReconfPrepTDD
INTEGER ::= 179
id-UL-CCTrCH-Information-RL-ReconfPrepTDD



INTEGER ::= 180





id-UL-DL-CompressedModeSelection




INTEGER ::= 181
id-UL-DPCH-Information






INTEGER ::= 182
id-UL-DPCH-Information-RL-SetupReqFDD




INTEGER ::= 183
id-UL-DPCH-InformationItem-RL-SetupRspTDD
INTEGER ::= 184
id-UL-DPCH-InformationItem-RL-AdditionRspTDD
INTEGER ::= 185
id-UL-DPCH-InformationItem-PhyChReconfRqstTDD
INTEGER ::= 186
id-UL-DPCH-InformationListIE-RL-ReconfReadyTDD
INTEGER ::= 187
id-UL-DPCH-InformationList-PhyChReconfRqstTDD



INTEGER ::= 188
id-UL-DPCH-InformationList-RL-ReconfReadyTDD



INTEGER ::= 189
id-UL-DeltaEbNo







INTEGER ::= 190
id-UL-DeltaEbNoAfter






INTEGER ::= 191
id-UL-EbNoTarget






INTEGER ::= 192
id-UL-MeanBitRate






INTEGER ::= 193
id-URA-ID







INTEGER ::= 194
id-UnsuccessfulRL-InformationResponse




INTEGER ::= 195
id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD

INTEGER ::= 196
id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD

INTEGER ::= 197
id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD

INTEGER ::= 198
id-UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD

INTEGER ::= 199
id-UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD

INTEGER ::= 200
id-CriticalityDiagnostics





INTEGER ::= 201
.#END

9.3.7
Container Definitions

-- **************************************************************

--

-- Container definitions

--

-- **************************************************************

.$RNSAP-Containers -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


Presence,


PrivateExtensionID,


ProtocolExtensionID,


ProtocolIE-ID

FROM RNSAP-CommonDataTypes


maxPrivateExtensions,


maxProtocolExtensions,


maxProtocolIEs

FROM RNSAP-Constants;

-- **************************************************************

--

-- Class Definition for Protocol IEs

--

-- **************************************************************

RNSAP-PROTOCOL-IES ::= CLASS {


&id



ProtocolIE-ID 




UNIQUE,


&criticality


Criticality,


&Value,


&presence


Presence

}

WITH SYNTAX {


ID



&id


CRITICALITY


&criticality


TYPE



&Value


PRESENCE


&presence

}

-- **************************************************************

--

-- Class Definition for Protocol IEs

--

-- **************************************************************

RNSAP-PROTOCOL-IES-PAIR ::= CLASS {


&id



ProtocolIE-ID 




UNIQUE,


&firstCriticality

Criticality,


&FirstValue,


&secondCriticality

Criticality,


&SecondValue,


&presence


Presence

}

WITH SYNTAX {


ID



&id


FIRST CRITICALITY 

&firstCriticality


FIRST TYPE


&FirstValue


SECOND CRITICALITY 

&secondCriticality


SECOND TYPE


&SecondValue


PRESENCE


&presence

}

-- **************************************************************

--

-- Class Definition for Protocol Extensions

--

-- **************************************************************

RNSAP-PROTOCOL-EXTENSION ::= CLASS {


&id



ProtocolExtensionID 



UNIQUE,


&criticality


Criticality,


&Extension

}

WITH SYNTAX {


ID



&id


CRITICALITY


&criticality


EXTENSION


&Extension

}

-- **************************************************************

--

-- Class Definition for Private Extensions

--

-- **************************************************************

RNSAP-PRIVATE-EXTENSION ::= CLASS {


&id



PrivateExtensionID,


&criticality


Criticality,


&Extension

}

WITH SYNTAX {


ID



&id


CRITICALITY


&criticality


EXTENSION


&Extension

}

-- **************************************************************

--

-- Container for Protocol IEs

--

-- **************************************************************

ProtocolIE-Container {RNSAP-PROTOCOL-IES : IEsSetParam} ::= 


SEQUENCE (SIZE (0..maxProtocolIEs)) OF


ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-Field {RNSAP-PROTOCOL-IES : IEsSetParam} ::= SEQUENCE {


id



RNSAP-PROTOCOL-IES.&id



({IEsSetParam}),


criticality


RNSAP-PROTOCOL-IES.&criticality


({IEsSetParam}{@id}),


value



RNSAP-PROTOCOL-IES.&Value
        
({IEsSetParam}{@id})

}

-- **************************************************************

--

-- Container for Protocol IE Pairs

--

-- **************************************************************

--ProtocolIE-ContainerPair {RNSAP-PROTOCOL-IES-PAIR : IEsSetParam} ::= 

--
SEQUENCE (SIZE (0..maxProtocolIEs)) OF

--
ProtocolIE-FieldPair {{IEsSetParam}}

-- ProtocolIE-FieldPair {RNSAP-PROTOCOL-IES-PAIR : IEsSetParam} ::= SEQUENCE {

-- 
id



RNSAP-PROTOCOL-IES-PAIR.&id


({IEsSetParam}),

-- 
firstCriticality

RNSAP-PROTOCOL-IES-PAIR.&firstCriticality
({IEsSetParam}{@id}),

-- 
firstValue


RNSAP-PROTOCOL-IES-PAIR.&FirstValue
        ({IEsSetParam}{@id}),

-- 
secondCriticality

RNSAP-PROTOCOL-IES-PAIR.&secondCriticality
({IEsSetParam}{@id}),

-- 
secondValue


RNSAP-PROTOCOL-IES-PAIR.&SecondValue
        ({IEsSetParam}{@id})

--}

-- **************************************************************

--

-- Container Lists for Protocol IE Containers

--

-- **************************************************************

ProtocolIE-ContainerList {INTEGER : lowerBound, INTEGER : upperBound, RNSAP-PROTOCOL-IES : IEsSetParam} ::=


SEQUENCE (SIZE (lowerBound..upperBound)) OF


ProtocolIE-Container {{IEsSetParam}}

-- ProtocolIE-ContainerPairList {INTEGER : lowerBound, INTEGER : upperBound, RNSAP-PROTOCOL-IES-PAIR : IEsSetParam} ::=

--
SEQUENCE (SIZE (lowerBound..upperBound)) OF

--
ProtocolIE-ContainerPair {{IEsSetParam}}

-- **************************************************************

--

-- Container for Protocol Extensions

--

-- **************************************************************

ProtocolExtensionContainer {RNSAP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= 


SEQUENCE (SIZE (1..maxProtocolExtensions)) OF


ProtocolExtensionField {{ExtensionSetParam}}

ProtocolExtensionField {RNSAP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= SEQUENCE {


id



RNSAP-PROTOCOL-EXTENSION.&id


({ExtensionSetParam}),


criticality


RNSAP-PROTOCOL-EXTENSION.&criticality

({ExtensionSetParam}{@id}),


extensionValue


RNSAP-PROTOCOL-EXTENSION.&Extension

({ExtensionSetParam}{@id})

}

-- **************************************************************

--

-- Container for Private Extensions

--

-- **************************************************************

PrivateExtensionContainer {RNSAP-PRIVATE-EXTENSION : ExtensionSetParam} ::= 


SEQUENCE (SIZE (1..maxPrivateExtensions)) OF


PrivateExtensionField {{ExtensionSetParam}}

PrivateExtensionField {RNSAP-PRIVATE-EXTENSION : ExtensionSetParam} ::= SEQUENCE {


id



RNSAP-PRIVATE-EXTENSION.&id


({ExtensionSetParam}),


criticality


RNSAP-PRIVATE-EXTENSION.&criticality

({ExtensionSetParam}{@id}),


extensionValue


RNSAP-PRIVATE-EXTENSION.&Extension

({ExtensionSetParam}{@id})

}

.#END
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