
3GPP TSG-RAN-WG3 meeting #11
Document
R3-000715

Sophia Antipolis, France, 28th Feb–3rd Mar 2000

e.g. for 3GPP use the format  TP-99xxx 

or for SMG, use the format  P-99-xxx







CHANGE REQUEST
Please see embedded help file at the bottom of this
page for instructions on how to fill in this form correctly.




25.415
CR
014
Current Version:
3.1.0








GSM (AA.BB) or 3G (AA.BBB) specification number (

( CR number as allocated by MCC support team



For submission to: 
RAN#7
for approval
X

strategic

(for SMG

list expected approval meeting # here (
for information


non-strategic

use only)





Form: CR cover sheet, version 2 for 3GPP and SMG        The latest version of this form is available from: ftp://ftp.3gpp.org/Information/CR-Form-v2.doc



Proposed change affects:
(U)SIM

ME

UTRAN / Radio
X
Core Network
X

(at least one should be marked with an X)



Source:
Ericsson
Date: 
23rd Feb 2000



Subject:
Removal of Rate Control from Iu-UP-Status Request primitive



Work item:




Category: 
F
Correction
X
Release: 
Phase 2



A
Corresponds to a correction in an earlier release


Release 96


(only one category 
B
Addition of feature


Release 97


shall be marked
C
Functional modification of feature


Release 98


with an X)
D
Editorial modification


Release 99
X





Release 00




Reason for 
change:

The RFCI bitmap was already agreed to be removed in CR002 on 25.415 v3.0.0. In v3.1.0 it is however present. This CR proposes to remove it.



Clauses affected:
7.2.1, 7.2.4



Other specs
Other 3G core specifications

(  List of CRs:


affected:
Other GSM core specifications

(  List of CRs:



MS test specifications

(  List of CRs:



BSS test specifications

(  List of CRs:



O&M specifications

(  List of CRs:




Other 
comments:



[image: image1.wmf]help.doc

  <--------- double-click here for help and instructions on how to create a CR.

7.2
Primitives towards the upper layers at the RNL SAP

7.2.1
General

The Iu UP protocol layer interacts with upper layers as illustrated in the figure above. The interactions with the upper layers are shown in terms of primitives where the primitives represent the logical exchange of information and control between the upper layer and the Iu UP protocol layer. They do not specify or constraint implementations.

The following primitives are defined:

-
Iu-UP-DATA

-
Iu-UP-STATUS

-
Iu-UP-UNIT-DATA

Table 1: Iu UP protocol layer service primitives towards the upper layer at the RNL SAP

Primitive
Type
Parameters
Comments

Iu-UP-DATA
Request
Iu-UP-payload




Iu-UP-control
RFCI


Indication
Iu-UP-payload




Iu-UP-control
RFCI




FQC

Iu-UP-Status
Indication
Iu-UP-Procedure-Control
Error Cause, Error Distance




Initialisation




RFCI indicators,

Downlink send intervals (when applicable)




Time Alignment (FFS Note 1)


Request
Iu-UP-Procedure-Control
Error Cause







Iu-UP-UNIT-DATA
Request
Iu-UP-payload



Indication
Iu-UP-payload


Primitive usage is function of the mode of operation of the Iu UP protocol. The following table provides the association between Iu UP primitives towards the upper layers and the Iu UP mode of operation:

Table 2: Iu UP protocol layer service primitives related to the Iu UP mode of operation and function within the mode of operation

Primitive
Type
Mode of Operation

Iu-UP-DATA
Request
SMpSDU


Indication
SMpSDU

Iu-UP-Status
Request
SMpSDU


Indication
SMpSDU

Iu-UP-UNIT-DATA
Request
TrM


Indication
TrM

7.2.2
Iu-UP-DATA-REQUEST

This primitive is used as a request from the upper layer Iu NAS Data Stream entity to send a RAB SDU on the established transport connection. This primitive also includes the RFCI of the payload information included in the primitive.

The Iu UP Frame protocol layer forms the Iu UP data frame, the Iu Data Stream DU being the payload of the Iu UP frame, and transfers the frame by means of the lower layer services.

7.2.3
Iu-UP-DATA-INDICATION

This primitive is used as an indication to the upper layer entity to pass the Iu NAS Data Stream User Plane information of a received Iu UP frame.

This primitive also includes the RFCI of the payload information included in the primitive.

At the RNL-SAP, this primitive may include an Frame Quality Classification indication.

This primitive may also include information aiming at informing the upper layers of a faulty situation that relates to the payload included in the primitive.

7.2.4
Iu-UP-STATUS-REQUEST


This primitive is used to report that a fault has been detected.

7.2.5
Iu-UP-STATUS-INDICATION

This primitive is used to report to the upper layer entity that a fault has been detected. The information concerning that fault is characterised by the Abnormal event information passed to the upper layer.

This primitive is also used in the context of the initialisation control procedure to pass to the upper Iu DS layer e.g. the RFC set and the associated RFCIs to be used in the communication phase.

This primitive is used to indicate to the upper layers the set of permitted rate(s) in the reverse direction over Iu. The set of permitted rate(s) is represented by RFCI indicators and (when applicable) downlink send intervals.

This primitive is also used to indicate when a frame has been dropped as a result of frame quality classification handling.

NOTE 1: Time Alignment is FFS.

7.2.6
Iu-UP-UNIT-DATA-REQUEST

This primitive is used as a request from the upper layer to send an Iu UP payload on the established transport connection.

The Iu UP protocol layer transfers the Iu Data Stream DU by means of the lower layer services without adding any protocol header overhead.

7.2.7
Iu-UP-UNIT-DATA-INDICATION

This primitive is used as an indication to the upper layer entity to pass the Iu UP payload.
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