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1. Introduction
This document contains the TP for SON BL CR for TS 38.473 as discussed in [1].
[bookmark: _Toc423020280]2. Reference
[1] R3-206105	(TP for SON BL CR for TS 38.423): PRACH parameters coordination for 2-step RACH.
Annex – TP for SON BL CR for TS 38.473
<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
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This IE contains cell configuration information of a cell in the gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR CGI
	M
	
	9.3.1.12
	
	-
	

	NR PCI
	M
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	

	5GS TAC
	O
	
	9.3.1.29
	5GS Tracking Area Code
	-
	

	Configured EPS TAC
	O
	
	9.3.1.29a
	
	-
	

	Served PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs in SIB 1 associated to the NR Cell Identity in the NR CGI IE
	-
	

	>PLMN Identity
	M
	
	9.3.1.14
	
	-
	

	>TAI Slice Support List
	O
	
	Slice Support List
9.3.1.37
	Supported S-NSSAIs per TA. 
	YES
	ignore

	>NPN Support Information
	O
	
	9.3.1.156
	Supported NPNs per PLMN.
	YES
	reject

	>Extended TAI Slice Support List
	O
	
	Extended Slice Support List
9.3.1.165
	Additional Supported S-NSSAIs per TA. 
	YES
	reject

	CHOICE NR-Mode-Info 
	M
	
	
	
	-
	

	>FDD
	
	
	
	
	-
	

	>>FDD Info
	
	1
	
	
	-
	

	>>>UL FreqInfo
	M
	
	NR Frequency Info
9.3.1.17
	
	-
	

	>>>DL FreqInfo
	M
	
	NR Frequency Info
9.3.1.17
	
	-
	

	>>>UL Transmission Bandwidth
	M
	
	Transmission Bandwidth
9.3.1.15
	
	-
	

	>>>DL Transmission Bandwidth
	M
	
	Transmission Bandwidth
9.3.1.15
	
	-
	

	>>>UL Carrier List 
	O
	
	NR Carrier List
9.3.1.137
	If included, the UL Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	>>>DL Carrier List
	O
	
	NR Carrier List
9.3.1.164
	If included, the DL Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	>TDD
	
	
	
	
	-
	

	>>TDD Info
	
	1
	
	
	-
	

	>>>NR FreqInfo
	M
	
	NR Frequency Info
9.3.1.17
	
	-
	

	>>>Transmission Bandwidth
	M
	
	Transmission Bandwidth
9.3.1.15
	
	-
	

	>>>Intended TDD DL-UL Configuration
	O
	
	9.3.1.89
	
	 YES
	ignore

	>>>TDD UL-DL Configuration Common NR
	O
	
	OCTET STRING
	The tdd-UL-DL-ConfigurationCommon as defined in TS 38.331 [8]
	YES
	ignore

	>>>Carrier List
	O
	
	NR Carrier List
9.3.1.137
	If included, the Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	Measurement Timing Configuration
	M
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration inter-node message defined in TS 38.331 [8].
	-
	

	RANAC
	O
	
	RAN Area Code
9.3.1.57
	
	YES
	ignore

	Extended Served PLMNs List
	
	0..1
	
	This is included if more than 6 Served PLMNs is to be signalled.
	YES
	ignore

	>Extended Served PLMNs Item
	
	1 ..<maxnoofExtendedBPLMNs>
	
	
	-
	

	>>PLMN Identity
	M
	
	9.3.1.14
	
	-
	

	>>TAI Slice Support List
	O
	
	Slice Support List
9.3.1.37
	Supported S-NSSAIs per TA. 
	-
	

	>>NPN Support Information
	O
	
	9.3.1.156
	Supported NPNs per PLMN.
	YES
	reject

	>>Extended TAI Slice Support List
	O
	
	Extended Slice Support List
9.3.1.165
	Additional Supported S-NSSAIs per TA. 
	YES
	reject

	Cell Direction
	O
	
	9.3.1.78
	
	YES
	ignore

	Cell Type 
	O
	
	9.3.1.87
	
	YES
	ignore

	Broadcast PLMN Identity Info List
	
	0..<maxnoofBPLMNsNR>
	
	This IE corresponds to the PLMN-IdentityInfoList IE in SIB1 as specified in TS 38.331 [8]. All PLMN Identities and associated information contained in the PLMN-IdentityInfoList IE are included and provided in the same order as broadcast in SIB1.
	YES
	ignore

	>PLMN Identity List
	M
	
	Available PLMN List
9.3.1.65
	Broadcast PLMN IDs in SIB1 associated to the NR Cell Identity IE
	-
	

	>Extended PLMN Identity List
	O
	
	Extended Available PLMN List
9.3.1.76
	
	-
	

	>5GS-TAC
	O
	
	OCTET STRING (3)
	
	-
	

	>NR Cell Identity
	M
	
	BIT STRING (36)
	
	-
	

	>RANAC
	O
	
	RAN Area Code
9.3.1.57
	
	-
	

	>Configured TAC Indication
	O
	
	9.3.1.87a
	NOTE: This IE is associated with the 5GS TAC in the Broadcast PLMN Identity Info List IE
	YES
	ignore

	>NPN Broadcast Information
	O
	
	9.3.1.157
	If this IE is included the content of the PLMN Identity List IE and Extended PLMN Identity List IE if present in the Broadcast PLMN Identity Info List IE is ignored.
	YES
	reject

	Configured TAC Indication
	O
	
	9.3.1.87a
	NOTE: This IE is associated with the 5GS TAC on top-level of the Served Cell Information IE
	YES
	ignore

	Aggressor gNB Set ID
	O
	
	9.3.1.93
	This IE indicates the associated aggressor gNB Set ID of the cell
	YES
	ignore

	Victim gNB Set ID
	O
	
	9.3.1.93
	This IE indicates the associated Victim gNB Set ID of the cell
	YES
	ignore

	IAB Info IAB-DU
	O
	
	9.3.1.106
	
	YES
	ignore

	SSB Positions In Burst 
	O
	
	9.3.1.138
	
	YES
	ignore

	NR PRACH Configuration
	O
	
	9.3.1.139
	
	YES
	ignore

	NR Cell 2-step RACH Configuration
	O
	
	9.3.1.x
	
	YES
	ignore


[bookmark: _Toc45832547][bookmark: _Toc51763827][bookmark: _Toc52132166]9.3.1.139	NR PRACH Configuration
This IE indicates the PRACH resources by a NR cell.  
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UL PRACH Configuration
	M
	
	NR PRACH Configuration List
9.3.1.140
	

	SUL PRACH Configuration
	O
	
	NR PRACH Configuration List
9.3.1.140
	



[bookmark: _Toc45832548][bookmark: _Toc51763828][bookmark: _Toc52132167]9.3.1.140	NR PRACH Configuration List
This IE indicates the PRACH resources used or reserved in the UL carrier(s) or SUL carrier(s) of the current NR cell.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	NR PRACH Configuration Item
	
	0..< maxnoofPrachConfiguration >
	
	Length=0 means releasing of all NR PRACH Configuration Items for this UL or SUL.

	>NR SCS
	M
	
	ENUMERATED (scs15, scs30, scs60, scs120, …)
	The SCS of the carrier to which this PRACH Configuration Item relates, i.e.  in Section 5.3.2 in TS 38.211 [33]. The values scs15, scs30, scs60 and scs120 corresponds to the sub carrier spacing in TS 38.104 [17].
NOTE: Its value may not be identical to the SCS of MSG1 or MSGA.

	[bookmark: _Hlk54201140]> PRACH Frequency Start from Carrier 
	M
	
	INTEGER (0.. maxNrofPhysicalResourceBlocks-1, …)
	Lowest number of resource blocks which can be used to deliver MSG1 or MSGA, counting from the start number of the corresponding carrier.

Identical to  in Section 5.1.2.2.2 in TS 38.214 [34] plus msg1-FrequencyStart in TS 38.331 [8].

	[bookmark: OLE_LINK65]>MSG1-FDM
	M
	
	ENUMERATED (one, two, four, eight, …)
	 in Section 6.3.3.2 in TS 38.211 [33].
[bookmark: OLE_LINK68]In 2-step RACH , it is the MSGA-FDM

	>PRACH Configuration Index
	M
	
	INTEGER (0.. 255, …)
	See Section 6.3.3.2 in TS 38.211 [33].

	>SSB per RACH Occasion 
	M
	
	ENUMERATED (oneEighth, oneFourth, oneHalf, one, two, four, eight, sixteen, ...)
	Number of SSBs per RACH occasion. Value oneEight corresponds to one SSB associated with 8 RACH occasions, value oneFourth corresponds to one SSB associated with 4 RACH occasions, and so on.

	>CHOICE FreqDomainLength
	M
	
	
	For the case of PRACH resources reserved for BFR or MSG1-based or MSGA-based SI Request, L139 is always used.

	>>L839
	
	
	
	

	>>>L839 Info
	
	1
	
	

	>>>>Root Sequence Index
	M
	
	INTEGER (0..837)
	See Section 6.3.3.1 in TS 38.211 [33].

	>>>>Restricted Set Config
	M
	
	ENUMERATED (unrestrictedSet, restrictedSetTypeA, restrictedSetTypeB, …)
	See Section 6.3.3.1 in TS 38.211 [33].

	[bookmark: OLE_LINK78]>>L139
	
	
	
	

	>>>L139 Info
	
	1
	
	

	[bookmark: OLE_LINK67]>>>>MSG1 SCS
	M
	
	ENUMERATED (scs15, scs30, scs60, scs120, …)
	Subcarrier Spacing used in sending MSG1, i.e.  in Section 5.3.2 in TS 38.211 [33].
In 2-step RACH , it is the MSGA SCS

	>>>>Root Sequence Index  
	M
	
	INTEGER (0..137)
	See Section 6.3.3.1 in TS 38.211 [33].

	>Zero Correlation Zone Config
	M
	
	INTEGER (0..15)
	See Section 6.3.3.1 in TS 38.211 [33].




	Range bound
	Explanation

	maxnoofPhysicalResourceBlocks-1
	Maximum no. of Physical Resource Blocks minus 1. Value is 274.

	maxnoofPrachConfiguration
	Maximum no. of PRACH Configuration. Value is 16.



<<<<<<<<<<<<<<<<<<<<Next Changes Begin >>>>>>>>>>>>>>>>>>>>

9.3.1.x	NR Cell 2-step RACH Configuration
This IE indicates the 2-step RACH Configuration by a NR cell.  
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	NR PRACH Configuration
	O
	
	NR PRACH Configuration List
9.3.1.139
	

	NR PUSCH Configuration
	O
	
	NR PUSCH Configuration List
9.3.1.y
	



9.3.1.y	NR PUSCH Configuration
This IE indicates the 2-step RACH PUSCH resources by a NR cell.  
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UL PUSCH Configuration
	M
	
	NR PUSCH Configuration List
9.3.1.z
	

	SUL PUSCH Configuration
	O
	
	NR PUSCH Configuration List
9.3.1.z
	



9.3.1.z	NR PUSCH Configuration List
This IE indicates the PUSCH resources used or reserved in the UL carrier(s) or SUL carrier(s) of the current NR cell.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	NR PUSCH Configuration Item
	
	0..< maxnoofPuschConfiguration >
	
	Length=0 means releasing of all NR PUSCH Configuration Items for this UL or SUL.

	> MSGA PUSCH-time Domain Offset
	M
	
	INTEGER(1..32)
	A single time offset with respect to the start of each PRACH slot (with at least one valid RO), counted as the number of slots (based on the numerology of active UL BWP). See 38.213 [13], clause 8.1A.

	[bookmark: OLE_LINK75]> Number of MSGA PO per Slot
	M
	
	ENUMERATED(one, two, three, six, …)
	Number of time domain PUSCH occasions in each slot. PUSCH occasions including guard period are contiguous in time domain within a slot (see TS 38.213 [13], clause 8.1A).

	> Number of Slots MSGA PUSCH
	
	
	ENUMERATED(one, two, three, four, …)
	Number of slots (in active UL BWP numerology) containing one or multiple PUSCH occasions, each slot has the same time domain resource allocation (see TS 38.213 [13], clause 8.1A).

	> PUSCH Frequency Start from Carrier 
	M
	
	INTEGER (0.. maxnoofPhysicalResourceBlocks-1, …)
	Offset of lowest PUSCH occasion in frequency domain with respect to PRB 0 (see TS 38.213 [13], clause 8.1A).

	[bookmark: OLE_LINK73]>MSGA-PO-FDM
	M
	
	ENUMERATED (one, two, four, eight, …)
	The number of msgA PUSCH occasions FDMed in one time instance (see TS 38.213 [13], clause 8.1A).

	>Guard Period of MSGA PUSCH
	
	
	ENUMERATED(zero, one, two, three, …)
	Guard period between PUSCH occasions in the unit of symbols (see TS 38.213 [13], clause 8.1A).

	>Guard Band of MSGA PUSCH
	
	
	ENUMERATED(zero, one, , …)
	PRB-level guard band between FDMed PUSCH occasions (see TS 38.213 [13], clause 8.1A). If interlaced PUSCH is configured, value 0 is applied.

	>Start Symbol and Length of MSGA PO
	M
	
	INTEGER (0.. 127, …)
	An index giving valid combinations of start symbol, length and mapping type as start and length indicator (SLIV) for the first msgA PUSCH occasion, for RRC_CONNECTED UEs in non-initial BWP as described in TS 38.214 [19] clause 6.1.2. The network configures the field so that the allocation does not cross the slot boundary. The number of occupied symbols excludes the guard period. If the field is absent, the UE shall use the value in msgA-PUSCH-TimeDomainAllocation (see TS 38.213 [13], clause 8.1A). The network configures one of msgA-PUSCH-TimeDomainAllocation and startSymbolAndLengthMsgA-PO, but not both. If the field is absent, the UE shall use the value of msgA-PUSCH-TimeDomainAllocation.

	>MSGA-time Domain Allocation
	
	
	INTEGER (0.. maxnoofUL-Allocations, …)
	Indicates a combination of start symbol and length and PUSCH mapping type from the TDRA table (PUSCH-TimeDomainResourceAllocationList if provided in PUSCH-ConfigCommon, or else the default Table 6.1.2.1.1-2 in 38.214 [19] is used if pusch-TimeDomainAllocationList is not provided in PUSCH-ConfigCommon). The parameter K2 in the table is not used for msgA PUSCH. The network configures one of msgA-PUSCH-TimeDomainAllocation and startSymbolAndLengthMsgA-PO, but not both. If the field is absent, the UE shall use the value of startSymbolAndLenghtMsgA-PO.



	Range bound
	Explanation

	maxnoofPhysicalResourceBlocks-1
	Maximum no. of Physical Resource Blocks minus 1. Value is 274.

	maxnoofUL-Allocations
	Maximum no. of  PUSCH time domain resource allocations . Value is 16.
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