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1. Introduction
This paper is to investigate the scenarios/procedures for support of Activation/Deactivation for SCG. The corresponding proposals are also provided. 
2. Discussion

In Rel-17 WID [1], the following objective is to be considered: 

Support efficient activation/de-activation mechanism for one SCG and SCells 
· Support for one SCG applies to (NG)EN-DC, and NR-DC [RAN2, RAN3, RAN4]
· Support for SCells applies to NR CA, based on RAN1 leading mechanisms [RAN1, RAN2, RAN4]
· This objective applies to FR1 and FR2

For the objective above, RAN2 is under defining the meaning of SCG Deactivation/Activation especially from UE point of view. For example, in Rel-16 it was specified on the SCell’s dormant behavior, while in Rel-17 the behavior of SCG would have some difference from UE point of view. In that case, the network behavior would also be different. It is also possible that the SCG is deactivated but the MN is still active. 
When RAN2’s discussion is clear, the following RAN3 scenarios/procedures should be considered for enhancements: 
· Whether MN or SN can trigger the SCG deactivation/activation for a UE
· Whether to support SCG Mobility in case that it is deactivated for a UE
· Whether to support MN mobility when a SCG is deactivated for a UE
· Impacts to CU/DU and F1 interface for supporting activation/deactivation for SCG

Proposal): The following scenario/procedures should be considered on Activation/Deactivation for One SCG and SCells: 
· Whether MN or SN can trigger the SCG deactivation/activation for a UE
· Whether to support SCG Mobility in case that it is deactivated for a UE
· Whether to support MN mobility when a SCG is deactivated for a UE
· Impacts to CU/DU and F1 interface for supporting activation/deactivation for SCG
3. Conclusion
In this contribution, the scenarios/procedures for support of Activation/Deactivation for SCG were investigated. The following proposal is suggested to RAN3:
Proposal): The following scenario/procedures should be considered on Activation/Deactivation for One SCG and SCells: 
· Whether MN or SN can trigger the SCG deactivation/activation for a UE
· Whether to support SCG Mobility in case that it is deactivated for a UE
· Whether to support MN mobility when a SCG is deactivated for a UE
· Impacts to CU/DU and F1 interface for supporting activation/deactivation for SCG
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