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The purpose of the PDU Session Resource Setup procedure is to assign resources on Uu and NG-U for one or several PDU sessions and the corresponding QoS flows, and to setup corresponding DRBs for a given UE. The procedure uses UE-associated signalling.
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Figure 8.2.1.2-1: PDU session resource setup: successful operation
The AMF initiates the procedure by sending a PDU SESSION RESOURCE SETUP REQUEST message to the NG-RAN node.
The PDU SESSION RESOURCE SETUP REQUEST message shall contain the information required by the NG-RAN node to setup the PDU session related NG-RAN configuration consisting of at least one PDU session resource and include each PDU session resource to setup in the PDU Session Resource Setup Request List IE.
Upon reception of the PDU SESSION RESOURCE SETUP REQUEST message, if resources are available for the requested configuration, the NG-RAN node shall execute the requested NG-RAN configuration and allocate associated resources over NG and over Uu for each PDU session listed in the PDU Session Resource Setup Request List IE. 
If the RAN Paging Priority IE is included in the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node may use it to determine a priority for paging the UE in RRC_INACTIVE state.
For each requested PDU session, if resources are available for the requested configuration, the NG-RAN node shall establish at least one DRB and associate each accepted QoS flow of the PDU session to a DRB established. 
For each PDU session successfully established the NG-RAN node shall pass to the UE the PDU Session NAS-PDU IE, if included, and the value contained in the PDU Session ID IE received for the PDU session. The NG-RAN node shall not send to the UE the PDU Session NAS PDUs associated to the failed PDU sessions. 
If the NAS-PDU IE is included in the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node shall pass it to the UE.
For each PDU session the NG-RAN node shall store the UL NG-U UP TNL Information IE included in the PDU Session Resource Setup Request Transfer IE contained in the PDU SESSION RESOURCE SETUP REQUEST message and use it as the uplink termination point for the user plane data for this PDU session.
For each PDU session, if the Additional UL NG-U UP TNL Information IE is included in the PDU Session Resource Setup Request Transfer IE contained in the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node may allocate for this split PDU session resources for an additional NG-U transport bearer for some or all of the QoS flows present in the QoS Flow Setup Request List IE and it shall indicate these QoS flows in the Additional DL QoS Flow per TNL Information IE in the PDU Session Resource Setup Response Transfer IE. In case the Additional DL QoS Flow per TNL Information IE is not included the SMF shall consider the proposed additional UL NG-U UP TNL information as available again.
For each PDU session, if the Network Instance IE is included in the PDU Session Resource Setup Request Transfer IE contained in the PDU SESSION RESOURCE SETUP REQUEST message and the Common Network Instance IE is not present, the NG-RAN node shall, if supported, use it when selecting transport network resource as specified in TS 23.501 [9].
For each PDU session, if the Common Network Instance IE is included in the PDU Session Resource Setup Request Transfer IE contained in the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node shall, if supported, use it when selecting transport network resource as specified in TS 23.501 [9].
For each PDU session, if the Redundant UL NG-U UP TNL Information IE is included in the PDU Session Resource Setup Request Transfer IE of the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node shall, if supported, use it as the uplink termination point for the user plane data for this PDU session for the redundant transmission and it shall include the Redundant QoS Flow per TNL Information IE in the PDU Session Resource Setup Response Transfer IE as described in TS 23.501 [9]. 
For each PDU session, if the Additional Redundant UL NG-U UP TNL Information IE is included in the PDU Session Resource Setup Request Transfer IE contained in the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node may allocate for this split PDU session resources for an additional redundant NG-U transport bearer for some or all of the QoS flows present in the QoS Flow Setup Request List IE and it shall indicate these QoS flows in the Additional Redundant DL QoS Flow per TNL Information IE in the PDU Session Resource Setup Response Transfer IE. In case the Additional Redundant DL QoS Flow per TNL Information IE is not included the SMF shall consider the proposed additional Redundant UL NG-U UP TNL information as available again.
For each PDU session, if the Redundant Common Network Instance IE is included in the PDU Session Resource Setup Request Transfer IE contained in the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node shall, if supported, use it when selecting transport network resource for the redundant transmission as specified in TS 23.501 [9].
For each PDU session, if the TSC Traffic Characteristics IE is included in the PDU Session Resource Setup Request Transfer IE contained in the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node shall, if supported, store it and use it as specified in TS 23.501 [9].
For each PDU session, if the PDU Session Type IE included in the PDU Session Resource Setup Request Transfer IE of the PDU SESSION RESOURCE SETUP REQUEST message is set to "ethernet", the NG-RAN node may perform appropriate header compression for the concerned PDU session, or if it is set to "unstructured", the NG-RAN node shall not perform header compression for the concerned PDU session.
[bookmark: OLE_LINK148][bookmark: OLE_LINK149][bookmark: OLE_LINK150][bookmark: OLE_LINK151][bookmark: OLE_LINK152][bookmark: _Hlk509588533]For each PDU session for which the Security Indication IE is included in the PDU Session Resource Setup Request Transfer IE of the PDU SESSION RESOURCE SETUP REQUEST message, and the Integrity Protection Indication IE or Confidentiality Protection Indication IE is set to "required", then the NG-RAN node shall perform user plane integrity protection or ciphering, respectively, for the concerned PDU session. If the NG-RAN node cannot perform the user plane integrity protection or ciphering, it shall reject the setup of the PDU session resources with an appropriate cause value.
If the NG-RAN node is an ng-eNB, it shall reject all PDU sessions for which the Integrity Protection Indication IE is set to "required".
For each PDU session for which the Security Indication IE is included in the PDU Session Resource Setup Request Transfer IE of the PDU SESSION RESOURCE SETUP REQUEST message, and the Integrity Protection Indication IE or Confidentiality Protection Indication IE is set to "preferred", then the NG-RAN node should, if supported, perform user plane integrity protection or ciphering, respectively, for the concerned PDU session and shall notify whether it performed the user plane integrity protection or ciphering by including the Integrity Protection Result IE or Confidentiality Protection Result IE, respectively, in the PDU Session Resource Setup Response Transfer IE of the PDU SESSION RESOURCE SETUP RESPONSE message.
For each QoS flow, if the Queuing indicator and Queuing priority IEs are included in the QoS Flow Setup Request List IE contained in the PDU Session Resource Setup Request Transfer IE, the NG-RAN node shall, if supported, take them into account for further signalling.
NEXT CHANGE
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[bookmark: _Toc20954882][bookmark: _Toc29503319][bookmark: _Toc29503903][bookmark: _Toc29504487][bookmark: _Toc36552933][bookmark: _Toc36554660][bookmark: _Toc45651942][bookmark: _Toc45658374][bookmark: _Toc45720194][bookmark: _Toc45798074][bookmark: _Toc45897463][bookmark: _Toc51745663]8.4.2.1	General
The purpose of the Handover Resource Allocation procedure is to reserve resources at the target NG-RAN node for the handover of a UE.
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Figure 8.4.2.2-1: Handover resource allocation: successful operation
The AMF initiates the procedure by sending the HANDOVER REQUEST message to the target NG-RAN node.
If the Masked IMEISV IE is contained in the HANDOVER REQUEST message the target NG-RAN node shall, if supported, use it to determine the characteristics of the UE for subsequent handling.
Upon receipt of the HANDOVER REQUEST message the target NG-RAN node shall
-	attempt to execute the requested PDU session configuration and associated security;
-	store the received UE Aggregate Maximum Bit Rate in the UE context, and use the received UE Aggregate Maximum Bit Rate for all Non-GBR QoS flows for the concerned UE as specified in TS 23.501 [9];
-	store the received Mobility Restriction List in the UE context;
-	store the received UE Security Capabilities in the UE context;
-	store the received Security Context in the UE context and take it into use as defined in TS 33.501 [13].
Upon reception of the UE History Information IE, which is included within the Source to Target Transparent Container IE of the HANDOVER REQUEST message, the target NG-RAN node shall collect the information defined as mandatory in the UE History Information IE and shall, if supported, collect the information defined as optional in the UE History Information IE, for as long as the UE stays in one of its cells, and store the collected information to be used for future handover preparations.
Upon receiving the PDU Session Resource Setup List IE contained in the HANDOVER REQUEST message, the target NG-RAN node shall behave the same as defined in the PDU Session Resource Setup procedure. The target NG-RAN node shall report to the AMF in the HANDOVER REQUEST ACKNOWLEDGE message the result for each PDU session resource requested to be setup. In particular, for each PDU session resource successfully setup, it shall include the Handover Request Acknowledge Transfer IE containing the following information:
-	The list of QoS flows which have been successfully established in the QoS Flow Setup Response List IE.
-	The Data Forwarding Accepted IE if the data forwarding for the QoS flow is accepted.
-	The list of QoS flows which have failed to be established, if any, in the QoS Flow Failed to Setup List IE.
-	The UP transport layer information to be used for the PDU session.
-	The security result associated to the PDU session.
[bookmark: _Hlk527048006]-	The redundant UP transport layer information to be used for the redundant transmission for the PDU session.
For each PDU session resource which failed to be setup, the Handover Resource Allocation Unsuccessful Transfer IE shall be included in the HANDOVER REQUEST ACKNOWLEDGE message containing a cause value that should be precise enough to enable the SMF to know the reason for the unsuccessful establishment. 
For each QoS flow, if the Queuing indicator and Queuing priority IEs are included in the QoS Flow Setup Request List IE contained in the PDU Session Resource Setup Request Transfer IE, the target NG-RAN node shall indicate whether a QoS flow can be subject to queuing in the Handover Request Acknowledge Transfer IE in the HANDOVER REQUEST ACKNOWLEDGE message. For each QoS flow for which the target NG-RAN node has indicated it can be subject to queuing in the HANDOVER REQUEST ACKNOWLEDGE message, the source SMF may take it into account for further signalling.
For each PDU session, if the QoS Flows To Be Queued List IE is contained in the PDU Session Resource Setup Request Transfer IE, the target NG-RAN node shall apply queuing to those QoS flows.
NEXT CHANGE
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UNCHANGED TEXT OMITTED
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[bookmark: _Hlk54115179]This IE contains a list of QoS flows with a cause value. It is used for example to indicate failed QoS flow(s) or QoS flow(s) to be released, or QoS flow(s) that can be queued.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	QoS Flow Item
	
	1..<maxnoofQoSFlows>
	
	

	>QoS Flow Identifier
	M
	
	9.3.1.51
	

	>Cause
	M
	
	9.3.1.2
	

	[bookmark: _Hlk54114958]>Queuing
	O
	
	ENUMERATED (true,…)
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[bookmark: _Toc20955328][bookmark: _Toc29503781][bookmark: _Toc29504365][bookmark: _Toc29504949][bookmark: _Toc36553402][bookmark: _Toc36555129][bookmark: _Toc45652525][bookmark: _Toc45658957][bookmark: _Toc45720777][bookmark: _Toc45798657][bookmark: _Toc45898046][bookmark: _Toc51746253]9.3.4.1	PDU Session Resource Setup Request Transfer
This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Aggregate Maximum Bit Rate
	O
	
	9.3.1.102
	This IE shall be present when at least one Non-GBR QoS flow is being setup and is ignored otherwise.
	YES
	reject

	UL NG-U UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.2
	UPF endpoint of the NG-U transport bearer, for delivery of UL PDUs.
	YES
	reject

	Additional UL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information List
9.3.2.12
	UPF endpoint of the additional NG-U transport bearer(s), for delivery of UL PDUs for split PDU session.
	YES
	reject

	Data Forwarding Not Possible
	O
	
	9.3.1.63
	This IE may be present in case of HANDOVER REQUEST message and is ignored otherwise.
	YES
	reject

	PDU Session Type
	M
	
	9.3.1.52
	
	YES
	reject

	Security Indication
	O
	
	9.3.1.27
	
	YES
	reject

	Network Instance
	O
	
	9.3.1.113
	This IE is ignored if the Common Network Instance IE is included.
	YES
	reject

	QoS Flow Setup Request List
	
	1
	
	
	YES
	reject

	>QoS Flow Setup Request Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.12
	
	-
	

	>>E-RAB ID
	O
	
	9.3.2.3
	
	-
	

	>>TSC Traffic Characteristics
	O
	
	9.3.1.130
	This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore

	>>Redundant QoS Flow Indicator
	O
	
	9.3.1.134
	This IE indicates whether this QoS flow is requested for the redundant transmission.
	YES
	ignore

	>>Queuing indicator
	O
	
	ENUMERATED (true,…)
	
	YES
	ignore

	>>Queuing priority
	O
	
	INTEGER(1..64)
	
	YES
	ignore

	QoS Flows To Be Queued List
	
	0..1
	
	This IE is only present when the PDU Session Resource Setup Request Transfer is contained in the HANDOVER REQUEST message. 
	YES
	ignore

	>QoS Flows To Be Queued Item
	
	1..<maxnoofQoSFlows>
	
	
	–
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	–
	

	>>Queuing priority
	O
	
	INTEGER(1..64)
	
	–
	

	Common Network Instance
	O
	
	9.3.1.120
	
	YES
	ignore

	Direct Forwarding Path Availability
	O
	
	9.3.1.64
	This IE may be present in case of inter-system handover and is ignored otherwise.
	YES
	ignore

	Redundant UL NG-U UP TNL Information 
	O
	
	UP Transport Layer Information
9.3.2.2
	UPF endpoint of the NG-U transport bearer, for delivery of UL PDUs for the redundant transmission.
	YES
	ignore

	Additional Redundant UL NG-U UP TNL Information
	O
	
	UP Transport Layer Information List
9.3.2.12
	UPF endpoint of the additional NG-U transport bearer(s), for delivery of redundant UL PDUs for split PDU session.
	YES
	ignore

	Redundant Common Network Instance
	O
	
	Common Network Instance
9.3.1.120
	
	YES
	ignore

	Redundant PDU Session Information
	O
	
	9.3.1.136
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.
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This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.
	-
	

	DL NG-U TNL Information Reused
	O
	
	ENUMERATED (true, …)
	Indicates that DL NG-U TNL Information has been reused.
	-
	

	User Plane Security Information
	O
	
	9.3.1.60
	
	-
	

	QoS Flow Accepted List
	
	1
	
	QoS flows associated with the DL NG-U UP TNL Information IE.
	-
	

	>QoS Flow Accepted Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>Current QoS Parameters Set Index
	O
	
	Alternative QoS Parameters Set Index
9.3.1.152
	Index to the currently fulfilled alternative QoS parameters set.
	YES
	ignore

	QoS Flow Queued List
	
	0..1
	
	QoS flows associated with the DL NG-U UP TNL Information IE.
	YES
	ignore

	>QoS Flow Queued Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	Additional DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of DL PDUs for split PDU session, together with associated QoS flows.
	YES
	ignore

	Redundant DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of redundant DL PDUs.
	YES
	ignore

	Redundant DL NG-U TNL Information Reused
	O
	
	ENUMERATED (true, …)
	Indicates that Redundant DL NG-U TNL Information has been reused.
	YES
	ignore

	Additional Redundant DL QoS Flow per TNL Information
	O
	
	QoS Flow per TNL Information List
9.3.2.1
	NG-RAN node endpoint of the additional NG-U transport bearer(s) for delivery of Redundant DL PDUs for split PDU session, together with associated QoS flows.
	YES
	ignore

	Used RSN Information
	O
	
	Redundant PDU Session Information
9.3.1.136
	
	YES
	ignore

	Global RAN Node ID of Secondary NG-RAN Node
	O
	
	Global RAN Node ID
9.3.1.5
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.
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This IE is transparent to the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs.
	-
	

	DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	To deliver forwarded DL PDUs.
	-
	

	Security Result
	O
	
	9.3.1.59
	
	-
	

	QoS Flow Setup Response List
	M
	
	QoS Flow List with Data Forwarding 9.3.2.13
	QoS flows associated with the DL NG-U UP TNL Information IE.
	-
	

	QoS Flow Failed to Setup List
	O
	
	QoS Flow List with Cause
9.3.1.13
	Indicates the failed QoS flow(s) or the QoS flow(s) that can be queued.
	-
	

	Data Forwarding Response DRB List
	O
	
	9.3.1.77
	
	-
	

	Additional DL UP TNL Information for HO List
	
	0..1
	
	
	YES
	ignore

	>Additional DL UP TNL Information for HO Item
	
	1..<maxnoofMultiConnectivityMinusOne>
	
	Additional DL UP TNL Information for split PDU session, in the same order as the UPF endpoint of the additional NG-U transport bearer(s) received in the Handover Request Transfer IE of the Handover Request message.
	-
	

	>>Additional DL NG-U UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the additional NG-U transport bearer for delivery of DL PDUs.
	-
	

	>>Additional QoS Flow Setup Response List
	M
	
	QoS Flow List with Data Forwarding 9.3.2.13
	QoS flows associated with the Additional DL NG-U UP TNL Information IE.
	-
	

	>>Additional DL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint to deliver forwarded DL PDUs.
	-
	

	>>Additional Redundant DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the additional NG-U transport bearer for delivery of redundant DL PDUs.
	YES
	ignore

	UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	To deliver forwarded UL PDUs
	YES
	reject

	Additional UL Forwarding UP TNL Information
	O
	
	UP Transport Layer Information List
9.3.2.12
	NG-RAN node endpoint to deliver forwarded UL PDUs for split PDU session.
	YES
	reject

	Data Forwarding Response E-RAB List
	O
	
	9.3.1.121
	
	YES
	ignore

	Redundant DL NG-U UP TNL Information
	O
	
	UP Transport Layer Information
9.3.2.2
	NG-RAN node endpoint of the NG-U transport bearer, for delivery of DL PDUs for the redundant transmission.
	YES
	ignore

	Used RSN Information
	O
	
	Redundant PDU Session Information
9.3.1.136
	
	YES
	ignore

	Global RAN Node ID of Secondary NG-RAN Node
	O
	
	Global RAN Node ID
9.3.1.5
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.

	maxnoofMultiConnectivityMinusOne
	Maximum no. of connectivity allowed for a UE minus one. Value is 3. The current version of the specification supports 1.



NEXT CHANGE
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-- ASN1START
-- **************************************************************
--
-- PDU definitions for NGAP.
--
-- **************************************************************

NGAP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN


[bookmark: _Hlk54119511]UNCHANGED TEXT OMITTED
FROM NGAP-Containers

UNCHANGED TEXT OMITTED
	id-UE-UP-CIoT-Support,
	id-UL-CP-SecurityInformation,
	id-UnavailableGUAMIList,
	id-UserLocationInformation,
	id-W-AGFIdentityInformation,
	id-WarningAreaCoordinates,
	id-WarningAreaList,
	id-WarningMessageContents,
	id-WarningSecurityInfo,
	id-WarningType,
	id-WUS-Assistance-Information,
	id-RIMInformationTransfer,
	id-QosFlowQueuedList,
	id-QosFlowToQueueList,
	id-Queuing,
	id-QueuingIndicator,
	id-QueuingPriority

NEXT CHANGE
PathSwitchRequestTransfer ::= SEQUENCE {
	dL-NGU-UP-TNLInformation			UPTransportLayerInformation,
	dL-NGU-TNLInformationReused			DL-NGU-TNLInformationReused							OPTIONAL,
	userPlaneSecurityInformation		UserPlaneSecurityInformation						OPTIONAL,
	qosFlowAcceptedList					QosFlowAcceptedList,
	iE-Extensions		ProtocolExtensionContainer { {PathSwitchRequestTransfer-ExtIEs} }	OPTIONAL,
	...
}

PathSwitchRequestTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-AdditionalDLQosFlowPerTNLInformation				CRITICALITY ignore	EXTENSION QosFlowPerTNLInformationList		PRESENCE optional	}|
	{ ID id-RedundantDL-NGU-UP-TNLInformation					CRITICALITY ignore	EXTENSION UPTransportLayerInformation			PRESENCE optional	}|
	{ ID id-RedundantDL-NGU-TNLInformationReused				CRITICALITY ignore	EXTENSION DL-NGU-TNLInformationReused			PRESENCE optional	}|
	{ ID id-AdditionalRedundantDLQosFlowPerTNLInformation		CRITICALITY ignore	EXTENSION QosFlowPerTNLInformationList		PRESENCE optional	}|
	{ ID id-UsedRSNInformation									CRITICALITY ignore	EXTENSION RedundantPDUSessionInformation		PRESENCE optional	}|
	{ ID id-GlobalRANNodeID 										CRITICALITY ignore	EXTENSION GlobalRANNodeID							PRESENCE optional	}|
	{ ID id-QosFlowQueuedList 										CRITICALITY ignore	EXTENSION QosFlowQueuedList						PRESENCE optional	},
	...
}

UNCHANGED TEXT OMITTED
PDUSessionResourceSetupRequestTransfer ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {PDUSessionResourceSetupRequestTransferIEs} },
	...
}

PDUSessionResourceSetupRequestTransferIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-PDUSessionAggregateMaximumBitRate			CRITICALITY reject	TYPE PDUSessionAggregateMaximumBitRate		PRESENCE optional		}|
	{ ID id-UL-NGU-UP-TNLInformation					CRITICALITY reject	TYPE UPTransportLayerInformation				PRESENCE mandatory	}|
	{ ID id-AdditionalUL-NGU-UP-TNLInformation			CRITICALITY reject	TYPE UPTransportLayerInformationList			PRESENCE optional		}|
	{ ID id-DataForwardingNotPossible					CRITICALITY reject	TYPE DataForwardingNotPossible					PRESENCE optional		}|
	{ ID id-PDUSessionType								CRITICALITY reject	TYPE PDUSessionType									PRESENCE mandatory	}|
	{ ID id-SecurityIndication							CRITICALITY reject	TYPE SecurityIndication							PRESENCE optional		}|
	{ ID id-NetworkInstance								CRITICALITY reject	TYPE NetworkInstance								PRESENCE optional		}|
	{ ID id-QosFlowSetupRequestList						CRITICALITY reject	TYPE QosFlowSetupRequestList					PRESENCE mandatory	}|
	{ ID id-CommonNetworkInstance						CRITICALITY ignore	TYPE CommonNetworkInstance						PRESENCE optional		}|
	{ ID id-DirectForwardingPathAvailability			CRITICALITY ignore	TYPE DirectForwardingPathAvailability		PRESENCE optional	 	}|
	{ ID id-RedundantUL-NGU-UP-TNLInformation			CRITICALITY ignore	TYPE UPTransportLayerInformation				PRESENCE optional	 	}|
	{ ID id-AdditionalRedundantUL-NGU-UP-TNLInformation	CRITICALITY ignore	TYPE UPTransportLayerInformationList			PRESENCE optional		}|
	{ ID id-RedundantCommonNetworkInstance				CRITICALITY ignore	TYPE CommonNetworkInstance						PRESENCE optional		}|
	{ ID id-RedundantPDUSessionInformation				CRITICALITY ignore	TYPE RedundantPDUSessionInformation 			PRESENCE optional		}|
[bookmark: _Hlk54265364]	{ ID id-QosFlowToQueueList							CRITICALITY reject	TYPE	 QosFlowToQueueList						PRESENCE mandatory	},
	...
}

UNCHANGED TEXT OMITTED
QosFlowListWithCause ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowWithCauseItem

QosFlowWithCauseItem ::= SEQUENCE {
	qosFlowIdentifier		QosFlowIdentifier,
	cause					Cause,
	iE-Extensions		ProtocolExtensionContainer { {QosFlowWithCauseItem-ExtIEs} } OPTIONAL,
	...
}

QosFlowWithCauseItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-Queuing		CRITICALITY ignore	EXTENSION Queuing	PRESENCE optional	},
	...
}

UNCHANGED TEXT OMITTED
QosFlowSetupRequestList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowSetupRequestItem

QosFlowSetupRequestItem ::= SEQUENCE {
	qosFlowIdentifier				QosFlowIdentifier,
	qosFlowLevelQosParameters		QosFlowLevelQosParameters,
	e-RAB-ID						E-RAB-ID											OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {QosFlowSetupRequestItem-ExtIEs} } OPTIONAL,
	...
}

QosFlowSetupRequestItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ID id-TSCTrafficCharacteristics	CRITICALITY ignore	EXTENSION TSCTrafficCharacteristics		PRESENCE optional }|
	{ID id-RedundantQosFlowIndicator	CRITICALITY ignore	EXTENSION RedundantQosFlowIndicator		PRESENCE optional }|
	{ID id-QueuingIndicator			CRITICALITY ignore	EXTENSION QueuingIndicator			PRESENCE optional }|
	{ID id-QueuingPriority				CRITICALITY ignore	EXTENSION QueuingPriority			PRESENCE optional },
	...
}

QosFlowToQueueList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowToQueueItem

QosFlowToQueueItem ::= SEQUENCE {
	qosFlowIdentifier				QosFlowIdentifier,
	queuingPriority					QueuingPriority	OPTIONAL, 
	iE-Extensions		ProtocolExtensionContainer { {QosFlowToQueueItem-ExtIEs} } OPTIONAL,
	...
}

QosFlowToQueueItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

QosFlowQueuedList ::= SEQUENCE (SIZE(1..maxnoofQosFlows)) OF QosFlowQueuedItem

QosFlowQueuedItem ::= SEQUENCE {
	qosFlowIdentifier				QosFlowIdentifier, 
	iE-Extensions		ProtocolExtensionContainer { {QosFlowQueuedItem-ExtIEs} } OPTIONAL,
	...
}

QosFlowQueuedItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

UNCHANGED TEXT OMITTED
QoSFlowsUsageReport-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

Queuing ::= ENUMERATED {true,	...}

QueuingIndicator ::= ENUMERATED {true,	...}

QueuingPriority ::= INTEGER (1..64)


NEXT CHANGE
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-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NGAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

UNCHANGED TEXT OMITTED

-- **************************************************************
--
-- IEs
--
-- **************************************************************

	id-AllowedNSSAI											ProtocolIE-ID ::= 0
	id-AMFName												ProtocolIE-ID ::= 1
	id-AMFOverloadResponse									ProtocolIE-ID ::= 2
	id-AMFSetID												ProtocolIE-ID ::= 3

UNCHANGED TEXT OMITTED

	id-EarlyStatusTransfer-TransparentContainer 			ProtocolIE-ID ::= 268
	id-NotifySourceNGRANNode								ProtocolIE-ID ::= 269
	id-ExtendedSliceSupportList								ProtocolIE-ID ::= 270
	id-ExtendedTAISliceSupportList							ProtocolIE-ID ::= 271
	id-ConfiguredTACIndication								ProtocolIE-ID ::= 272
	id-Extended-RANNodeName									ProtocolIE-ID ::= 273
	id-Extended-AMFName										ProtocolIE-ID ::= 274
	id-QosFlowQueuedList									ProtocolIE-ID ::= 275
	id-QosFlowToQueueList 									ProtocolIE-ID ::= 276
	id-Queuing 												ProtocolIE-ID ::= 277
	id-QueuingIndicator										ProtocolIE-ID ::= 278
	id-QueuingPriority 										ProtocolIE-ID ::= 279


END



END OF CHANGES
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