

	
3GPP TSG-RAN WG3 Meeting #110-e	R3-206638
E-meeting, 2 – 12 Nov 2020
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.423
	CR
	[bookmark: _GoBack]0504
	rev
	
	Current version:
	16.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	X



	

	Title:	
	Correction of Allocated C-RNTI for 2-step RACH

	
	

	Source to WG:
	Huawei, CMCC

	Source to TSG:
	RAN3

	
	

	Work item code:
	TEI16
	
	Date:
	2020-10-22

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	

The 2-step RACH has been captured as R16 feature. In TS 38.321, two new RAR formats are agreed as follows. 

· the success RAR is defined when the gNB successfully decodes the msgA, wherein the C-RNTI shall be included.
· The fallback RAR is defined when the gNB successufully detects the preamble but failes to decode the payload in the MsgA, where the temporary C-RNTI is included. 

In the XnAP RETRIEVE UE CONTEXT REQUEST message, the serving gNB  shall forward the C-RNTI to the target gNB as the input of the short MAC-I for next potential release. 

But currently the semantics descriptions for the Allocated C-RNTI IE is not fully correct, where only the temporary C-RNTI for 4-step RACH is described. 








 
Figure 6.2.3a-2: successRAR



Figure 6.2.3a-1: fallbackRAR



	
	

	Summary of change:
	Update the semantics descriptions for Allocated C-RNTI IE .
 
Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release).
The impact can be considered isolated because the change only affects theUE context fetch procedure.


	
	

	Consequences if not approved:
	The 2-step RACH in case of UE context fetch procedure is not correctly described. 
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This IE is used to address a UE Context within an NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE UE Context ID
	M
	
	
	

	>RRC Resume
	
	
	
	

	>>I-RNTI
	M
	
	9.2.3.46
	NOTE: How the new NG-RAN node is able to resolve the old NG-RAN ID from the I-RNTI is a matter of proper configuration in the old and new NG-RAN node.

	>>Allocated C-RNTI
	M
	
	BIT STRING (SIZE (16))
	Temporary C-RNTI allocated to the UE by the cell where the RRC connection has been requested to be resumed, contained in the MAC RAR as defined in TS 38.321 [35] or in TS 36.321 [36]., or C-RNTI contained in the MAC successRAR, or temporary C-RNTI contained in the MAC fallbackRAR as defined in TS 38.321 [35]. 

	>>Access PCI
	M
	
	NG-RAN Cell PCI
9.2.2.10
	The cell PCI where the RRC connection has been requested to be resumed.

	>RRC Reestablishment 
	
	
	
	

	>>C-RNTI
	M
	
	BIT STRING (SIZE (16))
	C-RNTI contained in the RRCReestablishmentRequest message (TS 38.331 [10]) or RRCConnectionReestablishmentRequest message (TS 36.331 [14]).

	>> Failure Cell PCI
	M
	
	NG-RAN Cell PCI
9.2.2.10
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