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Change Start
[bookmark: _Toc45832558][bookmark: _Toc5691192][bookmark: _Toc5691195]9.3.1.150	MDT Configuration
The IE defines the MDT configuration parameters.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MDT Activation
	M
	
	ENUMERATED(Immediate MDT only, Immediate MDT and Trace, …)
	

	Measurements to Activate
	M
	
	BITSTRING
(SIZE(8)) 
	Each position in the bitmap indicates a MDT measurement, as defined in TS 37.320 [35].
Second Bit = M2,
Fifth Bit = M5,
Seventh Bit = M6,
Eighth Bit = M7.

Value "1" indicates "activate" and value "0" indicates "do not activate".

This version of the specification does not use bits 1, bit 3, bit 4 and bit 6.

	M2 Configuration
	C-ifM2
	
	ENUMERATED (true, …)
	

	M5 Configuration
	C-ifM5
	
	9.3.1.152
	

	M6 Configuration
	C-ifM6
	
	9.3.1.153
	

	M7 Configuration
	C-ifM7
	
	9.3.1.154 
	

	MDT Location Information
	O
	
	BITSTRING(SIZE(8))
	each position in the bitmap represents requested location information as defined in TS 37.320 [35].
Second Bit = E-CID information.
Other bits are reserved for future use and are ignored if received.
Value “1” indicates “activate” and value “0” indicates “do not activate”.





	Condition
	Explanation

	ifM2
	This IE shall be present if the Measurements to Activate IE has the second bit set to "1".

	ifM5
	This IE shall be present if the Measurements to Activate IE has the fifth bit set to "1".

	ifM6
	This IE shall be present if the Measurements to Activate IE has the seventh bit set to "1".

	ifM7
	This IE shall be present if the Measurements to Activate IE has the eighth bit set to "1".




Next Change
	



[bookmark: _Toc29893129][bookmark: _Toc45832586][bookmark: _Toc52132246][bookmark: _Toc36557066][bookmark: _Toc51763908][bookmark: _Toc20956003]9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-gNB-CUSystemInformation,
	id-HandoverPreparationInformation,
	id-TAISliceSupportList,
	id-RANAC,
	id-BearerTypeChange,
	id-Cell-Direction,
	id-Cell-Type,
	id-CellGroupConfig,
	id-AvailablePLMNList,
	id-PDUSessionID,
	id-ULPDUSessionAggregateMaximumBitRate, 
	id-DC-Based-Duplication-Configured,
	id-DC-Based-Duplication-Activation,
	id-Duplication-Activation,
	id-DLPDCPSNLength,
	id-ULPDCPSNLength,
	id-RLC-Status,
	id-MeasurementTimingConfiguration,
	id-DRB-Information,
	id-QoSFlowMappingIndication,
	id-ServingCellMO,
	id-RLCMode,
	id-ExtendedServedPLMNs-List,
	id-ExtendedAvailablePLMN-List,
	id-DRX-LongCycleStartOffset,
	id-SelectedBandCombinationIndex,
	id-SelectedFeatureSetEntryIndex,
	id-Ph-InfoSCG,
	id-latest-RRC-Version-Enhanced,
	id-RequestedBandCombinationIndex,
	id-RequestedFeatureSetEntryIndex,
	id-DRX-Config,
	id-UEAssistanceInformation,
	id-PDCCH-BlindDetectionSCG,
	id-Requested-PDCCH-BlindDetectionSCG,
	id-BPLMN-ID-Info-List,
	id-NotificationInformation,
	id-TNLAssociationTransportLayerAddressgNBDU,
	id-portNumber,
	id-AdditionalSIBMessageList,
	id-IgnorePRACHConfiguration,
	id-CG-Config,
	id-Ph-InfoMCG,
	id-AggressorgNBSetID,
	id-VictimgNBSetID,
	id-MeasGapSharingConfig,
	id-systemInformationAreaID,
	id-areaScope,
	id-IntendedTDD-DL-ULConfig,
	id-QosMonitoringRequest,
	id-BHInfo,
	id-IAB-Info-IAB-DU,
	id-IAB-Info-IAB-donor-CU,
	id-IAB-Barred,
	id-SIB12-message,
	id-SIB13-message,
	id-SIB14-message,
	id-UEAssistanceInformationEUTRA,
	id-SL-PHY-MAC-RLC-Config,
	id-SL-ConfigDedicatedEUTRA,
	id-AlternativeQoSParaSetList,
	id-CurrentQoSParaSetIndex,
	id-CarrierList,
	id-ULCarrierList,
	id-FrequencyShift7p5khz,
	id-SSB-PositionsInBurst,
	id-NRPRACHConfig, 
	id-TDD-UL-DLConfigCommonNR,
	id-CNPacketDelayBudgetDownlink,
	id-CNPacketDelayBudgetUplink,
	id-ExtendedPacketDelayBudget,
	id-TSCTrafficCharacteristics,
	id-AdditionalPDCPDuplicationTNL-List,
	id-RLCDuplicationInformation,
	id-AdditionalDuplicationIndication,
	id-mdtConfiguration,
	id-TraceCollectionEntityURI,
	id-NID,
	id-NPNSupportInfo,
	id-NPNBroadcastInformation,
	id-AvailableSNPN-ID-List,
	id-SIB10-message,
	id-RequestedP-MaxFR2,
	id-DLCarrierList,
	id-ExtendedTAISliceSupportList,
	id-E-CID-MeasurementQuantities-Item,
	id-ConfiguredTACIndication,
id-MDT-Location-Info,

--unchange part

Next Change
	


MDTConfiguration ::= SEQUENCE {
	mdt-Activation				MDT-Activation,
	measurementsToActivate		MeasurementsToActivate,
	m2Configuration				M2Configuration		OPTIONAL,
	--  C-ifM2: This IE shall be present if the Measurements to Activate IE has the second bit set to "1".
	m5Configuration				M5Configuration		OPTIONAL,
	--  C-ifM5: This IE shall be present if the Measurements to Activate IE has the fifth bit set to "1".
	m6Configuration				M6Configuration		OPTIONAL,
	--  C-ifM6: This IE shall be present if the Measurements to Activate IE has the seventh bit set to "1".
	m7Configuration				M7Configuration		OPTIONAL,
	--  C-ifM7: This IE shall be present if the Measurements to Activate IE has the eighth bit set to "1".
	iE-Extensions				ProtocolExtensionContainer { { MDTConfiguration-ExtIEs} } OPTIONAL,
	...
}
MDTConfiguration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
{ ID id-MDT-Location-Info	CRITICALITY ignore	EXTENSION MDT-Location-Info		PRESENCE optional},
	...
}
MDT-Location-Info	::= BIT STRING (SIZE (8))
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[bookmark: _Toc45832588][bookmark: _Toc51763910][bookmark: _Toc20956005][bookmark: _Toc29893131][bookmark: _Toc52132248][bookmark: _Toc36557068]9.4.7	Constant Definitions
-- ASN1START 
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

F1AP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

--unchange part

id-SFNInitialisationTime							ProtocolIE-ID ::= 430
id-SystemFrameNumber								ProtocolIE-ID ::= 431
id-SlotNumber										ProtocolIE-ID ::= 432
id-TRP-MeasurementRequestList						ProtocolIE-ID ::= 433
id-MeasurementBeamInfoRequest						ProtocolIE-ID ::= 434
id-E-CID-ReportCharacteristics						ProtocolIE-ID ::= 435
id-ConfiguredTACIndication							ProtocolIE-ID ::= 436
id-Extended-GNB-DU-Name								ProtocolIE-ID ::= 437
id-Extended-GNB-CU-Name								ProtocolIE-ID ::= 438
id-MDT-Location-Info                                ProtocolIE-ID ::= 43X  


END
-- ASN1STOP 




End of Change
	


