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	Reason for change:
	In the RAN3#108-e, RAN3 agreed on the per DRB DAPS response. 
While this is reflected in ASN.1, DAPS Response Information IE only has DAPS Response Indicator, not in the form of the list, in the tabular. 
Therefore, the tabular needs to be alinged to ASN.1.

	
	

	Summary of change:
	To align the tabular with ASN.1, the DRB ID has been added in the DAPS Response Information Item in the tabular.

Impact assessment towards the previous version of the specification (same release): 
This CR has an impact on the DAPS Response Information IE in the HANDOVER REQUEST ACKNOWLEDGE message, and the change is backward compatible.

	
	

	Consequences if not approved:
	The presence of the IE is different between the tabular and ASN.1. 
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[bookmark: _Toc44497587][bookmark: _Toc45107975][bookmark: _Toc45901595]9.2.1.34	DAPS Response Information
The DAPS Response Indicator IE indicates the per DRB response to a requested DAPS Handover.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DAPS Response
Information List
	
	
	
	

	>DAPS Response Information Item
	
	1..<maxnoofDRBs>
	
	

	>>DRB ID
	M
	
	9.2.3.33
	

	>>DAPS Response Indicator
	M
	
	ENUMERATED (DAPS HO accepted, DAPS HO not accepted, …)
	Indicates that the DAPS Handover is accepted or not.



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 



	End of the change


 
