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1 Introduction

CB: # 100_UnknownRRCest_cause
-  check handling of cause values w.r.t. CN: any undesirable effects?
- impact to e.g. overload handling in CN?

(E/// - moderator)

Summary of offline disc R3-206991
2 For the Chairman’s Notes
No consensus.

The papers are noted.
3 Discussion 
In NR RRC TS 38.331, it is specified that “gNB is not expected to reject an RRCSetupRequest due to unknown cause value being used by the UE.”

But in NGAP TS 38.413, how to map this to the NGAP RRC Establishment Cause is not specified.

The proposal is to use the code point “notAvailable” which is used in case of “re-establishing” or “Resumce” for the “Unknown RRC cause value” to it handles the same way in the NG-RAN node and in CN.

The concern is what impact this would cause in CN, e.g. in CN overload handling.

This can only be answered by SA2. As a way forward, we can send a LS to SA2 to ask for feedback. 

Question 1: What question should be asked in the LS to SA2?
	Company
	Comment

	Ericsson
	To SA2, we can ask:

· Would mapping the unknown RRC cause to “notAvailable” be beneficial or not related to CN overload handling?

· How is the “notAvailable” for the reestablishment and resume cases used in CN today?
· Would it be beneficial to handle the “Unknown RRC cause value” the same as the reestablishment and resume?

	Nokia
	We do not see the need for any CR (i.e. nothing is broken), therefore no need for LS to SA2. Current specifications already allow unknown RRC Establishment Cause to be mapped to “not available”. However, we don’t see any benefit (or any problem that is solved) to mandate it, and such change would also be functionally non-backwards compatible.

	Huawei
	Not sure if the LS to SA2 is helpful for our further discussion. So far this notAvailable cause value is not reflected in their specification. But we are open to further discuss. 
To avoid any functionally NBC, we would suggest to consider for R16 whether to reuse the notAvailable cause value. 


	NEC
	Same view as Nokia.


4 Conclusion, Recommendations 
There is no consensus.
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