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1
Introduction

This paper provide the TP on Successful Handover Report for XnAP.  
2
TP to TS 38.423
8.4.12
Access And Mobility Indication

8.4.12.1
General

The purpose of the Access and Mobility Indication procedure is to transfer Access and Mobility related information between NG-RAN nodes.

8.4.12.2
Successful Operation
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Figure 8.2.12.2-1: Access And Mobility Indication. Successful operation

NG-RAN node1 initiates the procedure by sending the ACCESS AND MOBILITY INDICATION message sent to NG-RAN node2.
If the Successful HO Report IE is included in the ACCESS AND MOBILITY INDICATION message, NG-RAN node2 may use it to optimize handover configurations.
============ Next Change ==============
9.1.3.25
ACCESS AND MOBILITY INDICATION
This message is sent by NG-RAN node1 to transfer access and mobility related information to NG-RAN node2.

Direction: NG-RAN node 1 ( NG-RAN node 2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	RACH Report List
	
	0..1
	
	
	YES
	ignore

	>RACH Report List Item
	
	1 .. <maxnoofRACHReports>
	
	
	EACH
	ignore

	>>RACH Report Container
	O
	
	OCTET STRING
	RACH-ReportList-r16 IE as defined in subclause 6.2.2 in TS 38.331 [10].
	YES
	ignore

	Successful HO Report List
	
	0..1
	
	
	YES
	ignore

	>Successful HO Report List Item
	
	1 .. <maxnoofSuccessfulHOReports>
	
	
	EACH
	ignore

	>> Successful HO Report Container
	O
	
	OCTET STRING
	FFS on the definition
	YES
	ignore


	Range bound
	Explanation

	maxnoofRACHReports
	Maximum no. of RACH Reports, the maximum value is 64.

	maxnoofSuccessfulHOReports
	Maximum no. of Successful HO Reports, the maximum value is 64.
FFS


============ Start of ASN.1 change ==============
9.3.4
PDU Definitions

-- ASN1START

-- **************************************************************

--

-- PDU definitions for XnAP.

--

-- **************************************************************

XnAP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-------- skip unchanged part ----------

RACHReportInformation,

IABNodeIndication,

SNTriggered,


SuccessfulHOReportInformation
FROM XnAP-IEs

-------- skip unchanged part ----------

id-RACHReportInformation,

id-IABNodeIndication,

id-UERadioCapabilityID,

id-SuccessfulHOReportInformation,

maxnoofCellsinNG-RANnode,


maxnoofDRBs,


maxnoofPDUSessions,


maxnoofQoSFlows

FROM XnAP-Constants;

-------- skip unchanged part ----------
-- **************************************************************

--

-- ACCESS AND MOBILITY INDICATION

--

-- **************************************************************

AccessAndMobilityIndication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{{ AccessAndMobilityIndication-IEs}},


...

}

AccessAndMobilityIndication-IEs XNAP-PROTOCOL-IES ::= {


{ ID id-RACHReportInformation


CRITICALITY ignore

TYPE RACHReportInformation


PRESENCE optional}|

{ ID id-SuccessfulHOReportInformation

CRITICALITY ignore

TYPE SuccessfulHOReportInformation


PRESENCE optional},

...

}

END
-- ASN1STOP

-------- skip unchanged part ----------
9.3.5
Information Element definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

XnAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-------- skip unchanged part ----------

maxnoofRACHReports,

maxnoofAdditionalPDCPDuplicationTNL,


maxnoofRLCDuplicationstate,

maxnoofBluetoothName,


maxnoofCellIDforMDT,


maxnoofMDTPLMNs,


maxnoofTAforMDT,


maxnoofWLANName,


maxnoofSensorName,

maxnoofNeighPCIforMDT,


maxnoofFreqforMDT,


maxnoofSuccessfulHOReports
FROM XnAP-Constants

-------- skip unchanged part ----------
SSBToReport-List ::= SEQUENCE (SIZE(1..maxnoofSSBAreas)) OF SSBToReport-List-Item

SSBToReport-List-Item
::= SEQUENCE {


sSBIndex



INTEGER(0..63),

iE-Extensions





ProtocolExtensionContainer { { SSBToReport-List-Item-ExtIEs} }
OPTIONAL,


...

}

SSBToReport-List-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}
SuccessfulHOReportInformation
::= SEQUENCE (SIZE(1.. maxnoofSuccessfulHOReports)) OF SuccessfulHOReportList-Item
SuccessfulHOReportList-Item
::= SEQUENCE {


successfulHOReport




SuccessfulHOReportContainer,

iE-Extensions





ProtocolExtensionContainer { { SuccessfulHOReportList-Item-ExtIEs} }
OPTIONAL,


...

}
SuccessfulHOReportList-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}
SuccessfulHOReportContainer
::= OCTET STRING

SUL-FrequencyBand ::= INTEGER (1..1024)

-------- skip unchanged part ----------
9.3.7
Constant definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

XnAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-------- skip unchanged part ----------
maxnoofRACHReports






INTEGER ::= 64

maxnoofNRSCSs







INTEGER ::= 5

maxnoofPhysicalResourceBlocks



INTEGER ::= 275

maxnoofAdditionalPDCPDuplicationTNL


INTEGER ::= 2
maxnoofRLCDuplicationstate




INTEGER ::= 3

maxnoofWLANName







INTEGER ::= 4

maxnoofSuccessfulHOReports




INTEGER ::= 64 FFS
-------- skip unchanged part ----------
id-pdcpDuplicationConfiguration

















ProtocolIE-ID ::= 235

id-duplicationActivation


















ProtocolIE-ID ::= 236
id-SuccessfulHOReportInformation

















ProtocolIE-ID ::= xxx
============ End of ASN.1 change ==============
============ end of change ==============
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