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--------------------------------Start of the First Change-----------------------------
[bookmark: _Toc13920077][bookmark: _Toc29392993][bookmark: _Toc29393041][bookmark: _Toc36556395][bookmark: _Toc45833059][bookmark: _Toc51762999]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
BH	Backhaul
DRB	Data Radio Bearers
F1-U	F1 User plane interface
F1-C	F1 Control plane interface
F1AP	F1 Application Protocol
GTP-U	GPRS Tunnelling Protocol 
IAB	Integrated Access and Backhauling
IP	Internet Protocol
MBS	Multicast/Broadcast Service
NR-MIB	NR-Master Information Block
O&M	Operation and Maintenance
PA	Paging Area
PF	Paging Frame
PO	Paging Occasion
PTP	Point to Point
PTM	Point to Multipoint
QoS	Quality of Service
RIM	Remote Interference Management
RLC	Radio Link Control
RRC	Radio Resource Control
SCTP	Stream Control Transmission Protocol
SRB	Signalling Radio Bearers
SIB1	System Information Block 1
SIB10	System Information Block 10 
SIB12	System Information Block 12
SIB13	System Information Block 13
SIB14	System Information Block 14
SL	Sidelink
TNL	Transport Network Layer
V2X	Vehicle-to-Everything

--------------------------------Start of the Next Change-----------------------------
[bookmark: _Toc51763018]5.2.x	NR MBS function
[bookmark: _GoBack]Eidtor Notes: TBD

--------------------------------Start of the Next Change-----------------------------
[bookmark: _Toc51763036]6.1.x	NR MBS procedures 
The F1 MBS procedures are listed below:
· [TBD];
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