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6
Study necessity and mechanisms to support service continuity
6.1
Scenario and issue description

Editor Note: capture the description of scenario and issue.

Editor Note: The proposed scenarios listed in this clause remain to be evaluated and updated. 

The following two scenarios are considered to support service continuity.
Scenario 1: Slice resource shortage in case of Intra-RA mobility and Inter-RA mobility
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Figure  6.1-1: Service interruption due to slice resource shortage
As shown by Figure  6.1-1, the UE’s ongoing slice(s) is/are supported by both the source and the target NG-RAN node. At the time of handover, the target node fails to accept the UE with at least one of the ongoing S-NSSAIs due to e.g. high slice-related load at the target node. Under such circumstance, the service(s) for failed ongoing slice(s) is/are interrupted for the UE. 

Editor Note:  The study shall analyse the implications of slice remapping in these conditions, e.g. whether or not the remapping of a slice to the re-mapped S-NSSAI, may create an issue of overload in the re-mapped S-NSSAI. 

Scenario2: Non-supported slice in case of Inter-RA mobility
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Figure  6.1-2: Service interruption due to slice not supported
As shown by Figure 6.1-2, the UE is moving towards an area that does not support at least one of UE’s ongoing slices. The target node fails to accept the UE with at least one of the ongoing S-NSSAIs. Under such circumstance, the service(s) for failed ongoing slice(s) is/are interrupted for the UE.
Editor Note: It needs to be analyzed whether, for a well defined SLA and a correctly defined Registration Area in which the slice needs to be available, the slice services should be available also outside of the RA.

Scenario 3: Slice overload in RAN node in absence of mobility
It is possible that resource shortage happens for a slice 1 as in scenario 1. In this case, some ongoing PDU sessions associated to this slice 1 may be offered degraded service even in the absence of mobility.  

6.2
Solutions 

Editor Note: Capture the solutions for the scenario and issue.

Text not modified
6.2.2.3 
Slice Remapping decision in 5GC at NG based handover
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Figure 6.2.2.1-3: Slice re-mapping/fallback determined by the AMF

1. The S-gNB sends the HANDOVER REQUIRED message to the AMF. 
2. If the UE’s ongoing slice(s) is not supported by the T-gNB, the AMF may make the slice re-mapping/fallback decision and include the decision in the HANDOVER REQUEST message to the T-gNB.
3. The T-gNB responds to the AMF through the HANDOVER REQUEST ACKNOWLEDGE message. 

4. The AMF may send the slice re-mapping/fallback decision to the S-gNB through the HANDOVER COMMAND message.
6.2.2.y 
Slice Remapping Solution for Scenario 3
At the same time the NG-RAN node may notice that another slice 2 which is not overloaded has resources available and is still compatible with the SLA of slice 1. 

In short, there is a potential that some unloaded but "good enough or better" alternative slices in the RAN could be used for the subscriber to continue to receive service.
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