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[bookmark: _Toc29248385][bookmark: _Toc37200972][bookmark: _Toc46492838][bookmark: _Toc52568364][bookmark: _GoBack]10.xx	Deactivation and re-activation of SCG
In MR-DC with NR SCG, the network can deactivate the SCG in the SN addition procedure and in the SN modification procedure.


Figure 10.xx-1: Support of deactivation/re-activation of SCG in the SN addition procedure
1.	The MN decides to deactivate the NR SCG before adding the NR SCG.
2.	The MN triggers the SN addition procedure and informs the SN to deactivate the SCG.
3.	The SN replied in the SN addition request acknowledge that the SCG is added and deactivated.
4.	The MN informs the UE to deactivate the SCG [FFS, pending to RAN2].
5/6.	The MN receives the assistance information from the SN and the UE on the user traffic activity of the SCG.
7.	The MN decides to re-activate the SCG.
8.	The MN triggers the SN modification procedure and informs the SN to activate the SCG.
9.	The SN replied in the SN modification request acknowledge that the SCG is activated.
10.	The MN informs the UE to activate the SCG [FFS, pending to RAN2].

Figure 10.xx-2: Support of deactivation/re-activation of SCG in the SN modification procedure
0. The SN notifies the MN about user data inactivity. 
1.	The MN decides to deactivate the NR SCG.
2.	The MN triggers the SN modification procedure and informs the SN to deactivate the SCG.
3.	The SN replied in the SN modification request acknowledge that the SCG is deactivated.
4.	The MN informs the UE to deactivate the SCG [FFS, pending to RAN2].
5/6.	The MN receives the assistance information from the SN and the UE on the user traffic activity of the SCG.
7.	The MN decides to re-activate the SCG.
8.	The MN triggers the SN modification procedure and informs the SN to re-activate the SCG.
9.	The SN replied in the SN modification request acknowledge that the SCG is activated.
10.	The MN informs the UE to re-activate the SCG [FFS, pending to RAN2].
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