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[bookmark: _Toc13919136][bookmark: _Toc29391501][bookmark: _Toc36560532][bookmark: _Toc45104776][bookmark: _Toc45883259][bookmark: _Toc51763540][bookmark: _Toc52266355][bookmark: _Toc29248385][bookmark: _Toc37200972][bookmark: _Toc46492838][bookmark: _Toc52568364]8.4	Multi-Connectivity operation
//skip the unchanged part
[bookmark: _Toc29391506][bookmark: _Toc36560537][bookmark: _Toc45104781][bookmark: _Toc45883264][bookmark: _Toc51763545][bookmark: _Toc52266360]8.4.x	SCG deactivation/re-activation
This clause gives the NR SCG deactivation/re-activation in MR-DC given that the SgNB consists of a gNB-CU and gNB-DU(s). 
SN addition procedure


Figure 8.4.x-1: SCG deactivation/re-activation in SN addition procedure
1~2. refer to TS 37.340 [12].
3~4.The CU-CP of SN sends the UE CONTEXT SETUP REQUEST message to the DU of SN to deactivate the SCG of the UE. 
5~6.The CU-CP of SN sends the BEARER CONTEXT SETUP REQUEST message to the CU-UP of SN to deactivate the SCG of the UE. 
7~8. refer to TS 37.340 [12].
9. The CU-UP of SN sends the UE INACTIVITY NOTIFICATION to the CU-CP of SN to notifiy the use plane activity.
10~13. refer to TS 37.340 [12].
14~15.The CU-CP of SN sends the UE CONTEXT MODIFICATION REQUEST message to the DU of SN to re-activate the SCG of the UE. 
16~17.The CU-CP of SN sends the BEARER CONTEXT MODIFICATION REQUEST message to the CU-UP of SN to re-activate the SCG of the UE. 
18~19. refer to TS 37.340 [12].

SN modification procedure


Figure 8.4.x-2: SCG deactivation/re-activation in SN modification procedure
0-1. The CU-UP of SN sends the UE INACTIVITY NOTIFICATION to the CU-CP of SN to notifiy the use plane inactivity.
0-2~2. refer to TS 37.340 [12].
3~4.The CU-CP of SN sends the UE CONTEXT MODIFICATION REQUEST message to the DU of SN to deactivate the SCG of the UE. 
5~6.The CU-CP of SN sends the BEARER CONTEXT MODIFICATION REQUEST message to the CU-UP of SN to deactivate the SCG of the UE. 
7~8. refer to TS 37.340 [12]
9. The CU-UP of SN sends the UE INACTIVITY NOTIFICATION to the CU-CP of SN to notifiy the use plane activity.
10~13. refer to TS 37.340 [12]
14~15.The CU-CP of SN sends the UE CONTEXT MODIFICATION REQUEST message to the DU of SN to re-activate the SCG of the UE. 
16~17.The CU-CP of SN sends the BEARER CONTEXT MODIFICATION REQUEST message to the CU-UP of SN to re-activate the SCG of the UE. 
18~19. refer to TS 37.340 [12].
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Reason for change:  RA N3  has agreed the procedures of deactivation/re - activation of SCG in SN  addition procedure and in the SN modification procedure.  

  

Summary of change :  A dd the procedures of  deactivation/re - activation of SCG   in CU/DU  architecture  

  

Consequences if not  approved:  T he network does not support the deactivation/re - activation of SCG   in  CU/DU architecture  

  

Clauses affected:  8.4.x (new)  
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