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10.xx Support of SCG activation and deactivation
10.xx.1 MN initiated SCG activation and deactivation 
The following figures are used for support of MN initiated SCG (de)activation.


Figure 10.xx.1-1: MN initiated SCG (de)activation through SN addition
1.	The MN decides to configure SCG activation state, at PSCell addition/change, RRC resume or HO scenarios.
2. The MN triggers the MN initiated SN Addition procedure, requesting the SN to (de-) activate SCG.
3. The RRC (Connection) Reconfiguration procedure commences
4. The following steps are the same as those in SN addition procedure in Section 10.2.



Figure 10.xx.1-2: MN initiated SCG (de)activation through SN modification
1.	The SN notifies the MN about user data inactivity for SN terminated bearers (or about SCG activity suggestion).
2.	The MN decides to keep the UE in RRC_CONNECTED and request SCG deactivation.
3/4.	The MN triggers the MN initiated SN Modification procedure, and request the SN to de-activate SCG.
5/6.	The UE is kept in RRC_CONNECTED and de-activates SCG (FFS: depending on RAN2).
7/8.	After a period of SCG deactivation, upon activity notification from the SN, the MN decides to request SCG re-activation.
9/10.	The MN initiates the MN initiated SN modification procedure to re-activate SCG..
11.	The RRC (Connection) Reconfiguration procedure commences. If the SCG configuration is to be updated, the new configuration is provided in the RRC(Connection)Reconfiguration message.
12. The following steps are the same as those in SN modification procedure in Section 10.3.
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