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Start of the first change
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[bookmark: _Toc45107707][bookmark: _Toc56693409][bookmark: _Toc20955069][bookmark: _Toc51850406][bookmark: _Toc45901327][bookmark: _Toc44497319][bookmark: _Toc29991256][bookmark: _Toc36555656][bookmark: _Toc58483966]8.2.5.1	General
The purpose of the RAN Paging procedure is to enable the NG-RAN node1 to request paging of a UE in the NG-RAN node2.
The procedure uses non UE-associated signalling.
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Figure 8.2.5.2-1: RAN Paging: successful operation
The RAN Paging procedure is triggered by the NG-RAN node1 by sending the RAN PAGING message to the NG-RAN node2, in which the necessary information e.g. UE RAN Paging Identity should be provided.
If the Paging Priority IE is included in the RAN PAGING message, the NG-RAN node2 may use it to prioritize paging.
If the Assistance Data for RAN Paging IE is included in the RAN PAGING message, the NG-RAN node2 may use it according to TS 38.300 [9].
If the UE Radio Capability for Paging IE is included in the RAN PAGING message, the NG-RAN node2 may use it to apply specific paging schemes.
If the Extended UE Identity Index Value IE is included in the RAN PAGING message, the NG-RAN node2 may use it according to TS 36.304 [34]. When available, NG-RAN node1 may include the Extended UE Identity Index Value IE in the RAN PAGING message towards an ng-eNB (e.g. NG-RAN node2). 
[bookmark: _Toc56693411][bookmark: _Toc58483968][bookmark: _Toc36555658][bookmark: _Toc29991258][bookmark: _Toc45107709][bookmark: _Toc45901329][bookmark: _Toc44497321][bookmark: _Toc51850408][bookmark: _Toc20955071]8.2.5.3	Unsuccessful Operation
Not applicable.
[bookmark: _Toc45107710][bookmark: _Toc45901330][bookmark: _Toc29991259][bookmark: _Toc58483969][bookmark: _Toc36555659][bookmark: _Toc44497322][bookmark: _Toc51850409][bookmark: _Toc20955072][bookmark: _Toc56693412]8.2.5.4	Abnormal Condition
Void.
Next change
9.1.1.7	RAN PAGING
This message is sent by the NG-RAN node1 to NG-RAN node2 to page a UE.
Direction: NG-RAN node1  NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	CHOICE UE Identity Index Value
	M
	
	
	
	YES
	reject

	>Length-10
	
	
	
	
	
	

	>>Index Length-10
	M
	
	BIT STRING (SIZE(10))
	Coded as specified in TS 38.304 [33] and TS 36.304 [34].
	–
	

	UE RAN Paging Identity
	M
	
	9.2.3.43
	
	YES
	ignore

	Paging DRX
	M
	
	9.2.3.66
	
	YES
	ignore

	RAN Paging Area
	M
	
	9.2.3.38
	
	YES
	reject

	Paging Priority
	O
	
	9.2.3.44
	
	YES
	ignore

	Assistance Data for RAN Paging
	O
	
	9.2.3.41
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.2.3.91
	
	YES
	ignore

	Extended UE Identity Index Value
	O
	
	9.2.3.xyz
	Coded as specified in TS 36.304 [34].

	YES
	ignore


9.2.3.xyz	Extended UE Identity Index Value
This IE is used by the target NG-RAN node to calculate the Paging Frame as specified in TS 36.304[34].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Extended UE Identity Index Value
	M
	
	BIT STRING (SIZE(16))
	


	

Next change
[bookmark: _Toc45108190][bookmark: _Toc56693895][bookmark: _Toc45901810][bookmark: _Toc29991615][bookmark: _Toc58484452][bookmark: _Toc44497803][bookmark: _Toc36556018][bookmark: _Toc51850891][bookmark: _Toc20955407][bookmark: _Toc45898076][bookmark: _Toc45652555][bookmark: _Toc45658987][bookmark: _Toc29504976][bookmark: _Toc20955355][bookmark: _Toc51746283][bookmark: _Toc36555156][bookmark: _Toc56613935][bookmark: _Toc29503808][bookmark: _Toc29504392][bookmark: _Toc36553429][bookmark: _Toc45798687][bookmark: _Toc45720807][bookmark: _Toc29503809][bookmark: _Toc29504393][bookmark: _Toc51746284][bookmark: _Toc45652556][bookmark: _Toc20955356][bookmark: _Toc36555157][bookmark: _Toc29504977][bookmark: _Toc45798688][bookmark: _Toc45898077][bookmark: _Toc45658988][bookmark: _Toc56613936][bookmark: _Toc45720808][bookmark: _Toc36553430][bookmark: _Toc56693896][bookmark: _Toc20955408][bookmark: _Toc45901811][bookmark: _Toc29991616][bookmark: _Toc44497804][bookmark: _Toc58484453][bookmark: _Toc45108191][bookmark: _Toc36556019][bookmark: _Toc51850892]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for XnAP.
--
-- **************************************************************

XnAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

//SKIP THE UNRELATED PART//
	DRBToQoSFlowMapping-List,
	E-UTRA-CGI,
	ExpectedUEBehaviour,
	ExtendedUEIdentityIndexValue,
	FiveGCMobilityRestrictionListContainer,

//SKIP THE UNRELATED PART//
	id-DesiredActNotificationLevel,
	id-DRBsSubjectToStatusTransfer-List,
	id-ExpectedUEBehaviour,
	id-ExtendedUEIdentityIndexValue,
	id-FiveGCMobilityRestrictionListContainer,
//SKIP THE UNRELATED PART//
-- **************************************************************
--
-- RAN PAGING
--
-- **************************************************************

RANPaging ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{RANPaging-IEs}},
	...
}

RANPaging-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-UEIdentityIndexValue				CRITICALITY reject		TYPE UEIdentityIndexValue							PRESENCE mandatory}|
	{ ID id-UERANPagingIdentity				CRITICALITY ignore		TYPE UERANPagingIdentity							PRESENCE mandatory}|
	{ ID id-PagingDRX							CRITICALITY ignore		TYPE PagingDRX									PRESENCE mandatory}|
	{ ID id-RANPagingArea						CRITICALITY reject		TYPE RANPagingArea								PRESENCE mandatory}|
	{ ID id-PagingPriority					CRITICALITY ignore		TYPE PagingPriority								PRESENCE optional }|
	{ ID id-AssistanceDataForRANPaging			CRITICALITY ignore		TYPE AssistanceDataForRANPaging					PRESENCE optional }|
	{ ID id-UERadioCapabilityForPaging			CRITICALITY ignore		TYPE UERadioCapabilityForPaging					PRESENCE optional }|
	{ ID id-ExtendedUEIdentityIndexValue		CRITICALITY ignore		TYPE ExtendedUEIdentityIndexValue				PRESENCE optional },
	...
}
//SKIP THE UNRELATED PART//
Next change
9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

//SKIP THE UNRELATED PART//
-- E
//SKIP THE UNRELATED PART//

ExtendedPacketDelayBudget ::= INTEGER (0..65535, ...)

ExtendedSliceSupportList	::= SEQUENCE (SIZE(1..maxnoofExtSliceItems)) OF S-NSSAI

ExtendedUEIdentityIndexValue ::= BIT STRING (SIZE(16)

ExtTLAs ::= SEQUENCE (SIZE(1..maxnoofExtTLAs)) OF ExtTLA-Item

//SKIP THE UNRELATED PART//
[bookmark: _Hlk515373258]Next change
[bookmark: _Toc36556021][bookmark: _Toc58484455][bookmark: _Toc51850894][bookmark: _Toc44497806][bookmark: _Toc29991618][bookmark: _Toc56693898][bookmark: _Toc20955410][bookmark: _Toc45901813][bookmark: _Toc45108193]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

//SKIP THE UNRELATED PART//
-- **************************************************************
--
-- IEs
--
-- **************************************************************

//SKIP THE UNRELATED PART//
id-pdcpDuplicationConfiguration																		ProtocolIE-ID ::= 235
id-duplicationActivation																			ProtocolIE-ID ::= 236
id-NPRACHConfiguration																				ProtocolIE-ID ::= 237
id-QosMonitoringReportingFrequency																	ProtocolIE-ID ::= 238
id-QoSFlowsMappedtoDRB-SetupResponse-MNterminated													ProtocolIE-ID ::= 239
id-DL-scheduling-PDCCH-CCE-usage																	ProtocolIE-ID ::= 240
id-UL-scheduling-PDCCH-CCE-usage																	ProtocolIE-ID ::= 241
id-ExtendedUEIdentityIndexValue																		ProtocolIE-ID ::= 2xy


END
-- ASN1STOP

End of the change
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