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Start of the first change
[bookmark: _Toc20955179][bookmark: _Toc36553242][bookmark: _Toc45798412][bookmark: _Toc29504212][bookmark: _Toc51746005][bookmark: _Toc45897801][bookmark: _Toc29504796][bookmark: _Toc29503628][bookmark: _Toc45720532][bookmark: _Toc45658712][bookmark: _Toc56613657][bookmark: _Toc45652280][bookmark: _Toc36554969][bookmark: _Toc45652499][bookmark: _Toc20955322][bookmark: _Toc56613875][bookmark: _Toc29503773][bookmark: _Toc45658931][bookmark: _Toc45898018][bookmark: _Toc51746223][bookmark: _Toc45798629][bookmark: _Toc45720751][bookmark: _Toc36555120][bookmark: _Toc36553393][bookmark: _Toc29504941][bookmark: _Toc29504357]9.3.1.15	Core Network Assistance Information for RRC INACTIVE
This IE provides assistance information for e.g. RRC_INACTIVE configuration.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UE Identity Index Value
	M
	
	9.3.3.23
	
	-
	-

	UE Specific DRX
	O
	
	Paging DRX
9.3.1.90
	
	-
	-

	Periodic Registration Update Timer
	M
	
	9.3.3.24
	
	-
	-

	MICO Mode Indication
	O
	
	9.3.1.23
	
	-
	-

	TAI List for RRC Inactive
	
	1
	
	
	-
	-

	>TAI List for RRC Inactive Item
	
	1..<maxnoofTAIforInactive>
	
	
	-
	-

	>>TAI
	M
	
	9.3.3.11
	
	-
	-

	Expected UE Behaviour
	O
	
	9.3.1.93
	
	-
	-

	Paging eDRX Information
	O
	
	9.3.1.154
	
	YES
	ignore

	Extended UE Identity Index Value
	O
	
	9.3.3.xyz
	
	YES
	reject


9.3.3.xyz	Extended UE Identity Index Value
This IE is used by the NG-RAN node to calculate the Paging Frame as specified in TS 36.304 [29].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Extended UE Identity Index Value
	M
	
	BIT STRING (SIZE(16))
	


	



[bookmark: _Toc56613936][bookmark: _Toc45898077][bookmark: _Toc29504977][bookmark: _Toc45658988][bookmark: _Toc20955356][bookmark: _Toc45720808][bookmark: _Toc29504393][bookmark: _Toc51746284][bookmark: _Toc29503809][bookmark: _Toc36555157][bookmark: _Toc36553430][bookmark: _Toc45652556][bookmark: _Toc45798688]
Next change
9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************
//SKIP THE UNRELATED PART//
	id-ExtendedSliceSupportList,
	id-ExtendedTAISliceSupportList,
	id-ExtendedUEIdentityIndexValue,
	id-GlobalCable-ID,
	id-GlobalRANNodeID,
//SKIP THE UNRELATED PART//
-- C
CoreNetworkAssistanceInformationForInactive ::= SEQUENCE {
	uEIdentityIndexValue				UEIdentityIndexValue,
	uESpecificDRX						PagingDRX																	OPTIONAL,
	periodicRegistrationUpdateTimer		PeriodicRegistrationUpdateTimer,
	mICOModeIndication					MICOModeIndication															OPTIONAL,
	tAIListForInactive					TAIListForInactive,
	expectedUEBehaviour					ExpectedUEBehaviour															OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {CoreNetworkAssistanceInformationForInactive-ExtIEs} }	OPTIONAL,
	...
}

CoreNetworkAssistanceInformationForInactive-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-PagingeDRXInformation				CRITICALITY ignore	EXTENSION PagingeDRXInformation					PRESENCE optional}|
	{ ID id-ExtendedUEIdentityIndexValue		CRITICALITY reject	EXTENSION ExtendedUEIdentityIndexValue			PRESENCE optional},
	...
}


//SKIP THE UNRELATED PART//

-- E

[bookmark: _Hlk515373258]//SKIP THE UNRELATED PART//
ExtendedRNC-ID					::= INTEGER (4096..65535)

ExtendedSliceSupportList ::= SEQUENCE (SIZE(1..maxnoofExtSliceItems)) OF SliceSupportItem

ExtendedUEIdentityIndexValue ::= BIT STRING (SIZE(16)

EventTrigger::= CHOICE {
	outOfCoverage				ENUMERATED {true, ...},
	eventL1LoggedMDTConfig		EventL1LoggedMDTConfig,
	choice-Extensions		ProtocolIE-SingleContainer { { EventTrigger-ExtIEs} }
}

Next change

[bookmark: _Toc56613938][bookmark: _Toc36555159][bookmark: _Toc51746286][bookmark: _Toc45720810][bookmark: _Toc36553432][bookmark: _Toc45658990][bookmark: _Toc45798690][bookmark: _Toc29504395][bookmark: _Toc29503811][bookmark: _Toc29504979][bookmark: _Toc45652558][bookmark: _Toc45898079][bookmark: _Toc20955358]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************


//SKIP THE UNRELATED PART//
-- **************************************************************
--
-- IEs
--
-- **************************************************************
//SKIP THE UNRELATED PART//
	id-Extended-AMFName										ProtocolIE-ID ::= 274
	id-GlobalCable-ID										ProtocolIE-ID ::= 275
[bookmark: OLE_LINK118]	id-QosMonitoringReportingFrequency						ProtocolIE-ID ::= 276
	id-QosFlowParametersList								ProtocolIE-ID ::= 277
    id-ExtendedUEIdentityIndexValue							ProtocolIE-ID ::= 2xy

END
-- ASN1STOP
End of the change


