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	Reason for change:
	1. In current TS 38.460, there is no descriptions for supporting IAB function and procedure. However, we have already agreed to introduce a IAB procedure, i.e., IAB UP TNL Address Update procedure, in E1 interface.

2. Some IAB related term (e.g. IAB) needs to be used in this specification but without definitions.


	
	

	Summary of change:
	1. Add the definition of IAB in Section 3.1.
2. Add “IAB function” in the description of functions in Section 5.1.
3. Add “IAB procedure” in the description of procedures of E1 in Section 6.
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START CHANGE
[bookmark: _Toc29461973][bookmark: _Toc13759421][bookmark: _Toc45888044][bookmark: _Toc46444217][bookmark: _Toc46439380][bookmark: _Toc52836856][bookmark: _Toc46486978][bookmark: _Toc52837864][bookmark: _Toc53006504]3.1	Definitions
[bookmark: OLE_LINK8][bookmark: OLE_LINK7][bookmark: OLE_LINK6]For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
en-gNB: as defined in TS 37.340 [7]
gNB-CU: as defined in TS 38.401 [2]
gNB-CU-CP: as defined in TS 38.401 [2]
gNB-CU-UP: as defined in TS 38.401 [2]
gNB-DU: as defined in TS 38.401 [2]
gNB: as defined in TS 38.300 [6]
IAB: as defined in TS 38.300 [6].
<<<<<< NEXT CHANGE >>>>>>
[bookmark: _Toc45888050][bookmark: _Toc13759427][bookmark: _Toc29461979]5.1	General
The following clauses describe the functions supported over E1. 
5.1.x	IAB function
This function is used to update DL/UL F1-U GTP-U tunnels for IAB network.
<<<<<< NEXT CHANGE >>>>>>
[bookmark: _Toc45888056][bookmark: _Toc13759431][bookmark: _Toc29461984]6	Procedures of the E1 interface
6.x	IAB procedures
The IAB procedures are listed as below:
-	IAB UP TNL Address Update procedure
END OF CHANGE
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