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START OF CHANGES
[bookmark: _Toc20955280][bookmark: _Toc29991477][bookmark: _Toc36555877][bookmark: _Toc44497599][bookmark: _Toc45107987][bookmark: _Toc45901607][bookmark: _Toc51850686][bookmark: _Toc56693689][bookmark: _Toc58484246]9.2.2.11	Served Cell Information NR
This IE contains cell configuration information of an NR cell that a neighbouring NG-RAN node may need for the Xn AP interface.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR-PCI
	M
	
	INTEGER (0..1007, …)
	NR Physical Cell ID
	–
	

	NR CGI
	M
	
	9.2.2.7
	
	–
	

	TAC
	M
	
	9.2.2.5
	Tracking Area Code
	–
	

	RANAC
	O
	
	RAN Area Code
9.2.2.6
	
	–
	

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs in SIB1 associated to the NR Cell Identity in the NR CGI IE.
	–
	

	>PLMN Identity
	M
	
	9.2.2.4
	
	–
	

	CHOICE NR-Mode-Info
	M
	
	
	
	–
	

	>FDD
	
	
	
	
	
	

	>>FDD Info
	
	1
	
	
	–
	

	>>>UL NR Frequency Info
	M
	
	NR Frequency Info
9.2.2.19
	
	–
	

	>>>DL NR Frequency Info
	M
	
	NR Frequency Info
9.2.2.19
	
	–
	

	>>>UL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth
9.2.2.20
	
	–
	

	>>>DL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth
9.2.2.20
	
	–
	

	>>>UL Carrier List 
	O
	
	NR Carrier List
[bookmark: _Hlk44419558]9.2.2.63
	If included, the UL Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	>>>DL Carrier List
	O
	
	NR Carrier List
[bookmark: _Hlk44460063]9.2.2.63
	If included, the DL Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	>TDD
	
	
	
	
	
	

	>>TDD Info
	
	1
	
	
	–
	

	>>>Frequency Info
	M
	
	NR Frequency Info
9.2.2.19
	
	–
	

	>>>Transmission Bandwidth
	M
	
	NR Transmission Bandwidth
9.2.2.20
	
	–
	

	>>>Intended TDD DL-UL Configuration NR
	O
	
	9.2.2.40
	
	YES
	ignore

	>>>TDD UL-DL Configuration Common NR 
	O
	
	OCTET STRING
	The tdd-UL-DL-ConfigurationCommon as defined in TS 38.331 [10]
	YES
	ignore

	>>>Carrier List 
	O
	
	NR Carrier List
9.2.2.63
	If included, the Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	Measurement Timing Configuration
	M
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration inter-node message for the served cell, as defined in TS 38.331 [10].
	–
	

	Connectivity Support
	M
	
	9.2.2.28
	
	–
	

	Broadcast PLMN Identity Info List NR
	
	0..<maxnoofBPLMNs>
	
	This IE corresponds to the PLMN-IdentityInfoList IE in SIB1 as specified in TS 38.331 [8]. All PLMN Identities and associated information contained in the PLMN-IdentityInfoList IE are included and provided in the same order as broadcast in SIB1.
	YES
	ignore

	>Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs in SIB1 associated to the NR Cell Identity IE.
	–
	

	>>PLMN Identity
	M
	
	9.2.2.4
	
	–
	

	>TAC
	M
	
	9.2.2.5
	
	–
	

	>NR Cell Identity
	M
	
	BIT STRING (SIZE(36))
	
	–
	

	>RANAC
	O
	
	RAN Area Code
9.2.2.6
	
	–
	

	>Configured TAC Indication
	O
	
	9.2.2.39a
	NOTE: This IE is associated with the TAC in the Broadcast PLMN Identity Info List NR IE
	YES
	ignore

	>NPN Broadcast Information
	O
	
	9.2.2.71
	If this IE is included the content of the Broadcast PLMNs IE in the Broadcast PLMN Identity Info List NR IE is ignored.
	YES
	reject

	Configured TAC Indication
	O
	
	9.2.2.39a
	NOTE: This IE is associated with the TAC on top-level of the Served Cell Information NR IE
	YES
	ignore

	NPN Broadcast Information
	O
	
	9.2.2.71
	If this IE is included the content of the Broadcast PLMNs IE in the top Served Cell Information NR IE is ignored.
	YES
	reject

	SSB Positions In Burst
	O
	
	[bookmark: _Hlk44419608]9.2.2.64
	
	YES
	ignore

	NR Cell PRACH Configuration
	O
	
	OCTET STRING
	Containing 9.3.1.139 NR Cell PRACH Configuration as of TS 38.473 [41].
	YES
	ignore

	CSI-RS Transmission Indication
	O
	
	ENUMERATED (activated, deactivated, ...)
	This IE indicates the CSI-RS transmission status of the given cell.
	YES
	ignore

	NTN Cell Coverage Information
	O
	
	9.2.2.xx
	
	Yes
	ignore



	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of broadcast PLMNs by a cell. Value is 12.
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This IE contains a NTN Cell Coverage information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	F1
	
	
	9.2.xy
	F1 focal point coordinates

	F2
	
	
	9.2.xy
	F2 focal point coordinates

	Speed
	
	
	INTEGER
	

	Azimuth
	
	
	INTEGER
	



9.2.2.xy		Geodetic Coordinates
This IE contains a NTN Cell Coverage information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Degrees of Latitude
	M
	
	INTEGER(-2147483648..2147483647)
	

	Degrees of Longitude
	M
	
	INTEGER(-2147483648..2147483647)
	




