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//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////

8.2.1
Handover Preparation

8.2.1.1
General

This procedure is used to establish necessary resources in an NG-RAN node for an incoming handover. If the procedure concerns a conditional handover, parallel transactions are allowed. Possible parallel requests are identified by the target cell ID when the source UE AP IDs are the same.

The procedure uses UE-associated signalling.

8.2.1.2
Successful Operation
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Figure 8.2.1.2-1: Handover Preparation, successful operation

The source NG-RAN node initiates the procedure by sending the HANDOVER REQUEST message to the target NG-RAN node. When the source NG-RAN node sends the HANDOVER REQUEST message, it shall start the timer TXnRELOCprep.
//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////

If the PC5 QoS Parameters IE is included in the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, use it as defined in TS 23.287 [38].
If the DAPS Request Information IE is included for a given DRB in the HANDOVER REQUEST message, the target NG-RAN node shall consider that the request concerns a DAPS handover for that DRB, as described in TS 38.300 [9]. Accordingly, the target NG-RAN node shall include the DAPS Response Information List IE in the HANDOVER REQUEST ACKNOWLEDGE message.

If the Maximum Number of CHO Preparations IE is included in the Conditional Handover Information Acknowledge IE contained in the HANDOVER REQUEST ACKNOWLEDGE message, then the source NG-RAN node should not initiate more Handover Preparation procedures for a CHO for the same UE towards the target NG-RAN node than the number indicated in the IE.
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9.1.1.2
HANDOVER REQUEST ACKNOWLEDGE

This message is sent by the target NG-RAN node to inform the source NG-RAN node about the prepared resources at the target.

Direction: target NG-RAN node ( source NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	Source NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the source NG-RAN node
	YES
	ignore

	Target NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the target NG-RAN node
	YES
	ignore

	PDU Session Resources Admitted List
	M
	
	9.2.1.2
	
	YES
	ignore

	PDU Session Resources Not Admitted List
	O
	
	9.2.1.3
	
	YES
	ignore

	Target NG-RAN node To Source NG-RAN node Transparent Container
	M
	
	OCTET STRING
	Either includes the HandoverCommand message as defined in subclause 10.2.2 of TS 36.331 [14], if the target NG-RAN node is an ng-eNB,

or the HandoverCommand message as defined in subclause 11.2.2 of TS 38.331 [10], if the target NG-RAN node is a gNB.
	YES
	ignore

	UE Context Kept Indicator
	O
	
	9.2.3.68
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.3.3
	
	YES
	ignore

	DRBs transferred to MN
	O
	
	DRB List

9.2.1.29
	In case of DC, indicates that SN Status is needed for the listed DRBs from the S-NG-RAN node.
	YES
	ignore

	DAPS Response Information List
	O
	
	9.2.1.34
	
	YES
	reject

	Conditional Handover Information Acknowledge
	O
	
	
	
	YES
	reject

	>Requested Target Cell ID
	M
	
	Target Cell Global ID

9.2.3.25
	Target cell indicated in the corresponding HANDOVER REQUEST message
	–
	

	>Maximum Number of CHO Preparations
	O
	
	9.2.3.101
	
	–
	


9.2.1.34
DAPS Response Information List
This IE contains a list of per DRB response to a requested DAPS Handover.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DAPS Response Information Item
	
	1..maxnoofDRBs
	
	

	>DRB ID
	M
	
	9.2.3.33
	

	>DAPS Response Indicator
	M
	
	ENUMERATED (DAPS HO accepted, DAPS HO not accepted,…)
	Indicates whether the DAPS Handover has been accepted.


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 
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9.3.5
Information Element Definitions
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-- D
DAPSResponseInfo-List ::= SEQUENCE (SIZE (1..maxnoofDRBs)) OF DAPSResponseInfo-Item

DAPSResponseInfo-Item ::= SEQUENCE {


drbID





DRB-ID,


dapsResponseIndicator

ENUMERATED {daps-HO-accepted, daps-HO-not-accepted, ...},

iE-Extensions



ProtocolExtensionContainer { {DAPSResponseInfo-Item-ExtIEs} } OPTIONAL,


...

}

DAPSResponseInfo-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}
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