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9.1.2.27	DEACTIVATE TRACE
This message is sent by the M-NG-RAN node to deactivate a trace session.
Direction: M-NG-RAN node  S-NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.19.3.1.1
	
	YES
	ignore

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node.
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node.
	YES
	reject

	NG-RAN Trace ID
	M
	
	OCTET STRING (SIZE(8))
	As per NG-RAN Trace ID in Trace Activation IE
	YES
	ignore
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This message is sent by NG-RAN node1 to NG-RAN node2 to initiate the requested measurement according to the parameters given in the message.
Direction: NG-RAN node1  NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	NG-RAN node1 Measurement ID
	M
	
	INTEGER (1..4095,...) 
	Allocated by NG-RAN node1
	YES
	reject

	NG-RAN node2 Measurement ID
	C-ifRegistrationRequestStoporAdd
	
	INTEGER (1..4095,...)
	Allocated by NG-RAN node2
	YES
	ignore

	Registration Request
	M
	
	ENUMERATED(start, stop,
add, …)
	Type of request for which the resource status is required.
	YES
	reject

	Report Characteristics
	C-ifRegistrationRequestStart
	
	BITSTRING
(SIZE(32))
	Each position in the bitmap indicates measurement object the NG-RAN node2 is requested to report.
First Bit = PRB Periodic,
Second Bit = TNL Capacity Ind Periodic,
Third Bit = 
Composite Available Capacity Periodic, Fourth Bit =Number of Active UEs, 
Fifth Bit =RRC connections. 
Other bits shall be ignored by the NG-RAN node2.
	YES
	reject

	Cell To Report List
	
	0..1
	
	Cell ID list to which the request applies.
	YES
	ignore

	>Cell To Report Item
	
	1 .. <maxnoofCellsinNG-RANnode>
	
	
	–
	

	>>Cell ID
	M
	
	Global NG-RAN Cell Identity
9.2.2.27

	
	–
	

	>>SSB To Report List
	
	0..1
	
	SSB list to which the request applies.
	–
	

	>>>SSB To Report Item
	
	1 .. < maxnoofSSBAreas>
	
	
	–
	

	>>>>SSB-Index
	M
	
	INTEGER (0..,63..)
	
	–
	

	>>Slice To Report List
	
	0..1
	
	S-NSSAI list to which the request applies. 
	–
	

	>>>Slice To Report Item
	
	1 .. < maxnoofBPLMNs >
	
	
	–
	

	>>>>PLMN Identity
	M
	
	9.2.2.49.3.1.14
	Broadcast PLMN
	–
	

	>>>>S-NSSAI List 
	
	1
	
	
	–
	

	>>>>>S-NSSAI Item
	
	1 .. < maxnoofSliceItems>
	
	
	–
	

	>>>>>>S-NSSAI
	M
	
	S-NSSAI
9.2.3.219.3.1.38
	
	–
	

	Reporting Periodicity
	O
	
	ENUMERATED(500ms, 1000ms, 2000ms, 5000ms, 10000ms, …)
	Periodicity that can be used for reporting of PRB Periodic, TNL Capacity Ind Periodic, Composite Available Capacity Periodic. Also used as the averaging window length for all measurement object if supported.
	YES
	ignore
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This IE contains cell configuration information of NR cells that a neighbour NG-RAN node may need to properly operate its own served cells.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	[bookmark: OLE_LINK81][bookmark: OLE_LINK76]Neighbour Information NR
	
	1 .. <maxnoofNeighbours>
	
	

	[bookmark: OLE_LINK56][bookmark: OLE_LINK57][bookmark: _Hlk513474852]>NRPCI
	M
	
	INTEGER (0..1007)
	NR Physical Cell ID

	>NR CGI
	M
	
	9.2.2.7
	

	[bookmark: OLE_LINK203][bookmark: OLE_LINK204][bookmark: _Hlk512697863]>TAC
	M
	
	9.2.2.5
	Tracking Area Code

	>RANAC
	O
	
	RAN Area Code
9.2.2.6
	

	>CHOICE NR-Mode-Info
	M
	
	
	

	>>FDD
	
	
	
	

	>>>FDD Info
	
	1
	
	

	>>>>UL NR FreqInfo
	M
	
	NR Frequency Info
9.2.2.19
	

	>>>>DL NR FreqInfo
	M
	
	NR Frequency Info
9.2.2.19
	

	>>TDD
	
	
	
	

	>>>TDD Info
	
	1
	
	

	>>>>NR FreqInfo
	M
	
	NR ARFCN Frequency Info
9.2.2.19
	

	>Connectivity Support
	M
	
	9.2.2.28
	

	>Measurement Timing Configuration
	M
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration inter-node message for the neighbour cell, as defined in TS 38.331 [10].
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This IE is used for signalling IP addresses of IPSEc endpoints used for establishment of IPSec tunnels. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Extended UP Transport Layer Addresses To Add List
	
	0..1
	
	

	>Extended UP Transport Layer Addresses To Add Item
	
	1..<maxnoofExtTLAs>
	
	

	>>IP-Sec Transport Layer Address
	M
	
	Transport Layer Address
9.2.3.29
	Transport Layer Addresses for IP-Sec endpoint.

	>>GTP Transport Layer Addresses To Add List
	
	0..1
	
	

	>>>GTP Transport Layer Addresses To Add Item
	
	1..<maxnoofGTPTLAs>
	
	

	>>>>GTP Transport Layer Address Info
	M
	
	Transport Layer Address
9.2.3.299.3.2.3
	GTP Transport Layer Addresses for GTP end-points.

	Extended UP Transport Layer Addresses To Remove List
	
	0..1
	
	

	>Extended UP Transport Layer Addresses To Remove Item
	
	0..<maxnoofExtTLAs>
	
	

	>>IP-Sec Transport Layer Address
	O
	
	Transport Layer Address
9.2.3.29
	Transport Layer Addresses for IP-Sec endpoint.

	>>GTP Transport Layer Addresses To Remove List
	
	0..1
	
	

	>>>GTP Transport Layer Addresses To Remove Item
	
	1..<maxnoofGTPTLAs>
	
	

	>>>>GTP Transport Layer Address Info
	M
	
	Transport Layer Address
9.2.3.299.3.2.3
	GTP Transport Layer Addresses for GTP end-points.
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This IE contains alternative sets of QoS parameters which the NG-RAN node can indicate to be fulfilled when notification control is enabled and it cannot fulfil the requested list of QoS parameters.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Alternative QoS Parameters Set Item
	
	1..<maxnoofQoSparaSets>
	
	

	[bookmark: _Hlk23319941]>Alternative QoS Parameters Set Index
	M
	
	9.2.3.103
	

	>Guaranteed Flow Bit Rate Downlink
	O
	
	Bit Rate 
9.3.1.4
	

	>Guaranteed Flow Bit Rate Uplink
	O
	
	Bit Rate 
9.2.3.139.3.1.4
	

	>Packet Delay Budget 
	O
	
	9.2.3.129.3.1.80
	

	>Packet Error Rate 
	O
	
	9.2.3.49.3.1.81
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