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6.2
Solutions 


NOTE:
All solutions involving re-mapping do not work for legacy UEs when applied to scenario 2 and 4 because the UEs will release the PDU session when receiving the new Allowed NSSAI in the Register Update following the handover. Therefore, a pre-requisite to these solutions is SA2 to investigate a mechanism to make NG-RAN node aware before the handover whether the UE is a (re-mapping) supporting UE or not. 
6.2.1
Re-mapping decision in NG-RAN node

Editor note: Feasibility of this solution at system level requires further work including checking with SA2.

In solutions where the target NG-RAN node decides the re-mapping at incoming handover, the target NG-RAN node should be aware of the re-mapping policy for the involved PDU session. The following options are available:
Not modified
6.3 Solution evaluation 

The evaluation criteria are as follows:

· RAN impact

The point here is to analyze RAN impact of the solution (standardization and node behaviour), for example what signalling procedures may be affected and at what extent. 

· Core impact
The point here is to analyze Core impact of the solution (standardization and node behaviour), for example what signalling procedures may be affected and at what extent. Such analysis needs to be carried out together with SA2 and CT groups.
· OAM impact
The point here is to analyze operator and maintenance effort, for example how many network elements (e,g. gNB, NF) should be configured and managed by OAM. Such analysis may need to involve SA5.
· UE Impact

This is to analyse the impact at NAS and AS level on the UE. Such analysis needs to be carried out together with RAN2, SA2 and CT groups.
· Effectiveness of solution 

The point here is to analyse the effectiveness after applying the solution, for example the UE’s service experience after applying the solution.


· Applicable scenarios 

The point here is to list the applicable scenarios which the corresponding solution targets.

NOTE:
All solutions involving re-mapping do not work for legacy UEs when applied to scenario 2 and 4 because the UEs will release the PDU session when receiving the new Allowed NSSAI in the Register Update following the handover. Therefore, a pre-requisite to these solutions is SA2 to investigate a mechanism to make NG-RAN node aware before the handover whether the UE is a (re-mapping) supporting UE or not. 
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