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-------- Start of the Change ------
[bookmark: _Toc20953483][bookmark: _Toc29390660][bookmark: _Toc36551397][bookmark: _Toc45831608][bookmark: _Toc51762561][bookmark: _Toc56521376]8.7.3	S1 Setup 
[bookmark: _Toc20953484][bookmark: _Toc29390661][bookmark: _Toc36551398][bookmark: _Toc45831609][bookmark: _Toc51762562][bookmark: _Toc56521377]8.7.3.1	General
The purpose of the S1 Setup procedure is to exchange application level data needed for the eNB and the MME to correctly interoperate on the S1 interface. This procedure shall be the first S1AP procedure triggered after the TNL association has become operational. The procedure uses non-UE associated signalling.
//skip the unchanged part
[bookmark: _Toc20953486][bookmark: _Toc29390663][bookmark: _Toc36551400][bookmark: _Toc45831611][bookmark: _Toc51762564][bookmark: _Toc56521379]8.7.3.3	Unsuccessful Operation


Figure 8.7.3.3-1: S1 Setup procedure: Unsuccessful Operation.
If the MME cannot accept the setup, it should respond with a S1 SETUP FAILURE and appropriate cause value.
If the S1 SETUP FAILURE message includes the Time To Wait IE, the eNB shall wait at least for the indicated time before reinitiating the S1 setup towards the same MME.
[bookmark: _Toc20953487][bookmark: _Toc29390664][bookmark: _Toc36551401][bookmark: _Toc45831612][bookmark: _Toc51762565][bookmark: _Toc56521380]8.7.3.4	Abnormal Conditions
If the eNB initiates the procedure by sending a S1 SETUP REQUEST message including the PLMN Identity IEs and none of the PLMNs provided by the eNB is identified by the MME, then the MME shall reject the eNB S1 Setup Request procedure with the appropriate cause value, e.g., “Unknown PLMN”.
If none of the RATs indicated by the eNB in the S1 SETUP REQUEST message is supported by the MME, then the MME shall fail the S1 Setup procedure with an appropriate cause value.
-------- End of the Change------
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