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[bookmark: _Toc534727728][bookmark: _Toc36555203][bookmark: _Toc45882572][bookmark: _Toc51762881][bookmark: _Toc56582782]5.5.2.2	UL PDU SESSION INFORMATION (PDU Type 1)
This frame format is defined to allow the UPF to receive some control information elements which are associated with the transfer of a packet over the interface.
The following shows the respective UL PDU SESSION INFORMATION frame.

	[bookmark: _Hlk44683242]Bits
	Number of Octets

	7
	6
	5
	4
	3
	2
	1
	0
	

	PDU Type (=1)
	QMP
	DL Delay Ind.
	UL Delay Ind.
	SNP
	1

	N3/N9 Delay Ind.
	D1 UL PDCPDelay  Result Ind Spare

	QoS Flow Identifier 
	1

	DL Sending Time Stamp Repeated
	0 or 8

	DL Received Time Stamp
	0 or 8

	UL Sending Time Stamp
	0 or 8

	DL Delay Result
	0 or 4

	UL Delay Result
	0 or 4

	UL QFI Sequence Number
	0 or 3

	N3/N9 Delay Result
	0 or 4

	Padding 
	0-3



Figure 5.5.2.2-1: UL PDU SESSION INFORMATION (PDU Type 1) Format
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[bookmark: _Toc13919505][bookmark: _Toc36556091][bookmark: _Toc45833033][bookmark: _Toc51762978]5.5.3.xx	D1 UL PDCP Delay Result Ind
Description: This parameter indicates if the UL Delay Result includes or not includes the D1 measurement (UL PDCP Packet Average Delay). This parameter is only present if the UL Delay Ind is present and set to 1.
Value range: {0= D1 UL PDCP Packet Average Delay measurement is not included, 1= D1 UL PDCP Packet Average Delay measurement is included}.
Field length: 1 bit.
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