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1 Introduction

This contribution provides our TP for TR update of TR38.890.
-------------------------------------------------- Start of change ------------------------------------------------------------

6.1 
Signalling-based procedures
.--------------------------------------------------- End of change ------------------------------------------------------------
-------------------------------------------------- Start of change ------------------------------------------------------------

6.1.2
Signalling-based deactivation procedures
The procedure is used for deactivating the QoE measurement configured by OAM and triggered by CN shown in figure 6.1.2-1. 

The CN initiates the deactivation of QoE measurement, as configured by OAM, and sends the deactivation indication to the NG-RAN node to indicate which QoE measurement should be deactivated. The NG-RAN node checks whether there is an ongoing session pertaining to the QMC (according to the SA4 requirements). The QoE measurement configuration can be deactivated only if there is no such an ongoing session.

The NG-RAN node sends the deactivation indication to UE AS layer, and then UE AS layer sends the deactivation indication to the UE application layer.
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Figure 6.1.2-1 Signalling-based NR QoE deactivation procedure

.
--------------------------------------------------- End of change ------------------------------------------------------------
--------------------------------------------------- Start of change -----------------------------------------------------------
6.2.2
Management-based deactivation procedures
Note: The section concerns deactivation of measurement collection job. 
The procedure is used for deactivating the QoE measurement triggered by OAM shown in figure 6.2.2-1. 
OAM sends the deactivation indication to NG-RAN node to indicate which QoE measurement should be deactivated, 
If the NG-RAN node receices the indication that the QoE measurement configuration is to be deactivated, then NG-RAN node sends the deactivation indication to the UE AS layer, and UE AS layer sends it to the application layer in UE. 
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Figure 6.2.2-1 Management-based NR QoE deactivation procedure

--------------------------------------------------- End of change ------------------------------------------------------------
.
--------------------------------------------------- Start of change -----------------------------------------------------------
6.2 
Management-based procedures 
--------------------------------------------------- End of change ------------------------------------------------------------

--------------------------------------------------- Start of change -----------------------------------------------------------
7
Potential Impacts on NR specifications

Editor’s NOTE: Description of potential Specification impact, according to the potential solutions of NR QoE.
8
Conclusion
Editor’s NOTE: this section will be finalized based on the output of other CBs.
The following feature is recommended by RAN3 to be specified in normative phase:

-
Signalling-based activation
-
Signalling-based deactivation
-
Management-based activation
-
Management -based deactivation
-
QoE measurement triggering and stopping
-
Release of QoE measurement configuration
-
QoE measurement handling at RAN overload
-
Support for Mobility

-
Per slice QoE measurement
Solution down-selection and finalization can be performed in normative phase. Decision on whether or not to specify RAN visible QoE information reporting by UE should be taken in normative phase.
--------------------------------------------------- End of change ------------------------------------------------------------


