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	Reason for change:
	According to TS29.512:
If the PCF receives the request to disable the QoS monitoring from the AF, the PCF shall update the PCC rule with the "refQosMon" attribute set to NULL. The PCF may also remove the corresponding QoS Monitoring Data if no PCC rule is referring to it.
Therefore, the Full control of QoS monitoring should be supported in RAN side.

	
	

	Summary of change:
	Extend the value of the QoS Monitoring Request IE.

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolate impact on the  QoS monitoring over Xn.
This CR has ASN.1 impact with backward compatible way.


	
	

	Consequences if not approved:
	The Full control of QoS monitoring for the QoS flow can not be supported which brings gap between CN and RAN.
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	This CR's revision history:
	Rev 1:
Remove the “stop” value in QoS Monitoring Request IE.
Introduce the new IE “QoSMonitoringDisabled” to indicate to stop the QoS monitoring.
Add more co-source companies

Rev 2:
Update ASN.1


[bookmark: _Toc36555918][bookmark: _Toc51850751][bookmark: _Toc20955314][bookmark: _Toc29991517][bookmark: _Toc44497663][bookmark: _Toc45901670][bookmark: _Toc45108050]<<<<<<<<<<<<<<<<<<<< Start of the First Change >>>>>>>>>>>>>>>>>>>>
9.2.3.5	QoS Flow Level QoS Parameters
This IE defines the QoS Parameters to be applied to a QoS flow.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE QoS Characteristics
	M
	
	
	
	[bookmark: OLE_LINK178]–
	

	>Non Dynamic 5QI
	
	
	
	
	
	

	>>Non dynamic 5QI Descriptor
	M
	
	9.2.3.8
	
	–
	

	>Dynamic 5QI
	
	
	
	
	
	

	>>Dynamic 5QI Descriptor
	M
	
	9.2.3.9
	
	–
	

	Allocation and Retention Priority
	M 
	
	9.2.3.7
	
	–
	

	GBR QoS Flow Information
	O
	
	9.2.3.6
	This IE shall be present for GBR QoS flows and is ignored otherwise.
	–
	

	Reflective QoS Attribute
	O
	
	ENUMERATED (subject to, ...)
	Reflective QoS is specified in TS 23.501 [7]. This IE applies to Non-GBR bearers only and is ignored otherwise.
	–
	

	[bookmark: _Hlt180811783]Additional QoS flow Information
	O
	
	ENUMERATED (more likely, …)
	If this IE is set to "more likely", this indicates that traffic for this QoS flow is likely to appear more often than traffic for other flows established for the PDU session. This IE may be present in case of Non-GBR flows only and is ignored otherwise.
	–
	

	QoS Monitoring Request
	O
	
	ENUMERATED (UL, DL, Both, …)
	Indicates to measure UL, or DL, or both UL/DL delays for the associated QoS flow.
	YES
	ignore

	QoS Monitoring Disabled
	O
	
	ENUMERATED(true, ...)
	Indicates to stop the QoS monitoring.
	YES
	ignore



[bookmark: _Toc51850892][bookmark: _Toc45901811][bookmark: _Toc44497804][bookmark: _Toc29991616][bookmark: _Toc45108191][bookmark: _Toc36556019][bookmark: _Toc20955408]<<<<<<<<<<<<<<<<<<<< End of the First Change >>>>>>>>>>>>>>>>>>>>

<<<<<<<<<<<<<<<<<< Start of the Second Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc58484453][bookmark: _Toc56693896]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-Additional-UL-NG-U-TNLatUPF-List,
[bookmark: _Hlk36619637]	id-ConfiguredTACIndication,
	id-AlternativeQoSParaSetList,
	id-CurrentQoSParaSetIndex,
	id-DefaultDRB-Allowed,
	id-DLCarrierList,
	id-EndpointIPAddressAndPort,
	id-ExtendedTAISliceSupportList,
	id-FiveGCMobilityRestrictionListContainer,
	id-SecondarydataForwardingInfoFromTarget-List,
	id-LastE-UTRANPLMNIdentity,
	id-IntendedTDD-DL-ULConfiguration-NR,
	id-MaxIPrate-DL,
	id-SecurityResult,
	id-OldQoSFlowMap-ULendmarkerexpected,
	id-PDUSessionCommonNetworkInstance,
	id-BPLMN-ID-Info-EUTRA,
	id-BPLMN-ID-Info-NR,
	id-DRBsNotAdmittedSetupModifyList,
	id-Secondary-MN-Xn-U-TNLInfoatM,
	id-ULForwardingProposal,
	id-DRB-IDs-takenintouse,
	id-SplitSessionIndicator,
	id-NonGBRResources-Offered,
	id-MDT-Configuration,
	id-TraceCollectionEntityURI,
	id-NPN-Broadcast-Information,
	id-NPNPagingAssistanceInformation,
	id-NPNMobilityInformation,
	id-NPN-Support,
	id-LTEUESidelinkAggregateMaximumBitRate,
	id-NRUESidelinkAggregateMaximumBitRate,
	id-ExtendedRATRestrictionInformation, 
	id-QoSMonitoringRequest,
    id-QoSMonitoringDisabled,
	id-QosMonitoringReportingFrequency,
	id-DAPSRequestInfo, 
	id-OffsetOfNbiotChannelNumberToDL-EARFCN,
	id-OffsetOfNbiotChannelNumberToUL-EARFCN,
	id-NBIoT-UL-DL-AlignmentOffset,
	id-TDDULDLConfigurationCommonNR,
	id-CarrierList,
	id-ULCarrierList,
	id-FrequencyShift7p5khz,
	id-SSB-PositionsInBurst,
	id-NRCellPRACHConfig,
[bookmark: _Hlk34814094]	id-Redundant-UL-NG-U-TNLatUPF,
	id-Redundant-DL-NG-U-TNLatNG-RAN,
	id-CNPacketDelayBudgetDownlink,
	id-CNPacketDelayBudgetUplink,
	id-ExtendedPacketDelayBudget,
	id-Additional-Redundant-UL-NG-U-TNLatUPF-List,
	id-RedundantCommonNetworkInstance,
	id-TSCTrafficCharacteristics,
	id-RedundantQoSFlowIndicator,
	id-Additional-PDCP-Duplication-TNL-List,
	id-RedundantPDUSessionInformation,
	id-UsedRSNInformation,
	id-RLCDuplicationInformation,
	id-CSI-RSTransmissionIndication,
	id-UERadioCapabilityID,
	id-secondary-SN-UL-PDCP-UP-TNLInfo,
	id-pdcpDuplicationConfiguration,
	id-duplicationActivation,
	id-NPRACHConfiguration,
	id-QoSFlowsMappedtoDRB-SetupResponse-MNterminated,
	id-DL-scheduling-PDCCH-CCE-usage,
	id-UL-scheduling-PDCCH-CCE-usage,
<<<<<<<<<<<<<<<<<<<< End of the Second Change >>>>>>>>>>>>>>>>>>>>

<<<<<<<<<<<<<<<<<< Start of the Third Change >>>>>>>>>>>>>>>>>>>>
QoSFlowLevelQoSParameters ::= SEQUENCE {
	qos-characteristics			QoSCharacteristics,
	allocationAndRetentionPrio	AllocationandRetentionPriority,
[bookmark: _Hlk515426213]	gBRQoSFlowInfo				GBRQoSFlowInfo														OPTIONAL,
	relectiveQoS				ReflectiveQoSAttribute												OPTIONAL,
	additionalQoSflowInfo		ENUMERATED {more-likely, ...}										OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { {QoSFlowLevelQoSParameters-ExtIEs} } OPTIONAL,
	...
}

QoSFlowLevelQoSParameters-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ID id-QoSMonitoringRequest				CRITICALITY ignore	EXTENSION QosMonitoringRequest					PRESENCE optional}|
	{ID id-QosMonitoringReportingFrequency	CRITICALITY ignore	EXTENSION QosMonitoringReportingFrequency	PRESENCE optional}|
{ID id-QoSMonitoringDisabled				CRITICALITY ignore	EXTENSION QosMonitoringRequest					PRESENCE optional},
	...
}
**************** skip unchanged part *******************
QosMonitoringRequest ::= ENUMERATED {ul, dl, both}
QoSMonitoringDisabled ::= ENUMERATED {true, ...}
QosMonitoringReportingFrequency ::= INTEGER (1..1800, ...)
<<<<<<<<<<<<<<<<<< End of the Third Change >>>>>>>>>>>>>>>>>>>>


<<<<<<<<<<<<<<<<<< Start of the Fourth Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc36556021][bookmark: _Toc20955410][bookmark: _Toc45901813][bookmark: _Toc58484455][bookmark: _Toc44497806][bookmark: _Toc56693898][bookmark: _Toc45108193][bookmark: _Toc51850894][bookmark: _Toc29991618]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

XnAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS
	ProcedureCode,
	ProtocolIE-ID
FROM XnAP-CommonDataTypes;

**************** skip unchanged part *******************
id-QoSFlowsMappedtoDRB-SetupResponse-MNterminated			     			ProtocolIE-ID ::= 239
id-DL-scheduling-PDCCH-CCE-usage											ProtocolIE-ID ::= 240
id-UL-scheduling-PDCCH-CCE-usage											ProtocolIE-ID ::= 241
id-QoSMonitoringDisabled                                                    ProtocolIE-ID ::= xxx


<<<<<<<<<<<<<<<<<< End of the Fourth Change >>>>>>>>>>>>>>>>>>>>
