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1. Overall Description:

SA5 thanks RANs for the LS reply on QoS Monitoring for URLLC.
In the LS, RAN3 answered that the measurements related to the RAN part of the packet delay, excluding the UL D1 packet delay, can be collected by the OAM by means of the following measurements defined in TS28.552:

-
D2 (DL delay on gNB-DU), referring to Average delay in RLC sublayer of gNB-DU in TS 28.552, § 5.1.3.3.3.

-
D3 (DL delay on F1-U), referring to Average delay on F1-U in TS 28.552, § 5.1.3.3.2.

-
D4 (DL delay in CU-UP), referring to Average delay DL in CU-UP in TS 28.552, § 5.1.3.3.1.

SA5 would like to provide further clarification that the D2, D3 and D4 measurements defined by SA5 and referenced by RAN3 are the average delays, adding them up could get the average delay between NG-RAN and UE, however using these measurements cannot get the distribution of packet delays which are also defined in TS 28.552 and based on RAN part UL packet delay result excluding the UL D1 packet delay:
· Distribution of UL packet delays between NG-RAN and UE, in clause 5.1.1.1.7 of TS 28.552.

· Distribution of UL packet delays between PSA-UPF and UE, in clause 5.4.9.2.2 of TS 28.552.
2. Actions:

To RAN3 group.

ACTION: 
SA5 respectfully asks RAN3 to take the above-mentioned information into consideration and provide an UL packet delay result reported by NG-RAN excluding the UL D1 packet delay for QoS monitoring.
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