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Beginning of Text Proposal for TS 38.413
[bookmark: _Toc45652396][bookmark: _Toc45658828][bookmark: _Toc45720648][bookmark: _Toc45798528][bookmark: _Toc45897917][bookmark: _Toc51746121][bookmark: _Toc56613773]9.3.1.130	TSC Traffic Characteristics
This IE provides the traffic characteristics of TSC QoS flows.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TSC Assistance Information Downlink
	O
	
	TSC Assistance Information
9.3.1.131
	

	TSC Assistance Information Uplink
	O
	
	TSC Assistance Information
9.3.1.131
	



[bookmark: _Toc45652397][bookmark: _Toc45658829][bookmark: _Toc45720649][bookmark: _Toc45798529][bookmark: _Toc45897918][bookmark: _Toc51746122][bookmark: _Toc56613774]9.3.1.131	TSC Assistance Information
This IE provides the TSC assistance information for a TSC QoS flow in the uplink or downlink (see TS 23.501 [9]). 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Periodicity
	M
	
	9.3.1.132
	

	Burst Arrival Time
	O
	
	9.3.1.133
	

	Survival Time
	O
	
	9.3.1.x
	



[bookmark: _Toc45652398][bookmark: _Toc45658830][bookmark: _Toc45720650][bookmark: _Toc45798530][bookmark: _Toc45897919][bookmark: _Toc51746123][bookmark: _Toc56613775]9.3.1.132	Periodicity
This IE indicates the Periodicity of the TSC QoS flow as defined in TS 23.501 [9]. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Periodicity
	M
	
	INTEGER (0..640000, …)
	Periodicity expressed in units of 1 us.



Next Change
9.3.1.x	Survival Time
This IE indicates the Survival Time of the TSC QoS flow as defined in TS 23.501 [9]. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Survival Time
	M
	
	INTEGER (0..3, …)
	Survival Time expressed in units of the data burst periodicity of the TSC QoS flow, given by the value of the Periodicity IE.
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