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-------------------------------------------Change 1-------------------------------------------

[bookmark: _Toc20955759][bookmark: _Toc29892853][bookmark: _Toc36556790][bookmark: _Toc45832166][bookmark: _Toc51763346][bookmark: _Toc52131684]8.2.7	gNB-DU Status Indication
[bookmark: _Toc20955760][bookmark: _Toc29892854][bookmark: _Toc36556791][bookmark: _Toc45832167][bookmark: _Toc51763347][bookmark: _Toc52131685]8.2.7.1	General
The purpose of the gNB-DU Status Indication procedure is informing the gNB-CU that the gNB-DU is overloaded so that overload reduction actions can be applied. This procedure is also used to inform the IAB-donor-CU about a downlink congestion at an IAB-DU. The procedure uses non-UE associated signalling.
[bookmark: _Toc20955761][bookmark: _Toc29892855][bookmark: _Toc36556792][bookmark: _Toc45832168][bookmark: _Toc51763348][bookmark: _Toc52131686]8.2.7.2	Successful Operation


Figure 8.2.7.2-1: gNB-DU Status Indication procedure
If the gNB-DU Overload Information IE in the GNB-DU STATUS INDICATION message indicates that the gNB-DU is overloaded, the gNB-CU shall apply overload reduction actions until informed, with a new GNB-DU STATUS INDICATION message, that the overload situation has ceased.
The detailed overload reduction policy is up to gNB-CU implementation.
If the IAB Congestion Indication IE is contained in the GNB-DU STATUS INDICATION message, the gNB-CU shall, if supported, take it into account for backhaul congestion mitigation. Depending on regional/national requirements and network operator policy, priority traffic (e.g. MPS) at the IAB-DU and at intermediate IAB-nodes shall be exempted from overload reduction policy throttling at the gNB-CU up to the point where the backhaul congestion mitigation cannot be achieved without throttling the priority traffic.
Editor’s NOTE: The handling with respect to simultaneous presence of IAB Congestion Indication IE and the gNB-DU Overload Information IE is FFS.

[bookmark: _Toc20955762][bookmark: _Toc29892856][bookmark: _Toc36556793][bookmark: _Toc45832169][bookmark: _Toc51763349][bookmark: _Toc52131687]8.2.7.3	Abnormal Conditions
Void.
-------------------------------------------End of Change-------------------------------------------
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