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1. Introduction
Last RAN3-111-e meeting discussed the survival time, and the summary is given in the following table. 
	Introduce Survival Time into RAN3 specifications in principle. FFS on the details e.g.  minimum and maximum value of Survival Time. 
Introduce Survival Time at NG/Xn/E1/F1 interface. 
Survival Time is included for downlink.  It’s still FFS whether to include Survival Time for uplink
Survival Time can be expressed with the time. FFS on e.g., the exact encoding, whether aperiodic type is allowed.
Wait for RAN2/SA2 on new TSCAI parameters.
The survival time is part of the TSCAI parameter
Open issues to be discussed at the next meeting:
-	details of Survival Time e.g.  minimum and maximum value of Survival Time.
-	whether to include Survival Time for uplink
-	the exact encoding, whether aperiodic type is allowed.
 To be continued...



Meanwhile the RAN2#113-e meeting agreed the following about the RAN enhancement on new QoS parameter.
Agreements
-	Communication service availability (CSA) is not needed on top of survival time.  Send a reply LS to SA2 to notify such confirmation 
-	RAN2 confirms that specification enhancement for survival time support may only needed for uplink.  Downlink is addressed by implementation and no specification impacts.  
-	Support for survival time in UCE is up to network configuration. 
-	Continue discussing whether burst spread and burst ending time is beneficial from RAN2 perspective, but trigger the discussion after SA2 progress in February  
-	Communication service reliability (CSR) is not needed on top of survival time
-	Only periodic traffic is considered for survival time work in Rel-17
-	RAN2 assumes one application message is conveyed by one PDCP SDU, and may further consider the cases where one application message is conveyed by varying number of PDCP SDUs depending on the progress

Also the TS 23.501 has captured the survival time parameter. In this document, we further discuss this survival time issue and propose the corresponding CRs. 
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]2. Discussion
The TSC Assistance Information has been specified in TS 23.501 as follows (updated in S2-2103053). 
	[bookmark: _Toc20150066][bookmark: _Toc27846865][bookmark: _Toc36187996][bookmark: _Toc45183900][bookmark: _Toc47342742][bookmark: _Toc51769443][bookmark: _Toc59095795]5.27.2	TSC Assistance Information (TSCAI)
5.27.2.1	General	
…
[bookmark: OLE_LINK498][bookmark: OLE_LINK499]SMF binds PCC rules with a TSC Assistance Container as described in clause 6.1.3.2.4 of TS 23.503 [45]. SMF uses the TSC Assistance Container to derive TSCAI as defined in Table 5.27.2-1 on a per QoS Flow basis and sends it to NG-RAN. The Periodicity, Burst Arrival Time, and Survival Time components of the TSCAI that the SMF signals to the NG-RAN are specified with respect to the 5G clock. The SMF may update the TSCAI to NG-RAN as part of handover procedure as defined in TS 23.502 [3] clauses 4.9.1.2.2 and 4.9.1.3.2. The SMF is responsible for mapping the Burst Arrival Time and Periodicity from an external clock (when available) to the 5G clock based on the time offset and cumulative rateRatio between the external clock time and 5GS time as measured and reported by the UPF. The SMF may correct the TSCAI based on the UPF report for time offset and cumulative rateRatio between external PTP time and 5GS time as measured and reported by the UPF.
A Survival Time may be provided by TSN AF/AF either in terms of maximum number of messages (message is equivalent to a burst) or in terms of time units. Single burst is expected within a single time period referred to as the periodicity. If Survival Time is provided in terms of maximum number of messages, the SMF converts maximum number of messages into time units by multiplying its value by the TSCAI Periodicity, and sets the TSCAI Survival Time to the calculated value. If Survival Time is provided in time units, the SMF corrects the Survival Time by the previously received cumulative rateRatio from the UPF and sets the TSCAI Survival Time to the corrected value.
[bookmark: OLE_LINK503][bookmark: OLE_LINK504]Table 5.27.2-1: TSC Assistance Information (TSCAI)
	Assistance Information
	Description

	Flow Direction
	The direction of the TSC flow (uplink or downlink).

	Periodicity
	It refers to the time period between start of two bursts.

	Burst Arrival time (Optional)
	The latest possible time when the first packet of the data burst arrives at either the ingress of the RAN (downlink flow direction) or egress interface of the UE (uplink flow direction).


	[bookmark: OLE_LINK289]Survival Time (Optional)
	It refers to the time period an application can survive without any burst, as defined in Annex C.2.3, TS 22.104 [105].






[bookmark: OLE_LINK536]Observation 1: Survival time is included in the TSCAI per QoS Flow, in units of “time” with respect to burst periodicity.
As depicted in the TS 22.104, the survival time can be 0 (see the annex part). When it is set as “0”, this means this QoS flow can not tolerant even one packet loss. The maximum value can be as three numbers of periodicity or the TBD. For future-proof purpose, the maximum value can be set as 16, or 64. 
[bookmark: OLE_LINK546]Therefore, the corresponding RAN3 impact should be captured. 
· [bookmark: OLE_LINK545][bookmark: OLE_LINK558]Survival time specified in unit of “time” will be included in TSCAI, where a time unit is equivalent to the Periodicity.
· The value of “time” can be set as 0~16.
Proposal 1: [bookmark: OLE_LINK537]Add the survival time per QoS Flow for downlink and uplink, in units of "time" with respect to burst periodicity. Its range could be set between 0~16. And the aperiodic survival time is not needed. 

In addition, the survival time is signalled separately in the uplink and downlink for one Qos flow, but handled by the NG-RAN node independently. For example, 
[bookmark: OLE_LINK629][bookmark: OLE_LINK517][bookmark: OLE_LINK514]- 	If SMF send the survival time (value = 1 period) in the uplink for the Qos flow to the NG-RAN, NG-RAN would only improve the reliability transmission once one uplink burst transmission fails. 
[bookmark: OLE_LINK519]-	If SMF send the survival time (value = 1 period) in the downlink for the Qos flow to the NG-RAN, NG-RAN would only improve the reliability transmission once one downlink burst transmission fails. 
[bookmark: OLE_LINK516][bookmark: OLE_LINK520][bookmark: OLE_LINK518][bookmark: OLE_LINK627]But there are TSN service in acknowledgment mode at the application layer. For these services, the TSN server first sends the downlink burst then expects the uplink burst as the acknowledge. In this case, only if the expected uplink burst as an ACK has been received, the TSN sever consider the downlink burst has been transmitted successfully. Therefore, the problem is that the NG-RAN only improve the reliability transmission for either direction (either the uplink or the downlink), but not handled in a joint way. This problem is depicted in the following figure.
[image: ]
[bookmark: OLE_LINK628]Figure 1. Survival time expires in case of the acknowledge mode TSN traffic.
Proposal 2: [bookmark: OLE_LINK538]Discuss the TSN servces in acknowledgment mode. Typically, The NG-RAN node may fulfil the survival time requriements either the uplink or downlink, but can not meet the TSN services in acknowledge mode. An LS to SA2 can be sent if any need.  
· [bookmark: OLE_LINK626][bookmark: OLE_LINK630]
[bookmark: _Toc423019950][bookmark: _Toc423020279][bookmark: _Toc423020296]3. Conclusion
Based on the discussion in this paper, we propose the following:
Observation 1: Survival time is included in the TSCAI per QoS Flow, in units of “time” with respect to burst periodicity.
Proposal 1: [bookmark: _GoBack]Add the survival time per QoS Flow for downlink and uplink, in units of "time" with respect to burst periodicity. Its range could be set between 0~16. And the aperiodic survival time is not needed. 
Proposal 2: Discuss the TSN servces in acknowledgment mode. Typically, The NG-RAN node may fulfil the survival time requriements either the uplink or downlink, but can not meet the TSN services in acknowledge mode. An LS to SA2 can be sent if any need. 
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5. Annex – TS 22.104
[bookmark: OLE_LINK525][bookmark: OLE_LINK526]Table 5.2-1: Periodic deterministic communication service performance requirements
	[bookmark: _Hlk70071076]Characteristic parameter
	Influence quantity
	

	Communication service availability: target value (note 1)
	Communication service reliability: mean time between failures
	End-to-end latency: maximum (note 2) (note 12a)
	Service bit rate: user experienced data rate (note 12a)
	Message size [byte] (note 12a)
	Transfer interval: target value (note 12a)
	Survival time (note 12a)
	UE 
speed (note 13)
	# of UEs
	Service area 
(note 3)
	Remarks

	99.999 % to 99.999 99 %
	~ 10 years

	< transfer interval value
	–
	50
	500 μs 
	500 μs
	≤ 75 km/h
	≤ 20
	50 m x 10 m x 10 m
	Motion control (A.2.2.1)

	99.999 9 % to 99.999 999 %
	~ 10 years
	< transfer interval value
	–
	40
	1 ms 
	1 ms
	≤ 75 km/h
	≤ 50
	50 m x 10 m x 10 m
	Motion control (A.2.2.1)

	99.999 9 % to 99.999 999 %
	~ 10 years
	< transfer interval value
	–
	20
	2 ms 
	2 ms
	≤ 75 km/h
	≤ 100
	50 m x 10 m x 10 m
	Motion control (A.2.2.1)

	99.999 9 %
	–
	< 5 ms
	1 kbit/s (steady state)
1.5 Mbit/s (fault case)
	< 1,500
	< 60 s 
(steady state)
≥ 1 ms (fault case)
	transfer interval
	stationary
	20
	30 km x 20 km
	Electrical Distribution – Distributed automated switching for isolation and service restoration (A.4.4); (note 5) 

	99.999 9 % to 99.999 999 %
	~ 10 years
	< transfer interval value
	
	1 k
	≤ 10 ms
	10 ms
	-
	5 to 10
	100 m x 30 m x 10 m
	Control-to-control in motion control (A.2.2.2); (note 9)

	99.999 9 % to 99.999 999 %
	~ 10 years
	< transfer interval value (note 5)
	50 Mbit/s
	
	≤ 1 ms
	3 x transfer interval
	stationary
	2 to 5
	100 m x 30 m x 10 m
	Wired-2-wireless 100 Mbit/s link replacement (A.2.2.4)

	99.999 9 % to 99.999 999 %
	~ 10 years
	< transfer interval value (note 5)
	250 Mbit/s
	
	≤ 1 ms
	3 x transfer interval
	stationary
	2 to 5
	100 m x
30 m x 10 m
	Wired-2-wireless 1 Gbit/s link replacement (A.2.2.4)

	99.999 9 % to 99.999 999 %
	~ 10 years
	< transfer interval value
	
	1 k
	≤ 50 ms
	50 ms
	-
	5 to 10
	1,000 m x 30 m x 10 m
	Control-to-control in motion control (A.2.2.2); (note 9)

	> 99.999 9 %
	~ 10 years
	< transfer interval value
	–
	40 to 250
	1 ms to 50 ms (note 6) (note 7)
	transfer interval value
	≤ 50 km/h
	≤ 100
	≤ 1 km2
	Mobile robots (A.2.2.3)

	99.999 9 % to 99.999 999 %
	~ 1 month
	< transfer interval value
	–
	40 to 250
	4 ms to 8 ms (note 7)
	transfer interval value
	< 8 km/h (linear movement)
	TBD
	50 m x 10 m x 4 m
	Mobile control panels – remote control of e.g. assembly robots, milling machines (A.2.4.1); (note 9)

	99.999 999 %
	1 day
	< 8 ms
(note 14)
	250 kbit/s
	40 to 250
	8 ms
	16 ms
	quasi-static; up to 10 km/h
	2 or more
	30 m x 30 m
	Mobile Operation Panel: Emergency stop (connectivity availability) (A.2.4.1A)

	99.999 99 %
	1 day
	< 10 ms
(note 14)
	< 1 Mbit/s
	<1024
	10 ms
	~10 ms
	quasi-static; up to 10 km/h
	2 or more
	30 m x 30 m
	Mobile Operation Panel: Safety data stream (A.2.4.1A)

	99.999 999 %
	1 day
	10 ms to 100 ms
(note 14)
	10 kbit/s
	10 to 100
	10 ms to 100 ms
	transfer interval
	stationary
	2 or more
	100 m² to 2,000 m²
	Mobile Operation Panel: Control to visualization (A.2.4.1A)

	99.999 999 %
	1 day
	< 1 ms
(note 14)
	12 Mbit/s to 16 Mbit/s
	10 to 100
	1 ms
	~ 1 ms
	stationary
	2 or more
	100 m²
	Mobile Operation Panel: Motion control (A.2.4.1A)

	99.999 999 %
	1 day
	< 2 ms 
(note 14)
	16 kbit/s (UL)
2 Mbit/s (DL)
	50
	2 ms
	~ 2 ms
	stationary
	2 or more
	100 m²
	Mobile Operation Panel: Haptic feedback data stream (A.2.4.1A)

	99.999 9 % to 99.999 999 %
	~ 1 year
	< transfer interval
	–
	40 to 250

	< 12 ms (note 7)
	12 ms
	< 8 km/h (linear movement)
	TBD
	typically 40 m x 60 m; maximum 200 m x 300 m
	Mobile control panels -remote control of e.g. mobile cranes, mobile pumps, fixed portal cranes (A.2.4.1); (note 9)

	[bookmark: _Hlk70071258]99.999 9 % to 99.999 999 %
	≥ 1 year
	< transfer interval value
	–
	20
	≥ 10 ms (note 8)
	0
	typically stationary
	typically 10 to 20
	typically ≤ 100 m x 100 m x 50 m
	Process automation – closed loop control (A.2.3.1)

	99.999 %
	TBD
	~ 50 ms  
	–
	~ 100
	~ 50 ms
	TBD
	stationary
	≤ 100,000
	several km2 up to 100,000 km2
	Primary frequency control (A.4.2); (note 9)

	99.999 %
	TBD
	~ 100 ms
	–
	~ 100
	~ 200 ms
	TBD
	stationary
	≤ 100,000
	several km2 up to 100,000 km2
	Distributed Voltage Control (A.4.3) (note 9)

	> 99.999 9 %
	~ 1 year
	< transfer interval value
	–
	15 k to 250 k
	10 ms to 100 ms (note 7)
	transfer interval value
	≤ 50 km/h
	≤ 100
	≤ 1 km2
	Mobile robots – video-operated remote control (A.2.2.3)

	[bookmark: OLE_LINK524]> 99.999 9 %
	~ 1 year
	< transfer interval value
	–
	40 to 250
	40 ms to 500 ms (note 7)
	transfer interval value
	≤ 50 km/h
	≤ 100
	≤ 1 km2
	Mobile robots (A.2.2.3)

	99.99 %
	≥ 1 week
	< transfer interval value
	–
	20 to 255
	100 ms to 60 s (note 7)
	≥ 3 x transfer interval value
	typically stationary
	≤ 10,000 to 100,000
	≤ 10 km x 10 km x 50 m
	Plant asset management (A.2.3.3)

	>99.999 999 %
	> 10 years
	< 2 ms
	2 Mbit/s to 16 Mbit/s
	250 to 2,000
	1 ms
	transfer interval value
	stationary
	1
	< 100 m2
	Robotic Aided Surgery (A.6.2)

	>99.999 9 % 
	> 1 year
	< 20 ms
	2 Mbit/s to 16 Mbit/s
	250 to 2,000
	1 ms
	transfer interval value
	stationary
	2 per 1,000 km2
	< 400 km (note 12)
	Robotic Aided Surgery (A.6.2)

	>99.999 %
	>> 1 month 
(< 1 year)
	< 20 ms
	2 Mbit/s to 16 Mbit/s
	80
	1 ms
	transfer interval value
	stationary
	20 per 100 km2
	< 50 km (note 12)
	Robotic Aided Diagnosis (A.6.3)

	99.999 9 % to 99.999 999 %
	~ 10 years
	< 0.5 x transfer interval
	2.5 Mbit/s
	250
500 with localisation information
	> 5 ms
> 2.5 ms
> 1.7 ms
(note 10)
	0
transfer interval
2 x transfer interval
(note 10)
	≤ 6 km/h (linear movement)
	2 to 8
	10 m x 10 m x 5 m;
50  m x 5 m x 5 m
(note 11)
	Cooperative carrying – fragile work pieces; (ProSe communication) (A.2.2.5)

	99.999 9 % to 99.999 999 %
	~ 10 years
	< 0.5 x transfer interval
	2.5 Mbit/s
	250
500 with localisation information
	> 5 ms 
> 2.5 ms
> 1.7 ms (note 10)
	0
transfer interval
2 x transfer interval
(note 10)
	≤ 12 km/h (linear movement)
	2 to 8
	10 m x 10 m x 5 m;
50 m x 5 m x 5 m
(note 11)
	Cooperative carrying – elastic work pieces; (ProSe communication) (A.2.2.5)

	NOTE 1:	One or more retransmissions of network layer packets may take place in order to satisfy the communication service availability requirement.
NOTE 2:	Unless otherwise specified, all communication includes 1 wireless link (UE to network node or network node to UE) rather than two wireless links (UE to UE).
NOTE 3:	Length x width (x height).
NOTE 4:	(void)
NOTE 5:	Communication includes two wireless links (UE to UE).
NOTE 6:	This covers different transfer intervals for different similar use cases with target values of 1 ms, 1 ms to 10 ms, and 10 ms to 50 ms.
NOTE 7:	The transfer interval deviates around its target value by < ±25 %.
NOTE 8:	The transfer interval deviates around its target value by < ±5 %.
NOTE 9:	Communication may include two wireless links (UE to UE).
NOTE 10:	The first value is the application requirement, the other values are the requirement with multiple transmission of the same information (two or three times, respectively).
NOTE 11:	Service Area for direct communication between UEs. The group of UEs with direct communication might move throughout the whole factory site (up to several km²). 
NOTE 12:	Maximum straight-line distance between UEs. 
NOTE 12a:	It applies to both UL and DL unless stated otherwise.
NOTE 13:	It applies to both linear movement and rotation unless stated otherwise. 
NOTE 14:	The mobile operation panel is connected wirelessly to the 5G system. If the mobile robot/production line is also connected wirelessly to the 5G system, the communication includes two wireless links.
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